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The purpose of this Project Concept Summary is to summarize the development of CIP Project T-
2208 to date through completion of the Concept Phase. This document describes the project 
purpose, outlines key project components that are proposed within the development of the 
Concept Layouts, and documents decisions surrounding various proposed components required to 
meet that purpose.  
 
Project Need and Purpose:   
The project will reduce congestion at the intersection of Peachtree-Dunwoody Road and Lake Hearn 
Drive in the vicinity of the I-285 interchange ramps while also improving bicycle and pedestrian 
connectivity and safety. 
 
There is insufficient intersection capacity and turn-lane storage for vehicles entering Peachtree-
Dunwoody Road from Lake Hearn Drive, resulting in significant congestion on Lake Hearn Drive.  This 
congestion can impact emergency vehicle access between Northside and St. Joseph’s hospitals and 
I-285.  The project will improve the operation by increasing intersection capacity and reducing 
overall congestion at the Peachtree-Dunwoody Road and Lake Hearn Road intersection near the I-
285 interchange. 
 
The roadway, bicycle, and pedestrian network in the superblock of roads between the Medical 
Center and Dunwoody MARTA transit stations is currently inadequate – with operational 
inefficiencies, insufficient intersection capacity, and intermittent facilities for non-vehicular travel.  
The connectivity, congestion, and operational issues were identified through community outreach 
and via input from MARTA, SRTA, and municipal partners, including: the City of Sandy Springs, City 
of Dunwoody, and City of Brookhaven. 
 
There are no bicycle current facilities on Lake Hearn Drive, Hammond Drive or Peachtree-Dunwoody 
Road. The sidewalks along Peachtree-Dunwoody Road and Lake Hearn Drive are only continuous on 
the west and south sides of each road, respectively. These improvements will enhance the quality 
of life by reducing congestion and further promoting pedestrian, bicycle, and MARTA transit options 
for the current and planned office and residential developments within the Perimeter Center 
Improvement Districts. 
 
Existing Conditions:  
Peachtree-Dunwoody Road is a primarily 4-lane north-south urban minor arterial with turn lanes at 
intersections and posted speed of 35 mph. From I-285 to Concourse Pkwy and from Concourse Pkwy 
to Hammond Dr there are raised medians separating the lanes from the opposite direction of travel. 
Current construction is impacting travelers on Peachtree-Dunwoody Rd near I-285 as it narrows to 
two lanes to access the onramps and through lanes. 
 
There is currently no sidewalk on the east side of Peachtree-Dunwoody Rd under the I-285 overpass 
but there is intermittent sidewalk on the west side of the road continuing north to Concourse Pkwy, 
where it picks back up on both sides and continues past Hammond Dr. 
 
Lake Hearn Drive is a 2-lane east-west major collector with a posted speed of 35 mph and left turn 
lanes at intersections. There is a raised median east of Altmore Ave outside the limits of the 
proposed project. 
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Description of the Proposed Improvements:  
The project corridor is approximately 0.5 miles; 0.2 miles along Lake Hearn Drive and 0.3 miles along 
Peachtree-Dunwoody Road. The proposed work on Lake Hearn Drive begins at the intersection with 
Peachtree-Dunwoody Road and extends east until about 200 feet west of Altmore Avenue. The 
proposed work on Peachtree-Dunwoody Road encompasses the area from the intersection with 
Lake Hearn Drive north and ties in just before the intersection with Hammond Drive. 
 
The project proposes widening and overlay of Lake Hearn Drive to accommodate an additional 
westbound lane to allow for a left turn, thru-left and a right turn lane at the intersection. On the 
north side of Lake Hearn Drive, 24-in curb and gutter, a 5-ft grass landscaping strip, and a 10-ft 
multiuse concrete path with a 1-ft landscaping strip behind it are proposed from the major 
intersection east to the medical facilities parking area entrance. On the south side of Lake Hearn 
Drive, 24-in curb and gutter, a 2-ft grass strip, and a 6-ft concrete sidewalk with 1-ft grass 
landscaping strip behind it are proposed from the Peachtree-Dunwoody intersection east to the 
office complex parking entrance west of Altmore Avenue with the curb and gutter tying into existing 
about 120-ft before the end of proposed sidewalk. Only one driveway will require work along Lake 
Hearn Drive. 
 
A 12-ft multiuse path is proposed on the west side of Peachtree-Dunwoody Road tying in on the 
south to the path designed for the I-285/SR 400 project and tying in on the north to the sidewalk on 
Hammond Drive. South of Concourse Parkway, the width of the landscaping in front of and behind 
the path vary along the corridor. North of Concourse Parkway, a 5’ landscape strip between the 
back of curb and the path is proposed.  Shoulder grading will be necessary to complete this work.  
Some full-depth paving and island modifications are proposed at the intersection with Concourse 
Parkway along with some new 24-in curb and gutter.  
 
The proposed improvements tie into existing segments of sidewalk and streetscape that have been 
built to City of Sandy Springs redevelopment standards at various locations.  
 
The project is being funded by federal funds being administered by the Federal Transit Authority 
(FTA) with local matching funds. The project’s funding is programmed in the ARC RTP as FN-205  
 
See Attachment 1 for Concept Layout. 
See Attachment 6 for Anticipated Schedule. 
 
Adjacent/Related Projects: 

1. Transform 285/400 
2. I-285 Westbound Auxiliary Lane Extension 
3. Multiuse Trail on Peachtree-Dunwoody Rd from Hammond Dr to Mt. Vernon Rd 

 
Traffic Data: 
With the completion of construction of the I-285/SR 400 project and the opening final lane 
configuration on Peachtree Dunwoody Road, updated traffic counts for the project area were 
obtained and an updated Traffic Engineering Report for the project was prepared.  The analysis was 
based on traffic counts obtained in March 2024 with traffic volumes projected to 2027 (Base Year) 
and 2047 (Design Year).  The analysis for the build condition was based on the new lane 
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configuration on Peachtree Dunwoody Road implemented by the I-285/SR 400 Interchange project 
along with the proposed improvements on Lake Hearn Drive under this concept.   
 
The analysis showed that the intersection of Lake Hearn Drove and Peachtree Dunwoody Road 
would operate at a Level of Service (LOS) of C in the 2047 No-Build Condition but the LOS in the AM 
for the westbound approach would operate at an LOS F.  It shows that the 95% queue for the 
westbound left turn on Lake Hearn Drive would exceed the existing 175-feet of storage available 
(478-ft in AM/289-ft in PM) in the 2047 No-Build Condition.  Under the no-build condition, the 
backup of the westbound left turn queue restricts the access of right turning vehicles to the 
intersection, reducing the efficiency.   
 
For the Build condition, the study showed that while the overall Level-of-Service would remain the 
same in the 2047 Design year, the Level of Service (LOS) of the westbound approach would improve 
to LOS D. The proposed addition of a second westbound left turn lane on Lake Heard Drive would 
reduce the 95% queue to 184-ft (AM)/178-ft (PM).  
 
See Attachment 2 for the full Traffic Engineering Report. 
 
Key Information Gathered: 
Background information was compiled to form the foundation for the development of the Concept 
Layouts and Cost Estimates. Key information gathered is summarized in the table below: 
 

Information Completion Date 

Topographic/Property Surveys October 2023 

Traffic Counts September 2016 (to be 
updated in 1st QTR 2024) 

Subsurface Utility Location March 2020 (to be 
updated in 1st QTR 2024) 

Phase 1 Environmental Site Assessments TBD 
 
Major Interchanges/Intersections: 
Major intersections are defined as Peachtree-Dunwoody Road or Lake Heard Drive intersecting 
another roadway with a functional classification of Major Collector or higher (as defined by 
GDOT’s State Functional Classification Map) or by the Perimeter Community Improvement 
Districts Streetscape Guidelines. 
 
Three (3) major intersections are located within the project limits: 
Peachtree-Dunwoody Road at Lake Hearn Drive 
Peachtree-Dunwoody Road at Hammond Drive 
Peachtree-Dunwoody Road at Concourse Parkway 
 
Two (2) interchanges are present within the project limits: 
Peachtree-Dunwoody Road at I-285 Westbound off-ramp 
Peachtree-Dunwoody Road at I-285 Eastbound on-ramp 
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Design Exceptions to FHWA/AASHTO Controlling Criteria: 
None 
 
UTILITY AND PROPERTY IMPACTS 
Based on Level B subsurface utility location completed in the Concept phase, utility owners of record 
within the project limits are summarized below: 
 

Type Utility Owner Name 

Electric Georgia Power 
Gas Atlanta Gas Light 

Water/Sewer DeKalb County/Fulton County 
Water/Sewer City of Atlanta Water 

Television/Cable Comcast 
Telecom AT&T Distribution 
Telecom Centrylink 
Telecom Cox Corporate Services 
Telecom Crown Castle 
Telecom Fiberlight 
Telecom Google Fiber 
Telecom Southern Telecom 
Telecom Verizon Business 
Telecom Zayo 
Traffic City of Sandy Springs/GDOT 

 
Based on the Concept Layouts, the parcel impact breakdown is summarized below: 
 

Preliminary Total Number of Parcels Impacted 6 
Anticipated Displacements 0 

Driveway Easements 0 
 
PERMITS 
US Army Corps of Engineers 404 Permitting is not anticipated. No jurisdictional waters impacts are 
expected. Georgia EPD Stream Buffer Variance is not anticipated. The City of Sandy Springs has a 
buffer exemption for sidewalk projects. 
 
ENVIRONMENTAL DOCUMENTATION 
The FTA grant application for the T-2208 Lake Hearn Dr NE/Peachtree-Dunwoody Rd Streetscape 
and Intersection Improvements Project determined that the action qualified as a Class II(c) - 
Categorical Exclusion under the following types: 
 

• Type 04: Planning and administrative activities which do not involve or lead directly to 
construction, such as: training, technical assistance and research; promulgation of rules, 
regulations, directives, or program guidance; approval of project concepts; engineering; and 
operating assistance to transit authorities to continue existing service or increase service to 
meet routine demand. 



CIP Project T-2208 
Lake Hearn Dr NE/Peachtree-Dunwoody Rd Streetscape and Intersection Improvements 

 

7 
 

 
• Type 05: Activities, including repairs, replacements, and rehabilitations, designed to 

promote transportation safety, security, accessibility and effective communication within or 
adjacent to existing right-of-way, such as: the deployment of Intelligent Transportation 
Systems and components; installation and improvement of safety and communications 
equipment, including hazard elimination and mitigation; installation of passenger amenities 
and traffic signals; and retrofitting existing transportation vehicles, facilities or structures, or 
upgrading to current standards. 

Class II(c) projects qualify as categorical exclusions because they are known not to have, either 
individually or cumulatively, a significant environmental impact on the human or natural 
environment and are therefore categorically excluded from the requirement to prepare an 
environmental assessment or an environmental impact statement. Class II(c) projects do not require 
documentation. 
 
See Attachment 5 for FTA Documentation. 
 
CONCEPT TEAM MEETING 
A concept team meeting was held on October 11, 2023 at the City of Sandy Springs.  The project 
team reviewed the proposed concept layouts and draft concept report with the City staff and 
gathered comments.  Comments from the concept team meeting have been incorporated into this 
concept report.   
 
See Attachment 3 for Concept Team Meeting Minutes 
 
PUBLIC INFORMATION 
An in-person Public Information Open House (PIOH) for this project is tentatively scheduled to be 
held on January 31, 2024.  A Virtual (web based) PIOH Portal will also be established for the project 
and expected to be open for review and comment between January 15 and March 1, 2024.  
 
See Attachment 4 for Public Information Outreach Summaries. 
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COST ESTIMATES 
Based on the preferred concept presented herein and illustrated in Attachment 1, itemized cost 
estimates by phase are summarized below: 
 

Phase Estimated Cost 
Engineering and Design $ 838,000 
Right of Way Acquisition $ 1,610,000 
Right of Way Acquisition Services $ 74,000 
Utility Relocation (Reimbursable) $ 0 
Construction $ 2,240,000 

  
Total $ 4,762,000 

 
ALTERNATIVES DISCUSSION 
The project team evaluated various combinations of improvements within select constrained 
segments of the project to determine the most effective balance of improvements. Generally, the 
various combinations of improvements considered variations in sidewalk width, landscape strip 
width, and grading solutions. The evaluation of these various combinations considered impacts to 
property and utilities balanced against construction costs. 
 
 
ADDITIONAL SUPPORTING DOCUMENTS  
Attachment 1 – Concept Layout 
Attachment 2 – Traffic Studies 
Attachment 3 – Concept Team Meeting Minutes 
Attachment 4 – Public Information Outreach Summaries (not included) 
Attachment 5 – FTA Documentation 
Attachment 6 – Cost Estimates 
Attachment 7 – Project Schedule 
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INTRODUCTION 
Kimley-Horn and Associates, Inc., was retained by Lowe Engineers, LLC on behalf of the City of 
Sandy Springs to complete traffic engineering and roadway design services for the Peachtree 
Dunwoody Road and Lake Hearn Drive Connectivity Improvements project, which consists of 
installing bike and pedestrian improvements, as well as Perimeter Community Improvement District 
overlay improvements along the section of Peachtree Dunwoody Road from Lake Hearn Drive to 
Hammond Drive. 

This project proposes reconfiguring the westbound approach of the intersection of Peachtree 
Dunwoody Road at Lake Hearn Drive from a single, exclusive left-turn lane with a shared 
through/right-turn lane to provide an exclusive left-turn lane, one shared left-turn/through lane, and 
an exclusive right-turn lane. These improvements would also extend storage for the westbound left-
turn lane. 

The purpose of this study is to evaluate the traffic impacts of the proposed roadway improvements t 
the intersection of Peachtree Dunwoody Road at Lake Hearn Drive, which are shown in the concept 
design provided in Appendix A. A project location map is shown in Figure 1. 

STUDY METHODOLOGY 
The procedure for this study was based upon the following tasks: 

 Field Review and Site Observations – A field review was completed to assess existing 
geometric features and traffic characteristics for typical weekday conditions. Photographs 
were taken to document existing conditions. 

 Data Collection – 48-hour bidirectional class counts were collected on Lake Hearn Drive, 
and 13-hour turning movement counts were collected at the intersection of Peachtree 
Dunwoody Road at Lake Hearn Drive and at the intersection of Lake Hearn Drive at Altmore 
Avenue to understand existing travel patterns and vehicle classification in the study area. 

 Volume Development – Traffic count data was reviewed to identify the morning, mid-day, 
and evening peak hours of vehicular demand, and seasonal factors were applied to the raw 
traffic count data to develop peak hour volumes for existing conditions. Historical traffic 
growth in the area was reviewed alongside projected traffic growth from the Atlanta Regional 
Commission’s travel demand model and future population projections to select a growth rate 
for the study area, which was applied to existing peak-hour volumes to forecast future traffic 
for the study area. 

 Crash Analysis – The five most recent and complete years of crash history, as well as the 
incomplete crash history from 2024, were extracted and analyzed for the study area. 

 Capacity Analysis – Morning, mid-day, and evening peak hour capacity analyses were 
prepared for existing conditions with existing traffic volumes; for future No-Build conditions 
with future volume projections; and for proposed Build conditions with future volume 
projections and recommended roadway improvements. 

 Conceptual Plans – Conceptual plans were developed for the proposed improvements. 
 Documentation – The results of the study are documented in this report. 
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STUDY AREA 
The study area is located in southeast Sandy Springs, Georgia and within the boundaries of the 
Perimeter Community Improvement District (PCID). The intersection of Peachtree Dunwoody Road 
at Lake Hearn Drive is located immediately southeast of the I-285/SR 400 interchange, and the 
surrounding land uses are primarily medical and commercial with connections to residential land 
uses to the north, south, and east. The Northside Hospital campus and Emory St Joseph’s Hospital 
campus are located immediately south of the study area, and Perimeter Mall is located north of the 
study area. 

This traffic study includes two study intersections: Peachtree Dunwoody Road at Lake Hearn Drive 
and Lake Hearn Drive at Altmore Road. A site aerial is provided in Figure 2. 

Peachtree Dunwoody Road at Lake Hearn Drive 
Peachtree Dunwoody Road is a four-lane, principal arterial oriented in the north-south direction with 
a posted speed limit of 35 miles per hour (mph). Lake Hearn Drive is a two-lane, collector oriented 
in the east-west direction that runs east of Peachtree Dunwoody Road with a posted speed limit of 
35 mph. The west leg of the intersection is a driveway for Northside Hospital. 

The intersection of Peachtree Dunwoody Road at Lake Hearn Drive operates with a six-phase, 
mast arm signal. The northbound, southbound, and westbound approaches have single, exclusive 
left-turn lanes, all of which operate with protected-permissive left-turn phasing operated with a four-
section flashing yellow arrow (FYA) signal head. The northbound left-turn lane has approximately 
230 feet of storage, the southbound left-turn lane has approximately 200 feet of storage, and the 
westbound left-turn lane has approximately 130 feet of storage. The northbound approach also has 
a single, exclusive right-turn lane with approximately 70 feet of storage, and the eastbound 
approach has a channelized, right-turn slip lane. 

Crosswalks with ADA ramps and countdown pedestrian signal heads are provided across all four 
legs of the intersection, and bike lanes are provided along both sides of Peachtree Dunwoody 
Road. Streetlighting is provided in the northeast, northwest, and southeast quadrants of the 
intersection. 

The nearest signalized intersections are the intersection of Peachtree Dunwoody Road at I-285 
Eastbound (approximately 250 feet to the north) and Peachtree Dunwoody Road at Hollis Cobb 
Circle (approximately 750 feet to the south). 

Lake Hearn Drive at Altmore Road 
The intersection of Lake Hearn Drive at Altmore Road is located approximately 1,025 feet east of 
the intersection of Peachtree Dunwoody Road at Lake Hearn Drive. At the intersection, Lake Hearn 
Drive is a two-lane collector oriented in the east-west direction with a posted speed limit of 35 mph. 
Altmore Avenue is a two-lane, local road oriented in the north-south direction that runs south of 
Lake Hearn Drive with a posted speed limit of 35 mph. The north leg of the intersection is a 
driveway for The Commons medical office campus. 

The intersection operates with a six-phase, mast arm signal. The eastbound and westbound 
approaches have single, exclusive left-turn lanes that operate with protected-permissive left-turn 
phasing operated with a five-section signal head. The eastbound left-turn lane has approximately 
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100 feet of storage and the westbound left-turn lane has approximately 80 feet of storage. The 
southbound approach also has a single, exclusive left-turn lane, which operates with permissive 
left-turn phasing. 

Crosswalks with ADA ramps and countdown pedestrian signal heads are provided across all four 
legs of the intersection, and streetlight is provided in the northeast quadrant of the intersection. 

The nearest signalized intersection is the intersection of Lake Hearn Drive at Perimeter Center 
Parkway NE, located approximately 400 feet to the east.  

Transit Accommodations 
While no transit routes operate along Lake Hearn Drive, three Metropolitan Atlanta Rapid Transit 
Authority (MARTA) bus routes operate along Peachtree Dunwoody Road and travel through the 
intersection of Peachtree Dunwoody Road at Lake Hearn Drive: Route 401 (Cumming), Route 417 
(Sugarloaf Mills), and Route 428 (Panola Road/West Conyers). No transit stops are located within 
the study area. 

All three routes circulate from the MARTA Medical Center Station, which is located approximately 
700 feet south of Lake Hearn Drive and services the Red heavy-rail line. 

FIELD REVIEW AND SITE OBSERVATIONS 
A field review was completed on Wednesday, April 3, 2024 between 4:30 PM and 5:30 PM to 
observe operations during the evening peak traffic demand hour and to assess existing geometric 
features and traffic characteristics for typical weekday conditions. Photographs were taken to 
document existing conditions and are included in Appendix B. 

The following observations were made: 

 The traffic signal at the intersection of Peachtree Dunwoody Road at Lake Hearn Drive was 
recently upgraded, and construction debris was still present at the intersection. 
 The pedestrian signal heads located in the northeast quadrant of the intersection 

were covered with black plastic bags and not operating. 
 Faded pavement markings from the previous intersection control were still visible 

and could be contributing to increased driver confusion while navigating the 
intersection. 

 Pavement conditions varied greatly across the four legs of the intersection of Peachtree 
Dunwoody Road at Lake Hearn Drive 

 Eastbound left-turning vehicles failed to yield to eastbound pedestrians crossing the north-
leg crosswalk.   

 The westbound departure lanes at the Northside Hospital driveway were approximately four-
to-six feet wide, while the eastbound left/through lane was approximately 14 feet wide. 
 There was evidence of southbound right-turning vehicles over tracking on the 

curb/sidewalk.  
 Westbound left-turn queues extended beyond the left-turn storage lane and spilled into the 

through lane.  
 Low traffic volumes were observed at the intersection of Lake Hearn Drive and Altmore 

Road.  
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EXISTING TRAFFIC VOLUMES 
Traffic count data was collected to understand existing travel patterns and vehicle classification in 
the study area. 13-hour turning movement counts (TMC) were collected at the two study 
intersections on Tuesday, March 19, 2024, and a single, 48-hour bidirectional count was collected 
from 12:00 AM Tuesday, March 19, 2024 to 11:59 PM Wednesday, March 20, 2024 on Lake Hearn 
Drive, approximately 550 feet east of Peachtree Dunwoody Road.  

The 13-Hour TMCs included passenger car, heavy vehicle, bicycle, and pedestrian volumes to 
capture multimodal characteristics in the study area. The morning peak hour was determined to be 
from 7:30 AM to 8:30 AM, the mid-day peak hour was determined to be from 1:45 PM to 2:45 PM, 
and the evening peak hour was determined to be from 4:30 PM to 5:30 PM. Monthly and daily 
factors were applied to the raw traffic count data to develop peak hour volumes that represent 
existing conditions. Raw traffic count data is provided in Appendix C, and Existing (2024) peak-
hour traffic volumes are shown in Figure 3. Volume development worksheets are provided in 
Appendix D. 

CRASH ANALYSIS 
Crash data was extracted for the study area from the Georgia Department of Transportation 
(GDOT) Georgia Electronic Accident Reporting System (GEARS) crash database and from 
AASHTOWare Safety, GDOT’s online crash database and analytics tool for the five-year period 
from January 1, 2019 to March 31, 2024. All individual crash reports were reviewed to confirm that 
the details surrounding each crash—including locations, crash types, crash severity, directions of 
travel, lighting conditions, and surface conditions—were coded correctly. A crash data table is 
provided in Appendix E. 

Over the crash analysis period, a total of 97 crashes were reported in the study area, including 12 
injury crashes and no fatal crashes. 93 of the crashes occurred at the intersection of Peachtree 
Dunwoody Road at Lake Hearn Drive, 2 occurred along Lake Hearn Drive between Peachtree 
Dunwoody Road and Altmore Avenue, and 2 occurred at the intersection of Lake Hearn Drive and 
Altmore Avenue. The five-year crash history is summarized in Table 1. 

Table 1: Crash Data Summary 

Year Total 
Crashes 

Fatal 
Crashes 

Injury 
Crashes 

Dark 
Crashes 

Wet 
Crashes 

Bike/Ped 
Crashes 

2019 28 0 4 1 4 0 
2020 22 0 3 5 4 1 
2021 20 0 2 4 1 0 
2022 20 0 3 2 4 0 
2023 6 0 0 2 0 0 
2024 1 0 0 0 0 0 
Total 97 0 12 14 13 1 

Average 18.5 0.0 1.1 1.2 1.2 0.1 
Percent 0.0% 12.4% 14.4% 13.4% 1.0% 
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The crash data was analyzed to identify any trends in the circumstances surrounding each crash 
and the following observations were made: 

 Crash patterns at the intersection of Peachtree Dunwoody Road at Lake Hearn Drive were 
likely impacted by construction of the I-285/SR 400 interchange improvements project that 
occurred between 2019 and 2021.  

 Annual crash frequency at the study area declined between 2019 and 2023, with the largest 
decrease in annual crashes reported occurring between 2022 and 2023. 

 Approximately 14 percent of the crashes occurred during dark conditions, and 13 percent 
occurred on wet pavement. 

 One crash involving a vulnerable roadway user was reported, a pedestrian crash that 
occurred at the intersection of Peachtree Dunwoody Road and Lake Hearn Drive during 
daylight conditions in 2020. 
 The crash occurred after an eastbound pedestrian was struck in the south-leg 

crosswalk by a westbound left-turning motorist who failed to stop for the pedestrian 
in the crosswalk. 

 The peak period for crash frequency occurred from 4:00 PM to 5:00 PM, which overlaps with 
the PM peak hour for traffic demand. A secondary peak occurred from 8:00 AM to 11:00 
AM, as shown in Figure 4.  

 Using the National Safety Council (NSC) “KABCO” injury severity scale, three crashes were 
“visible injury” crashes (KABCO “B” rating), 38 crashes were “complaint of injury” crashes 
(KABCO “C” rating), and 180 crashes were “property-damage-only” (PDO) crashes (KABCO 
“O” rating), depicted in Figure 5. 

 
Figure 4: Crashes by Time of Day 
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Figure 5: Crashes by KABCO Severity 
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The predominant crash types reported at the intersection of Peachtree Dunwoody Road at Lake 
Hearn Drive were same-direction sideswipe crashes (54 crashes/58 percent) and rear-end crashes 
(28 crashes/30 percent), which may be attributed to congestion or driver behaviors during roadway 
congestion. Same-direction sideswipe crashes occurred most frequently in the southbound direction 
(43 crashes/80 percent), followed by the westbound (6 crashes/10 percent) and northbound (5 
crashes/9 percent) directions. Rear-end crashes occurred most frequently in the northbound 
direction (15 crashes/53 percent) followed by the southbound direction (8 crashes/29 percent). 

Both of the crashes that were reported at the intersection of Lake Hearn Drive at Altmore Avenue 
as well as both of the crashes that occurred along the segment of Lake Hearn Drive between 
Peachtree Dunwoody Road and Altmore Avenue were rear-end crashes. 

EXISTING CAPACITY ANALYSIS 
Intersection capacity analyses were completed for Existing (2024) traffic conditions during the 
morning, mid-day, and evening peak hours using Synchro 12.0 software, which applies 
methodologies outlined in the Highway Capacity Manual (HCM), 7TH Edition. Delay and level-of-
service (LOS) were evaluated for the two study intersections using LOS criteria for signalized 
intersections. LOS is a qualitative measure from the HCM that represents a transportation facility’s 
quality of service with six levels (A through F), with LOS A representing the best operating 
conditions and LOS F representing the worst, based on delay and volume-to-capacity ratio, as 
summarized for signalized intersections in Table 3. 

Table 3: Level-of-Service Criteria (Signalized) 
LOS Vehicle Seconds of Delay 

A 0-10 
B >10-20 
C >20-35 
D >35-55 
E >55-80 
F >80 

The results of the Existing (2024) capacity analysis for each intersection are summarized in     
Table 4, and 95th percentile queues are summarized in Table 5. Synchro analysis worksheets are 
provided in Appendix F. 
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Table 4: Existing Capacity Analysis LOS and Vehicular Delay 

Intersection Peak 
Hour 

LOS and Delay (sec) 
Overall NB SB EB WB 

Peachtree Dunwoody Rd at 
Lake Hearn Dr/Northside Hospital Drwy 

AM C (28.0) B (13.9) B (13.0) F (178.4) E (78.7) 
MD B (18.6) B (13.0) B (10.8) E (74.8) E (59.3) 
PM C (23.8) B (17.7) B (15.1) E (73.7) D (54.7) 

Lake Hearn Dr at Altmore Ave/The 
Commons Drwy 

AM A (6.7) D (37.7) D (37.7) A (1.7) A (5.0) 
MD A (8.3) C (35.0) D (35.4) A (0.3) A (4.9) 
PM A (8.1) C (34.0) D (35.1) A (0.5) A (6.0) 

Table 5: Existing 95th% Queue Lengths 

Intersection Approach AM Peak Hour MD Peak Hour PM Peak Hour 
Left Turn Right Turn Left Turn Right Turn Left Turn Right Turn 

Peachtree Dunwoody Rd at 
Lake Hearn Dr/Northside 
Hospital Drwy 

NB 30’ 83’ 20’ 46’ 7’ 96’ 
SB 23’ 24’ 23’ 0’ 36’ 0’ 
EB 182’ 0’ 147’ 0’ 107’ 0’ 
WB 283’ 108’ 160’ 53’ 242’ 58’ 

Lake Hearn Dr at Altmore 
Ave/The Commons Drwy 

NB 20’ 20’ 14’ 14’ 21’ 21’ 
SB 12’ 9’ 26’ 22’ 27’ 14’ 
EB 3’ 43’ 2’ 38’ 2’ 78’ 
WB 10’ 110’ 4’ 73’ 12’ 127’ 

The results of the Existing (2024) capacity analysis show that both study intersections operate at an 
acceptable LOS during all three peak hours of the day. Although, while the intersection of 
Peachtree Dunwoody Road at Lake Hearn Drive operates at LOS C during the AM peak hour, the 
eastbound approach operates at LOS F with over 178 seconds of delay. The eastbound approach 
also operates at LOS E during the MD and PM peak hours, and the westbound approach operates 
at LOS E during the AM and MD peak hours. During all three peak hours, eastbound approach 
delay is primarily driven by delay at the eastbound left-turn movement, and westbound approach 
delay is driven by delay at both the westbound left-turn and right-turn movements. 

The 95th percentile queue analysis shows that eastbound left-turn and through demand at the 
Northside Hospital driveway may exceed driveway capacity during the AM peak hour. Additionally, 
95th percentile queues at the westbound left-turn movement exceed the storage provided during all 
three peak hours. 

FUTURE CAPACITY ANALYSIS 
Future traffic volume projections were completed to evaluate future No-Build and Build conditions 
for a Base Year of 2027, which represents the year construction of the proposed improvements is 
anticipated to be complete, and for a Design Year of 2047, which represents a 20-year horizon from 
the Base Year. Future traffic growth projections from the ARC Activity-Based travel demand model 
(TDM/ABM) were reviewed alongside ARC population projections and forecasts as well as historical 
growth at nearby GDOT traffic count stations to determine an appropriate growth rate to forecast 
future traffic volumes. 



Peachtree Dunwoody Rd and Lake Hearn Dr 
Connectivity Improvements Study 

 
June 2024 Page 12 

An annual percent growth rate of 0.5 percent was selected and applied to existing traffic volumes to 
develop future, forecasted traffic volumes for the 2027 and 2047 year scenarios, which are shown 
in Figure 6 and Figure 7, respectively. Future-year volume calculations are provided in the volume 
development worksheets in Appendix D. 

No-Build Conditions 
To evaluate No-Build conditions, volume projections were evaluated with the same geometry and 
model inputs as the existing conditions models. The same truck percentages, peak hour factors, 
and pedestrian inputs used in the existing analyses were also used for the future analyses to 
provide a baseline comparison. The results of the No-Build capacity analysis for Peachtree 
Dunwoody Road at Lake Hearn Drive and Lake Hearn Drive at Altmore Avenue are summarized in 
Table 6 and the results of the 95th percentile queue lengths are provided in Table 7. Synchro 
analysis worksheets are provided in Appendix F. 

Table 6: No-Build Analysis LOS and Vehicular Delay 

Intersection Year Peak 
Hour 

LOS and Delay (sec) 
Overall NB SB EB WB 

Peachtree Dunwoody Rd at 
Lake Hearn Dr/Northside Hospital 
Drwy 

2027 
AM C (29.9) B (14.0) B (13.1) F (204.2) E (79.9) 
MD B (18.6) B (13.1) B (10.8) E (74.8) E (59.3) 
PM C (23.9) B (18.0) B (15.1) E (73.7) E (55.1) 

2047 
AM C (34.6) B (14.9) B (13.8) F (262.6) F (91.4) 
MD C (20.8) B (16.1) B (12.9) E (75.4) E (57.0) 
PM C (25.6) C (20.1) B (16.6) E (74.2) E (55.7) 

Lake Hearn Dr at Altmore Ave/The 
Commons Drwy 

2027 
AM A (6.7) D (37.7) D (37.7) A (1.7) A (5.0) 
MD A (8.2) C (35.0) D (35.4) A (0.4) A (6.0) 
PM A (8.0) C (34.0) D (35.1) A (0.5) A (5.1) 

2047 
AM A (6.5) D (37.7) D (37.7) A (1.6) A (5.2) 
MD A (8.9) D (35.0) D (35.3) A (0.5) A (5.4) 
PM A (8.1) C (33.9) D (35.2) A (0.6) A (6.3) 

The results of the No-Build capacity analysis show that both intersections continue to operate at an 
acceptable intersection LOS in both future years; however, eastbound and westbound delay 
continue to worsen. The eastbound approach is anticipated to operate at LOS during both future-
year AM peak hours, with over 204 seconds of delay in 2027 and over 262 seconds of delay in 
2047. LOS at the westbound approach is anticipated to worsen to LOS F in the 2047 AM peak hour 
with over 91 seconds of delay. 95th percentile queues at the westbound left-turn movement also 
continue to grow, which will result in starving of the shared through/right-turn lane, negatively 
impacting those movements as well.  
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Table 7: No-Build 95th% Queue Lengths 

Intersection Year Approach 
AM Peak Hour MD Peak Hour PM Peak Hour 
Left 
Turn 

Right 
Turn 

Left 
Turn 

Right 
Turn 

Left 
Turn 

Right 
Turn 

Peachtree Dunwoody Rd at 
Lake Hearn Dr/Northside 
Hospital Drwy 

2027 

NB 29’ 81’ 20’ 49’ 7’ 100’ 
SB 22’ 24’ 23’ 0’ 38’ 0’ 
EB 198’ 0’ 147’ 0’ 107’ 0’ 
WB 296’ 113’ 159’ 53’ 247’ 58’ 

2047 

NB 24’ 82’ 23’ 54’ 7’ 114’ 
SB 20’ 26’ 25’ 0’ 40’ 0’ 
EB 227’ 0’ 178’ 3’ 127’ 0’ 
WB 478’ 116’ 193’ 59’ 289’ 63’ 

Lake Hearn Dr at Altmore 
Ave/The Commons Drwy 

2027 

NB 20’ 20’ 20’ 20’ 21’ 21’ 
SB 12’ 9’ 26’ 22’ 27’ 14’ 
EB 3’ 44’ 3’ 43’ 2’ 78’ 
WB 10’ 111’ 4’ 82’ 13’ 131’ 

2047 

NB 20’ 20’ 14’ 14’ 21’ 21’ 
SB 12’ 9’ 26’ 22’ 32’ 13’ 
EB 4’ 69’ 2’ 40’ 2’ 87’ 
WB 11’ 126’ 4’ 74’ 15’ 149’ 

BUILD EVALUATION 
The Peachtree Dunwoody Road and Lake Hearn Drive Connectivity Improvements project 
proposes reconfiguring the westbound approach of the intersection of Peachtree Dunwoody Road 
at Lake Hearn Drive from a single, exclusive left-turn lane with a shared through/right-turn lane to 
provide an exclusive left-turn lane, one shared left-turn/through lane, and an exclusive right-turn 
lane. These improvements would also extend storage for the westbound left-turn lane, addressing 
the operational concerns at the westbound approach. 

To evaluate the impacts of the proposed intersection improvements, intersection capacity analyses 
were completed for Build traffic conditions during the morning, mid-day, and evening peak hours 
using traffic projections for the Base (2027) and Design (2047) years. To provide a baseline 
comparison to No-Build conditions, the Build scenarios were modeled with the same truck 
percentages, peak hour factors, and pedestrian inputs as the No-Build scenarios. Geometry at the 
intersection of Peachtree Dunwoody Road at Lake Hearn Drive was updated to reflect the proposed 
improvements, and signal timings were adjusted at both intersections. Due to the proposed lane 
configuration at the westbound approach of Peachtree Dunwoody Road at Lake Hearn Drive, signal 
timings at the intersection were modified to accommodate split phasing on the side streets. 

The results of the capacity analyses for the Build (2027) and Build (2047) scenarios are 
summarized for the study area in Table 8 and the 95th percentile queue lengths are summarized in 
Table 9. Synchro analysis worksheets are provided in Appendix F.   
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Table 8: Build Analysis LOS and Vehicular Delay 

Intersection Year Peak 
Hour 

LOS and Delay (sec) 
Overall NB SB EB WB 

Peachtree Dunwoody Rd at 
Lake Hearn Dr/Northside Hospital 
Drwy 

2027 
AM C (23.1) B (17.8) B (17.2) D (53.5) D (51.5) 
MD B (17.3) B (12.4) B (10.6) E (60.5) E (55.6) 
PM C (21.3) B (15.0) B (14.2) E (55.6) D (52.7) 

2047 
AM C (25.1) C (20.5) B (19.5) D (53.0) D (51.2) 
MD B (18.9) B (14.5) B (11.9) E (60.8) E (55.1) 
PM C (22.7) B (16.9) B (15.5) E (44.6) D (52.4) 

Lake Hearn Dr at Altmore Ave/The 
Commons Drwy 

2027 
AM A (6.7) D (37.7) D (37.7) A (1.7) A (5.0) 
MD A (8.2) C (35.0) D (35.4) A (0.4) A (6.0) 
PM B (8.0) C (34.0) D (35.1) A (0.5) A (5.1) 

2047 
AM A (7.7) D (35.3) D (35.3) A (5.4) A (5.4) 
MD B (10.3) D (35.0) D (35.3) A (4.9) A (5.4) 
PM B (10.2) C (33.9) D (35.2) A (7.0) A (6.3) 

Table 9: Build 95th% Queue Lengths 

Intersection Year Approach 
AM Peak Hour MD Peak Hour PM Peak Hour 
Left 
Turn 

Right 
Turn 

Left 
Turn 

Right 
Turn 

Left 
Turn 

Right 
Turn 

Peachtree Dunwoody Rd at 
Lake Hearn Dr/Northside 
Hospital Drwy 

2027 

NB 35’ 99’ 20’ 61’ 8’ 120’ 
SB 27’ 19’ 22’ 0’ 37’ 0’ 
EB 89’ 0’ 96’ 0’ 81’ 0’ 
WB 174’ 7’ 117’ 25’ 168’ 51’ 

2047 

NB 37’ 120’ 24’ 71’ 8’ 139’ 
SB 32’ 26’ 26’ 0’ 43’ 0’ 
EB 98’ 0’ 107’ 0’ 92’ 0’ 
WB 184’ 12’ 128’ 34’ 178’ 54’ 

Lake Hearn Dr at Altmore 
Ave/The Commons Drwy 

2027 

NB 19’ 19’ 14’ 14’ 21’ 21’ 
SB 12’ 9’ 26’ 22’ 27’ 14’ 
EB 4’ 55’ 3’ 49’ 3’ 94’ 
WB 10’ 112’ 4’ 74’ 13’ 131’ 

2047 

NB 19’ 19’ 20’ 20’ 21’ 21’ 
SB 12’ 9’ 26’ 22’ 32’ 13’ 
EB 4’ 61’ 4’ 53’ 3’ 108’ 
WB 11’ 127’ 4’ 82’ 15’ 149’ 

The results of the Build capacity analysis show that the proposed improvements address the 
operational concerns at westbound approach without significantly impacting intersection operations 
or major-street operations. Additionally, the adjusted signal timings help address heavy delays at 
the eastbound approach of the Northside Hospital driveway. While there are modest increases in 
delay on the major street during the AM peak hour, these increases do not impact approach LOS. 
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Further, the improvement address westbound left-turn queues, and the results show that 95th 
percentile queues for the westbound left-turn movement do not exceed the storage provided in the 
proposed improvements. 

CONCLUSION 
Kimley-Horn and Associates, Inc., was retained by Lowe Engineers, LLC on behalf of the City of 
Sandy Springs to complete traffic engineering and roadway design services for the Peachtree 
Dunwoody Road and Lake Hearn Drive Connectivity Improvements project, which consists of 
installing bike and pedestrian improvements, as well as Perimeter Community Improvement District 
overlay improvements along the section of Peachtree Dunwoody Road from Lake Hearn Drive to 
Hammond Drive. This project proposes reconfiguring the westbound approach of the intersection of 
Peachtree Dunwoody Road at Lake Hearn Drive from a single, exclusive left-turn lane with a shared 
through/right-turn lane to provide an exclusive left-turn lane, one shared left-turn/through lane, and 
an exclusive right-turn lane. These improvements would also extend storage for the westbound left-
turn lane. 

Intersection capacity analyses were completed for Existing (2024) traffic conditions during the 
morning, mid-day, and evening peak hours, and the results show that the intersection of Peachtree 
Dunwoody Road and Lake Hearn Drive operates at an acceptable LOS during all three peak hours 
of the day; however, the eastbound approach operates at LOS F with over 178 seconds of delay. 

Future volume projections were developed for a Base Year of 2027 and a Design Year of 2047 to 
evaluate future No-Build and Build conditions. The results of the No-Build capacity analysis show 
that both intersections continue to operate at an acceptable intersection LOS in both future years; 
however, eastbound and westbound delay continue to worsen. The eastbound approach is 
anticipated to operate at LOS during both future-year AM peak hours, with over 204 seconds of 
delay in 2027 and over 262 seconds of delay in 2047. LOS at the westbound approach is 
anticipated to worsen to LOS F in the 2047 AM peak hour with over 91 seconds of delay. 95th 
percentile queues at the westbound left-turn movement also continue to grow, which will result in 
starving of the shared through/right-turn lane, negatively impacting those movements as well. 

To evaluate the impacts of the proposed intersection improvements, intersection capacity analyses 
were completed for Build traffic conditions. Geometry at the intersection of Peachtree Dunwoody 
Road at Lake Hearn Drive was updated to reflect the proposed improvements, and signal timings 
were adjusted at both intersections. Due to the proposed lane configuration at the westbound 
approach of Peachtree Dunwoody Road at Lake Hearn Drive, signal timings at the intersection 
were modified to accommodate split phasing on the side streets. 

The results of the Build capacity analysis show that the proposed improvements address the 
operational concerns at westbound approach without significantly impacting intersection operations 
or major-street operations. Additionally, the adjusted signal timings help address heavy delays at 
the eastbound approach of the Northside Hospital driveway. While there are modest increases in 
delay on the major street during the AM peak hour, these increases do not impact approach LOS. 
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Peachtree Dunwoody Rd at Lake Hearn Dr – Northbound approach (facing north) 

 
Peachtree Dunwoody Rd at Lake Hearn Dr – Northbound approach (facing south) 
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Peachtree Dunwoody Rd at Lake Hearn Dr – Southbound approach (facing south) 

 
Peachtree Dunwoody Rd at Lake Hearn Dr – Southbound approach (facing north) 
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Peachtree Dunwoody Rd at Lake Hearn Dr – Eastbound approach (facing east) 

p 
Peachtree Dunwoody Rd at Lake Hearn Dr – Eastbound approach (facing west) 
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Peachtree Dunwoody Rd at Lake Hearn Dr – Westbound approach (facing west) 

 
Peachtree Dunwoody Rd at Lake Hearn Dr – Westbound approach (facing east) 
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Sandy Springs, GA

Bi-Directional Class CountBi-Directional Class Count || NB EB 15min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwoSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768° Click here for Detailed Weather

33.912521°, -84.350768° 33.912521

-84.350768 Click here for Map

Date

##################

NB EB 15min

Weather

Eastbound (Movement 1.1) 15min 60min

Time 1 2 3 4 5 6 7 8 9 10 11 12 13 Total Total

0000 - 0015 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0015 - 0030 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0030 - 0045 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0045 - 0100 0 1 0 0 0 0 0 0 0 0 0 0 0 1 10

0100 - 0115 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0115 - 0130 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0130 - 0145 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0145 - 0200 0 1 1 0 0 0 0 0 0 0 0 0 0 2 5

0200 - 0215 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0215 - 0230 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0230 - 0245 0 4 2 0 0 0 0 0 0 0 0 0 0 6

0245 - 0300 0 1 0 0 0 0 0 0 0 0 0 0 0 1 14

0300 - 0315 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0315 - 0330 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0330 - 0345 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0345 - 0400 0 1 1 0 0 0 0 0 0 0 0 0 0 2 9

0400 - 0415 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0415 - 0430 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0430 - 0445 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0445 - 0500 0 4 1 0 0 0 0 0 0 0 0 0 0 5 13

0500 - 0515 0 5 3 0 0 0 0 0 0 0 0 0 0 8

0515 - 0530 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0530 - 0545 0 10 3 0 0 0 0 0 0 0 0 0 0 13

0545 - 0600 0 9 2 0 0 0 0 0 1 0 0 0 0 12 36

0600 - 0615 0 5 1 0 0 0 0 0 0 0 0 0 0 6

0615 - 0630 0 6 2 0 0 1 0 0 0 0 0 0 0 9

0630 - 0645 0 20 4 0 0 0 0 0 0 0 0 0 0 24

0645 - 0700 0 15 3 0 1 0 0 0 0 0 0 0 0 19 58

0700 - 0715 0 14 4 0 1 0 0 0 0 0 0 0 0 19

0715 - 0730 0 33 4 0 0 0 0 0 1 0 0 0 0 38

0730 - 0745 0 65 5 0 0 0 0 0 0 0 0 0 0 70

0745 - 0800 0 43 3 0 0 0 0 0 0 0 0 0 0 46 173

0800 - 0815 0 49 4 0 0 0 0 0 0 0 0 0 0 53

0815 - 0830 0 39 3 0 1 0 0 0 0 0 0 0 0 43

0830 - 0845 0 46 4 0 0 0 0 0 0 0 0 0 0 50

0845 - 0900 0 36 5 1 1 0 0 0 0 0 0 0 0 43 189

0900 - 0915 0 35 6 0 0 0 0 0 0 0 0 0 0 41

0915 - 0930 0 36 2 0 1 0 0 0 0 0 0 0 0 39

0930 - 0945 0 58 4 0 1 0 0 0 1 0 0 0 0 64

0945 - 1000 0 40 3 0 0 0 0 0 0 0 0 0 0 43 187

1000 - 1015 0 40 5 0 0 0 0 0 0 0 0 0 0 45

1015 - 1030 0 24 2 0 2 1 0 0 0 0 0 0 0 29

1030 - 1045 0 31 3 0 1 0 0 0 0 0 0 0 0 35

1045 - 1100 0 41 2 1 2 0 0 0 0 0 0 0 0 46 155

1100 - 1115 0 41 4 0 0 0 0 0 0 0 0 0 0 45

1115 - 1130 0 36 5 0 1 0 0 0 0 0 0 0 0 42

1130 - 1145 0 38 3 0 0 0 0 0 0 0 0 0 0 41

1145 - 1200 0 38 3 0 0 0 0 0 0 0 0 0 0 41 169

1200 - 1215 0 40 2 0 0 0 0 0 0 0 0 0 0 42

1215 - 1230 0 43 4 0 1 0 0 0 0 0 0 0 0 48

1230 - 1245 0 35 2 0 3 0 0 0 0 0 0 0 0 40

1245 - 1300 0 47 4 0 0 0 0 0 0 0 0 0 0 51 181

1300 - 1315 0 31 3 0 0 0 0 0 0 0 0 0 0 34

1315 - 1330 0 41 4 0 1 0 0 0 0 0 0 0 0 46

1330 - 1345 0 37 4 0 1 0 0 0 0 0 0 0 0 42

1345 - 1400 0 27 3 0 0 0 0 0 0 0 0 0 0 30 152

1400 - 1415 0 42 1 0 0 0 0 0 0 0 0 0 0 43

1415 - 1430 0 33 4 0 2 0 0 0 0 0 0 0 0 39

1430 - 1445 0 39 2 0 0 0 0 0 0 0 0 0 0 41

1445 - 1500 0 37 5 0 1 0 0 0 0 0 0 0 0 43 166

1500 - 1515 0 43 4 0 1 0 0 0 0 0 0 0 0 48

1515 - 1530 0 41 2 0 3 0 0 0 0 0 0 0 0 46

1530 - 1545 0 48 1 0 2 0 0 0 0 0 0 0 0 51

1545 - 1600 0 41 2 0 1 0 0 0 0 0 0 0 0 44 189

1600 - 1615 0 45 9 0 2 0 0 0 0 0 0 0 0 56

1615 - 1630 0 40 5 0 1 0 0 0 0 0 0 0 0 46

1630 - 1645 0 63 5 0 1 0 0 0 0 0 0 0 0 69

1645 - 1700 0 48 6 0 1 0 0 0 0 0 0 0 0 55 226

1700 - 1715 0 50 7 0 2 0 0 0 0 0 0 0 0 59

1715 - 1730 0 60 8 0 0 0 0 0 0 0 0 0 0 68

1730 - 1745 0 54 4 0 0 0 0 0 0 0 0 0 0 58

1745 - 1800 0 63 4 0 1 0 0 0 0 0 0 0 0 68 253

1800 - 1815 0 40 5 0 0 0 0 0 0 0 0 0 0 45

1815 - 1830 0 39 2 0 0 0 0 0 0 0 0 0 0 41

1830 - 1845 0 27 2 0 0 0 0 0 0 0 0 0 0 29

1845 - 1900 0 26 4 0 0 0 0 0 0 0 0 0 0 30 145

1900 - 1915 0 24 2 0 0 0 0 0 0 0 0 0 0 26

1915 - 1930 0 23 1 0 0 0 0 0 0 0 0 0 0 24

1930 - 1945 0 21 0 0 0 0 0 0 0 0 0 0 0 21

1945 - 2000 0 20 3 0 0 0 0 0 0 0 0 0 0 23 94

2000 - 2015 0 16 2 0 0 0 0 0 0 0 0 0 0 18

2015 - 2030 0 8 0 0 0 0 0 0 0 0 0 0 0 8

2030 - 2045 0 14 0 0 0 0 0 0 0 0 0 0 0 14

2045 - 2100 0 19 2 0 0 0 0 0 0 0 0 0 0 21 61

2100 - 2115 0 10 0 0 0 0 0 0 0 0 0 0 0 10

2115 - 2130 0 12 0 0 0 0 0 0 0 0 0 0 0 12

2130 - 2145 0 11 1 0 0 0 0 0 0 0 0 0 0 12

2145 - 2200 0 6 0 0 0 0 0 0 0 0 0 0 0 6 40

2200 - 2215 0 7 0 0 0 0 0 0 0 0 0 0 0 7

2215 - 2230 0 9 0 0 0 0 0 0 0 0 0 0 0 9

2230 - 2245 0 18 0 0 0 0 0 0 0 0 0 0 0 18

2245 - 2300 0 15 0 0 0 0 0 0 0 0 0 0 0 15 49

2300 - 2315 0 9 0 0 0 0 0 0 0 0 0 0 0 9

2315 - 2330 0 3 0 0 0 0 0 0 0 0 0 0 0 3

2330 - 2345 0 9 0 0 0 0 0 0 0 0 0 0 0 9

2345 - 0000 0 6 0 0 0 0 0 0 0 0 0 0 0 6 27

Session Total 0 2334 224 2 36 2 0 0 3 0 0 0 0 2601

Session Average 0.00 24.31 2.33 0.02 0.38 0.02 0.00 0.00 0.03 0.00 0.00 0.00 0.00 27.09

Session Percentage 0.00 89.73 8.61 0.08 1.38 0.08 0.00 0.00 0.12 0.00 0.00 0.00 0.00

AM Peak Hour - 0730 - 0830 0815 - 0915 0800 - 0900 0845 - 0945 0530 - 0630 - - 0500 - 0600 - - - - 0730 - 0830

AM Peak Volume 0 196 18 1 3 1 0 0 1 0 0 0 0 212

Noon Peak Hour - 1445 - 1545 1100 - 1200 1000 - 1100 1445 - 1545 1000 - 1100 - - - - - - - 1445 - 1545

Noon Peak Volume 0 169 15 1 7 1 0 0 0 0 0 0 0 188

PM Peak Hour - 1700 - 1800 1630 - 1730 - 1515 - 1615 - - - - - - - - 1700 - 1800

PM Peak Volume 0 227 26 0 8 0 0 0 0 0 0 0 0 253

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (03-19-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912521,-84.350768
http://www.marrtraffic.com/


################## Site 1 Weather

Lake Hearn Dr NE , Fair

Weather east of Peachtreee Dunwoody Rd 44°F

Fair Lat/Long

44°F 33.912521°, -84.350768° Click here for Detailed Weather

NB EB 15min

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Eastbound (Movement 1.1) 15min 60min

Time 1 2 3 4 5 6 7 8 9 10 11 12 13 Total Total

0000 - 0015 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0015 - 0030 0 3 0 0 0 0 0 0 0 0 0 0 0 3

0030 - 0045 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0045 - 0100 0 2 2 0 0 0 0 0 0 0 0 0 0 4 11

0100 - 0115 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0115 - 0130 0 3 0 0 0 0 0 0 0 0 0 0 0 3

0130 - 0145 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0145 - 0200 0 0 1 0 0 0 0 0 0 0 0 0 0 1 5

0200 - 0215 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0215 - 0230 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0230 - 0245 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0245 - 0300 0 0 0 0 0 0 0 0 0 0 0 0 0 0 2

0300 - 0315 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0315 - 0330 0 3 0 0 0 0 0 0 0 0 0 0 0 3

0330 - 0345 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0345 - 0400 0 1 2 0 0 0 0 0 0 0 0 0 0 3 8

0400 - 0415 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0415 - 0430 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0430 - 0445 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0445 - 0500 0 5 4 0 0 0 0 0 0 0 0 0 0 9 19

0500 - 0515 0 9 3 0 0 0 0 0 0 0 0 0 0 12

0515 - 0530 0 4 2 0 0 0 0 0 0 0 0 0 0 6

0530 - 0545 0 6 2 0 0 0 0 0 0 0 0 0 0 8

0545 - 0600 0 6 3 0 0 1 0 0 0 0 0 0 0 10 36

0600 - 0615 0 11 0 1 0 0 0 0 0 0 0 0 0 12

0615 - 0630 0 10 4 0 0 0 0 0 0 0 0 0 0 14

0630 - 0645 0 18 1 0 1 0 0 0 0 0 0 0 0 20

0645 - 0700 0 23 5 0 0 0 0 0 0 0 0 0 0 28 74

0700 - 0715 0 16 6 0 0 0 0 0 0 0 0 0 0 22

0715 - 0730 0 27 5 0 1 1 0 0 0 0 0 0 0 34

0730 - 0745 0 47 4 0 0 0 0 0 0 0 0 0 0 51

0745 - 0800 0 45 6 0 0 0 0 0 0 0 0 0 0 51 158

0800 - 0815 0 38 0 0 2 0 0 0 0 0 0 0 0 40

0815 - 0830 0 38 2 0 1 0 0 0 0 0 0 0 0 41

0830 - 0845 0 33 1 0 0 0 0 0 0 0 0 0 0 34

0845 - 0900 0 65 0 0 0 0 0 0 0 0 0 0 0 65 180

0900 - 0915 0 47 1 0 0 0 0 0 0 0 0 0 0 48

0915 - 0930 0 57 1 0 0 0 0 0 0 0 0 0 0 58

0930 - 0945 0 37 6 0 1 0 0 0 0 0 0 0 0 44

0945 - 1000 0 39 0 0 2 0 0 0 0 0 0 0 0 41 191

1000 - 1015 0 38 4 0 3 0 0 0 0 0 0 0 0 45

1015 - 1030 0 39 2 0 1 0 0 0 0 0 0 0 0 42

1030 - 1045 0 36 2 1 2 1 0 0 0 0 0 0 0 42

1045 - 1100 0 40 1 0 0 0 0 0 0 0 0 0 0 41 170

1100 - 1115 0 32 1 0 0 0 0 0 0 0 0 0 0 33

1115 - 1130 0 38 5 0 0 0 0 0 0 0 0 0 0 43

1130 - 1145 0 42 2 0 0 0 0 1 0 0 0 0 0 45

1145 - 1200 0 57 4 0 0 0 0 0 0 0 0 0 0 61 182

1200 - 1215 0 62 2 0 0 0 0 0 0 0 0 0 0 64

1215 - 1230 0 44 5 0 3 0 0 0 0 0 0 0 0 52

1230 - 1245 0 48 3 0 2 0 0 0 0 0 0 0 0 53

1245 - 1300 0 48 4 0 0 0 0 0 0 0 0 0 0 52 221

1300 - 1315 0 45 2 0 0 0 0 0 0 0 0 0 0 47

1315 - 1330 0 42 5 0 0 0 0 0 0 0 0 0 0 47

1330 - 1345 0 41 0 0 1 0 0 0 0 0 0 0 0 42

1345 - 1400 0 42 5 0 0 0 0 0 0 0 0 0 0 47 183

1400 - 1415 0 36 2 0 0 0 0 0 0 0 0 0 0 38

1415 - 1430 0 42 4 0 0 0 0 0 0 0 0 0 0 46

1430 - 1445 0 40 4 0 0 0 0 0 0 0 0 0 0 44

1445 - 1500 0 43 4 0 0 0 0 1 1 0 0 0 0 49 177

1500 - 1515 0 58 2 1 1 0 0 0 0 0 0 0 0 62

1515 - 1530 0 32 3 0 1 0 0 0 0 0 0 0 0 36

1530 - 1545 0 49 6 0 1 0 0 0 0 0 0 0 0 56

1545 - 1600 0 34 2 1 0 0 0 0 0 0 0 0 0 37 191

1600 - 1615 0 43 4 1 0 0 0 0 0 0 0 0 0 48

1615 - 1630 0 43 3 1 0 0 0 0 0 0 0 0 0 47

1630 - 1645 0 50 3 0 1 0 0 0 0 0 0 0 0 54

1645 - 1700 0 48 3 1 0 0 0 0 0 0 0 0 0 52 201

1700 - 1715 0 49 5 1 0 0 0 0 0 0 0 0 0 55

1715 - 1730 0 46 4 2 0 0 0 0 0 0 0 0 0 52

1730 - 1745 0 47 5 0 0 0 0 0 0 0 0 0 0 52

1745 - 1800 0 35 3 0 0 0 0 0 0 0 0 0 0 38 197

1800 - 1815 0 41 4 0 0 0 0 0 0 0 0 0 0 45

1815 - 1830 0 30 3 0 0 0 0 0 0 0 0 0 0 33

1830 - 1845 0 37 5 0 0 0 0 0 0 0 0 0 0 42

1845 - 1900 0 21 2 1 0 0 0 0 0 0 0 0 0 24 144

1900 - 1915 0 28 3 0 0 0 0 0 0 0 0 0 0 31

1915 - 1930 0 31 2 0 0 0 0 0 0 0 0 0 0 33

1930 - 1945 0 22 1 0 0 0 0 0 0 0 0 0 0 23

1945 - 2000 0 24 2 0 0 0 0 0 0 0 0 0 0 26 113

2000 - 2015 0 14 1 0 0 0 0 0 0 0 0 0 0 15

2015 - 2030 0 11 1 0 0 0 0 0 0 0 0 0 0 12

2030 - 2045 0 20 2 0 0 0 0 0 0 0 0 0 0 22

2045 - 2100 0 15 1 0 0 2 0 0 0 0 0 0 0 18 67

2100 - 2115 0 10 0 0 0 0 0 0 0 0 0 0 0 10

2115 - 2130 0 14 2 0 0 0 0 0 0 0 0 0 0 16

2130 - 2145 0 7 0 0 0 0 0 0 0 0 0 0 0 7

2145 - 2200 0 15 2 0 0 0 0 0 0 0 0 0 0 17 50

2200 - 2215 0 7 0 0 0 0 0 0 0 0 0 0 0 7

2215 - 2230 0 11 1 0 0 0 0 0 0 0 0 0 0 12

2230 - 2245 0 17 1 0 0 0 0 0 0 0 0 0 0 18

2245 - 2300 0 10 0 0 0 0 0 0 0 0 0 0 0 10 47

2300 - 2315 0 9 1 0 1 0 0 0 0 0 0 0 0 11

2315 - 2330 0 10 1 0 0 0 0 0 0 0 0 0 0 11

2330 - 2345 0 11 1 0 0 0 0 0 0 0 0 0 0 12

2345 - 0000 0 12 0 0 0 0 0 0 0 0 0 0 0 12 46

Session Total 0 2424 205 11 25 5 0 2 1 0 0 0 0 2673

Session Average 0.00 25.25 2.14 0.11 0.26 0.05 0.00 0.02 0.01 0.00 0.00 0.00 0.00 27.84

Session Percentage 0.00 90.68 7.67 0.41 0.94 0.19 0.00 0.07 0.04 0.00 0.00 0.00 0.00

AM Peak Hour - 0845 - 0945 0700 - 0800 0515 - 0615 0945 - 1045 0500 - 0600 - - - - - - - 0845 - 0945

AM Peak Volume 0 206 21 1 8 1 0 0 0 0 0 0 0 215

Noon Peak Hour - 1145 - 1245 1345 - 1445 1000 - 1100 1000 - 1100 1000 - 1100 - 1045 - 1145 1400 - 1500 - - - - 1145 - 1245

Noon Peak Volume 0 211 15 1 6 1 0 1 1 0 0 0 0 230

PM Peak Hour - 1630 - 1730 1645 - 1745 1630 - 1730 1500 - 1600 - - - - - - - - 1630 - 1730

PM Peak Volume 0 193 17 4 3 0 0 0 0 0 0 0 0 213

Date

Wednesday, March 20, 2024

0000 - 2400 (Weekday 24h Session) (03-20-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-20/2024-03-20


Sandy Springs, GA

Bi-Directional Class CountBi-Directional Class Count || SB WB 15min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwoSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768° Click here for Detailed Weather

33.912521°, -84.350768° 33.912521

-84.350768 Click here for Map

Date

###################

SB WB 15min

Weather

Westbound (Movement 1.2) 15min 60min

Time 1 2 3 4 5 6 7 8 9 10 11 12 13 Total Total

0000 - 0015 0 6 1 0 0 0 0 0 0 0 0 0 0 7

0015 - 0030 0 5 1 0 0 0 0 0 0 0 0 0 0 6

0030 - 0045 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0045 - 0100 0 0 1 0 0 0 0 0 0 0 0 0 0 1 16

0100 - 0115 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0115 - 0130 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0130 - 0145 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0145 - 0200 0 1 0 0 0 0 0 0 0 0 0 0 0 1 7

0200 - 0215 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0215 - 0230 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0230 - 0245 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0245 - 0300 0 3 1 0 0 0 0 0 0 0 0 0 0 4 10

0300 - 0315 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0315 - 0330 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0330 - 0345 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0345 - 0400 0 1 0 0 0 0 0 0 0 0 0 0 0 1 5

0400 - 0415 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0415 - 0430 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0430 - 0445 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0445 - 0500 0 9 4 0 0 0 0 0 0 0 0 0 0 13 19

0500 - 0515 0 8 4 0 0 0 0 0 0 0 0 0 0 12

0515 - 0530 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0530 - 0545 0 11 2 0 0 0 0 0 0 0 0 0 0 13

0545 - 0600 0 19 5 0 0 0 0 0 0 0 0 0 0 24 54

0600 - 0615 0 21 8 0 1 0 0 0 0 0 0 0 0 30

0615 - 0630 0 57 12 0 0 0 0 0 0 0 0 0 0 69

0630 - 0645 0 103 15 0 0 0 0 0 0 0 0 0 0 118

0645 - 0700 0 82 9 0 1 0 0 0 0 0 0 0 0 92 309

0700 - 0715 0 56 6 0 0 0 0 0 0 0 0 0 0 62

0715 - 0730 0 69 5 1 1 0 0 0 0 0 0 0 0 76

0730 - 0745 0 83 4 0 0 0 0 0 0 0 0 0 0 87

0745 - 0800 1 77 5 0 2 0 0 0 0 0 0 0 0 85 310

0800 - 0815 0 76 4 0 1 0 0 0 0 0 0 0 0 81

0815 - 0830 0 78 4 0 2 0 0 0 0 0 0 0 0 84

0830 - 0845 0 53 2 0 0 1 0 0 0 0 0 0 0 56

0845 - 0900 0 77 8 0 1 1 0 0 1 0 0 0 0 88 309

0900 - 0915 0 58 4 0 3 0 0 0 0 0 0 0 0 65

0915 - 0930 0 57 3 1 0 0 0 0 0 0 0 0 0 61

0930 - 0945 0 62 3 0 1 0 0 0 0 0 0 0 0 66

0945 - 1000 0 62 4 0 1 0 0 0 0 0 0 0 0 67 259

1000 - 1015 0 61 6 0 1 0 0 0 0 0 0 0 0 68

1015 - 1030 0 64 5 1 1 0 0 0 0 0 0 0 0 71

1030 - 1045 0 68 8 1 1 0 0 0 0 0 0 0 0 78

1045 - 1100 0 63 7 1 1 1 0 0 0 0 0 0 0 73 290

1100 - 1115 0 52 1 0 4 0 0 0 0 0 0 0 0 57

1115 - 1130 0 59 6 0 0 1 0 0 0 0 0 0 0 66

1130 - 1145 0 54 8 0 0 0 0 0 0 0 0 0 0 62

1145 - 1200 0 64 5 0 0 0 0 0 0 0 0 0 0 69 254

1200 - 1215 0 57 5 0 0 0 0 0 0 0 0 0 0 62

1215 - 1230 0 60 8 0 1 0 0 0 0 0 0 0 0 69

1230 - 1245 0 75 5 0 0 0 0 0 0 0 0 0 0 80

1245 - 1300 0 64 7 0 2 0 0 0 0 0 0 0 0 73 284

1300 - 1315 0 86 3 0 0 1 0 0 0 0 0 0 0 90

1315 - 1330 0 62 3 0 1 0 0 0 0 0 0 0 0 66

1330 - 1345 0 60 2 1 4 0 0 0 0 0 0 0 0 67

1345 - 1400 0 56 6 0 0 0 0 0 0 0 0 0 0 62 285

1400 - 1415 0 58 1 0 1 0 0 0 0 0 0 0 0 60

1415 - 1430 0 63 5 0 2 1 0 0 0 0 0 0 0 71

1430 - 1445 0 67 5 0 0 0 0 0 0 0 0 0 0 72

1445 - 1500 0 72 7 0 1 0 0 0 0 0 0 0 0 80 283

1500 - 1515 0 79 7 0 1 1 0 0 0 0 0 0 0 88

1515 - 1530 0 56 1 0 1 0 0 0 0 0 0 0 0 58

1530 - 1545 0 64 4 0 1 0 0 0 0 0 0 0 0 69

1545 - 1600 0 74 6 0 4 1 0 0 0 0 0 0 0 85 300

1600 - 1615 0 88 7 0 2 0 0 0 0 0 0 0 0 97

1615 - 1630 0 77 10 0 2 0 0 0 0 0 0 0 0 89

1630 - 1645 0 80 5 0 1 0 0 0 0 0 0 0 0 86

1645 - 1700 0 95 3 0 1 0 0 0 0 0 0 0 0 99 371

1700 - 1715 0 108 11 0 3 1 0 0 0 0 0 0 0 123

1715 - 1730 0 96 10 0 3 0 0 0 0 0 0 0 0 109

1730 - 1745 0 78 5 0 0 0 0 0 0 0 0 0 0 83

1745 - 1800 0 66 1 0 0 0 0 0 0 0 0 0 0 67 382

1800 - 1815 0 57 2 0 0 0 0 0 0 0 0 0 0 59

1815 - 1830 0 90 4 0 1 0 0 0 0 0 0 0 0 95

1830 - 1845 0 59 2 0 0 0 0 0 0 0 0 0 0 61

1845 - 1900 0 39 1 0 2 0 0 0 0 0 0 0 0 42 257

1900 - 1915 0 28 7 0 0 0 0 0 0 0 0 0 0 35

1915 - 1930 0 29 3 0 0 0 0 0 0 0 0 0 0 32

1930 - 1945 0 38 3 0 0 0 0 0 0 0 0 0 0 41

1945 - 2000 0 25 0 0 0 0 0 0 0 0 0 0 0 25 133

2000 - 2015 0 41 0 0 0 0 0 0 0 0 0 0 0 41

2015 - 2030 0 22 0 0 0 0 0 0 0 0 0 0 0 22

2030 - 2045 0 23 0 0 0 0 0 0 0 0 0 0 0 23

2045 - 2100 0 13 1 0 0 0 0 0 0 0 0 0 0 14 100

2100 - 2115 0 22 0 0 0 0 0 0 0 0 0 0 0 22

2115 - 2130 0 31 0 0 0 0 0 0 0 0 0 0 0 31

2130 - 2145 0 33 1 0 0 0 0 0 0 0 0 0 0 34

2145 - 2200 0 20 0 0 0 0 0 0 0 0 0 0 0 20 107

2200 - 2215 0 24 0 0 0 0 0 0 0 0 0 0 0 24

2215 - 2230 0 13 1 0 0 0 0 0 0 0 0 0 0 14

2230 - 2245 0 9 0 0 0 0 0 0 0 0 0 0 0 9

2245 - 2300 0 11 0 0 0 0 0 0 0 0 0 0 0 11 58

2300 - 2315 0 7 0 0 0 0 0 0 0 0 0 0 0 7

2315 - 2330 0 8 0 0 0 0 0 0 0 0 0 0 0 8

2330 - 2345 0 5 0 0 0 0 0 0 0 0 0 0 0 5

2345 - 0000 0 3 0 0 0 0 0 0 0 0 0 0 0 3 23

Session Total 1 4034 318 6 56 9 0 0 1 0 0 0 0 4425

Session Average 0.01 42.02 3.31 0.06 0.58 0.09 0.00 0.00 0.01 0.00 0.00 0.00 0.00 46.09

Session Percentage 0.02 91.16 7.19 0.14 1.27 0.20 0.00 0.00 0.02 0.00 0.00 0.00 0.00

AM Peak Hour 0700 - 0800 0730 - 0830 0600 - 0700 0945 - 1045 0815 - 0915 0800 - 0900 - - 0800 - 0900 - - - - 0630 - 0730

AM Peak Volume 1 314 44 2 6 2 0 0 1 0 0 0 0 348

Noon Peak Hour - 1230 - 1330 1000 - 1100 1000 - 1100 1015 - 1115 1030 - 1130 - - - - - - - 1215 - 1315

Noon Peak Volume 0 287 26 3 7 2 0 0 0 0 0 0 0 312

PM Peak Hour - 1630 - 1730 1615 - 1715 - 1530 - 1630 1500 - 1600 - - - - - - - 1630 - 1730

PM Peak Volume 0 379 29 0 9 2 0 0 0 0 0 0 0 417

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (03-19-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912521,-84.350768
http://www.marrtraffic.com/


################### Site 1 Weather

Lake Hearn Dr NE , Fair

Weather east of Peachtreee Dunwoody Rd 44°F

Fair Lat/Long

44°F 33.912521°, -84.350768° Click here for Detailed Weather

SB WB 15min

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Westbound (Movement 1.2) 15min 60min

Time 1 2 3 4 5 6 7 8 9 10 11 12 13 Total Total

0000 - 0015 0 5 1 0 0 0 0 0 0 0 0 0 0 6

0015 - 0030 0 5 0 0 0 0 0 0 0 0 0 0 0 5

0030 - 0045 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0045 - 0100 0 3 2 0 0 0 0 0 0 0 0 0 0 5 21

0100 - 0115 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0115 - 0130 0 3 4 0 0 0 0 0 0 0 0 0 0 7

0130 - 0145 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0145 - 0200 0 2 0 0 0 0 0 0 0 0 0 0 0 2 11

0200 - 0215 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0215 - 0230 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0230 - 0245 0 1 0 0 1 1 0 0 0 0 0 0 0 3

0245 - 0300 0 1 0 0 0 0 0 0 0 0 0 0 0 1 9

0300 - 0315 0 0 4 0 1 0 0 0 0 0 0 0 0 5

0315 - 0330 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0330 - 0345 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0345 - 0400 0 1 0 0 0 0 0 0 0 0 0 0 0 1 7

0400 - 0415 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0415 - 0430 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0430 - 0445 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0445 - 0500 0 21 1 0 0 0 0 0 0 0 0 0 0 22 31

0500 - 0515 0 4 0 0 0 0 0 0 0 0 0 0 0 4

0515 - 0530 0 7 0 0 0 0 0 0 0 0 0 0 0 7

0530 - 0545 0 9 3 0 1 0 0 0 0 0 0 0 0 13

0545 - 0600 0 28 1 1 0 1 0 0 0 0 0 0 0 31 55

0600 - 0615 0 32 4 0 0 0 0 0 0 0 0 0 0 36

0615 - 0630 0 69 4 1 0 0 0 0 0 0 0 0 0 74

0630 - 0645 0 102 8 0 1 0 0 0 0 0 0 0 0 111

0645 - 0700 0 92 9 0 0 0 0 0 0 0 0 0 0 101 322

0700 - 0715 0 63 4 0 0 0 0 0 0 0 0 0 0 67

0715 - 0730 0 65 6 0 0 0 0 0 0 0 0 0 0 71

0730 - 0745 0 69 4 0 0 0 0 0 0 0 0 0 0 73

0745 - 0800 0 81 5 0 4 0 0 0 0 0 0 0 0 90 301

0800 - 0815 0 63 6 0 0 0 0 0 0 0 0 0 0 69

0815 - 0830 0 64 5 0 1 0 0 0 0 0 0 0 0 70

0830 - 0845 0 67 4 0 0 0 0 0 0 0 0 0 0 71

0845 - 0900 0 54 1 0 1 0 0 0 0 0 0 0 0 56 266

0900 - 0915 0 66 7 0 0 0 0 0 0 0 0 0 0 73

0915 - 0930 0 59 6 0 3 2 0 0 0 0 0 0 0 70

0930 - 0945 0 67 5 0 0 0 0 0 0 0 0 0 0 72

0945 - 1000 0 62 3 0 2 0 0 1 0 0 0 0 0 68 283

1000 - 1015 0 54 4 0 1 0 0 0 0 0 0 0 0 59

1015 - 1030 0 67 8 1 4 0 0 0 0 0 0 0 0 80

1030 - 1045 0 74 5 2 1 0 0 0 0 0 0 0 0 82

1045 - 1100 0 40 4 1 1 0 0 0 0 0 0 0 0 46 267

1100 - 1115 0 55 5 0 1 1 0 0 0 0 0 0 0 62

1115 - 1130 0 53 10 1 0 0 0 0 0 0 0 0 0 64

1130 - 1145 0 55 10 0 0 0 0 0 0 0 0 0 0 65

1145 - 1200 0 60 8 0 1 0 0 0 0 0 0 0 0 69 260

1200 - 1215 0 82 5 0 0 0 0 0 0 0 0 0 0 87

1215 - 1230 0 63 5 1 2 1 0 0 0 0 0 0 0 72

1230 - 1245 0 61 7 0 1 0 0 0 0 0 0 0 0 69

1245 - 1300 0 69 8 0 1 1 0 0 0 0 0 0 0 79 307

1300 - 1315 0 67 2 0 0 0 0 0 0 0 0 0 0 69

1315 - 1330 0 61 5 0 1 0 0 0 1 0 0 0 0 68

1330 - 1345 1 69 6 0 1 0 0 0 0 0 0 0 0 77

1345 - 1400 0 47 3 0 1 0 0 0 0 0 0 0 0 51 265

1400 - 1415 0 73 6 0 2 0 0 0 0 0 0 0 0 81

1415 - 1430 0 63 7 0 0 0 0 0 0 0 0 0 0 70

1430 - 1445 0 86 8 0 1 0 0 0 0 0 0 0 0 95

1445 - 1500 0 82 4 0 0 0 0 0 0 0 0 0 0 86 332

1500 - 1515 0 66 6 2 3 0 0 0 0 0 0 0 0 77

1515 - 1530 0 81 8 0 1 1 0 0 1 0 0 0 0 92

1530 - 1545 0 80 10 0 2 0 0 0 0 0 0 0 0 92

1545 - 1600 0 75 7 1 0 0 0 1 0 0 0 0 0 84 345

1600 - 1615 0 93 6 1 3 0 0 0 0 0 0 0 0 103

1615 - 1630 0 82 4 0 0 0 0 0 0 0 0 0 0 86

1630 - 1645 0 115 6 0 1 0 0 0 0 0 0 0 0 122

1645 - 1700 0 83 3 2 0 0 0 0 0 0 0 0 0 88 399

1700 - 1715 0 117 6 1 0 0 0 0 0 0 0 0 0 124

1715 - 1730 0 112 8 4 0 0 0 0 0 0 0 0 0 124

1730 - 1745 0 85 6 0 0 0 0 1 0 0 0 0 0 92

1745 - 1800 0 67 4 0 0 0 0 0 0 0 0 0 0 71 411

1800 - 1815 0 56 3 0 0 0 0 0 0 0 0 0 0 59

1815 - 1830 0 77 5 0 0 0 0 0 0 0 0 0 0 82

1830 - 1845 0 79 5 0 0 0 0 0 0 0 0 0 0 84

1845 - 1900 0 68 4 0 1 1 0 0 0 0 0 0 0 74 299

1900 - 1915 0 43 3 0 0 0 0 0 0 0 0 0 0 46

1915 - 1930 0 36 3 0 0 0 0 0 0 0 0 0 0 39

1930 - 1945 0 26 2 0 0 0 0 0 0 0 0 0 0 28

1945 - 2000 0 38 3 0 0 0 0 0 0 0 0 0 0 41 154

2000 - 2015 0 36 4 0 0 0 0 0 0 0 0 0 0 40

2015 - 2030 0 23 2 0 0 0 0 0 0 0 0 0 0 25

2030 - 2045 0 21 2 0 0 0 0 0 0 0 0 0 0 23

2045 - 2100 0 26 3 1 0 0 0 0 0 0 0 0 0 30 118

2100 - 2115 0 25 2 0 0 1 0 0 0 0 0 0 0 28

2115 - 2130 0 81 5 0 1 0 0 0 0 0 0 0 0 87

2130 - 2145 0 30 3 0 0 0 0 0 0 0 0 0 0 33

2145 - 2200 0 25 1 1 0 0 0 0 0 0 0 0 0 27 175

2200 - 2215 0 18 1 0 0 0 0 0 0 0 0 0 0 19

2215 - 2230 0 19 0 0 1 0 0 0 0 0 0 0 0 20

2230 - 2245 0 23 2 0 0 0 0 0 0 0 0 0 0 25

2245 - 2300 0 17 1 0 0 0 0 0 0 0 0 0 0 18 82

2300 - 2315 0 13 4 0 0 0 0 0 0 0 0 0 0 17

2315 - 2330 0 12 1 0 0 0 0 0 0 0 0 0 0 13

2330 - 2345 0 11 0 0 0 0 0 0 0 0 0 0 0 11

2345 - 0000 0 7 0 0 0 0 0 0 0 0 0 0 0 7 48

Session Total 1 4328 356 21 47 10 0 3 2 0 0 0 0 4768

Session Average 0.01 45.08 3.71 0.22 0.49 0.10 0.00 0.03 0.02 0.00 0.00 0.00 0.00 49.67

Session Percentage 0.02 90.77 7.47 0.44 0.99 0.21 0.00 0.06 0.04 0.00 0.00 0.00 0.00

AM Peak Hour - 0615 - 0715 0630 - 0730 0945 - 1045 0945 - 1045 0830 - 0930 - 0900 - 1000 - - - - - 0615 - 0715

AM Peak Volume 0 326 27 3 8 2 0 1 0 0 0 0 0 353

Noon Peak Hour 1245 - 1345 1430 - 1530 1100 - 1200 1000 - 1100 1000 - 1100 1200 - 1300 - - 1230 - 1330 - - - - 1430 - 1530

Noon Peak Volume 1 315 33 4 7 2 0 0 1 0 0 0 0 350

PM Peak Hour - 1630 - 1730 1500 - 1600 1630 - 1730 1500 - 1600 1500 - 1600 - 1500 - 1600 1500 - 1600 - - - - 1630 - 1730

PM Peak Volume 0 427 31 7 6 1 0 1 1 0 0 0 0 458

Date

Wednesday, March 20, 2024

0000 - 2400 (Weekday 24h Session) (03-20-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-20/2024-03-20


Sandy Springs, GA

Bi-Directional Class CountBi-Directional Class Count || Bi-Directional 15min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwoSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768° Click here for Detailed Weather

33.912521°, -84.350768°

Date

###################

Bi-Directional 15min

Weather

Bi-Directional 15min 15min 60min

Time 1 2 3 4 5 6 7 8 9 10 11 12 13 Total Total

0000 - 0015 0 9 2 0 0 0 0 0 0 0 0 0 0 11

0015 - 0030 0 6 1 0 0 0 0 0 0 0 0 0 0 7

0030 - 0045 0 5 1 0 0 0 0 0 0 0 0 0 0 6

0045 - 0100 0 1 1 0 0 0 0 0 0 0 0 0 0 2 26

0100 - 0115 0 3 0 0 0 0 0 0 0 0 0 0 0 3

0115 - 0130 0 4 0 0 0 0 0 0 0 0 0 0 0 4

0130 - 0145 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0145 - 0200 0 2 1 0 0 0 0 0 0 0 0 0 0 3 12

0200 - 0215 0 6 1 0 0 0 0 0 0 0 0 0 0 7

0215 - 0230 0 3 0 0 0 0 0 0 0 0 0 0 0 3

0230 - 0245 0 6 3 0 0 0 0 0 0 0 0 0 0 9

0245 - 0300 0 4 1 0 0 0 0 0 0 0 0 0 0 5 24

0300 - 0315 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0315 - 0330 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0330 - 0345 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0345 - 0400 0 2 1 0 0 0 0 0 0 0 0 0 0 3 14

0400 - 0415 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0415 - 0430 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0430 - 0445 0 3 2 0 0 0 0 0 0 0 0 0 0 5

0445 - 0500 0 13 5 0 0 0 0 0 0 0 0 0 0 18 32

0500 - 0515 0 13 7 0 0 0 0 0 0 0 0 0 0 20

0515 - 0530 0 6 2 0 0 0 0 0 0 0 0 0 0 8

0530 - 0545 0 21 5 0 0 0 0 0 0 0 0 0 0 26

0545 - 0600 0 28 7 0 0 0 0 0 1 0 0 0 0 36 90

0600 - 0615 0 26 9 0 1 0 0 0 0 0 0 0 0 36

0615 - 0630 0 63 14 0 0 1 0 0 0 0 0 0 0 78

0630 - 0645 0 123 19 0 0 0 0 0 0 0 0 0 0 142

0645 - 0700 0 97 12 0 2 0 0 0 0 0 0 0 0 111 367

0700 - 0715 0 70 10 0 1 0 0 0 0 0 0 0 0 81

0715 - 0730 0 102 9 1 1 0 0 0 1 0 0 0 0 114

0730 - 0745 0 148 9 0 0 0 0 0 0 0 0 0 0 157

0745 - 0800 1 120 8 0 2 0 0 0 0 0 0 0 0 131 483

0800 - 0815 0 125 8 0 1 0 0 0 0 0 0 0 0 134

0815 - 0830 0 117 7 0 3 0 0 0 0 0 0 0 0 127

0830 - 0845 0 99 6 0 0 1 0 0 0 0 0 0 0 106

0845 - 0900 0 113 13 1 2 1 0 0 1 0 0 0 0 131 498

0900 - 0915 0 93 10 0 3 0 0 0 0 0 0 0 0 106

0915 - 0930 0 93 5 1 1 0 0 0 0 0 0 0 0 100

0930 - 0945 0 120 7 0 2 0 0 0 1 0 0 0 0 130

0945 - 1000 0 102 7 0 1 0 0 0 0 0 0 0 0 110 446

1000 - 1015 0 101 11 0 1 0 0 0 0 0 0 0 0 113

1015 - 1030 0 88 7 1 3 1 0 0 0 0 0 0 0 100

1030 - 1045 0 99 11 1 2 0 0 0 0 0 0 0 0 113

1045 - 1100 0 104 9 2 3 1 0 0 0 0 0 0 0 119 445

1100 - 1115 0 93 5 0 4 0 0 0 0 0 0 0 0 102

1115 - 1130 0 95 11 0 1 1 0 0 0 0 0 0 0 108

1130 - 1145 0 92 11 0 0 0 0 0 0 0 0 0 0 103

1145 - 1200 0 102 8 0 0 0 0 0 0 0 0 0 0 110 423

1200 - 1215 0 97 7 0 0 0 0 0 0 0 0 0 0 104

1215 - 1230 0 103 12 0 2 0 0 0 0 0 0 0 0 117

1230 - 1245 0 110 7 0 3 0 0 0 0 0 0 0 0 120

1245 - 1300 0 111 11 0 2 0 0 0 0 0 0 0 0 124 465

1300 - 1315 0 117 6 0 0 1 0 0 0 0 0 0 0 124

1315 - 1330 0 103 7 0 2 0 0 0 0 0 0 0 0 112

1330 - 1345 0 97 6 1 5 0 0 0 0 0 0 0 0 109

1345 - 1400 0 83 9 0 0 0 0 0 0 0 0 0 0 92 437

1400 - 1415 0 100 2 0 1 0 0 0 0 0 0 0 0 103

1415 - 1430 0 96 9 0 4 1 0 0 0 0 0 0 0 110

1430 - 1445 0 106 7 0 0 0 0 0 0 0 0 0 0 113

1445 - 1500 0 109 12 0 2 0 0 0 0 0 0 0 0 123 449

1500 - 1515 0 122 11 0 2 1 0 0 0 0 0 0 0 136

1515 - 1530 0 97 3 0 4 0 0 0 0 0 0 0 0 104

1530 - 1545 0 112 5 0 3 0 0 0 0 0 0 0 0 120

1545 - 1600 0 115 8 0 5 1 0 0 0 0 0 0 0 129 489

1600 - 1615 0 133 16 0 4 0 0 0 0 0 0 0 0 153

1615 - 1630 0 117 15 0 3 0 0 0 0 0 0 0 0 135

1630 - 1645 0 143 10 0 2 0 0 0 0 0 0 0 0 155

1645 - 1700 0 143 9 0 2 0 0 0 0 0 0 0 0 154 597

1700 - 1715 0 158 18 0 5 1 0 0 0 0 0 0 0 182

1715 - 1730 0 156 18 0 3 0 0 0 0 0 0 0 0 177

1730 - 1745 0 132 9 0 0 0 0 0 0 0 0 0 0 141

1745 - 1800 0 129 5 0 1 0 0 0 0 0 0 0 0 135 635

1800 - 1815 0 97 7 0 0 0 0 0 0 0 0 0 0 104

1815 - 1830 0 129 6 0 1 0 0 0 0 0 0 0 0 136

1830 - 1845 0 86 4 0 0 0 0 0 0 0 0 0 0 90

1845 - 1900 0 65 5 0 2 0 0 0 0 0 0 0 0 72 402

1900 - 1915 0 52 9 0 0 0 0 0 0 0 0 0 0 61

1915 - 1930 0 52 4 0 0 0 0 0 0 0 0 0 0 56

1930 - 1945 0 59 3 0 0 0 0 0 0 0 0 0 0 62

1945 - 2000 0 45 3 0 0 0 0 0 0 0 0 0 0 48 227

2000 - 2015 0 57 2 0 0 0 0 0 0 0 0 0 0 59

2015 - 2030 0 30 0 0 0 0 0 0 0 0 0 0 0 30

2030 - 2045 0 37 0 0 0 0 0 0 0 0 0 0 0 37

2045 - 2100 0 32 3 0 0 0 0 0 0 0 0 0 0 35 161

2100 - 2115 0 32 0 0 0 0 0 0 0 0 0 0 0 32

2115 - 2130 0 43 0 0 0 0 0 0 0 0 0 0 0 43

2130 - 2145 0 44 2 0 0 0 0 0 0 0 0 0 0 46

2145 - 2200 0 26 0 0 0 0 0 0 0 0 0 0 0 26 147

2200 - 2215 0 31 0 0 0 0 0 0 0 0 0 0 0 31

2215 - 2230 0 22 1 0 0 0 0 0 0 0 0 0 0 23

2230 - 2245 0 27 0 0 0 0 0 0 0 0 0 0 0 27

2245 - 2300 0 26 0 0 0 0 0 0 0 0 0 0 0 26 107

2300 - 2315 0 16 0 0 0 0 0 0 0 0 0 0 0 16

2315 - 2330 0 11 0 0 0 0 0 0 0 0 0 0 0 11

2330 - 2345 0 14 0 0 0 0 0 0 0 0 0 0 0 14

2345 - 0000 0 9 0 0 0 0 0 0 0 0 0 0 0 9 50

Session Total 1 6368 542 8 92 11 0 0 4 0 0 0 0 7026

Session Average 0.01 66.33 5.65 0.08 0.96 0.11 0.00 0.00 0.04 0.00 0.00 0.00 0.00 73.19

Session Percentage 0.01 90.63 7.71 0.11 1.31 0.16 0.00 0.00 0.06 0.00 0.00 0.00 0.00

AM Peak Hour 0700 - 0800 0730 - 0830 0615 - 0715 0830 - 0930 0815 - 0915 0800 - 0900 - - 0845 - 0945 - - - - 0730 - 0830

AM Peak Volume 1 510 55 2 8 2 0 0 2 0 0 0 0 549

Noon Peak Hour - 1215 - 1315 1415 - 1515 1000 - 1100 1015 - 1115 1000 - 1100 - - - - - - - 1215 - 1315

Noon Peak Volume 0 441 39 4 12 2 0 0 0 0 0 0 0 485

PM Peak Hour - 1630 - 1730 1630 - 1730 - 1515 - 1615 1500 - 1600 - - - - - - - 1630 - 1730

PM Peak Volume 0 600 55 0 16 2 0 0 0 0 0 0 0 668

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (03-19-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-19/2024-03-19
http://www.marrtraffic.com/


################### Site 1 Weather

Lake Hearn Dr NE , Fair

Weather east of Peachtreee Dunwoody Rd 44°F

Fair Lat/Long

44°F 33.912521°, -84.350768° Click here for Detailed Weather

Bi-Directional 15min

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Bi-Directional 15min 15min 60min

Time 1 2 3 4 5 6 7 8 9 10 11 12 13 Total Total

0000 - 0015 0 6 2 0 0 0 0 0 0 0 0 0 0 8

0015 - 0030 0 8 0 0 0 0 0 0 0 0 0 0 0 8

0030 - 0045 0 6 1 0 0 0 0 0 0 0 0 0 0 7

0045 - 0100 0 5 4 0 0 0 0 0 0 0 0 0 0 9 32

0100 - 0115 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0115 - 0130 0 6 4 0 0 0 0 0 0 0 0 0 0 10

0130 - 0145 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0145 - 0200 0 2 1 0 0 0 0 0 0 0 0 0 0 3 16

0200 - 0215 0 4 0 0 0 0 0 0 0 0 0 0 0 4

0215 - 0230 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0230 - 0245 0 1 0 0 1 1 0 0 0 0 0 0 0 3

0245 - 0300 0 1 0 0 0 0 0 0 0 0 0 0 0 1 11

0300 - 0315 0 0 5 0 1 0 0 0 0 0 0 0 0 6

0315 - 0330 0 3 0 0 0 0 0 0 0 0 0 0 0 3

0330 - 0345 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0345 - 0400 0 2 2 0 0 0 0 0 0 0 0 0 0 4 15

0400 - 0415 0 8 2 0 0 0 0 0 0 0 0 0 0 10

0415 - 0430 0 3 0 0 0 0 0 0 0 0 0 0 0 3

0430 - 0445 0 4 2 0 0 0 0 0 0 0 0 0 0 6

0445 - 0500 0 26 5 0 0 0 0 0 0 0 0 0 0 31 50

0500 - 0515 0 13 3 0 0 0 0 0 0 0 0 0 0 16

0515 - 0530 0 11 2 0 0 0 0 0 0 0 0 0 0 13

0530 - 0545 0 15 5 0 1 0 0 0 0 0 0 0 0 21

0545 - 0600 0 34 4 1 0 2 0 0 0 0 0 0 0 41 91

0600 - 0615 0 43 4 1 0 0 0 0 0 0 0 0 0 48

0615 - 0630 0 79 8 1 0 0 0 0 0 0 0 0 0 88

0630 - 0645 0 120 9 0 2 0 0 0 0 0 0 0 0 131

0645 - 0700 0 115 14 0 0 0 0 0 0 0 0 0 0 129 396

0700 - 0715 0 79 10 0 0 0 0 0 0 0 0 0 0 89

0715 - 0730 0 92 11 0 1 1 0 0 0 0 0 0 0 105

0730 - 0745 0 116 8 0 0 0 0 0 0 0 0 0 0 124

0745 - 0800 0 126 11 0 4 0 0 0 0 0 0 0 0 141 459

0800 - 0815 0 101 6 0 2 0 0 0 0 0 0 0 0 109

0815 - 0830 0 102 7 0 2 0 0 0 0 0 0 0 0 111

0830 - 0845 0 100 5 0 0 0 0 0 0 0 0 0 0 105

0845 - 0900 0 119 1 0 1 0 0 0 0 0 0 0 0 121 446

0900 - 0915 0 113 8 0 0 0 0 0 0 0 0 0 0 121

0915 - 0930 0 116 7 0 3 2 0 0 0 0 0 0 0 128

0930 - 0945 0 104 11 0 1 0 0 0 0 0 0 0 0 116

0945 - 1000 0 101 3 0 4 0 0 1 0 0 0 0 0 109 474

1000 - 1015 0 92 8 0 4 0 0 0 0 0 0 0 0 104

1015 - 1030 0 106 10 1 5 0 0 0 0 0 0 0 0 122

1030 - 1045 0 110 7 3 3 1 0 0 0 0 0 0 0 124

1045 - 1100 0 80 5 1 1 0 0 0 0 0 0 0 0 87 437

1100 - 1115 0 87 6 0 1 1 0 0 0 0 0 0 0 95

1115 - 1130 0 91 15 1 0 0 0 0 0 0 0 0 0 107

1130 - 1145 0 97 12 0 0 0 0 1 0 0 0 0 0 110

1145 - 1200 0 117 12 0 1 0 0 0 0 0 0 0 0 130 442

1200 - 1215 0 144 7 0 0 0 0 0 0 0 0 0 0 151

1215 - 1230 0 107 10 1 5 1 0 0 0 0 0 0 0 124

1230 - 1245 0 109 10 0 3 0 0 0 0 0 0 0 0 122

1245 - 1300 0 117 12 0 1 1 0 0 0 0 0 0 0 131 528

1300 - 1315 0 112 4 0 0 0 0 0 0 0 0 0 0 116

1315 - 1330 0 103 10 0 1 0 0 0 1 0 0 0 0 115

1330 - 1345 1 110 6 0 2 0 0 0 0 0 0 0 0 119

1345 - 1400 0 89 8 0 1 0 0 0 0 0 0 0 0 98 448

1400 - 1415 0 109 8 0 2 0 0 0 0 0 0 0 0 119

1415 - 1430 0 105 11 0 0 0 0 0 0 0 0 0 0 116

1430 - 1445 0 126 12 0 1 0 0 0 0 0 0 0 0 139

1445 - 1500 0 125 8 0 0 0 0 1 1 0 0 0 0 135 509

1500 - 1515 0 124 8 3 4 0 0 0 0 0 0 0 0 139

1515 - 1530 0 113 11 0 2 1 0 0 1 0 0 0 0 128

1530 - 1545 0 129 16 0 3 0 0 0 0 0 0 0 0 148

1545 - 1600 0 109 9 2 0 0 0 1 0 0 0 0 0 121 536

1600 - 1615 0 136 10 2 3 0 0 0 0 0 0 0 0 151

1615 - 1630 0 125 7 1 0 0 0 0 0 0 0 0 0 133

1630 - 1645 0 165 9 0 2 0 0 0 0 0 0 0 0 176

1645 - 1700 0 131 6 3 0 0 0 0 0 0 0 0 0 140 600

1700 - 1715 0 166 11 2 0 0 0 0 0 0 0 0 0 179

1715 - 1730 0 158 12 6 0 0 0 0 0 0 0 0 0 176

1730 - 1745 0 132 11 0 0 0 0 1 0 0 0 0 0 144

1745 - 1800 0 102 7 0 0 0 0 0 0 0 0 0 0 109 608

1800 - 1815 0 97 7 0 0 0 0 0 0 0 0 0 0 104

1815 - 1830 0 107 8 0 0 0 0 0 0 0 0 0 0 115

1830 - 1845 0 116 10 0 0 0 0 0 0 0 0 0 0 126

1845 - 1900 0 89 6 1 1 1 0 0 0 0 0 0 0 98 443

1900 - 1915 0 71 6 0 0 0 0 0 0 0 0 0 0 77

1915 - 1930 0 67 5 0 0 0 0 0 0 0 0 0 0 72

1930 - 1945 0 48 3 0 0 0 0 0 0 0 0 0 0 51

1945 - 2000 0 62 5 0 0 0 0 0 0 0 0 0 0 67 267

2000 - 2015 0 50 5 0 0 0 0 0 0 0 0 0 0 55

2015 - 2030 0 34 3 0 0 0 0 0 0 0 0 0 0 37

2030 - 2045 0 41 4 0 0 0 0 0 0 0 0 0 0 45

2045 - 2100 0 41 4 1 0 2 0 0 0 0 0 0 0 48 185

2100 - 2115 0 35 2 0 0 1 0 0 0 0 0 0 0 38

2115 - 2130 0 95 7 0 1 0 0 0 0 0 0 0 0 103

2130 - 2145 0 37 3 0 0 0 0 0 0 0 0 0 0 40

2145 - 2200 0 40 3 1 0 0 0 0 0 0 0 0 0 44 225

2200 - 2215 0 25 1 0 0 0 0 0 0 0 0 0 0 26

2215 - 2230 0 30 1 0 1 0 0 0 0 0 0 0 0 32

2230 - 2245 0 40 3 0 0 0 0 0 0 0 0 0 0 43

2245 - 2300 0 27 1 0 0 0 0 0 0 0 0 0 0 28 129

2300 - 2315 0 22 5 0 1 0 0 0 0 0 0 0 0 28

2315 - 2330 0 22 2 0 0 0 0 0 0 0 0 0 0 24

2330 - 2345 0 22 1 0 0 0 0 0 0 0 0 0 0 23

2345 - 0000 0 19 0 0 0 0 0 0 0 0 0 0 0 19 94

Session Total 1 6752 561 32 72 15 0 5 3 0 0 0 0 7441

Session Average 0.01 70.33 5.84 0.33 0.75 0.16 0.00 0.05 0.03 0.00 0.00 0.00 0.00 77.51

Session Percentage 0.01 90.74 7.54 0.43 0.97 0.20 0.00 0.07 0.04 0.00 0.00 0.00 0.00

AM Peak Hour - 0845 - 0945 0630 - 0730 0945 - 1045 0945 - 1045 0500 - 0600 - 0900 - 1000 - - - - - 0845 - 0945

AM Peak Volume 0 452 44 4 16 2 0 1 0 0 0 0 0 486

Noon Peak Hour 1245 - 1345 1445 - 1545 1115 - 1215 1000 - 1100 1000 - 1100 1015 - 1115 - 1045 - 1145 1430 - 1530 - - - - 1445 - 1545

Noon Peak Volume 1 491 46 5 13 2 0 1 2 0 0 0 0 550

PM Peak Hour - 1630 - 1730 1515 - 1615 1630 - 1730 1500 - 1600 1500 - 1600 - 1500 - 1600 1500 - 1600 - - - - 1630 - 1730

PM Peak Volume 0 620 46 11 9 1 0 1 1 0 0 0 0 671

Date

Wednesday, March 20, 2024

0000 - 2400 (Weekday 24h Session) (03-20-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-20/2024-03-20


Sandy Springs, GA

Bi-Directional Class CountBi-Directional Class Count || NB EB Average 15min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwoSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768°

33.912521°, -84.350768°

Date

###################

NB EB Average 15min

Weather

NB EB Average 15min 15min 60min

Time 1 2 3 4 5 6 7 8 9 10 11 12 13 Total Total

0000 - 0015 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0015 - 0030 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0030 - 0045 0 3 1 0 0 0 0 0 0 0 0 0 0 3

0045 - 0100 0 2 1 0 0 0 0 0 0 0 0 0 0 3 11

0100 - 0115 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0115 - 0130 0 3 0 0 0 0 0 0 0 0 0 0 0 3

0130 - 0145 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0145 - 0200 0 1 1 0 0 0 0 0 0 0 0 0 0 2 5

0200 - 0215 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0215 - 0230 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0230 - 0245 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0245 - 0300 0 1 0 0 0 0 0 0 0 0 0 0 0 1 8

0300 - 0315 0 1 1 0 0 0 0 0 0 0 0 0 0 1

0315 - 0330 0 3 1 0 0 0 0 0 0 0 0 0 0 3

0330 - 0345 0 2 1 0 0 0 0 0 0 0 0 0 0 2

0345 - 0400 0 1 2 0 0 0 0 0 0 0 0 0 0 3 9

0400 - 0415 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0415 - 0430 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0430 - 0445 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0445 - 0500 0 5 3 0 0 0 0 0 0 0 0 0 0 7 16

0500 - 0515 0 7 3 0 0 0 0 0 0 0 0 0 0 10

0515 - 0530 0 3 2 0 0 0 0 0 0 0 0 0 0 5

0530 - 0545 0 8 3 0 0 0 0 0 0 0 0 0 0 11

0545 - 0600 0 8 3 0 0 1 0 0 1 0 0 0 0 11 36

0600 - 0615 0 8 1 1 0 0 0 0 0 0 0 0 0 9

0615 - 0630 0 8 3 0 0 1 0 0 0 0 0 0 0 12

0630 - 0645 0 19 3 0 1 0 0 0 0 0 0 0 0 22

0645 - 0700 0 19 4 0 1 0 0 0 0 0 0 0 0 24 66

0700 - 0715 0 15 5 0 1 0 0 0 0 0 0 0 0 21

0715 - 0730 0 30 5 0 1 1 0 0 1 0 0 0 0 36

0730 - 0745 0 56 5 0 0 0 0 0 0 0 0 0 0 61

0745 - 0800 0 44 5 0 0 0 0 0 0 0 0 0 0 49 166

0800 - 0815 0 44 2 0 1 0 0 0 0 0 0 0 0 47

0815 - 0830 0 39 3 0 1 0 0 0 0 0 0 0 0 42

0830 - 0845 0 40 3 0 0 0 0 0 0 0 0 0 0 42

0845 - 0900 0 51 3 1 1 0 0 0 0 0 0 0 0 54 185

0900 - 0915 0 41 4 0 0 0 0 0 0 0 0 0 0 45

0915 - 0930 0 47 2 0 1 0 0 0 0 0 0 0 0 49

0930 - 0945 0 48 5 0 1 0 0 0 1 0 0 0 0 54

0945 - 1000 0 40 2 0 1 0 0 0 0 0 0 0 0 42 189

1000 - 1015 0 39 5 0 2 0 0 0 0 0 0 0 0 45

1015 - 1030 0 32 2 0 2 1 0 0 0 0 0 0 0 36

1030 - 1045 0 34 3 1 2 1 0 0 0 0 0 0 0 39

1045 - 1100 0 41 2 1 1 0 0 0 0 0 0 0 0 44 163

1100 - 1115 0 37 3 0 0 0 0 0 0 0 0 0 0 39

1115 - 1130 0 37 5 0 1 0 0 0 0 0 0 0 0 43

1130 - 1145 0 40 3 0 0 0 0 1 0 0 0 0 0 43

1145 - 1200 0 48 4 0 0 0 0 0 0 0 0 0 0 51 176

1200 - 1215 0 51 2 0 0 0 0 0 0 0 0 0 0 53

1215 - 1230 0 44 5 0 2 0 0 0 0 0 0 0 0 50

1230 - 1245 0 42 3 0 3 0 0 0 0 0 0 0 0 47

1245 - 1300 0 48 4 0 0 0 0 0 0 0 0 0 0 52 201

1300 - 1315 0 38 3 0 0 0 0 0 0 0 0 0 0 41

1315 - 1330 0 42 5 0 1 0 0 0 0 0 0 0 0 47

1330 - 1345 0 39 2 0 1 0 0 0 0 0 0 0 0 42

1345 - 1400 0 35 4 0 0 0 0 0 0 0 0 0 0 39 168

1400 - 1415 0 39 2 0 0 0 0 0 0 0 0 0 0 41

1415 - 1430 0 38 4 0 1 0 0 0 0 0 0 0 0 43

1430 - 1445 0 40 3 0 0 0 0 0 0 0 0 0 0 43

1445 - 1500 0 40 5 0 1 0 0 1 1 0 0 0 0 46 172

1500 - 1515 0 51 3 1 1 0 0 0 0 0 0 0 0 55

1515 - 1530 0 37 3 0 2 0 0 0 0 0 0 0 0 41

1530 - 1545 0 49 4 0 2 0 0 0 0 0 0 0 0 54

1545 - 1600 0 38 2 1 1 0 0 0 0 0 0 0 0 41 190

1600 - 1615 0 44 7 1 1 0 0 0 0 0 0 0 0 52

1615 - 1630 0 42 4 1 1 0 0 0 0 0 0 0 0 47

1630 - 1645 0 57 4 0 1 0 0 0 0 0 0 0 0 62

1645 - 1700 0 48 5 1 1 0 0 0 0 0 0 0 0 54 214

1700 - 1715 0 50 6 1 1 0 0 0 0 0 0 0 0 57

1715 - 1730 0 53 6 1 0 0 0 0 0 0 0 0 0 60

1730 - 1745 0 51 5 0 0 0 0 0 0 0 0 0 0 55

1745 - 1800 0 49 4 0 1 0 0 0 0 0 0 0 0 53 225

1800 - 1815 0 41 5 0 0 0 0 0 0 0 0 0 0 45

1815 - 1830 0 35 3 0 0 0 0 0 0 0 0 0 0 37

1830 - 1845 0 32 4 0 0 0 0 0 0 0 0 0 0 36

1845 - 1900 0 24 3 1 0 0 0 0 0 0 0 0 0 27 145

1900 - 1915 0 26 3 0 0 0 0 0 0 0 0 0 0 29

1915 - 1930 0 27 2 0 0 0 0 0 0 0 0 0 0 29

1930 - 1945 0 22 1 0 0 0 0 0 0 0 0 0 0 22

1945 - 2000 0 22 3 0 0 0 0 0 0 0 0 0 0 25 104

2000 - 2015 0 15 2 0 0 0 0 0 0 0 0 0 0 17

2015 - 2030 0 10 1 0 0 0 0 0 0 0 0 0 0 10

2030 - 2045 0 17 1 0 0 0 0 0 0 0 0 0 0 18

2045 - 2100 0 17 2 0 0 1 0 0 0 0 0 0 0 20 64

2100 - 2115 0 10 0 0 0 0 0 0 0 0 0 0 0 10

2115 - 2130 0 13 1 0 0 0 0 0 0 0 0 0 0 14

2130 - 2145 0 9 1 0 0 0 0 0 0 0 0 0 0 10

2145 - 2200 0 11 1 0 0 0 0 0 0 0 0 0 0 12 45

2200 - 2215 0 7 0 0 0 0 0 0 0 0 0 0 0 7

2215 - 2230 0 10 1 0 0 0 0 0 0 0 0 0 0 11

2230 - 2245 0 18 1 0 0 0 0 0 0 0 0 0 0 18

2245 - 2300 0 13 0 0 0 0 0 0 0 0 0 0 0 13 48

2300 - 2315 0 9 1 0 1 0 0 0 0 0 0 0 0 10

2315 - 2330 0 7 1 0 0 0 0 0 0 0 0 0 0 7

2330 - 2345 0 10 1 0 0 0 0 0 0 0 0 0 0 11

2345 - 0000 0 9 0 0 0 0 0 0 0 0 0 0 0 9 37

Session Total 0 2379 215 7 31 4 0 1 2 0 0 0 0 2637

Session Average 0.00 24.78 2.23 0.07 0.32 0.04 0.00 0.01 0.02 0.00 0.00 0.00 0.00 27.47

Session Percentage 0.00 90.22 8.13 0.25 1.16 0.13 0.00 0.04 0.08 0.00 0.00 0.00 0.00

AM Peak Hour - 0845 - 0945 0700 - 0800 0515 - 0615 0945 - 1045 0530 - 0630 - - 0500 - 0600 - - - - 0845 - 0945

AM Peak Volume 0 186 19 1 6 1 0 0 1 0 0 0 0 201

Noon Peak Hour - 1145 - 1245 1415 - 1515 1000 - 1100 1000 - 1100 1000 - 1100 - 1045 - 1145 1400 - 1500 - - - - 1200 - 1300

Noon Peak Volume 0 184 15 1 6 1 0 1 1 0 0 0 0 201

PM Peak Hour - 1630 - 1730 1645 - 1745 1630 - 1730 1500 - 1600 - - - - - - - - 1630 - 1730

PM Peak Volume 0 207 21 2 5 0 0 0 0 0 0 0 0 232

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (All Dates)

http://www.marrtraffic.com/


Sandy Springs, GA

Bi-Directional Class CountBi-Directional Class Count || SB WB Average 15min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwoSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768°

33.912521°, -84.350768°

Date

###################

SB WB Average 15min

Weather

SB WB Average 15min 15min 60min

Time 1 2 3 4 5 6 7 8 9 10 11 12 13 Total Total

0000 - 0015 0 6 1 0 0 0 0 0 0 0 0 0 0 7

0015 - 0030 0 5 1 0 0 0 0 0 0 0 0 0 0 6

0030 - 0045 0 3 1 0 0 0 0 0 0 0 0 0 0 4

0045 - 0100 0 2 2 0 0 0 0 0 0 0 0 0 0 3 19

0100 - 0115 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0115 - 0130 0 3 2 0 0 0 0 0 0 0 0 0 0 5

0130 - 0145 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0145 - 0200 0 2 0 0 0 0 0 0 0 0 0 0 0 2 9

0200 - 0215 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0215 - 0230 0 2 1 0 0 0 0 0 0 0 0 0 0 2

0230 - 0245 0 2 1 0 1 1 0 0 0 0 0 0 0 3

0245 - 0300 0 2 1 0 0 0 0 0 0 0 0 0 0 3 10

0300 - 0315 0 1 3 0 1 0 0 0 0 0 0 0 0 4

0315 - 0330 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0330 - 0345 0 1 0 0 0 0 0 0 0 0 0 0 0 1

0345 - 0400 0 1 0 0 0 0 0 0 0 0 0 0 0 1 6

0400 - 0415 0 2 1 0 0 0 0 0 0 0 0 0 0 3

0415 - 0430 0 3 1 0 0 0 0 0 0 0 0 0 0 3

0430 - 0445 0 1 1 0 0 0 0 0 0 0 0 0 0 2

0445 - 0500 0 15 3 0 0 0 0 0 0 0 0 0 0 18 25

0500 - 0515 0 6 2 0 0 0 0 0 0 0 0 0 0 8

0515 - 0530 0 6 1 0 0 0 0 0 0 0 0 0 0 6

0530 - 0545 0 10 3 0 1 0 0 0 0 0 0 0 0 13

0545 - 0600 0 24 3 1 0 1 0 0 0 0 0 0 0 28 55

0600 - 0615 0 27 6 0 1 0 0 0 0 0 0 0 0 33

0615 - 0630 0 63 8 1 0 0 0 0 0 0 0 0 0 72

0630 - 0645 0 103 12 0 1 0 0 0 0 0 0 0 0 115

0645 - 0700 0 87 9 0 1 0 0 0 0 0 0 0 0 97 316

0700 - 0715 0 60 5 0 0 0 0 0 0 0 0 0 0 65

0715 - 0730 0 67 6 1 1 0 0 0 0 0 0 0 0 74

0730 - 0745 0 76 4 0 0 0 0 0 0 0 0 0 0 80

0745 - 0800 1 79 5 0 3 0 0 0 0 0 0 0 0 88 306

0800 - 0815 0 70 5 0 1 0 0 0 0 0 0 0 0 75

0815 - 0830 0 71 5 0 2 0 0 0 0 0 0 0 0 77

0830 - 0845 0 60 3 0 0 1 0 0 0 0 0 0 0 64

0845 - 0900 0 66 5 0 1 1 0 0 1 0 0 0 0 72 288

0900 - 0915 0 62 6 0 2 0 0 0 0 0 0 0 0 69

0915 - 0930 0 58 5 1 2 1 0 0 0 0 0 0 0 66

0930 - 0945 0 65 4 0 1 0 0 0 0 0 0 0 0 69

0945 - 1000 0 62 4 0 2 0 0 1 0 0 0 0 0 68 271

1000 - 1015 0 58 5 0 1 0 0 0 0 0 0 0 0 64

1015 - 1030 0 66 7 1 3 0 0 0 0 0 0 0 0 76

1030 - 1045 0 71 7 2 1 0 0 0 0 0 0 0 0 80

1045 - 1100 0 52 6 1 1 1 0 0 0 0 0 0 0 60 279

1100 - 1115 0 54 3 0 3 1 0 0 0 0 0 0 0 60

1115 - 1130 0 56 8 1 0 1 0 0 0 0 0 0 0 65

1130 - 1145 0 55 9 0 0 0 0 0 0 0 0 0 0 64

1145 - 1200 0 62 7 0 1 0 0 0 0 0 0 0 0 69 257

1200 - 1215 0 70 5 0 0 0 0 0 0 0 0 0 0 75

1215 - 1230 0 62 7 1 2 1 0 0 0 0 0 0 0 71

1230 - 1245 0 68 6 0 1 0 0 0 0 0 0 0 0 75

1245 - 1300 0 67 8 0 2 1 0 0 0 0 0 0 0 76 296

1300 - 1315 0 77 3 0 0 1 0 0 0 0 0 0 0 80

1315 - 1330 0 62 4 0 1 0 0 0 1 0 0 0 0 67

1330 - 1345 1 65 4 1 3 0 0 0 0 0 0 0 0 72

1345 - 1400 0 52 5 0 1 0 0 0 0 0 0 0 0 57 275

1400 - 1415 0 66 4 0 2 0 0 0 0 0 0 0 0 71

1415 - 1430 0 63 6 0 1 1 0 0 0 0 0 0 0 71

1430 - 1445 0 77 7 0 1 0 0 0 0 0 0 0 0 84

1445 - 1500 0 77 6 0 1 0 0 0 0 0 0 0 0 83 308

1500 - 1515 0 73 7 1 2 1 0 0 0 0 0 0 0 83

1515 - 1530 0 69 5 0 1 1 0 0 1 0 0 0 0 75

1530 - 1545 0 72 7 0 2 0 0 0 0 0 0 0 0 81

1545 - 1600 0 75 7 1 2 1 0 1 0 0 0 0 0 85 323

1600 - 1615 0 91 7 1 3 0 0 0 0 0 0 0 0 100

1615 - 1630 0 80 7 0 1 0 0 0 0 0 0 0 0 88

1630 - 1645 0 98 6 0 1 0 0 0 0 0 0 0 0 104

1645 - 1700 0 89 3 1 1 0 0 0 0 0 0 0 0 94 385

1700 - 1715 0 113 9 1 2 1 0 0 0 0 0 0 0 124

1715 - 1730 0 104 9 2 2 0 0 0 0 0 0 0 0 117

1730 - 1745 0 82 6 0 0 0 0 1 0 0 0 0 0 88

1745 - 1800 0 67 3 0 0 0 0 0 0 0 0 0 0 69 397

1800 - 1815 0 57 3 0 0 0 0 0 0 0 0 0 0 59

1815 - 1830 0 84 5 0 1 0 0 0 0 0 0 0 0 89

1830 - 1845 0 69 4 0 0 0 0 0 0 0 0 0 0 73

1845 - 1900 0 54 3 0 2 1 0 0 0 0 0 0 0 58 278

1900 - 1915 0 36 5 0 0 0 0 0 0 0 0 0 0 41

1915 - 1930 0 33 3 0 0 0 0 0 0 0 0 0 0 36

1930 - 1945 0 32 3 0 0 0 0 0 0 0 0 0 0 35

1945 - 2000 0 32 2 0 0 0 0 0 0 0 0 0 0 33 144

2000 - 2015 0 39 2 0 0 0 0 0 0 0 0 0 0 41

2015 - 2030 0 23 1 0 0 0 0 0 0 0 0 0 0 24

2030 - 2045 0 22 1 0 0 0 0 0 0 0 0 0 0 23

2045 - 2100 0 20 2 1 0 0 0 0 0 0 0 0 0 22 109

2100 - 2115 0 24 1 0 0 1 0 0 0 0 0 0 0 25

2115 - 2130 0 56 3 0 1 0 0 0 0 0 0 0 0 59

2130 - 2145 0 32 2 0 0 0 0 0 0 0 0 0 0 34

2145 - 2200 0 23 1 1 0 0 0 0 0 0 0 0 0 24 141

2200 - 2215 0 21 1 0 0 0 0 0 0 0 0 0 0 22

2215 - 2230 0 16 1 0 1 0 0 0 0 0 0 0 0 17

2230 - 2245 0 16 1 0 0 0 0 0 0 0 0 0 0 17

2245 - 2300 0 14 1 0 0 0 0 0 0 0 0 0 0 15 70

2300 - 2315 0 10 2 0 0 0 0 0 0 0 0 0 0 12

2315 - 2330 0 10 1 0 0 0 0 0 0 0 0 0 0 11

2330 - 2345 0 8 0 0 0 0 0 0 0 0 0 0 0 8

2345 - 0000 0 5 0 0 0 0 0 0 0 0 0 0 0 5 36

Session Total 1 4181 337 14 52 10 0 2 2 0 0 0 0 4597

Session Average 0.01 43.55 3.51 0.14 0.54 0.10 0.00 0.02 0.02 0.00 0.00 0.00 0.00 47.88

Session Percentage 0.02 90.96 7.33 0.29 1.12 0.21 0.00 0.03 0.03 0.00 0.00 0.00 0.00

AM Peak Hour 0700 - 0800 0630 - 0730 0600 - 0700 0945 - 1045 0945 - 1045 0830 - 0930 - 0900 - 1000 0800 - 0900 - - - - 0630 - 0730

AM Peak Volume 1 316 35 3 6 2 0 1 1 0 0 0 0 349

Noon Peak Hour 1245 - 1345 1430 - 1530 1115 - 1215 1000 - 1100 1015 - 1115 1030 - 1130 - - 1230 - 1330 - - - - 1430 - 1530

Noon Peak Volume 1 295 29 4 7 2 0 0 1 0 0 0 0 324

PM Peak Hour - 1630 - 1730 1530 - 1630 1630 - 1730 1515 - 1615 1500 - 1600 - 1500 - 1600 1500 - 1600 - - - - 1630 - 1730

PM Peak Volume 0 403 27 4 7 2 0 1 1 0 0 0 0 438

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (All Dates)

http://www.marrtraffic.com/


Sandy Springs, GA

Bi-Directional Class CounBi-Directional Class Count || Volume Summary 15min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768° Click here for Detailed Weather

33.912521°, -84.350768°

Date

##################

Volume Summary 15min

Weather

Volume Summary 15min 15min 60min 15min 60min

TIME EB WB Total Total Volume Summ Time EB WB Total Total

0000 - 0015 4 7 11 1200 - 1215 42 62 104

0015 - 0030 1 6 7 1215 - 1230 48 69 117

0030 - 0045 4 2 6 1230 - 1245 40 80 120

0045 - 0100 1 1 2 26 1245 - 1300 51 73 124 465

0100 - 0115 1 2 3 1300 - 1315 34 90 124

0115 - 0130 2 2 4 1315 - 1330 46 66 112

0130 - 0145 0 2 2 1330 - 1345 42 67 109

0145 - 0200 2 1 3 12 1345 - 1400 30 62 92 437

0200 - 0215 5 2 7 1400 - 1415 43 60 103

0215 - 0230 2 1 3 1415 - 1430 39 71 110

0230 - 0245 6 3 9 1430 - 1445 41 72 113

0245 - 0300 1 4 5 24 1445 - 1500 43 80 123 449

0300 - 0315 1 3 4 1500 - 1515 48 88 136

0315 - 0330 3 0 3 1515 - 1530 46 58 104

0330 - 0345 3 1 4 1530 - 1545 51 69 120

0345 - 0400 2 1 3 14 1545 - 1600 44 85 129 489

0400 - 0415 4 0 4 1600 - 1615 56 97 153

0415 - 0430 1 4 5 1615 - 1630 46 89 135

0430 - 0445 3 2 5 1630 - 1645 69 86 155

0445 - 0500 5 13 18 32 1645 - 1700 55 99 154 597

0500 - 0515 8 12 20 1700 - 1715 59 123 182

0515 - 0530 3 5 8 1715 - 1730 68 109 177

0530 - 0545 13 13 26 1730 - 1745 58 83 141

0545 - 0600 12 24 36 90 1745 - 1800 68 67 135 635

0600 - 0615 6 30 36 1800 - 1815 45 59 104

0615 - 0630 9 69 78 1815 - 1830 41 95 136

0630 - 0645 24 118 142 1830 - 1845 29 61 90

0645 - 0700 19 92 111 367 1845 - 1900 30 42 72 402

0700 - 0715 19 62 81 1900 - 1915 26 35 61

0715 - 0730 38 76 114 1915 - 1930 24 32 56

0730 - 0745 70 87 157 1930 - 1945 21 41 62

0745 - 0800 46 85 131 483 1945 - 2000 23 25 48 227

0800 - 0815 53 81 134 2000 - 2015 18 41 59

0815 - 0830 43 84 127 2015 - 2030 8 22 30

0830 - 0845 50 56 106 2030 - 2045 14 23 37

0845 - 0900 43 88 131 498 2045 - 2100 21 14 35 161

0900 - 0915 41 65 106 2100 - 2115 10 22 32

0915 - 0930 39 61 100 2115 - 2130 12 31 43

0930 - 0945 64 66 130 2130 - 2145 12 34 46

0945 - 1000 43 67 110 446 2145 - 2200 6 20 26 147

1000 - 1015 45 68 113 2200 - 2215 7 24 31

1015 - 1030 29 71 100 2215 - 2230 9 14 23

1030 - 1045 35 78 113 2230 - 2245 18 9 27

1045 - 1100 46 73 119 445 2245 - 2300 15 11 26 107

1100 - 1115 45 57 102 2300 - 2315 9 7 16

1115 - 1130 42 66 108 2315 - 2330 3 8 11

1130 - 1145 41 62 103 2330 - 2345 9 5 14

1145 - 1200 41 69 110 423 2345 - 0000 6 3 9 50

Session Total 2601 4425 7026

Session Average 27.09 46.09 73.19

Session Percentage 37.02 62.98

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (03-19-2024)

Volume Summary 15min

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-19/2024-03-19
http://www.marrtraffic.com/


################## Site 1 Weather

Lake Hearn Dr NE , Fair

Weather east of Peachtreee Dunwoody Rd 44°F

Fair Lat/Long

44°F 33.912521°, -84.350768° Click here for Detailed Weather

Volume Summary 15min

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Volume Summary 15min 15min 60min 15min 60min

TIME EB WB Total Total Volume Summ Time EB WB Total Total

0000 - 0015 2 6 8 1200 - 1215 64 87 151

0015 - 0030 3 5 8 1215 - 1230 52 72 124

0030 - 0045 2 5 7 1230 - 1245 53 69 122

0045 - 0100 4 5 9 32 1245 - 1300 52 79 131 528

0100 - 0115 0 1 1 1300 - 1315 47 69 116

0115 - 0130 3 7 10 1315 - 1330 47 68 115

0130 - 0145 1 1 2 1330 - 1345 42 77 119

0145 - 0200 1 2 3 16 1345 - 1400 47 51 98 448

0200 - 0215 2 2 4 1400 - 1415 38 81 119

0215 - 0230 0 3 3 1415 - 1430 46 70 116

0230 - 0245 0 3 3 1430 - 1445 44 95 139

0245 - 0300 0 1 1 11 1445 - 1500 49 86 135 509

0300 - 0315 1 5 6 1500 - 1515 62 77 139

0315 - 0330 3 0 3 1515 - 1530 36 92 128

0330 - 0345 1 1 2 1530 - 1545 56 92 148

0345 - 0400 3 1 4 15 1545 - 1600 37 84 121 536

0400 - 0415 5 5 10 1600 - 1615 48 103 151

0415 - 0430 1 2 3 1615 - 1630 47 86 133

0430 - 0445 4 2 6 1630 - 1645 54 122 176

0445 - 0500 9 22 31 50 1645 - 1700 52 88 140 600

0500 - 0515 12 4 16 1700 - 1715 55 124 179

0515 - 0530 6 7 13 1715 - 1730 52 124 176

0530 - 0545 8 13 21 1730 - 1745 52 92 144

0545 - 0600 10 31 41 91 1745 - 1800 38 71 109 608

0600 - 0615 12 36 48 1800 - 1815 45 59 104

0615 - 0630 14 74 88 1815 - 1830 33 82 115

0630 - 0645 20 111 131 1830 - 1845 42 84 126

0645 - 0700 28 101 129 396 1845 - 1900 24 74 98 443

0700 - 0715 22 67 89 1900 - 1915 31 46 77

0715 - 0730 34 71 105 1915 - 1930 33 39 72

0730 - 0745 51 73 124 1930 - 1945 23 28 51

0745 - 0800 51 90 141 459 1945 - 2000 26 41 67 267

0800 - 0815 40 69 109 2000 - 2015 15 40 55

0815 - 0830 41 70 111 2015 - 2030 12 25 37

0830 - 0845 34 71 105 2030 - 2045 22 23 45

0845 - 0900 65 56 121 446 2045 - 2100 18 30 48 185

0900 - 0915 48 73 121 2100 - 2115 10 28 38

0915 - 0930 58 70 128 2115 - 2130 16 87 103

0930 - 0945 44 72 116 2130 - 2145 7 33 40

0945 - 1000 41 68 109 474 2145 - 2200 17 27 44 225

1000 - 1015 45 59 104 2200 - 2215 7 19 26

1015 - 1030 42 80 122 2215 - 2230 12 20 32

1030 - 1045 42 82 124 2230 - 2245 18 25 43

1045 - 1100 41 46 87 437 2245 - 2300 10 18 28 129

1100 - 1115 33 62 95 2300 - 2315 11 17 28

1115 - 1130 43 64 107 2315 - 2330 11 13 24

1130 - 1145 45 65 110 2330 - 2345 12 11 23

1145 - 1200 61 69 130 442 2345 - 0000 12 7 19 94

Session Total 2673 4768 7441

Session Average 27.84 49.67 77.51

Session Percentage 35.92 64.08

Date

Wednesday, March 20, 2024

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Volume Summary 15min

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-20/2024-03-20


Sandy Springs, GA

Bi-Directional Class CountBi-Directional Class Count || NB EB 60min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwoSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768° Click here for Detailed Weather

33.912521°, -84.350768°

Date

###################

NB EB 60min

Weather

Eastbound (Movement 1.1)

TIME 1 2 3 4 5 6 7 8 9 10 11 12 13 Total

0000 - 0100 0 8 2 0 0 0 0 0 0 0 0 0 0 10

0100 - 0200 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0200 - 0300 0 11 3 0 0 0 0 0 0 0 0 0 0 14

0300 - 0400 0 6 3 0 0 0 0 0 0 0 0 0 0 9

0400 - 0500 0 10 3 0 0 0 0 0 0 0 0 0 0 13

0500 - 0600 0 26 9 0 0 0 0 0 1 0 0 0 0 36

0600 - 0700 0 46 10 0 1 1 0 0 0 0 0 0 0 58

0700 - 0800 0 155 16 0 1 0 0 0 1 0 0 0 0 173

0800 - 0900 0 170 16 1 2 0 0 0 0 0 0 0 0 189

0900 - 1000 0 169 15 0 2 0 0 0 1 0 0 0 0 187

1000 - 1100 0 136 12 1 5 1 0 0 0 0 0 0 0 155

1100 - 1200 0 153 15 0 1 0 0 0 0 0 0 0 0 169

1200 - 1300 0 165 12 0 4 0 0 0 0 0 0 0 0 181

1300 - 1400 0 136 14 0 2 0 0 0 0 0 0 0 0 152

1400 - 1500 0 151 12 0 3 0 0 0 0 0 0 0 0 166

1500 - 1600 0 173 9 0 7 0 0 0 0 0 0 0 0 189

1600 - 1700 0 196 25 0 5 0 0 0 0 0 0 0 0 226

1700 - 1800 0 227 23 0 3 0 0 0 0 0 0 0 0 253

1800 - 1900 0 132 13 0 0 0 0 0 0 0 0 0 0 145

1900 - 2000 0 88 6 0 0 0 0 0 0 0 0 0 0 94

2000 - 2100 0 57 4 0 0 0 0 0 0 0 0 0 0 61

2100 - 2200 0 39 1 0 0 0 0 0 0 0 0 0 0 40

2200 - 2300 0 49 0 0 0 0 0 0 0 0 0 0 0 49

2300 - 2400 0 27 0 0 0 0 0 0 0 0 0 0 0 27

Session Total 0 2334 224 2 36 2 0 0 3 0 0 0 0 2601

Session Average 0.00 97.25 9.33 0.08 1.50 0.08 0.00 0.00 0.13 0.00 0.00 0.00 0.00 108.38

Session Percentage 0.00 89.73 8.61 0.08 1.38 0.08 0.00 0.00 0.12 0.00 0.00 0.00 0.00

AM Peak Hour - 0800 - 0900 0700 - 0800 0800 - 0900 0800 - 0900 0600 - 0700 - - 0500 - 0600 - - - - 0800 - 0900

AM Peak Volume 0 170 16 1 2 1 0 0 1 0 0 0 0 189

Noon Peak Hour - 1200 - 1300 1100 - 1200 1000 - 1100 1000 - 1100 1000 - 1100 - - - - - - - 1200 - 1300

Noon Peak Volume 0 165 15 1 5 1 0 0 0 0 0 0 0 181

PM Peak Hour - 1700 - 1800 1600 - 1700 - 1500 - 1600 - - - - - - - - 1700 - 1800

PM Peak Volume 0 227 25 0 7 0 0 0 0 0 0 0 0 253

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (03-19-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-19/2024-03-19
http://www.marrtraffic.com/


################### Site 1 Weather

Lake Hearn Dr NE , Fair

Weather east of Peachtreee Dunwoody Rd 44°F

Fair Lat/Long

44°F 33.912521°, -84.350768° Click here for Detailed Weather

NB EB 60min

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Eastbound (Movement 1.1)

TIME 1 2 3 4 5 6 7 8 9 10 11 12 13 Total

0000 - 0100 0 8 3 0 0 0 0 0 0 0 0 0 0 11

0100 - 0200 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0200 - 0300 0 2 0 0 0 0 0 0 0 0 0 0 0 2

0300 - 0400 0 5 3 0 0 0 0 0 0 0 0 0 0 8

0400 - 0500 0 13 6 0 0 0 0 0 0 0 0 0 0 19

0500 - 0600 0 25 10 0 0 1 0 0 0 0 0 0 0 36

0600 - 0700 0 62 10 1 1 0 0 0 0 0 0 0 0 74

0700 - 0800 0 135 21 0 1 1 0 0 0 0 0 0 0 158

0800 - 0900 0 174 3 0 3 0 0 0 0 0 0 0 0 180

0900 - 1000 0 180 8 0 3 0 0 0 0 0 0 0 0 191

1000 - 1100 0 153 9 1 6 1 0 0 0 0 0 0 0 170

1100 - 1200 0 169 12 0 0 0 0 1 0 0 0 0 0 182

1200 - 1300 0 202 14 0 5 0 0 0 0 0 0 0 0 221

1300 - 1400 0 170 12 0 1 0 0 0 0 0 0 0 0 183

1400 - 1500 0 161 14 0 0 0 0 1 1 0 0 0 0 177

1500 - 1600 0 173 13 2 3 0 0 0 0 0 0 0 0 191

1600 - 1700 0 184 13 3 1 0 0 0 0 0 0 0 0 201

1700 - 1800 0 177 17 3 0 0 0 0 0 0 0 0 0 197

1800 - 1900 0 129 14 1 0 0 0 0 0 0 0 0 0 144

1900 - 2000 0 105 8 0 0 0 0 0 0 0 0 0 0 113

2000 - 2100 0 60 5 0 0 2 0 0 0 0 0 0 0 67

2100 - 2200 0 46 4 0 0 0 0 0 0 0 0 0 0 50

2200 - 2300 0 45 2 0 0 0 0 0 0 0 0 0 0 47

2300 - 2400 0 42 3 0 1 0 0 0 0 0 0 0 0 46

Session Total 0 2424 205 11 25 5 0 2 1 0 0 0 0 2673

Session Average 0.00 101.00 8.54 0.46 1.04 0.21 0.00 0.08 0.04 0.00 0.00 0.00 0.00 111.38

Session Percentage 0.00 90.68 7.67 0.41 0.94 0.19 0.00 0.07 0.04 0.00 0.00 0.00 0.00

AM Peak Hour - 0900 - 1000 0700 - 0800 0600 - 0700 0800 - 0900 0500 - 0600 - - - - - - - 0900 - 1000

AM Peak Volume 0 180 21 1 3 1 0 0 0 0 0 0 0 191

Noon Peak Hour - 1200 - 1300 1200 - 1300 1000 - 1100 1000 - 1100 1000 - 1100 - 1100 - 1200 1400 - 1500 - - - - 1200 - 1300

Noon Peak Volume 0 202 14 1 6 1 0 1 1 0 0 0 0 221

PM Peak Hour - 1600 - 1700 1700 - 1800 1600 - 1700 1500 - 1600 - - - - - - - - 1600 - 1700

PM Peak Volume 0 184 17 3 3 0 0 0 0 0 0 0 0 201

Date

Wednesday, March 20, 2024

0000 - 2400 (Weekday 24h Session) (03-20-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-20/2024-03-20


Sandy Springs, GA

Bi-Directional Class CountBi-Directional Class Count || SB WB 60min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwoSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768° Click here for Detailed Weather

33.912521°, -84.350768°

Date

###################

SB WB 60min

Weather

Westbound (Movement 1.2)

TIME 1 2 3 4 5 6 7 8 9 10 11 12 13 Total

0000 - 0100 0 13 3 0 0 0 0 0 0 0 0 0 0 16

0100 - 0200 0 7 0 0 0 0 0 0 0 0 0 0 0 7

0200 - 0300 0 8 2 0 0 0 0 0 0 0 0 0 0 10

0300 - 0400 0 4 1 0 0 0 0 0 0 0 0 0 0 5

0400 - 0500 0 13 6 0 0 0 0 0 0 0 0 0 0 19

0500 - 0600 0 42 12 0 0 0 0 0 0 0 0 0 0 54

0600 - 0700 0 263 44 0 2 0 0 0 0 0 0 0 0 309

0700 - 0800 1 285 20 1 3 0 0 0 0 0 0 0 0 310

0800 - 0900 0 284 18 0 4 2 0 0 1 0 0 0 0 309

0900 - 1000 0 239 14 1 5 0 0 0 0 0 0 0 0 259

1000 - 1100 0 256 26 3 4 1 0 0 0 0 0 0 0 290

1100 - 1200 0 229 20 0 4 1 0 0 0 0 0 0 0 254

1200 - 1300 0 256 25 0 3 0 0 0 0 0 0 0 0 284

1300 - 1400 0 264 14 1 5 1 0 0 0 0 0 0 0 285

1400 - 1500 0 260 18 0 4 1 0 0 0 0 0 0 0 283

1500 - 1600 0 273 18 0 7 2 0 0 0 0 0 0 0 300

1600 - 1700 0 340 25 0 6 0 0 0 0 0 0 0 0 371

1700 - 1800 0 348 27 0 6 1 0 0 0 0 0 0 0 382

1800 - 1900 0 245 9 0 3 0 0 0 0 0 0 0 0 257

1900 - 2000 0 120 13 0 0 0 0 0 0 0 0 0 0 133

2000 - 2100 0 99 1 0 0 0 0 0 0 0 0 0 0 100

2100 - 2200 0 106 1 0 0 0 0 0 0 0 0 0 0 107

2200 - 2300 0 57 1 0 0 0 0 0 0 0 0 0 0 58

2300 - 2400 0 23 0 0 0 0 0 0 0 0 0 0 0 23

Session Total 1 4034 318 6 56 9 0 0 1 0 0 0 0 4425

Session Average 0.04 168.08 13.25 0.25 2.33 0.38 0.00 0.00 0.04 0.00 0.00 0.00 0.00 184.38

Session Percentage 0.02 91.16 7.19 0.14 1.27 0.20 0.00 0.00 0.02 0.00 0.00 0.00 0.00

AM Peak Hour 0700 - 0800 0700 - 0800 0600 - 0700 0700 - 0800 0900 - 1000 0800 - 0900 - - 0800 - 0900 - - - - 0700 - 0800

AM Peak Volume 1 285 44 1 5 2 0 0 1 0 0 0 0 310

Noon Peak Hour - 1300 - 1400 1000 - 1100 1000 - 1100 1300 - 1400 1000 - 1100 - - - - - - - 1000 - 1100

Noon Peak Volume 0 264 26 3 5 1 0 0 0 0 0 0 0 290

PM Peak Hour - 1700 - 1800 1700 - 1800 - 1500 - 1600 1500 - 1600 - - - - - - - 1700 - 1800

PM Peak Volume 0 348 27 0 7 2 0 0 0 0 0 0 0 382

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (03-19-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-19/2024-03-19
http://www.marrtraffic.com/


################### Site 1 Weather

Lake Hearn Dr NE , Fair

Weather east of Peachtreee Dunwoody Rd 44°F

Fair Lat/Long

44°F 33.912521°, -84.350768° Click here for Detailed Weather

SB WB 60min

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Westbound (Movement 1.2)

TIME 1 2 3 4 5 6 7 8 9 10 11 12 13 Total

0000 - 0100 0 17 4 0 0 0 0 0 0 0 0 0 0 21

0100 - 0200 0 5 6 0 0 0 0 0 0 0 0 0 0 11

0200 - 0300 0 6 1 0 1 1 0 0 0 0 0 0 0 9

0300 - 0400 0 2 4 0 1 0 0 0 0 0 0 0 0 7

0400 - 0500 0 28 3 0 0 0 0 0 0 0 0 0 0 31

0500 - 0600 0 48 4 1 1 1 0 0 0 0 0 0 0 55

0600 - 0700 0 295 25 1 1 0 0 0 0 0 0 0 0 322

0700 - 0800 0 278 19 0 4 0 0 0 0 0 0 0 0 301

0800 - 0900 0 248 16 0 2 0 0 0 0 0 0 0 0 266

0900 - 1000 0 254 21 0 5 2 0 1 0 0 0 0 0 283

1000 - 1100 0 235 21 4 7 0 0 0 0 0 0 0 0 267

1100 - 1200 0 223 33 1 2 1 0 0 0 0 0 0 0 260

1200 - 1300 0 275 25 1 4 2 0 0 0 0 0 0 0 307

1300 - 1400 1 244 16 0 3 0 0 0 1 0 0 0 0 265

1400 - 1500 0 304 25 0 3 0 0 0 0 0 0 0 0 332

1500 - 1600 0 302 31 3 6 1 0 1 1 0 0 0 0 345

1600 - 1700 0 373 19 3 4 0 0 0 0 0 0 0 0 399

1700 - 1800 0 381 24 5 0 0 0 1 0 0 0 0 0 411

1800 - 1900 0 280 17 0 1 1 0 0 0 0 0 0 0 299

1900 - 2000 0 143 11 0 0 0 0 0 0 0 0 0 0 154

2000 - 2100 0 106 11 1 0 0 0 0 0 0 0 0 0 118

2100 - 2200 0 161 11 1 1 1 0 0 0 0 0 0 0 175

2200 - 2300 0 77 4 0 1 0 0 0 0 0 0 0 0 82

2300 - 2400 0 43 5 0 0 0 0 0 0 0 0 0 0 48

Session Total 1 4328 356 21 47 10 0 3 2 0 0 0 0 4768

Session Average 0.04 180.33 14.83 0.88 1.96 0.42 0.00 0.13 0.08 0.00 0.00 0.00 0.00 198.67

Session Percentage 0.02 90.77 7.47 0.44 0.99 0.21 0.00 0.06 0.04 0.00 0.00 0.00 0.00

AM Peak Hour - 0600 - 0700 0600 - 0700 0500 - 0600 0900 - 1000 0900 - 1000 - 0900 - 1000 - - - - - 0600 - 0700

AM Peak Volume 0 295 25 1 5 2 0 1 0 0 0 0 0 322

Noon Peak Hour 1300 - 1400 1400 - 1500 1100 - 1200 1000 - 1100 1000 - 1100 1200 - 1300 - - 1300 - 1400 - - - - 1400 - 1500

Noon Peak Volume 1 304 33 4 7 2 0 0 1 0 0 0 0 332

PM Peak Hour - 1700 - 1800 1500 - 1600 1700 - 1800 1500 - 1600 1500 - 1600 - 1500 - 1600 1500 - 1600 - - - - 1700 - 1800

PM Peak Volume 0 381 31 5 6 1 0 1 1 0 0 0 0 411

Date

Wednesday, March 20, 2024

0000 - 2400 (Weekday 24h Session) (03-20-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-20/2024-03-20


Sandy Springs, GA

Bi-Directional Class CountBi-Directional Class Count || Bi-Directional 60min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwoSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768° Click here for Detailed Weather

33.912521°, -84.350768°

Date

###################

Bi-Directional 60min

Weather

Bi-Directional 60min

TIME 1 2 3 4 5 6 7 8 9 10 11 12 13 Total

0000 - 0100 0 21 5 0 0 0 0 0 0 0 0 0 0 26

0100 - 0200 0 11 1 0 0 0 0 0 0 0 0 0 0 12

0200 - 0300 0 19 5 0 0 0 0 0 0 0 0 0 0 24

0300 - 0400 0 10 4 0 0 0 0 0 0 0 0 0 0 14

0400 - 0500 0 23 9 0 0 0 0 0 0 0 0 0 0 32

0500 - 0600 0 68 21 0 0 0 0 0 1 0 0 0 0 90

0600 - 0700 0 309 54 0 3 1 0 0 0 0 0 0 0 367

0700 - 0800 1 440 36 1 4 0 0 0 1 0 0 0 0 483

0800 - 0900 0 454 34 1 6 2 0 0 1 0 0 0 0 498

0900 - 1000 0 408 29 1 7 0 0 0 1 0 0 0 0 446

1000 - 1100 0 392 38 4 9 2 0 0 0 0 0 0 0 445

1100 - 1200 0 382 35 0 5 1 0 0 0 0 0 0 0 423

1200 - 1300 0 421 37 0 7 0 0 0 0 0 0 0 0 465

1300 - 1400 0 400 28 1 7 1 0 0 0 0 0 0 0 437

1400 - 1500 0 411 30 0 7 1 0 0 0 0 0 0 0 449

1500 - 1600 0 446 27 0 14 2 0 0 0 0 0 0 0 489

1600 - 1700 0 536 50 0 11 0 0 0 0 0 0 0 0 597

1700 - 1800 0 575 50 0 9 1 0 0 0 0 0 0 0 635

1800 - 1900 0 377 22 0 3 0 0 0 0 0 0 0 0 402

1900 - 2000 0 208 19 0 0 0 0 0 0 0 0 0 0 227

2000 - 2100 0 156 5 0 0 0 0 0 0 0 0 0 0 161

2100 - 2200 0 145 2 0 0 0 0 0 0 0 0 0 0 147

2200 - 2300 0 106 1 0 0 0 0 0 0 0 0 0 0 107

2300 - 2400 0 50 0 0 0 0 0 0 0 0 0 0 0 50

Session Total 1 6368 542 8 92 11 0 0 4 0 0 0 0 7026

Session Average 0.04 265.33 22.58 0.33 3.83 0.46 0.00 0.00 0.17 0.00 0.00 0.00 0.00 292.75

Session Percentage 0.01 90.63 7.71 0.11 1.31 0.16 0.00 0.00 0.06 0.00 0.00 0.00 0.00

AM Peak Hour 0700 - 0800 0800 - 0900 0600 - 0700 0700 - 0800 0900 - 1000 0800 - 0900 - - 0500 - 0600 - - - - 0800 - 0900

AM Peak Volume 1 454 54 1 7 2 0 0 1 0 0 0 0 498

Noon Peak Hour - 1200 - 1300 1000 - 1100 1000 - 1100 1000 - 1100 1000 - 1100 - - - - - - - 1200 - 1300

Noon Peak Volume 0 421 38 4 9 2 0 0 0 0 0 0 0 465

PM Peak Hour - 1700 - 1800 1600 - 1700 - 1500 - 1600 1500 - 1600 - - - - - - - 1700 - 1800

PM Peak Volume 0 575 50 0 14 2 0 0 0 0 0 0 0 635

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (03-19-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-19/2024-03-19
http://www.marrtraffic.com/


################### Site 1 Weather

Lake Hearn Dr NE , Fair

Weather east of Peachtreee Dunwoody Rd 44°F

Fair Lat/Long

44°F 33.912521°, -84.350768° Click here for Detailed Weather

Bi-Directional 60min

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Bi-Directional 60min

TIME 1 2 3 4 5 6 7 8 9 10 11 12 13 Total

0000 - 0100 0 25 7 0 0 0 0 0 0 0 0 0 0 32

0100 - 0200 0 9 7 0 0 0 0 0 0 0 0 0 0 16

0200 - 0300 0 8 1 0 1 1 0 0 0 0 0 0 0 11

0300 - 0400 0 7 7 0 1 0 0 0 0 0 0 0 0 15

0400 - 0500 0 41 9 0 0 0 0 0 0 0 0 0 0 50

0500 - 0600 0 73 14 1 1 2 0 0 0 0 0 0 0 91

0600 - 0700 0 357 35 2 2 0 0 0 0 0 0 0 0 396

0700 - 0800 0 413 40 0 5 1 0 0 0 0 0 0 0 459

0800 - 0900 0 422 19 0 5 0 0 0 0 0 0 0 0 446

0900 - 1000 0 434 29 0 8 2 0 1 0 0 0 0 0 474

1000 - 1100 0 388 30 5 13 1 0 0 0 0 0 0 0 437

1100 - 1200 0 392 45 1 2 1 0 1 0 0 0 0 0 442

1200 - 1300 0 477 39 1 9 2 0 0 0 0 0 0 0 528

1300 - 1400 1 414 28 0 4 0 0 0 1 0 0 0 0 448

1400 - 1500 0 465 39 0 3 0 0 1 1 0 0 0 0 509

1500 - 1600 0 475 44 5 9 1 0 1 1 0 0 0 0 536

1600 - 1700 0 557 32 6 5 0 0 0 0 0 0 0 0 600

1700 - 1800 0 558 41 8 0 0 0 1 0 0 0 0 0 608

1800 - 1900 0 409 31 1 1 1 0 0 0 0 0 0 0 443

1900 - 2000 0 248 19 0 0 0 0 0 0 0 0 0 0 267

2000 - 2100 0 166 16 1 0 2 0 0 0 0 0 0 0 185

2100 - 2200 0 207 15 1 1 1 0 0 0 0 0 0 0 225

2200 - 2300 0 122 6 0 1 0 0 0 0 0 0 0 0 129

2300 - 2400 0 85 8 0 1 0 0 0 0 0 0 0 0 94

Session Total 1 6752 561 32 72 15 0 5 3 0 0 0 0 7441

Session Average 0.04 281.33 23.38 1.33 3.00 0.63 0.00 0.21 0.13 0.00 0.00 0.00 0.00 310.04

Session Percentage 0.01 90.74 7.54 0.43 0.97 0.20 0.00 0.07 0.04 0.00 0.00 0.00 0.00

AM Peak Hour - 0900 - 1000 0700 - 0800 0600 - 0700 0900 - 1000 0500 - 0600 - 0900 - 1000 - - - - - 0900 - 1000

AM Peak Volume 0 434 40 2 8 2 0 1 0 0 0 0 0 474

Noon Peak Hour 1300 - 1400 1200 - 1300 1100 - 1200 1000 - 1100 1000 - 1100 1200 - 1300 - 1100 - 1200 1300 - 1400 - - - - 1200 - 1300

Noon Peak Volume 1 477 45 5 13 2 0 1 1 0 0 0 0 528

PM Peak Hour - 1700 - 1800 1500 - 1600 1700 - 1800 1500 - 1600 1500 - 1600 - 1500 - 1600 1500 - 1600 - - - - 1700 - 1800

PM Peak Volume 0 558 44 8 9 1 0 1 1 0 0 0 0 608

Date

Wednesday, March 20, 2024

0000 - 2400 (Weekday 24h Session) (03-20-2024)

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-20/2024-03-20


Sandy Springs, GA

Bi-Directional Class CounBi-Directional Class Count || Volume Summary 60min

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of Peachtreee DunwSite 1 Weather

Lake Hearn Dr NE , Mostly Cloudy

east of Peachtreee Dunwoody Rd 53°F

Lat/Long

Lat/Long 33.912521°, -84.350768° Click here for Detailed Weather

33.912521°, -84.350768°

Date

##################

Volume Summary 60min

Weather

Volume Summary 60min

TIME EB WB Total Volume Summ Time EB WB Total

0000 - 0100 10 16 26 1200 - 1300 181 284 465

0100 - 0200 5 7 12 1300 - 1400 152 285 437

0200 - 0300 14 10 24 1400 - 1500 166 283 449

0300 - 0400 9 5 14 1500 - 1600 189 300 489

0400 - 0500 13 19 32 1600 - 1700 226 371 597

0500 - 0600 36 54 90 1700 - 1800 253 382 635

0600 - 0700 58 309 367 1800 - 1900 145 257 402

0700 - 0800 173 310 483 1900 - 2000 94 133 227

0800 - 0900 189 309 498 2000 - 2100 61 100 161

0900 - 1000 187 259 446 2100 - 2200 40 107 147

1000 - 1100 155 290 445 2200 - 2300 49 58 107

1100 - 1200 169 254 423 2300 - 2400 27 23 50

Session Total 2601 4425 7026

Session Average 108.38 184.38 292.75

Session Percentage 37.02 62.98

Date

Tuesday, March 19, 2024

0000 - 2400 (Weekday 24h Session) (03-19-2024)

Volume Summary 60min

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-19/2024-03-19
http://www.marrtraffic.com/


################## Site 1 Weather

Lake Hearn Dr NE , Fair

Weather east of Peachtreee Dunwoody Rd 44°F

Fair Lat/Long

44°F 33.912521°, -84.350768° Click here for Detailed Weather

Volume Summary 60min

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Volume Summary 60min

TIME EB WB Total Volume Summ Time EB WB Total

0000 - 0100 11 21 32 1200 - 1300 221 307 528

0100 - 0200 5 11 16 1300 - 1400 183 265 448

0200 - 0300 2 9 11 1400 - 1500 177 332 509

0300 - 0400 8 7 15 1500 - 1600 191 345 536

0400 - 0500 19 31 50 1600 - 1700 201 399 600

0500 - 0600 36 55 91 1700 - 1800 197 411 608

0600 - 0700 74 322 396 1800 - 1900 144 299 443

0700 - 0800 158 301 459 1900 - 2000 113 154 267

0800 - 0900 180 266 446 2000 - 2100 67 118 185

0900 - 1000 191 283 474 2100 - 2200 50 175 225

1000 - 1100 170 267 437 2200 - 2300 47 82 129

1100 - 1200 182 260 442 2300 - 2400 46 48 94

Session Total 2673 4768 7441

Session Average 111.38 198.67 310.04

Session Percentage 35.92 64.08

Date

Wednesday, March 20, 2024

0000 - 2400 (Weekday 24h Session) (03-20-2024)

Volume Summary 60min

https://www.visualcrossing.com/weather-history/33.912521,%20-84.350768/us/2024-03-20/2024-03-20


Sandy Springs, GA

Bi-Directional CBi-Directional Class Count || Graphical Analysis NB EB

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of PeachtrSite 1

Lake Hearn Dr NE ,

east of Peachtreee Dunwoody Rd 

Lat/Long

Lat/Long 33.912521°, -84.350768°

33.912521°, -84.350768°

Date

##########

Graphical Analysis NB EB

Weather

Time Tue 03/19 Wed 03/20      Average

0000 - 0100 10 11      10.5

0100 - 0200 5 5      5

0200 - 0300 14 2      8

0300 - 0400 9 8      8.5

0400 - 0500 13 19      16

0500 - 0600 36 36      36

0600 - 0700 58 74      66

0700 - 0800 173 158      165.5

0800 - 0900 189 180      184.5

0900 - 1000 187 191      189

1000 - 1100 155 170      162.5

1100 - 1200 169 182      175.5

1200 - 1300 181 221      201

1300 - 1400 152 183      167.5

1400 - 1500 166 177      171.5

1500 - 1600 189 191      190

1600 - 1700 226 201      213.5

1700 - 1800 253 197      225

1800 - 1900 145 144      144.5

1900 - 2000 94 113      103.5

2000 - 2100 61 67      64

2100 - 2200 40 50      45

2200 - 2300 49 47      48

2300 - 2400 27 46      36.5

Daily Total 2601 2673 0 0 0 0 0

0000 - 2400 (Weekday 24h Session)
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http://www.marrtraffic.com/


Sandy Springs, GA

Bi-Directional CBi-Directional Class Count || Graphical Analysis SB WB

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of PeachtrSite 1

Lake Hearn Dr NE ,

east of Peachtreee Dunwoody Rd 

Lat/Long

Lat/Long 33.912521°, -84.350768°

33.912521°, -84.350768°

Date

##########

Graphical Analysis SB WB

Weather

Time Tue 03/19 Wed 03/20      Average

0000 - 0100 16 21      18.5

0100 - 0200 7 11      9

0200 - 0300 10 9      9.5

0300 - 0400 5 7      6

0400 - 0500 19 31      25

0500 - 0600 54 55      54.5

0600 - 0700 309 322      315.5

0700 - 0800 310 301      305.5

0800 - 0900 309 266      287.5

0900 - 1000 259 283      271

1000 - 1100 290 267      278.5

1100 - 1200 254 260      257

1200 - 1300 284 307      295.5

1300 - 1400 285 265      275

1400 - 1500 283 332      307.5

1500 - 1600 300 345      322.5

1600 - 1700 371 399      385

1700 - 1800 382 411      396.5

1800 - 1900 257 299      278

1900 - 2000 133 154      143.5

2000 - 2100 100 118      109

2100 - 2200 107 175      141

2200 - 2300 58 82      70

2300 - 2400 23 48      35.5

Daily Total 4425 4768 0 0 0 0 0

0000 - 2400 (Weekday 24h Session)
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Sandy Springs, GA

Bi-Directional CBi-Directional Class Count || Graphical Analysis BiDir

Sandy Springs, GA www.marrtraffic.com

Site 1

Lake Hearn Dr NE ,

east of PeachtrSite 1

Lake Hearn Dr NE ,

east of Peachtreee Dunwoody Rd 

Lat/Long

Lat/Long 33.912521°, -84.350768°

33.912521°, -84.350768°

Date

##########

Graphical Analysis BiDir

Weather

Time Tue 03/19 Wed 03/20      Average

0000 - 0100 26 32      29

0100 - 0200 12 16      14

0200 - 0300 24 11      17.5

0300 - 0400 14 15      14.5

0400 - 0500 32 50      41

0500 - 0600 90 91      90.5

0600 - 0700 367 396      381.5

0700 - 0800 483 459      471

0800 - 0900 498 446      472

0900 - 1000 446 474      460

1000 - 1100 445 437      441

1100 - 1200 423 442      432.5

1200 - 1300 465 528      496.5

1300 - 1400 437 448      442.5

1400 - 1500 449 509      479

1500 - 1600 489 536      512.5

1600 - 1700 597 600      598.5

1700 - 1800 635 608      621.5

1800 - 1900 402 443      422.5

1900 - 2000 227 267      247

2000 - 2100 161 185      173

2100 - 2200 147 225      186

2200 - 2300 107 129      118

2300 - 2400 50 94      72

Daily Total 7026 7441 0 0 0 0 0

0000 - 2400 (Weekday 24h Session)
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Bi-Directional Class Count

Tue 03/19 Wed 03/20 Average

http://www.marrtraffic.com/


EB

File Name:

Start Date: 3/19/2024

Start Time: 0

Site Code: 1

Station ID: 1

Location 1: Lake Hearn Dr NE , east of Peachtreee Dunwoody Rd 

Location 2:

Date Time 1 2 3 4 5 6 7 8 9 10 11 12 13

3/19/2024 12:00 AM 0 3 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:15 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:30 AM 0 3 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:45 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:00 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:15 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:45 AM 0 1 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:00 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:15 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:30 AM 0 4 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:45 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:00 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:15 AM 0 2 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:30 AM 0 2 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:45 AM 0 1 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:00 AM 0 3 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:15 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:30 AM 0 2 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:45 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:00 AM 0 5 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:15 AM 0 2 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:30 AM 0 10 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:45 AM 0 9 2 0 0 0 0 0 1 0 0 0 0

3/19/2024 6:00 AM 0 5 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:15 AM 0 6 2 0 0 1 0 0 0 0 0 0 0

3/19/2024 6:30 AM 0 20 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:45 AM 0 15 3 0 1 0 0 0 0 0 0 0 0

3/19/2024 7:00 AM 0 14 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 7:15 AM 0 33 4 0 0 0 0 0 1 0 0 0 0

3/19/2024 7:30 AM 0 65 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:45 AM 0 43 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:00 AM 0 49 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:15 AM 0 39 3 0 1 0 0 0 0 0 0 0 0

3/19/2024 8:30 AM 0 46 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:45 AM 0 36 5 1 1 0 0 0 0 0 0 0 0

3/19/2024 9:00 AM 0 35 6 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:15 AM 0 36 2 0 1 0 0 0 0 0 0 0 0

3/19/2024 9:30 AM 0 58 4 0 1 0 0 0 1 0 0 0 0

3/19/2024 9:45 AM 0 40 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:00 AM 0 40 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:15 AM 0 24 2 0 2 1 0 0 0 0 0 0 0

3/19/2024 10:30 AM 0 31 3 0 1 0 0 0 0 0 0 0 0

3/19/2024 10:45 AM 0 41 2 1 2 0 0 0 0 0 0 0 0

3/19/2024 11:00 AM 0 41 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:15 AM 0 36 5 0 1 0 0 0 0 0 0 0 0

3/19/2024 11:30 AM 0 38 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:45 AM 0 38 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:00 PM 0 40 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:15 PM 0 43 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 12:30 PM 0 35 2 0 3 0 0 0 0 0 0 0 0

3/19/2024 12:45 PM 0 47 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:00 PM 0 31 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:15 PM 0 41 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 1:30 PM 0 37 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 1:45 PM 0 27 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:00 PM 0 42 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:15 PM 0 33 4 0 2 0 0 0 0 0 0 0 0

3/19/2024 2:30 PM 0 39 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:45 PM 0 37 5 0 1 0 0 0 0 0 0 0 0

3/19/2024 3:00 PM 0 43 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 3:15 PM 0 41 2 0 3 0 0 0 0 0 0 0 0

3/19/2024 3:30 PM 0 48 1 0 2 0 0 0 0 0 0 0 0

3/19/2024 3:45 PM 0 41 2 0 1 0 0 0 0 0 0 0 0

3/19/2024 4:00 PM 0 45 9 0 2 0 0 0 0 0 0 0 0

3/19/2024 4:15 PM 0 40 5 0 1 0 0 0 0 0 0 0 0

3/19/2024 4:30 PM 0 63 5 0 1 0 0 0 0 0 0 0 0

3/19/2024 4:45 PM 0 48 6 0 1 0 0 0 0 0 0 0 0

3/19/2024 5:00 PM 0 50 7 0 2 0 0 0 0 0 0 0 0

3/19/2024 5:15 PM 0 60 8 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:30 PM 0 54 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:45 PM 0 63 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 6:00 PM 0 40 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:15 PM 0 39 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:30 PM 0 27 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:45 PM 0 26 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:00 PM 0 24 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:15 PM 0 23 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:30 PM 0 21 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:45 PM 0 20 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:00 PM 0 16 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:15 PM 0 8 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:30 PM 0 14 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:45 PM 0 19 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:00 PM 0 10 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:15 PM 0 12 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:30 PM 0 11 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:45 PM 0 6 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:00 PM 0 7 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:15 PM 0 9 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:30 PM 0 18 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:45 PM 0 15 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:00 PM 0 9 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:15 PM 0 3 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:30 PM 0 9 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:45 PM 0 6 0 0 0 0 0 0 0 0 0 0 0



3/20/2024 12:00 AM 0 1 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:15 AM 0 3 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:30 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:45 AM 0 2 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:15 AM 0 3 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:30 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:45 AM 0 0 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:00 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:00 AM 0 0 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:15 AM 0 3 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:30 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:45 AM 0 1 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:00 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:15 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:30 AM 0 3 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:45 AM 0 5 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:00 AM 0 9 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:15 AM 0 4 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:30 AM 0 6 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:45 AM 0 6 3 0 0 1 0 0 0 0 0 0 0

3/20/2024 6:00 AM 0 11 0 1 0 0 0 0 0 0 0 0 0

3/20/2024 6:15 AM 0 10 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:30 AM 0 18 1 0 1 0 0 0 0 0 0 0 0

3/20/2024 6:45 AM 0 23 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:00 AM 0 16 6 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:15 AM 0 27 5 0 1 1 0 0 0 0 0 0 0

3/20/2024 7:30 AM 0 47 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:45 AM 0 45 6 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:00 AM 0 38 0 0 2 0 0 0 0 0 0 0 0

3/20/2024 8:15 AM 0 38 2 0 1 0 0 0 0 0 0 0 0

3/20/2024 8:30 AM 0 33 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:45 AM 0 65 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:00 AM 0 47 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:15 AM 0 57 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:30 AM 0 37 6 0 1 0 0 0 0 0 0 0 0

3/20/2024 9:45 AM 0 39 0 0 2 0 0 0 0 0 0 0 0

3/20/2024 10:00 AM 0 38 4 0 3 0 0 0 0 0 0 0 0

3/20/2024 10:15 AM 0 39 2 0 1 0 0 0 0 0 0 0 0

3/20/2024 10:30 AM 0 36 2 1 2 1 0 0 0 0 0 0 0

3/20/2024 10:45 AM 0 40 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:00 AM 0 32 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:15 AM 0 38 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:30 AM 0 42 2 0 0 0 0 1 0 0 0 0 0

3/20/2024 11:45 AM 0 57 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:00 PM 0 62 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:15 PM 0 44 5 0 3 0 0 0 0 0 0 0 0

3/20/2024 12:30 PM 0 48 3 0 2 0 0 0 0 0 0 0 0

3/20/2024 12:45 PM 0 48 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:00 PM 0 45 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:15 PM 0 42 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:30 PM 0 41 0 0 1 0 0 0 0 0 0 0 0

3/20/2024 1:45 PM 0 42 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:00 PM 0 36 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:15 PM 0 42 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:30 PM 0 40 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:45 PM 0 43 4 0 0 0 0 1 1 0 0 0 0

3/20/2024 3:00 PM 0 58 2 1 1 0 0 0 0 0 0 0 0

3/20/2024 3:15 PM 0 32 3 0 1 0 0 0 0 0 0 0 0

3/20/2024 3:30 PM 0 49 6 0 1 0 0 0 0 0 0 0 0

3/20/2024 3:45 PM 0 34 2 1 0 0 0 0 0 0 0 0 0

3/20/2024 4:00 PM 0 43 4 1 0 0 0 0 0 0 0 0 0

3/20/2024 4:15 PM 0 43 3 1 0 0 0 0 0 0 0 0 0

3/20/2024 4:30 PM 0 50 3 0 1 0 0 0 0 0 0 0 0

3/20/2024 4:45 PM 0 48 3 1 0 0 0 0 0 0 0 0 0

3/20/2024 5:00 PM 0 49 5 1 0 0 0 0 0 0 0 0 0

3/20/2024 5:15 PM 0 46 4 2 0 0 0 0 0 0 0 0 0

3/20/2024 5:30 PM 0 47 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:45 PM 0 35 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:00 PM 0 41 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:15 PM 0 30 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:30 PM 0 37 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:45 PM 0 21 2 1 0 0 0 0 0 0 0 0 0

3/20/2024 7:00 PM 0 28 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:15 PM 0 31 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:30 PM 0 22 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:45 PM 0 24 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:00 PM 0 14 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:15 PM 0 11 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:30 PM 0 20 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:45 PM 0 15 1 0 0 2 0 0 0 0 0 0 0

3/20/2024 9:00 PM 0 10 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:15 PM 0 14 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:30 PM 0 7 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:45 PM 0 15 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 10:00 PM 0 7 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 10:15 PM 0 11 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 10:30 PM 0 17 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 10:45 PM 0 10 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:00 PM 0 9 1 0 1 0 0 0 0 0 0 0 0

3/20/2024 11:15 PM 0 10 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:30 PM 0 11 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:45 PM 0 12 0 0 0 0 0 0 0 0 0 0 0



WB

File Name:

Start Date: 3/19/2024

Start Time: 0

Site Code: 1

Station ID: 1

Location 1: Lake Hearn Dr NE , east of Peachtreee Dunwoody Rd 

Location 2:

Date Time 1 2 3 4 5 6 7 8 9 10 11 12 13

3/19/2024 12:00 AM 0 6 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:15 AM 0 5 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:30 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:45 AM 0 0 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:00 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:15 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:30 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:45 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:00 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:15 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:30 AM 0 2 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:45 AM 0 3 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:00 AM 0 2 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:30 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:45 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:15 AM 0 3 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:30 AM 0 1 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:45 AM 0 9 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:00 AM 0 8 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:15 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:30 AM 0 11 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:45 AM 0 19 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:00 AM 0 21 8 0 1 0 0 0 0 0 0 0 0

3/19/2024 6:15 AM 0 57 12 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:30 AM 0 103 15 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:45 AM 0 82 9 0 1 0 0 0 0 0 0 0 0

3/19/2024 7:00 AM 0 56 6 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:15 AM 0 69 5 1 1 0 0 0 0 0 0 0 0

3/19/2024 7:30 AM 0 83 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:45 AM 1 77 5 0 2 0 0 0 0 0 0 0 0

3/19/2024 8:00 AM 0 76 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 8:15 AM 0 78 4 0 2 0 0 0 0 0 0 0 0

3/19/2024 8:30 AM 0 53 2 0 0 1 0 0 0 0 0 0 0

3/19/2024 8:45 AM 0 77 8 0 1 1 0 0 1 0 0 0 0

3/19/2024 9:00 AM 0 58 4 0 3 0 0 0 0 0 0 0 0

3/19/2024 9:15 AM 0 57 3 1 0 0 0 0 0 0 0 0 0

3/19/2024 9:30 AM 0 62 3 0 1 0 0 0 0 0 0 0 0

3/19/2024 9:45 AM 0 62 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 10:00 AM 0 61 6 0 1 0 0 0 0 0 0 0 0

3/19/2024 10:15 AM 0 64 5 1 1 0 0 0 0 0 0 0 0

3/19/2024 10:30 AM 0 68 8 1 1 0 0 0 0 0 0 0 0

3/19/2024 10:45 AM 0 63 7 1 1 1 0 0 0 0 0 0 0

3/19/2024 11:00 AM 0 52 1 0 4 0 0 0 0 0 0 0 0

3/19/2024 11:15 AM 0 59 6 0 0 1 0 0 0 0 0 0 0

3/19/2024 11:30 AM 0 54 8 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:45 AM 0 64 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:00 PM 0 57 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:15 PM 0 60 8 0 1 0 0 0 0 0 0 0 0

3/19/2024 12:30 PM 0 75 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:45 PM 0 64 7 0 2 0 0 0 0 0 0 0 0

3/19/2024 1:00 PM 0 86 3 0 0 1 0 0 0 0 0 0 0

3/19/2024 1:15 PM 0 62 3 0 1 0 0 0 0 0 0 0 0

3/19/2024 1:30 PM 0 60 2 1 4 0 0 0 0 0 0 0 0

3/19/2024 1:45 PM 0 56 6 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:00 PM 0 58 1 0 1 0 0 0 0 0 0 0 0

3/19/2024 2:15 PM 0 63 5 0 2 1 0 0 0 0 0 0 0

3/19/2024 2:30 PM 0 67 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:45 PM 0 72 7 0 1 0 0 0 0 0 0 0 0

3/19/2024 3:00 PM 0 79 7 0 1 1 0 0 0 0 0 0 0

3/19/2024 3:15 PM 0 56 1 0 1 0 0 0 0 0 0 0 0

3/19/2024 3:30 PM 0 64 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 3:45 PM 0 74 6 0 4 1 0 0 0 0 0 0 0

3/19/2024 4:00 PM 0 88 7 0 2 0 0 0 0 0 0 0 0

3/19/2024 4:15 PM 0 77 10 0 2 0 0 0 0 0 0 0 0

3/19/2024 4:30 PM 0 80 5 0 1 0 0 0 0 0 0 0 0

3/19/2024 4:45 PM 0 95 3 0 1 0 0 0 0 0 0 0 0

3/19/2024 5:00 PM 0 108 11 0 3 1 0 0 0 0 0 0 0

3/19/2024 5:15 PM 0 96 10 0 3 0 0 0 0 0 0 0 0

3/19/2024 5:30 PM 0 78 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:45 PM 0 66 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:00 PM 0 57 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:15 PM 0 90 4 0 1 0 0 0 0 0 0 0 0

3/19/2024 6:30 PM 0 59 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:45 PM 0 39 1 0 2 0 0 0 0 0 0 0 0

3/19/2024 7:00 PM 0 28 7 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:15 PM 0 29 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:30 PM 0 38 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:45 PM 0 25 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:00 PM 0 41 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:15 PM 0 22 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:30 PM 0 23 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:45 PM 0 13 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:00 PM 0 22 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:15 PM 0 31 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:30 PM 0 33 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:45 PM 0 20 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:00 PM 0 24 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:15 PM 0 13 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:30 PM 0 9 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:45 PM 0 11 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:00 PM 0 7 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:15 PM 0 8 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:30 PM 0 5 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:45 PM 0 3 0 0 0 0 0 0 0 0 0 0 0



3/20/2024 12:00 AM 0 5 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:15 AM 0 5 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:30 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:45 AM 0 3 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:00 AM 0 0 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:15 AM 0 3 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:30 AM 0 0 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:45 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:00 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:15 AM 0 2 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:30 AM 0 1 0 0 1 1 0 0 0 0 0 0 0

3/20/2024 2:45 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:00 AM 0 0 4 0 1 0 0 0 0 0 0 0 0

3/20/2024 3:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:30 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:45 AM 0 1 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:00 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:15 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:30 AM 0 1 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:45 AM 0 21 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:00 AM 0 4 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:15 AM 0 7 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:30 AM 0 9 3 0 1 0 0 0 0 0 0 0 0

3/20/2024 5:45 AM 0 28 1 1 0 1 0 0 0 0 0 0 0

3/20/2024 6:00 AM 0 32 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:15 AM 0 69 4 1 0 0 0 0 0 0 0 0 0

3/20/2024 6:30 AM 0 102 8 0 1 0 0 0 0 0 0 0 0

3/20/2024 6:45 AM 0 92 9 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:00 AM 0 63 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:15 AM 0 65 6 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:30 AM 0 69 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:45 AM 0 81 5 0 4 0 0 0 0 0 0 0 0

3/20/2024 8:00 AM 0 63 6 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:15 AM 0 64 5 0 1 0 0 0 0 0 0 0 0

3/20/2024 8:30 AM 0 67 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:45 AM 0 54 1 0 1 0 0 0 0 0 0 0 0

3/20/2024 9:00 AM 0 66 7 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:15 AM 0 59 6 0 3 2 0 0 0 0 0 0 0

3/20/2024 9:30 AM 0 67 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:45 AM 0 62 3 0 2 0 0 1 0 0 0 0 0

3/20/2024 10:00 AM 0 54 4 0 1 0 0 0 0 0 0 0 0

3/20/2024 10:15 AM 0 67 8 1 4 0 0 0 0 0 0 0 0

3/20/2024 10:30 AM 0 74 5 2 1 0 0 0 0 0 0 0 0

3/20/2024 10:45 AM 0 40 4 1 1 0 0 0 0 0 0 0 0

3/20/2024 11:00 AM 0 55 5 0 1 1 0 0 0 0 0 0 0

3/20/2024 11:15 AM 0 53 10 1 0 0 0 0 0 0 0 0 0

3/20/2024 11:30 AM 0 55 10 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:45 AM 0 60 8 0 1 0 0 0 0 0 0 0 0

3/20/2024 12:00 PM 0 82 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:15 PM 0 63 5 1 2 1 0 0 0 0 0 0 0

3/20/2024 12:30 PM 0 61 7 0 1 0 0 0 0 0 0 0 0

3/20/2024 12:45 PM 0 69 8 0 1 1 0 0 0 0 0 0 0

3/20/2024 1:00 PM 0 67 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:15 PM 0 61 5 0 1 0 0 0 1 0 0 0 0

3/20/2024 1:30 PM 1 69 6 0 1 0 0 0 0 0 0 0 0

3/20/2024 1:45 PM 0 47 3 0 1 0 0 0 0 0 0 0 0

3/20/2024 2:00 PM 0 73 6 0 2 0 0 0 0 0 0 0 0

3/20/2024 2:15 PM 0 63 7 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:30 PM 0 86 8 0 1 0 0 0 0 0 0 0 0

3/20/2024 2:45 PM 0 82 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:00 PM 0 66 6 2 3 0 0 0 0 0 0 0 0

3/20/2024 3:15 PM 0 81 8 0 1 1 0 0 1 0 0 0 0

3/20/2024 3:30 PM 0 80 10 0 2 0 0 0 0 0 0 0 0

3/20/2024 3:45 PM 0 75 7 1 0 0 0 1 0 0 0 0 0

3/20/2024 4:00 PM 0 93 6 1 3 0 0 0 0 0 0 0 0

3/20/2024 4:15 PM 0 82 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:30 PM 0 115 6 0 1 0 0 0 0 0 0 0 0

3/20/2024 4:45 PM 0 83 3 2 0 0 0 0 0 0 0 0 0

3/20/2024 5:00 PM 0 117 6 1 0 0 0 0 0 0 0 0 0

3/20/2024 5:15 PM 0 112 8 4 0 0 0 0 0 0 0 0 0

3/20/2024 5:30 PM 0 85 6 0 0 0 0 1 0 0 0 0 0

3/20/2024 5:45 PM 0 67 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:00 PM 0 56 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:15 PM 0 77 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:30 PM 0 79 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:45 PM 0 68 4 0 1 1 0 0 0 0 0 0 0

3/20/2024 7:00 PM 0 43 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:15 PM 0 36 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:30 PM 0 26 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:45 PM 0 38 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:00 PM 0 36 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:15 PM 0 23 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:30 PM 0 21 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:45 PM 0 26 3 1 0 0 0 0 0 0 0 0 0

3/20/2024 9:00 PM 0 25 2 0 0 1 0 0 0 0 0 0 0

3/20/2024 9:15 PM 0 81 5 0 1 0 0 0 0 0 0 0 0

3/20/2024 9:30 PM 0 30 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:45 PM 0 25 1 1 0 0 0 0 0 0 0 0 0

3/20/2024 10:00 PM 0 18 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 10:15 PM 0 19 0 0 1 0 0 0 0 0 0 0 0

3/20/2024 10:30 PM 0 23 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 10:45 PM 0 17 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:00 PM 0 13 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:15 PM 0 12 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:30 PM 0 11 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:45 PM 0 7 0 0 0 0 0 0 0 0 0 0 0



EB

File Name:

Start Date: 3/19/2024

Start Time: 0

Site Code: 1

Station ID: 1

Location 1: Lake Hearn Dr NE , east of Peachtreee Dunwoody Rd 

Location 2:

Date Time 1 2 3 4 5 6 7 8 9 10 11 12 13

3/19/2024 12:00 AM 0 8 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:15 AM 0 6 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:30 AM 0 7 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:45 AM 0 4 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:00 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:15 AM 0 7 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:30 AM 0 7 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:45 AM 0 11 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:00 AM 0 11 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:15 AM 0 8 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:30 AM 0 8 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:45 AM 0 6 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:00 AM 0 6 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:15 AM 0 8 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:30 AM 0 7 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:45 AM 0 7 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:00 AM 0 10 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:15 AM 0 12 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:30 AM 0 13 6 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:45 AM 0 21 8 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:00 AM 0 26 9 0 0 0 0 0 1 0 0 0 0

3/19/2024 5:15 AM 0 26 7 0 0 0 0 0 1 0 0 0 0

3/19/2024 5:30 AM 0 30 8 0 0 1 0 0 1 0 0 0 0

3/19/2024 5:45 AM 0 40 9 0 0 1 0 0 1 0 0 0 0

3/19/2024 6:00 AM 0 46 10 0 1 1 0 0 0 0 0 0 0

3/19/2024 6:15 AM 0 55 13 0 2 1 0 0 0 0 0 0 0

3/19/2024 6:30 AM 0 82 15 0 2 0 0 0 1 0 0 0 0

3/19/2024 6:45 AM 0 127 16 0 2 0 0 0 1 0 0 0 0

3/19/2024 7:00 AM 0 155 16 0 1 0 0 0 1 0 0 0 0

3/19/2024 7:15 AM 0 190 16 0 0 0 0 0 1 0 0 0 0

3/19/2024 7:30 AM 0 196 15 0 1 0 0 0 0 0 0 0 0

3/19/2024 7:45 AM 0 177 14 0 1 0 0 0 0 0 0 0 0

3/19/2024 8:00 AM 0 170 16 1 2 0 0 0 0 0 0 0 0

3/19/2024 8:15 AM 0 156 18 1 2 0 0 0 0 0 0 0 0

3/19/2024 8:30 AM 0 153 17 1 2 0 0 0 0 0 0 0 0

3/19/2024 8:45 AM 0 165 17 1 3 0 0 0 1 0 0 0 0

3/19/2024 9:00 AM 0 169 15 0 2 0 0 0 1 0 0 0 0

3/19/2024 9:15 AM 0 174 14 0 2 0 0 0 1 0 0 0 0

3/19/2024 9:30 AM 0 162 14 0 3 1 0 0 1 0 0 0 0

3/19/2024 9:45 AM 0 135 13 0 3 1 0 0 0 0 0 0 0

3/19/2024 10:00 AM 0 136 12 1 5 1 0 0 0 0 0 0 0

3/19/2024 10:15 AM 0 137 11 1 5 1 0 0 0 0 0 0 0

3/19/2024 10:30 AM 0 149 14 1 4 0 0 0 0 0 0 0 0

3/19/2024 10:45 AM 0 156 14 1 3 0 0 0 0 0 0 0 0

3/19/2024 11:00 AM 0 153 15 0 1 0 0 0 0 0 0 0 0

3/19/2024 11:15 AM 0 152 13 0 1 0 0 0 0 0 0 0 0

3/19/2024 11:30 AM 0 159 12 0 1 0 0 0 0 0 0 0 0

3/19/2024 11:45 AM 0 156 11 0 4 0 0 0 0 0 0 0 0

3/19/2024 12:00 PM 0 165 12 0 4 0 0 0 0 0 0 0 0

3/19/2024 12:15 PM 0 156 13 0 4 0 0 0 0 0 0 0 0

3/19/2024 12:30 PM 0 154 13 0 4 0 0 0 0 0 0 0 0

3/19/2024 12:45 PM 0 156 15 0 2 0 0 0 0 0 0 0 0

3/19/2024 1:00 PM 0 136 14 0 2 0 0 0 0 0 0 0 0

3/19/2024 1:15 PM 0 147 12 0 2 0 0 0 0 0 0 0 0

3/19/2024 1:30 PM 0 139 12 0 3 0 0 0 0 0 0 0 0

3/19/2024 1:45 PM 0 141 10 0 2 0 0 0 0 0 0 0 0

3/19/2024 2:00 PM 0 151 12 0 3 0 0 0 0 0 0 0 0

3/19/2024 2:15 PM 0 152 15 0 4 0 0 0 0 0 0 0 0

3/19/2024 2:30 PM 0 160 13 0 5 0 0 0 0 0 0 0 0

3/19/2024 2:45 PM 0 169 12 0 7 0 0 0 0 0 0 0 0

3/19/2024 3:00 PM 0 173 9 0 7 0 0 0 0 0 0 0 0

3/19/2024 3:15 PM 0 175 14 0 8 0 0 0 0 0 0 0 0

3/19/2024 3:30 PM 0 174 17 0 6 0 0 0 0 0 0 0 0

3/19/2024 3:45 PM 0 189 21 0 5 0 0 0 0 0 0 0 0

3/19/2024 4:00 PM 0 196 25 0 5 0 0 0 0 0 0 0 0

3/19/2024 4:15 PM 0 201 23 0 5 0 0 0 0 0 0 0 0

3/19/2024 4:30 PM 0 221 26 0 4 0 0 0 0 0 0 0 0

3/19/2024 4:45 PM 0 212 25 0 3 0 0 0 0 0 0 0 0

3/19/2024 5:00 PM 0 227 23 0 3 0 0 0 0 0 0 0 0

3/19/2024 5:15 PM 0 217 21 0 1 0 0 0 0 0 0 0 0

3/19/2024 5:30 PM 0 196 15 0 1 0 0 0 0 0 0 0 0

3/19/2024 5:45 PM 0 169 13 0 1 0 0 0 0 0 0 0 0

3/19/2024 6:00 PM 0 132 13 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:15 PM 0 116 10 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:30 PM 0 100 9 0 0 0 0 0 0 0 0 0 0

3/19/2024 6:45 PM 0 94 7 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:00 PM 0 88 6 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:15 PM 0 80 6 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:30 PM 0 65 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:45 PM 0 58 5 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:00 PM 0 57 4 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:15 PM 0 51 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:30 PM 0 55 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:45 PM 0 52 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:00 PM 0 39 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:15 PM 0 36 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:30 PM 0 33 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:45 PM 0 40 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:00 PM 0 49 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:15 PM 0 51 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:30 PM 0 45 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:45 PM 0 36 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:00 PM 0 27 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:15 PM 0 19 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:30 PM 0 19 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:45 PM 0 12 1 0 0 0 0 0 0 0 0 0 0



3/20/2024 12:00 AM 0 8 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:15 AM 0 7 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:30 AM 0 7 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:45 AM 0 6 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:00 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:15 AM 0 6 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:30 AM 0 3 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:45 AM 0 2 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:00 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:15 AM 0 0 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:30 AM 0 3 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:45 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:00 AM 0 5 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:15 AM 0 9 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:30 AM 0 7 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:45 AM 0 9 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:00 AM 0 13 6 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:15 AM 0 18 8 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:30 AM 0 21 10 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:45 AM 0 24 11 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:00 AM 0 25 10 0 0 1 0 0 0 0 0 0 0

3/20/2024 5:15 AM 0 27 7 1 0 1 0 0 0 0 0 0 0

3/20/2024 5:30 AM 0 33 9 1 0 1 0 0 0 0 0 0 0

3/20/2024 5:45 AM 0 45 8 1 1 1 0 0 0 0 0 0 0

3/20/2024 6:00 AM 0 62 10 1 1 0 0 0 0 0 0 0 0

3/20/2024 6:15 AM 0 67 16 0 1 0 0 0 0 0 0 0 0

3/20/2024 6:30 AM 0 84 17 0 2 1 0 0 0 0 0 0 0

3/20/2024 6:45 AM 0 113 20 0 1 1 0 0 0 0 0 0 0

3/20/2024 7:00 AM 0 135 21 0 1 1 0 0 0 0 0 0 0

3/20/2024 7:15 AM 0 157 15 0 3 1 0 0 0 0 0 0 0

3/20/2024 7:30 AM 0 168 12 0 3 0 0 0 0 0 0 0 0

3/20/2024 7:45 AM 0 154 9 0 3 0 0 0 0 0 0 0 0

3/20/2024 8:00 AM 0 174 3 0 3 0 0 0 0 0 0 0 0

3/20/2024 8:15 AM 0 183 4 0 1 0 0 0 0 0 0 0 0

3/20/2024 8:30 AM 0 202 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:45 AM 0 206 8 0 1 0 0 0 0 0 0 0 0

3/20/2024 9:00 AM 0 180 8 0 3 0 0 0 0 0 0 0 0

3/20/2024 9:15 AM 0 171 11 0 6 0 0 0 0 0 0 0 0

3/20/2024 9:30 AM 0 153 12 0 7 0 0 0 0 0 0 0 0

3/20/2024 9:45 AM 0 152 8 1 8 1 0 0 0 0 0 0 0

3/20/2024 10:00 AM 0 153 9 1 6 1 0 0 0 0 0 0 0

3/20/2024 10:15 AM 0 147 6 1 3 1 0 0 0 0 0 0 0

3/20/2024 10:30 AM 0 146 9 1 2 1 0 0 0 0 0 0 0

3/20/2024 10:45 AM 0 152 9 0 0 0 0 1 0 0 0 0 0

3/20/2024 11:00 AM 0 169 12 0 0 0 0 1 0 0 0 0 0

3/20/2024 11:15 AM 0 199 13 0 0 0 0 1 0 0 0 0 0

3/20/2024 11:30 AM 0 205 13 0 3 0 0 1 0 0 0 0 0

3/20/2024 11:45 AM 0 211 14 0 5 0 0 0 0 0 0 0 0

3/20/2024 12:00 PM 0 202 14 0 5 0 0 0 0 0 0 0 0

3/20/2024 12:15 PM 0 185 14 0 5 0 0 0 0 0 0 0 0

3/20/2024 12:30 PM 0 183 14 0 2 0 0 0 0 0 0 0 0

3/20/2024 12:45 PM 0 176 11 0 1 0 0 0 0 0 0 0 0

3/20/2024 1:00 PM 0 170 12 0 1 0 0 0 0 0 0 0 0

3/20/2024 1:15 PM 0 161 12 0 1 0 0 0 0 0 0 0 0

3/20/2024 1:30 PM 0 161 11 0 1 0 0 0 0 0 0 0 0

3/20/2024 1:45 PM 0 160 15 0 0 0 0 0 0 0 0 0 0

3/20/2024 2:00 PM 0 161 14 0 0 0 0 1 1 0 0 0 0

3/20/2024 2:15 PM 0 183 14 1 1 0 0 1 1 0 0 0 0

3/20/2024 2:30 PM 0 173 13 1 2 0 0 1 1 0 0 0 0

3/20/2024 2:45 PM 0 182 15 1 3 0 0 1 1 0 0 0 0

3/20/2024 3:00 PM 0 173 13 2 3 0 0 0 0 0 0 0 0

3/20/2024 3:15 PM 0 158 15 2 2 0 0 0 0 0 0 0 0

3/20/2024 3:30 PM 0 169 15 3 1 0 0 0 0 0 0 0 0

3/20/2024 3:45 PM 0 170 12 3 1 0 0 0 0 0 0 0 0

3/20/2024 4:00 PM 0 184 13 3 1 0 0 0 0 0 0 0 0

3/20/2024 4:15 PM 0 190 14 3 1 0 0 0 0 0 0 0 0

3/20/2024 4:30 PM 0 193 15 4 1 0 0 0 0 0 0 0 0

3/20/2024 4:45 PM 0 190 17 4 0 0 0 0 0 0 0 0 0

3/20/2024 5:00 PM 0 177 17 3 0 0 0 0 0 0 0 0 0

3/20/2024 5:15 PM 0 169 16 2 0 0 0 0 0 0 0 0 0

3/20/2024 5:30 PM 0 153 15 0 0 0 0 0 0 0 0 0 0

3/20/2024 5:45 PM 0 143 15 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:00 PM 0 129 14 1 0 0 0 0 0 0 0 0 0

3/20/2024 6:15 PM 0 116 13 1 0 0 0 0 0 0 0 0 0

3/20/2024 6:30 PM 0 117 12 1 0 0 0 0 0 0 0 0 0

3/20/2024 6:45 PM 0 102 8 1 0 0 0 0 0 0 0 0 0

3/20/2024 7:00 PM 0 105 8 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:15 PM 0 91 6 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:30 PM 0 71 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:45 PM 0 69 6 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:00 PM 0 60 5 0 0 2 0 0 0 0 0 0 0

3/20/2024 8:15 PM 0 56 4 0 0 2 0 0 0 0 0 0 0

3/20/2024 8:30 PM 0 59 5 0 0 2 0 0 0 0 0 0 0

3/20/2024 8:45 PM 0 46 3 0 0 2 0 0 0 0 0 0 0

3/20/2024 9:00 PM 0 46 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:15 PM 0 43 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:30 PM 0 40 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 9:45 PM 0 50 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 10:00 PM 0 45 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 10:15 PM 0 47 3 0 1 0 0 0 0 0 0 0 0

3/20/2024 10:30 PM 0 46 3 0 1 0 0 0 0 0 0 0 0

3/20/2024 10:45 PM 0 40 3 0 1 0 0 0 0 0 0 0 0

3/20/2024 11:00 PM 0 42 3 0 1 0 0 0 0 0 0 0 0

3/20/2024 11:15 PM 0 33 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:30 PM 0 23 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:45 PM 0 12 0 0 0 0 0 0 0 0 0 0 0



WB

File Name:

Start Date: 3/19/2024

Start Time: 0

Site Code: 1

Station ID: 1

Location 1: Lake Hearn Dr NE , east of Peachtreee Dunwoody Rd 

Location 2:

Date Time 1 2 3 4 5 6 7 8 9 10 11 12 13

3/19/2024 12:00 AM 0 13 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:15 AM 0 9 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:30 AM 0 6 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 12:45 AM 0 6 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:00 AM 0 7 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:15 AM 0 7 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:30 AM 0 6 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 1:45 AM 0 6 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:00 AM 0 8 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:15 AM 0 8 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:30 AM 0 7 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 2:45 AM 0 6 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:00 AM 0 4 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:15 AM 0 2 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:30 AM 0 5 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 3:45 AM 0 5 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:00 AM 0 13 6 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:15 AM 0 21 10 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:30 AM 0 22 10 0 0 0 0 0 0 0 0 0 0

3/19/2024 4:45 AM 0 32 11 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:00 AM 0 42 12 0 0 0 0 0 0 0 0 0 0

3/19/2024 5:15 AM 0 55 16 0 1 0 0 0 0 0 0 0 0

3/19/2024 5:30 AM 0 108 27 0 1 0 0 0 0 0 0 0 0

3/19/2024 5:45 AM 0 200 40 0 1 0 0 0 0 0 0 0 0

3/19/2024 6:00 AM 0 263 44 0 2 0 0 0 0 0 0 0 0

3/19/2024 6:15 AM 0 298 42 0 1 0 0 0 0 0 0 0 0

3/19/2024 6:30 AM 0 310 35 1 2 0 0 0 0 0 0 0 0

3/19/2024 6:45 AM 0 290 24 1 2 0 0 0 0 0 0 0 0

3/19/2024 7:00 AM 1 285 20 1 3 0 0 0 0 0 0 0 0

3/19/2024 7:15 AM 1 305 18 1 4 0 0 0 0 0 0 0 0

3/19/2024 7:30 AM 1 314 17 0 5 0 0 0 0 0 0 0 0

3/19/2024 7:45 AM 1 284 15 0 5 1 0 0 0 0 0 0 0

3/19/2024 8:00 AM 0 284 18 0 4 2 0 0 1 0 0 0 0

3/19/2024 8:15 AM 0 266 18 0 6 2 0 0 1 0 0 0 0

3/19/2024 8:30 AM 0 245 17 1 4 2 0 0 1 0 0 0 0

3/19/2024 8:45 AM 0 254 18 1 5 1 0 0 1 0 0 0 0

3/19/2024 9:00 AM 0 239 14 1 5 0 0 0 0 0 0 0 0

3/19/2024 9:15 AM 0 242 16 1 3 0 0 0 0 0 0 0 0

3/19/2024 9:30 AM 0 249 18 1 4 0 0 0 0 0 0 0 0

3/19/2024 9:45 AM 0 255 23 2 4 0 0 0 0 0 0 0 0

3/19/2024 10:00 AM 0 256 26 3 4 1 0 0 0 0 0 0 0

3/19/2024 10:15 AM 0 247 21 3 7 1 0 0 0 0 0 0 0

3/19/2024 10:30 AM 0 242 22 2 6 2 0 0 0 0 0 0 0

3/19/2024 10:45 AM 0 228 22 1 5 2 0 0 0 0 0 0 0

3/19/2024 11:00 AM 0 229 20 0 4 1 0 0 0 0 0 0 0

3/19/2024 11:15 AM 0 234 24 0 0 1 0 0 0 0 0 0 0

3/19/2024 11:30 AM 0 235 26 0 1 0 0 0 0 0 0 0 0

3/19/2024 11:45 AM 0 256 23 0 1 0 0 0 0 0 0 0 0

3/19/2024 12:00 PM 0 256 25 0 3 0 0 0 0 0 0 0 0

3/19/2024 12:15 PM 0 285 23 0 3 1 0 0 0 0 0 0 0

3/19/2024 12:30 PM 0 287 18 0 3 1 0 0 0 0 0 0 0

3/19/2024 12:45 PM 0 272 15 1 7 1 0 0 0 0 0 0 0

3/19/2024 1:00 PM 0 264 14 1 5 1 0 0 0 0 0 0 0

3/19/2024 1:15 PM 0 236 12 1 6 0 0 0 0 0 0 0 0

3/19/2024 1:30 PM 0 237 14 1 7 1 0 0 0 0 0 0 0

3/19/2024 1:45 PM 0 244 17 0 3 1 0 0 0 0 0 0 0

3/19/2024 2:00 PM 0 260 18 0 4 1 0 0 0 0 0 0 0

3/19/2024 2:15 PM 0 281 24 0 4 2 0 0 0 0 0 0 0

3/19/2024 2:30 PM 0 274 20 0 3 1 0 0 0 0 0 0 0

3/19/2024 2:45 PM 0 271 19 0 4 1 0 0 0 0 0 0 0

3/19/2024 3:00 PM 0 273 18 0 7 2 0 0 0 0 0 0 0

3/19/2024 3:15 PM 0 282 18 0 8 1 0 0 0 0 0 0 0

3/19/2024 3:30 PM 0 303 27 0 9 1 0 0 0 0 0 0 0

3/19/2024 3:45 PM 0 319 28 0 9 1 0 0 0 0 0 0 0

3/19/2024 4:00 PM 0 340 25 0 6 0 0 0 0 0 0 0 0

3/19/2024 4:15 PM 0 360 29 0 7 1 0 0 0 0 0 0 0

3/19/2024 4:30 PM 0 379 29 0 8 1 0 0 0 0 0 0 0

3/19/2024 4:45 PM 0 377 29 0 7 1 0 0 0 0 0 0 0

3/19/2024 5:00 PM 0 348 27 0 6 1 0 0 0 0 0 0 0

3/19/2024 5:15 PM 0 297 18 0 3 0 0 0 0 0 0 0 0

3/19/2024 5:30 PM 0 291 12 0 1 0 0 0 0 0 0 0 0

3/19/2024 5:45 PM 0 272 9 0 1 0 0 0 0 0 0 0 0

3/19/2024 6:00 PM 0 245 9 0 3 0 0 0 0 0 0 0 0

3/19/2024 6:15 PM 0 216 14 0 3 0 0 0 0 0 0 0 0

3/19/2024 6:30 PM 0 155 13 0 2 0 0 0 0 0 0 0 0

3/19/2024 6:45 PM 0 134 14 0 2 0 0 0 0 0 0 0 0

3/19/2024 7:00 PM 0 120 13 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:15 PM 0 133 6 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:30 PM 0 126 3 0 0 0 0 0 0 0 0 0 0

3/19/2024 7:45 PM 0 111 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:00 PM 0 99 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:15 PM 0 80 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:30 PM 0 89 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 8:45 PM 0 99 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:00 PM 0 106 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:15 PM 0 108 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:30 PM 0 90 2 0 0 0 0 0 0 0 0 0 0

3/19/2024 9:45 PM 0 66 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:00 PM 0 57 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:15 PM 0 40 1 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:30 PM 0 35 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 10:45 PM 0 31 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:00 PM 0 23 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:15 PM 0 16 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:30 PM 0 8 0 0 0 0 0 0 0 0 0 0 0

3/19/2024 11:45 PM 0 3 0 0 0 0 0 0 0 0 0 0 0



3/20/2024 12:00 AM 0 17 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:15 AM 0 12 4 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:30 AM 0 10 8 0 0 0 0 0 0 0 0 0 0

3/20/2024 12:45 AM 0 6 8 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:00 AM 0 5 6 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:15 AM 0 7 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:30 AM 0 6 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 1:45 AM 0 7 1 0 1 1 0 0 0 0 0 0 0

3/20/2024 2:00 AM 0 6 1 0 1 1 0 0 0 0 0 0 0

3/20/2024 2:15 AM 0 4 5 0 2 1 0 0 0 0 0 0 0

3/20/2024 2:30 AM 0 2 4 0 2 1 0 0 0 0 0 0 0

3/20/2024 2:45 AM 0 2 4 0 1 0 0 0 0 0 0 0 0

3/20/2024 3:00 AM 0 2 4 0 1 0 0 0 0 0 0 0 0

3/20/2024 3:15 AM 0 6 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:30 AM 0 8 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 3:45 AM 0 8 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:00 AM 0 28 3 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:15 AM 0 28 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:30 AM 0 33 2 0 0 0 0 0 0 0 0 0 0

3/20/2024 4:45 AM 0 41 4 0 1 0 0 0 0 0 0 0 0

3/20/2024 5:00 AM 0 48 4 1 1 1 0 0 0 0 0 0 0

3/20/2024 5:15 AM 0 76 8 1 1 1 0 0 0 0 0 0 0

3/20/2024 5:30 AM 0 138 12 2 1 1 0 0 0 0 0 0 0

3/20/2024 5:45 AM 0 231 17 2 1 1 0 0 0 0 0 0 0

3/20/2024 6:00 AM 0 295 25 1 1 0 0 0 0 0 0 0 0

3/20/2024 6:15 AM 0 326 25 1 1 0 0 0 0 0 0 0 0

3/20/2024 6:30 AM 0 322 27 0 1 0 0 0 0 0 0 0 0

3/20/2024 6:45 AM 0 289 23 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:00 AM 0 278 19 0 4 0 0 0 0 0 0 0 0

3/20/2024 7:15 AM 0 278 21 0 4 0 0 0 0 0 0 0 0

3/20/2024 7:30 AM 0 277 20 0 5 0 0 0 0 0 0 0 0

3/20/2024 7:45 AM 0 275 20 0 5 0 0 0 0 0 0 0 0

3/20/2024 8:00 AM 0 248 16 0 2 0 0 0 0 0 0 0 0

3/20/2024 8:15 AM 0 251 17 0 2 0 0 0 0 0 0 0 0

3/20/2024 8:30 AM 0 246 18 0 4 2 0 0 0 0 0 0 0

3/20/2024 8:45 AM 0 246 19 0 4 2 0 0 0 0 0 0 0

3/20/2024 9:00 AM 0 254 21 0 5 2 0 1 0 0 0 0 0

3/20/2024 9:15 AM 0 242 18 0 6 2 0 1 0 0 0 0 0

3/20/2024 9:30 AM 0 250 20 1 7 0 0 1 0 0 0 0 0

3/20/2024 9:45 AM 0 257 20 3 8 0 0 1 0 0 0 0 0

3/20/2024 10:00 AM 0 235 21 4 7 0 0 0 0 0 0 0 0

3/20/2024 10:15 AM 0 236 22 4 7 1 0 0 0 0 0 0 0

3/20/2024 10:30 AM 0 222 24 4 3 1 0 0 0 0 0 0 0

3/20/2024 10:45 AM 0 203 29 2 2 1 0 0 0 0 0 0 0

3/20/2024 11:00 AM 0 223 33 1 2 1 0 0 0 0 0 0 0

3/20/2024 11:15 AM 0 250 33 1 1 0 0 0 0 0 0 0 0

3/20/2024 11:30 AM 0 260 28 1 3 1 0 0 0 0 0 0 0

3/20/2024 11:45 AM 0 266 25 1 4 1 0 0 0 0 0 0 0

3/20/2024 12:00 PM 0 275 25 1 4 2 0 0 0 0 0 0 0

3/20/2024 12:15 PM 0 260 22 1 4 2 0 0 0 0 0 0 0

3/20/2024 12:30 PM 0 258 22 0 3 1 0 0 1 0 0 0 0

3/20/2024 12:45 PM 1 266 21 0 3 1 0 0 1 0 0 0 0

3/20/2024 1:00 PM 1 244 16 0 3 0 0 0 1 0 0 0 0

3/20/2024 1:15 PM 1 250 20 0 5 0 0 0 1 0 0 0 0

3/20/2024 1:30 PM 1 252 22 0 4 0 0 0 0 0 0 0 0

3/20/2024 1:45 PM 0 269 24 0 4 0 0 0 0 0 0 0 0

3/20/2024 2:00 PM 0 304 25 0 3 0 0 0 0 0 0 0 0

3/20/2024 2:15 PM 0 297 25 2 4 0 0 0 0 0 0 0 0

3/20/2024 2:30 PM 0 315 26 2 5 1 0 0 1 0 0 0 0

3/20/2024 2:45 PM 0 309 28 2 6 1 0 0 1 0 0 0 0

3/20/2024 3:00 PM 0 302 31 3 6 1 0 1 1 0 0 0 0

3/20/2024 3:15 PM 0 329 31 2 6 1 0 1 1 0 0 0 0

3/20/2024 3:30 PM 0 330 27 2 5 0 0 1 0 0 0 0 0

3/20/2024 3:45 PM 0 365 23 2 4 0 0 1 0 0 0 0 0

3/20/2024 4:00 PM 0 373 19 3 4 0 0 0 0 0 0 0 0

3/20/2024 4:15 PM 0 397 19 3 1 0 0 0 0 0 0 0 0

3/20/2024 4:30 PM 0 427 23 7 1 0 0 0 0 0 0 0 0

3/20/2024 4:45 PM 0 397 23 7 0 0 0 1 0 0 0 0 0

3/20/2024 5:00 PM 0 381 24 5 0 0 0 1 0 0 0 0 0

3/20/2024 5:15 PM 0 320 21 4 0 0 0 1 0 0 0 0 0

3/20/2024 5:30 PM 0 285 18 0 0 0 0 1 0 0 0 0 0

3/20/2024 5:45 PM 0 279 17 0 0 0 0 0 0 0 0 0 0

3/20/2024 6:00 PM 0 280 17 0 1 1 0 0 0 0 0 0 0

3/20/2024 6:15 PM 0 267 17 0 1 1 0 0 0 0 0 0 0

3/20/2024 6:30 PM 0 226 15 0 1 1 0 0 0 0 0 0 0

3/20/2024 6:45 PM 0 173 12 0 1 1 0 0 0 0 0 0 0

3/20/2024 7:00 PM 0 143 11 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:15 PM 0 136 12 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:30 PM 0 123 11 0 0 0 0 0 0 0 0 0 0

3/20/2024 7:45 PM 0 118 11 0 0 0 0 0 0 0 0 0 0

3/20/2024 8:00 PM 0 106 11 1 0 0 0 0 0 0 0 0 0

3/20/2024 8:15 PM 0 95 9 1 0 1 0 0 0 0 0 0 0

3/20/2024 8:30 PM 0 153 12 1 1 1 0 0 0 0 0 0 0

3/20/2024 8:45 PM 0 162 13 1 1 1 0 0 0 0 0 0 0

3/20/2024 9:00 PM 0 161 11 1 1 1 0 0 0 0 0 0 0

3/20/2024 9:15 PM 0 154 10 1 1 0 0 0 0 0 0 0 0

3/20/2024 9:30 PM 0 92 5 1 1 0 0 0 0 0 0 0 0

3/20/2024 9:45 PM 0 85 4 1 1 0 0 0 0 0 0 0 0

3/20/2024 10:00 PM 0 77 4 0 1 0 0 0 0 0 0 0 0

3/20/2024 10:15 PM 0 72 7 0 1 0 0 0 0 0 0 0 0

3/20/2024 10:30 PM 0 65 8 0 0 0 0 0 0 0 0 0 0

3/20/2024 10:45 PM 0 53 6 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:00 PM 0 43 5 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:15 PM 0 30 1 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:30 PM 0 18 0 0 0 0 0 0 0 0 0 0 0

3/20/2024 11:45 PM 0 7 0 0 0 0 0 0 0 0 0 0 0



 

 

Turning Movement Counts 
  



Right Thru Left U-Turn RightThruLeftU-Turn

87 1009 30 4 1130 1246 (1-3)

h Session) (0 0 12 2 0 14 17 (4-7)

0 0 0 0 0 1 (8-13)

87 1021 32 4 1144 1264 Total

0

0

(1-3) (4-7) (8-13) Total

169 1 0 170 69 0 3 66

91 0 0 91 42 0 1 41

1 (1-3) (4-7) (8-13) Total 0 233 0 0 233

0 0 0 0 2882 32 1 2915 0 0 0 0

69 0 0 69 3 0.9589 0

8 0 0 8 344 0 4 340

14 0 0 14 213 0 2 211

Total (8-13) (4-7) (1-3)

1

5

Total 1268 1336 0 41 1122 173

(8-13) 0 1 0 0 1 0

(4-7) 12 14 0 0 14 0

(1-3) 1256 1321 0 41 1107 173

RightThruLefU-Turn Left Thru Right

Peak Hour Turning Movement Count

Click here for Map Sandy Springs, GA

www.marrtraffic.com

Peachtreee Dunwoody Rd (North)

Peak Hour 0730 - 0830 Peak Hour

* the Peak Hour Diagram does not include Bikes Volume

Southbound

Tuesday, March 19, 2024 Session Parameters

Period 0600 - 1900 (Drop Down Menu)
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Classes

Volume

PHF

Northbound

Peachtreee Dunwoody Rd (South)

https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


All vehicles

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

10 272 53 - 0 335 12 261 19 - 3 295 36 3 2 - 0 41 64 9 16 - 0 89 760

7 251 42 - 0 300 7 253 24 - 1 285 18 2 3 - 0 23 57 15 13 - 0 85 693

16 302 44 - 0 362 7 249 16 - 0 272 8 2 6 - 0 16 51 7 17 - 0 75 725

8 297 34 - 0 339 6 258 28 - 0 292 7 1 3 - 0 11 61 11 23 - 0 95 737

41 1122 173 0 0 1336 32 1021 87 0 4 1144 69 8 14 0 0 91 233 42 69 0 0 344 2915

3.07 83.98 12.95 0.00 0.00 - 2.80 89.25 7.60 0.00 0.35 - 75.82 8.79 15.38 0.00 0.00 - 67.73 12.21 20.06 0.00 0.00 -

0.64 0.93 0.82 0.00 0.00 0.92 0.67 0.98 0.78 0.00 0.33 0.97 0.48 0.67 0.58 0.00 0.00 0.55 0.91 0.70 0.75 0.00 0.00 0.91 0.96

Bikes

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Passenger Vehicles (1-3)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

10 266 53 - 0 329 11 254 19 - 3 287 36 3 2 - 0 41 64 9 16 - 0 89 746

7 248 42 - 0 297 7 251 24 - 1 283 18 2 3 - 0 23 57 15 12 - 0 84 687

16 299 44 - 0 359 7 247 16 - 0 270 8 2 6 - 0 16 51 7 17 - 0 75 720

8 294 34 - 0 336 5 257 28 - 0 290 7 1 3 - 0 11 61 10 21 - 0 92 729

41 1107 173 0 0 1321 30 1009 87 0 4 1130 69 8 14 0 0 91 233 41 66 0 0 340 2882

3.10 83.80 13.10 0.00 0.00 - 2.65 89.29 7.70 0.00 0.35 - 75.82 8.79 15.38 0.00 0.00 - 68.53 12.06 19.41 0.00 0.00 -

0.64 0.93 0.82 0.00 0.00 0.92 0.68 0.98 0.78 0.00 0.33 0.97 0.48 0.67 0.58 0.00 0.00 0.55 0.91 0.68 0.79 0.00 0.00 0.92 0.97

Single Unit Trucks (4-7)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 6 0 - 0 6 1 7 0 - 0 8 0 0 0 - 0 0 0 0 0 - 0 0 14

0 2 0 - 0 2 0 2 0 - 0 2 0 0 0 - 0 0 0 0 1 - 0 1 5

0 3 0 - 0 3 0 2 0 - 0 2 0 0 0 - 0 0 0 0 0 - 0 0 5

0 3 0 - 0 3 1 1 0 - 0 2 0 0 0 - 0 0 0 1 2 - 0 3 8

0 14 0 0 0 14 2 12 0 0 0 14 0 0 0 0 0 0 0 1 3 0 0 4 32

0.00 100.00 0.00 0.00 0.00 - 14.29 85.71 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 25.00 75.00 0.00 0.00 -

0.00 0.58 0.00 0.00 0.00 0.58 0.50 0.43 0.00 0.00 0.00 0.44 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.25 0.38 0.00 0.00 0.33 0.57

Combination Trucks (8-13)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 1 0 - 0 1 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 1

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 1 0 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

0.00 100.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.25 0.00 0.00 0.00 0.25 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.25

Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Time

0730 - 0745

0745 - 0800

0800 - 0815

0815 - 0830

Northbound Southbound Eastbound

Total

Approach %

PHF

Time

0730 - 0745

0745 - 0800

0800 - 0815

Total

Approach %

PHF

Northbound Southbound Eastbound

Time

0730 - 0745

0745 - 0800

0800 - 0815

0815 - 0830

0730 - 0745

0745 - 0800

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

0815 - 0830

Total

Approach %

PHF

Northbound

0800 - 0815

0815 - 0830

Total

Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Time

Driveway Lake Hearn Dr NE 

Time

0730 - 0745

Approach %

PHF

Northbound Southbound Eastbound Westbound

PHF

0745 - 0800

0800 - 0815

0815 - 0830

Total

Approach %

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North)



Right Thru Left U-Turn RightThruLeftU-Turn

87 1009 30 4 1130 1246 (1-3)

ession 1) (03- 0 12 2 0 14 17 (4-7)

0 0 0 0 0 1 (8-13)

87 1021 32 4 1144 1264 Total

0

0

(1-3) (4-7) (8-13) Total

169 1 0 170 69 0 3 66

91 0 0 91 42 0 1 41

1 (1-3) (4-7) (8-13) Total 0 233 0 0 233

0 0 0 0 2882 32 1 2915 0 0 0 0

69 0 0 69 3 0.9589 0

8 0 0 8 344 0 4 340

14 0 0 14 213 0 2 211

Total (8-13) (4-7) (1-3)

1

5

Total 1268 1336 0 41 1122 173

(8-13) 0 1 0 0 1 0

(4-7) 12 14 0 0 14 0

(1-3) 1256 1321 0 41 1107 173

RightThruLefU-Turn Left Thru Right

Peak Hour Turning Movement Count

Click here for Map Sandy Springs, GA

www.marrtraffic.com

Peachtreee Dunwoody Rd (North)

Peak Hour 0730 - 0830 Peak Hour

* the Peak Hour Diagram does not include Bikes Volume

Southbound

Tuesday, March 19, 2024 Session Parameters

Period 0600 - 0900 (Drop Down Menu)
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Classes

Volume

PHF

Northbound

Peachtreee Dunwoody Rd (South)

https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


All vehicles

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

10 272 53 - 0 335 12 261 19 - 3 295 36 3 2 - 0 41 64 9 16 - 0 89 760

7 251 42 - 0 300 7 253 24 - 1 285 18 2 3 - 0 23 57 15 13 - 0 85 693

16 302 44 - 0 362 7 249 16 - 0 272 8 2 6 - 0 16 51 7 17 - 0 75 725

8 297 34 - 0 339 6 258 28 - 0 292 7 1 3 - 0 11 61 11 23 - 0 95 737

41 1122 173 0 0 1336 32 1021 87 0 4 1144 69 8 14 0 0 91 233 42 69 0 0 344 2915

3.07 83.98 12.95 0.00 0.00 - 2.80 89.25 7.60 0.00 0.35 - 75.82 8.79 15.38 0.00 0.00 - 67.73 12.21 20.06 0.00 0.00 -

0.64 0.93 0.82 0.00 0.00 0.92 0.67 0.98 0.78 0.00 0.33 0.97 0.48 0.67 0.58 0.00 0.00 0.55 0.91 0.70 0.75 0.00 0.00 0.91 0.96

Bikes

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Passenger Vehicles (1-3)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

10 266 53 - 0 329 11 254 19 - 3 287 36 3 2 - 0 41 64 9 16 - 0 89 746

7 248 42 - 0 297 7 251 24 - 1 283 18 2 3 - 0 23 57 15 12 - 0 84 687

16 299 44 - 0 359 7 247 16 - 0 270 8 2 6 - 0 16 51 7 17 - 0 75 720

8 294 34 - 0 336 5 257 28 - 0 290 7 1 3 - 0 11 61 10 21 - 0 92 729

41 1107 173 0 0 1321 30 1009 87 0 4 1130 69 8 14 0 0 91 233 41 66 0 0 340 2882

3.10 83.80 13.10 0.00 0.00 - 2.65 89.29 7.70 0.00 0.35 - 75.82 8.79 15.38 0.00 0.00 - 68.53 12.06 19.41 0.00 0.00 -

0.64 0.93 0.82 0.00 0.00 0.92 0.68 0.98 0.78 0.00 0.33 0.97 0.48 0.67 0.58 0.00 0.00 0.55 0.91 0.68 0.79 0.00 0.00 0.92 0.97

Single Unit Trucks (4-7)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 6 0 - 0 6 1 7 0 - 0 8 0 0 0 - 0 0 0 0 0 - 0 0 14

0 2 0 - 0 2 0 2 0 - 0 2 0 0 0 - 0 0 0 0 1 - 0 1 5

0 3 0 - 0 3 0 2 0 - 0 2 0 0 0 - 0 0 0 0 0 - 0 0 5

0 3 0 - 0 3 1 1 0 - 0 2 0 0 0 - 0 0 0 1 2 - 0 3 8

0 14 0 0 0 14 2 12 0 0 0 14 0 0 0 0 0 0 0 1 3 0 0 4 32

0.00 100.00 0.00 0.00 0.00 - 14.29 85.71 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 25.00 75.00 0.00 0.00 -

0.00 0.58 0.00 0.00 0.00 0.58 0.50 0.43 0.00 0.00 0.00 0.44 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.25 0.38 0.00 0.00 0.33 0.57

Combination Trucks (8-13)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 1 0 - 0 1 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 1

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 1 0 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

0.00 100.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.25 0.00 0.00 0.00 0.25 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.25

Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Time

0730 - 0745

0745 - 0800

0800 - 0815

0815 - 0830

Northbound Southbound Eastbound

Total

Approach %

PHF

Time

0730 - 0745

0745 - 0800

0800 - 0815

Total

Approach %

PHF

Northbound Southbound Eastbound

Time

0730 - 0745

0745 - 0800

0800 - 0815

0815 - 0830

0730 - 0745

0745 - 0800

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

0815 - 0830

Total

Approach %

PHF

Northbound

0800 - 0815

0815 - 0830

Total

Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Time

Driveway Lake Hearn Dr NE 

Time

0730 - 0745

Approach %

PHF

Northbound Southbound Eastbound Westbound

PHF

0745 - 0800

0800 - 0815

0815 - 0830

Total

Approach %

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North)



Right Thru Left U-Turn RightThruLeftU-Turn

29 822 39 12 902 1142 (1-3)

ession 2) (03- 0 12 0 0 12 21 (4-7)

0 0 0 0 0 0 (8-13)

29 834 39 12 914 1163 Total

0

0

(1-3) (4-7) (8-13) Total

68 0 0 68 100 0 3 97

86 0 0 86 18 0 0 18

4 (1-3) (4-7) (8-13) Total 0 178 0 0 178

0 0 0 0 2424 37 0 2461 0 0 0 0

39 0 0 39 1 0.9365 0

9 0 0 9 296 0 3 293

38 0 0 38 180 0 4 176

Total (8-13) (4-7) (1-3)

0

0

Total 1050 1165 0 21 1012 132

(8-13) 0 0 0 0 0 0

(4-7) 12 22 0 0 18 4

(1-3) 1038 1143 0 21 994 128

RightThruLefU-Turn Left Thru Right

Peak Hour Turning Movement Count

Click here for Map Sandy Springs, GA

www.marrtraffic.com

Peachtreee Dunwoody Rd (North)

Peak Hour 1200 - 1300 Peak Hour

* the Peak Hour Diagram does not include Bikes Volume

Southbound

Tuesday, March 19, 2024 Session Parameters

Period 1100 - 1300 (Drop Down Menu)
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Classes

Volume

PHF

Northbound

Peachtreee Dunwoody Rd (South)

https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


All vehicles

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

5 282 30 - 0 317 7 173 2 - 4 186 14 2 10 - 0 26 34 1 31 - 0 66 595

3 261 38 - 0 302 10 184 2 - 1 197 9 1 8 - 0 18 46 6 19 - 0 71 588

6 229 32 - 0 267 7 229 15 - 1 252 8 2 9 - 0 19 50 6 27 - 0 83 621

7 240 32 - 0 279 15 248 10 - 6 279 8 4 11 - 0 23 48 5 23 - 0 76 657

21 1012 132 0 0 1165 39 834 29 0 12 914 39 9 38 0 0 86 178 18 100 0 0 296 2461

1.80 86.87 11.33 0.00 0.00 - 4.27 91.25 3.17 0.00 1.31 - 45.35 10.47 44.19 0.00 0.00 - 60.14 6.08 33.78 0.00 0.00 -

0.75 0.90 0.87 0.00 0.00 0.92 0.65 0.84 0.48 0.00 0.50 0.82 0.70 0.56 0.86 0.00 0.00 0.83 0.89 0.75 0.81 0.00 0.00 0.89 0.94

Bikes

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Passenger Vehicles (1-3)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

5 277 29 - 0 311 7 169 2 - 4 182 14 2 10 - 0 26 34 1 30 - 0 65 584

3 258 37 - 0 298 10 179 2 - 1 192 9 1 8 - 0 18 46 6 18 - 0 70 578

6 224 30 - 0 260 7 228 15 - 1 251 8 2 9 - 0 19 50 6 27 - 0 83 613

7 235 32 - 0 274 15 246 10 - 6 277 8 4 11 - 0 23 48 5 22 - 0 75 649

21 994 128 0 0 1143 39 822 29 0 12 902 39 9 38 0 0 86 178 18 97 0 0 293 2424

1.84 86.96 11.20 0.00 0.00 - 4.32 91.13 3.22 0.00 1.33 - 45.35 10.47 44.19 0.00 0.00 - 60.75 6.14 33.11 0.00 0.00 -

0.75 0.90 0.86 0.00 0.00 0.92 0.65 0.84 0.48 0.00 0.50 0.81 0.70 0.56 0.86 0.00 0.00 0.83 0.89 0.75 0.81 0.00 0.00 0.88 0.93

Single Unit Trucks (4-7)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 5 1 - 0 6 0 4 0 - 0 4 0 0 0 - 0 0 0 0 1 - 0 1 11

0 3 1 - 0 4 0 5 0 - 0 5 0 0 0 - 0 0 0 0 1 - 0 1 10

0 5 2 - 0 7 0 1 0 - 0 1 0 0 0 - 0 0 0 0 0 - 0 0 8

0 5 0 - 0 5 0 2 0 - 0 2 0 0 0 - 0 0 0 0 1 - 0 1 8

0 18 4 0 0 22 0 12 0 0 0 12 0 0 0 0 0 0 0 0 3 0 0 3 37

0.00 81.82 18.18 0.00 0.00 - 0.00 100.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 100.00 0.00 0.00 -

0.00 0.90 0.50 0.00 0.00 0.79 0.00 0.60 0.00 0.00 0.00 0.60 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.75 0.00 0.00 0.75 0.84

Combination Trucks (8-13)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Time

1200 - 1215

1215 - 1230

1230 - 1245

1245 - 1300

Northbound Southbound Eastbound

Total

Approach %

PHF

Time

1200 - 1215

1215 - 1230

1230 - 1245

Total

Approach %

PHF

Northbound Southbound Eastbound

Time

1200 - 1215

1215 - 1230

1230 - 1245

1245 - 1300

1200 - 1215

1215 - 1230

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

1245 - 1300

Total

Approach %

PHF

Northbound

1230 - 1245

1245 - 1300

Total

Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Time

Driveway Lake Hearn Dr NE 

Time

1200 - 1215

Approach %

PHF

Northbound Southbound Eastbound Westbound

PHF

1215 - 1230

1230 - 1245

1245 - 1300

Total

Approach %

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North)



Right Thru Left U-Turn RightThruLeftU-Turn

8 640 43 4 695 1527 (1-3)

ession 3) (03- 0 13 0 0 13 12 (4-7)

0 0 0 0 0 1 (8-13)

8 653 43 4 708 1540 Total

1

0

(1-3) (4-7) (8-13) Total

15 1 0 16 118 0 2 116

143 1 0 144 3 0 1 2

3 (1-3) (4-7) (8-13) Total 1 213 0 6 207

0 0 0 0 2624 38 1 2663 0 0 0 0

90 0 0 90 1 0.9663 1

9 0 0 9 334 0 9 325

44 1 0 45 195 0 5 190

Total (8-13) (4-7) (1-3)

2

0

Total 912 1477 1 5 1328 143

(8-13) 0 1 0 0 1 0

(4-7) 20 15 0 0 10 5

(1-3) 892 1461 1 5 1317 138

RightThruLefU-Turn Left Thru Right

Peak Hour Turning Movement Count

Click here for Map Sandy Springs, GA

www.marrtraffic.com

Peachtreee Dunwoody Rd (North)

Peak Hour 1530 - 1630 Peak Hour

* the Peak Hour Diagram does not include Bikes Volume

Southbound

Tuesday, March 19, 2024 Session Parameters

Period 1500 - 1800 (Drop Down Menu)
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Classes

Volume

PHF

Northbound

Peachtreee Dunwoody Rd (South)

https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


All vehicles

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

2 358 38 - 1 399 11 163 3 - 3 180 27 5 14 - 0 46 43 1 20 - 0 64 689

1 334 35 - 0 370 11 163 1 - 1 176 19 1 9 - 0 29 44 1 36 - 0 81 656

1 316 39 - 0 356 10 168 2 - 0 180 23 0 16 - 0 39 56 0 27 - 0 83 658

1 320 31 - 0 352 11 159 2 - 0 172 21 3 6 - 0 30 70 1 35 - 0 106 660

5 1328 143 0 1 1477 43 653 8 0 4 708 90 9 45 0 0 144 213 3 118 0 0 334 2663

0.34 89.91 9.68 0.00 0.07 - 6.07 92.23 1.13 0.00 0.56 - 62.50 6.25 31.25 0.00 0.00 - 63.77 0.90 35.33 0.00 0.00 -

0.63 0.93 0.92 0.00 0.25 0.93 0.98 0.97 0.67 0.00 0.33 0.98 0.83 0.45 0.70 0.00 0.00 0.78 0.76 0.75 0.82 0.00 0.00 0.79 0.97

Bikes

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Passenger Vehicles (1-3)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

2 355 36 - 1 394 11 159 3 - 3 176 27 5 14 - 0 46 42 1 20 - 0 63 679

1 330 34 - 0 365 11 160 1 - 1 173 19 1 9 - 0 29 42 0 35 - 0 77 644

1 316 38 - 0 355 10 166 2 - 0 178 23 0 15 - 0 38 55 0 26 - 0 81 652

1 316 30 - 0 347 11 155 2 - 0 168 21 3 6 - 0 30 68 1 35 - 0 104 649

5 1317 138 0 1 1461 43 640 8 0 4 695 90 9 44 0 0 143 207 2 116 0 0 325 2624

0.34 90.14 9.45 0.00 0.07 - 6.19 92.09 1.15 0.00 0.58 - 62.94 6.29 30.77 0.00 0.00 - 63.69 0.62 35.69 0.00 0.00 -

0.63 0.93 0.91 0.00 0.25 0.93 0.98 0.96 0.67 0.00 0.33 0.98 0.83 0.45 0.73 0.00 0.00 0.78 0.76 0.50 0.83 0.00 0.00 0.78 0.97

Single Unit Trucks (4-7)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 3 2 - 0 5 0 4 0 - 0 4 0 0 0 - 0 0 1 0 0 - 0 1 10

0 3 1 - 0 4 0 3 0 - 0 3 0 0 0 - 0 0 2 1 1 - 0 4 11

0 0 1 - 0 1 0 2 0 - 0 2 0 0 1 - 0 1 1 0 1 - 0 2 6

0 4 1 - 0 5 0 4 0 - 0 4 0 0 0 - 0 0 2 0 0 - 0 2 11

0 10 5 0 0 15 0 13 0 0 0 13 0 0 1 0 0 1 6 1 2 0 0 9 38

0.00 66.67 33.33 0.00 0.00 - 0.00 100.00 0.00 0.00 0.00 - 0.00 0.00 100.00 0.00 0.00 - 66.67 11.11 22.22 0.00 0.00 -

0.00 0.63 0.63 0.00 0.00 0.75 0.00 0.81 0.00 0.00 0.00 0.81 0.00 0.00 0.25 0.00 0.00 0.25 0.75 0.25 0.50 0.00 0.00 0.56 0.86

Combination Trucks (8-13)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 1 0 - 0 1 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 1

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 1 0 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

0.00 100.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.25 0.00 0.00 0.00 0.25 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.25

Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Time

1530 - 1545

1545 - 1600

1600 - 1615

1615 - 1630

Northbound Southbound Eastbound

Total

Approach %

PHF

Time

1530 - 1545

1545 - 1600

1600 - 1615

Total

Approach %

PHF

Northbound Southbound Eastbound

Time

1530 - 1545

1545 - 1600

1600 - 1615

1615 - 1630

1530 - 1545

1545 - 1600

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

1615 - 1630

Total

Approach %

PHF

Northbound

1600 - 1615

1615 - 1630

Total

Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Time

Driveway Lake Hearn Dr NE 

Time

1530 - 1545

Approach %

PHF

Northbound Southbound Eastbound Westbound

PHF

1545 - 1600

1600 - 1615

1615 - 1630

Total

Approach %

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North)



Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || All vehicles

Sandy Springs, GA www.marrtraffic.com

Site 1

Peachtreee Dunwoody Rd (South)

Peachtreee Dunwoody RdSite 1 Weather

Driveway Peachtreee Dunwoody Rd (South) Mostly Cloudy

Lake Hearn Dr NE Peachtreee Dunwoody Rd (North) 53°F

Driveway Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE 33.912526°, -84.352657°

33.912526°, -84.352657° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

All vehicles

Weather

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0600 - 0615 4 46 6 0 56 2 164 24 0 190 0 0 0 0 0 24 2 4 0 30 276

0615 - 0630 3 42 4 0 49 5 235 39 0 279 0 0 2 0 2 52 11 2 0 65 395

0630 - 0645 6 66 15 1 88 10 265 49 0 324 5 0 1 0 6 88 35 4 0 127 545

0645 - 0700 6 90 10 0 106 9 254 47 0 310 0 0 0 0 0 66 21 3 0 90 506

Hourly Total 19 244 35 1 299 26 918 159 0 1103 5 0 3 0 8 230 69 13 0 312 1722

0700 - 0715 4 95 17 0 116 6 208 18 1 233 8 0 0 0 8 48 10 3 0 61 418

0715 - 0730 2 177 33 0 212 9 251 20 1 281 10 0 2 0 12 58 10 9 0 77 582

0730 - 0745 10 272 53 0 335 12 261 19 3 295 36 3 2 0 41 64 9 16 0 89 760

0745 - 0800 7 251 42 0 300 7 253 24 1 285 18 2 3 0 23 57 15 13 0 85 693

Hourly Total 23 795 145 0 963 34 973 81 6 1094 72 5 7 0 84 227 44 41 0 312 2453

0800 - 0815 16 302 44 0 362 7 249 16 0 272 8 2 6 0 16 51 7 17 0 75 725

0815 - 0830 8 297 34 0 339 6 258 28 0 292 7 1 3 0 11 61 11 23 0 95 737

0830 - 0845 9 270 41 0 320 8 230 19 0 257 9 2 2 0 13 38 5 12 0 55 645

0845 - 0900 8 281 32 0 321 10 215 17 0 242 5 1 6 0 12 56 10 28 0 94 669

Hourly Total 41 1150 151 0 1342 31 952 80 0 1063 29 6 17 0 52 206 33 80 0 319 2776

0900 - 0915 12 251 40 0 303 8 226 13 2 249 2 1 11 0 14 41 4 19 0 64 630

0915 - 0930 8 215 31 0 254 6 253 20 1 280 3 1 12 0 16 38 5 17 0 60 610

0930 - 0945 11 266 49 0 326 15 244 15 1 275 8 1 8 0 17 38 7 22 0 67 685

0945 - 1000 14 232 32 0 278 10 204 13 0 227 0 0 12 0 12 54 2 16 0 72 589

Hourly Total 45 964 152 0 1161 39 927 61 4 1031 13 3 43 0 59 171 18 74 0 263 2514

1000 - 1015 13 209 29 0 251 17 202 17 2 238 9 0 13 0 22 44 7 20 0 71 582

1015 - 1030 9 243 17 1 270 13 243 11 5 272 4 0 14 0 18 41 8 18 0 67 627

1030 - 1045 9 233 29 0 271 9 238 9 3 259 9 0 14 0 23 49 8 16 0 73 626

1045 - 1100 8 211 28 1 248 15 182 19 6 222 10 2 13 0 25 46 6 32 0 84 579

Hourly Total 39 896 103 2 1040 54 865 56 16 991 32 2 54 0 88 180 29 86 0 295 2414

1100 - 1115 5 253 32 1 291 14 186 13 2 215 8 1 18 0 27 34 6 16 0 56 589

1115 - 1130 6 274 34 0 314 6 195 12 1 214 10 1 15 0 26 32 1 31 0 64 618

1130 - 1145 10 274 39 0 323 3 180 8 7 198 13 0 18 0 31 36 6 20 0 62 614

1145 - 1200 7 261 31 0 299 13 164 3 1 181 11 1 13 0 25 44 3 24 0 71 576

Hourly Total 28 1062 136 1 1227 36 725 36 11 808 42 3 64 0 109 146 16 91 0 253 2397

1200 - 1215 5 282 30 0 317 7 173 2 4 186 14 2 10 0 26 34 1 31 0 66 595

1215 - 1230 3 261 38 0 302 10 184 2 1 197 9 1 8 0 18 46 6 19 0 71 588

1230 - 1245 6 229 32 0 267 7 229 15 1 252 8 2 9 0 19 50 6 27 0 83 621

1245 - 1300 7 240 32 0 279 15 248 10 6 279 8 4 11 0 23 48 5 23 0 76 657

Hourly Total 21 1012 132 0 1165 39 834 29 12 914 39 9 38 0 86 178 18 100 0 296 2461

1300 - 1315 5 230 30 0 265 6 182 13 3 204 5 1 13 0 19 56 5 19 0 80 568

1315 - 1330 7 225 37 0 269 9 190 9 1 209 9 1 22 0 32 53 5 23 0 81 591

1330 - 1345 8 255 28 1 292 10 212 5 2 229 7 1 8 0 16 42 2 16 0 60 597

1345 - 1400 5 238 20 0 263 14 200 13 2 229 18 1 7 0 26 41 6 24 0 71 589

Hourly Total 25 948 115 1 1089 39 784 40 8 871 39 4 50 0 93 192 18 82 0 292 2345

1400 - 1415 9 312 41 1 363 5 182 8 1 196 16 1 11 0 28 41 4 22 0 67 654

1415 - 1430 6 302 30 0 338 6 188 12 1 207 15 2 15 0 32 43 3 21 0 67 644

1430 - 1445 9 331 36 0 376 7 165 3 4 179 13 2 12 0 27 36 3 28 0 67 649

1445 - 1500 8 295 33 0 336 10 157 8 2 177 12 1 12 0 25 48 0 32 0 80 618

Hourly Total 32 1240 140 1 1413 28 692 31 8 759 56 6 50 0 112 168 10 103 0 281 2565

1500 - 1515 4 303 30 0 337 11 179 7 5 202 27 3 11 0 41 49 3 38 0 90 670

1515 - 1530 1 337 31 1 370 12 146 6 4 168 25 3 9 0 37 39 0 21 0 60 635

1530 - 1545 2 358 38 1 399 11 163 3 3 180 27 5 14 0 46 43 1 20 0 64 689

1545 - 1600 1 334 35 0 370 11 163 1 1 176 19 1 9 0 29 44 1 36 0 81 656

Hourly Total 8 1332 134 2 1476 45 651 17 13 726 98 12 43 0 153 175 5 115 0 295 2650

1600 - 1615 1 316 39 0 356 10 168 2 0 180 23 0 16 0 39 56 0 27 0 83 658

1615 - 1630 1 320 31 0 352 11 159 2 0 172 21 3 6 0 30 70 1 35 0 106 660

1630 - 1645 1 269 51 0 321 13 180 2 0 195 17 3 15 0 35 60 1 21 0 82 633

1645 - 1700 3 292 50 0 345 8 195 1 0 204 12 1 7 0 20 65 1 31 0 97 666

Hourly Total 6 1197 171 0 1374 42 702 7 0 751 73 7 44 0 124 251 3 114 0 368 2617

1700 - 1715 1 307 43 0 351 14 181 0 0 195 14 3 7 0 24 66 0 35 0 101 671

1715 - 1730 0 261 52 0 313 16 225 5 0 246 11 1 6 0 18 70 2 33 0 105 682

1730 - 1745 1 262 46 0 309 8 151 5 1 165 16 5 5 0 26 67 2 41 0 110 610

1745 - 1800 0 263 60 0 323 12 183 4 3 202 5 0 5 0 10 48 0 20 0 68 603

Hourly Total 2 1093 201 0 1296 50 740 14 4 808 46 9 23 0 78 251 4 129 0 384 2566

1800 - 1815 0 227 37 1 265 7 212 10 1 230 9 1 3 0 13 50 1 12 0 63 571

1815 - 1830 1 170 40 0 211 2 207 14 0 223 1 0 3 0 4 58 9 27 0 94 532

1830 - 1845 1 170 27 0 198 5 190 29 0 224 1 1 1 0 3 49 7 15 0 71 496

1845 - 1900 2 188 24 0 214 5 152 19 0 176 8 0 3 0 11 26 1 10 0 37 438

Hourly Total 4 755 128 1 888 19 761 72 1 853 19 2 10 0 31 183 18 64 0 265 2037

Grand Total 293 12688 1743 9 14733 482 10524 683 83 11772 563 68 446 0 1077 2558 285 1092 0 3935 31517

Approach % 1.99 86.12 11.83 0.06 - 4.09 89.40 5.80 0.71 - 52.27 6.31 41.41 0.00 - 65.01 7.24 27.75 0.00 -

Intersection % 0.93 40.26 5.53 0.03 46.75 1.53 33.39 2.17 0.26 37.35 1.79 0.22 1.42 0.00 3.42 8.12 0.90 3.46 0.00 12.49

Heavy Vehicle % 1 1 2 0 1 2 1 0 0 1 0 4 2 - 1 2 1 3 - 2 1

PHF 0.64 0.93 0.82 0.00 0.92 0.67 0.98 0.78 0.33 0.97 0.48 0.67 0.58 0.00 0.55 0.91 0.70 0.75 0.00 0.91 0.96

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912526,%20-84.352657/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || Bikes

Sandy Springs, GA www.marrtraffic.com

Site 1

Peachtreee Dunwoody Rd (South)

Peachtreee Dunwoody RdSite 1 Weather

Driveway Peachtreee Dunwoody Rd (South) Mostly Cloudy

Lake Hearn Dr NE Peachtreee Dunwoody Rd (North) 53°F

Driveway Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE 33.912526°, -84.352657°

33.912526°, -84.352657° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Bikes

Weather

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0715 - 0730 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0815 - 0830 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0845 - 0900 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0900 - 0915 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0915 - 0930 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0930 - 0945 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1000 - 1015 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1015 - 1030 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1030 - 1045 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1045 - 1100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1100 - 1115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1130 - 1145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1230 - 1245 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1245 - 1300 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1315 - 1330 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1345 - 1400 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1400 - 1415 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1415 - 1430 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1445 - 1500 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1500 - 1515 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1515 - 1530 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1530 - 1545 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1545 - 1600 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1600 - 1615 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1700 - 1715 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Grand Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Approach % 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 -

Intersection % 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912526,%20-84.352657/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || Passenger Vehicles (1-3)

Sandy Springs, GA www.marrtraffic.com

Site 1

Peachtreee Dunwoody Rd (South)

Peachtreee Dunwoody RdSite 1 Weather

Driveway Peachtreee Dunwoody Rd (South) Mostly Cloudy

Lake Hearn Dr NE Peachtreee Dunwoody Rd (North) 53°F

Driveway Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE 33.912526°, -84.352657°

33.912526°, -84.352657° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Passenger Vehicles (1-3)

Weather

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0600 - 0615 4 44 6 0 54 2 160 24 0 186 0 0 0 0 0 24 2 3 0 29 269

0615 - 0630 3 42 4 0 49 4 234 39 0 277 0 0 2 0 2 52 11 2 0 65 393

0630 - 0645 6 64 15 1 86 10 262 49 0 321 5 0 1 0 6 88 35 4 0 127 540

0645 - 0700 6 87 9 0 102 9 252 47 0 308 0 0 0 0 0 65 21 3 0 89 499

Hourly Total 19 237 34 1 291 25 908 159 0 1092 5 0 3 0 8 229 69 12 0 310 1701

0700 - 0715 4 92 17 0 113 6 204 18 1 229 8 0 0 0 8 47 10 3 0 60 410

0715 - 0730 2 172 32 0 206 9 248 20 1 278 10 0 2 0 12 56 10 9 0 75 571

0730 - 0745 10 266 53 0 329 11 254 19 3 287 36 3 2 0 41 64 9 16 0 89 746

0745 - 0800 7 248 42 0 297 7 251 24 1 283 18 2 3 0 23 57 15 12 0 84 687

Hourly Total 23 778 144 0 945 33 957 81 6 1077 72 5 7 0 84 224 44 40 0 308 2414

0800 - 0815 16 299 44 0 359 7 247 16 0 270 8 2 6 0 16 51 7 17 0 75 720

0815 - 0830 8 294 34 0 336 5 257 28 0 290 7 1 3 0 11 61 10 21 0 92 729

0830 - 0845 9 267 41 0 317 8 226 19 0 253 9 2 1 0 12 38 5 11 0 54 636

0845 - 0900 8 275 31 0 314 9 214 17 0 240 5 1 6 0 12 55 10 26 0 91 657

Hourly Total 41 1135 150 0 1326 29 944 80 0 1053 29 6 16 0 51 205 32 75 0 312 2742

0900 - 0915 12 247 40 0 299 8 219 13 2 242 2 1 11 0 14 39 4 18 0 61 616

0915 - 0930 8 215 30 0 253 6 252 20 1 279 3 1 12 0 16 38 5 16 0 59 607

0930 - 0945 11 264 48 0 323 14 241 15 1 271 8 1 8 0 17 37 7 22 0 66 677

0945 - 1000 14 228 32 0 274 10 202 12 0 224 0 0 12 0 12 54 2 15 0 71 581

Hourly Total 45 954 150 0 1149 38 914 60 4 1016 13 3 43 0 59 168 18 71 0 257 2481

1000 - 1015 12 204 29 0 245 17 200 17 2 236 9 0 12 0 21 43 7 20 0 70 572

1015 - 1030 9 234 16 1 260 11 236 11 5 263 4 0 13 0 17 41 7 17 0 65 605

1030 - 1045 9 231 28 0 268 9 233 9 3 254 9 0 13 0 22 48 8 16 0 72 616

1045 - 1100 8 209 25 1 243 15 176 19 6 216 10 2 12 0 24 45 6 29 0 80 563

Hourly Total 38 878 98 2 1016 52 845 56 16 969 32 2 50 0 84 177 28 82 0 287 2356

1100 - 1115 5 246 32 1 284 14 183 13 2 212 8 1 18 0 27 31 6 16 0 53 576

1115 - 1130 6 266 33 0 305 6 194 12 1 213 10 1 15 0 26 31 1 30 0 62 606

1130 - 1145 10 270 39 0 319 3 179 8 7 197 13 0 18 0 31 36 6 20 0 62 609

1145 - 1200 7 256 31 0 294 13 162 3 1 179 11 1 13 0 25 44 3 24 0 71 569

Hourly Total 28 1038 135 1 1202 36 718 36 11 801 42 3 64 0 109 142 16 90 0 248 2360

1200 - 1215 5 277 29 0 311 7 169 2 4 182 14 2 10 0 26 34 1 30 0 65 584

1215 - 1230 3 258 37 0 298 10 179 2 1 192 9 1 8 0 18 46 6 18 0 70 578

1230 - 1245 6 224 30 0 260 7 228 15 1 251 8 2 9 0 19 50 6 27 0 83 613

1245 - 1300 7 235 32 0 274 15 246 10 6 277 8 4 11 0 23 48 5 22 0 75 649

Hourly Total 21 994 128 0 1143 39 822 29 12 902 39 9 38 0 86 178 18 97 0 293 2424

1300 - 1315 5 225 30 0 260 6 178 13 3 200 5 1 13 0 19 56 5 19 0 80 559

1315 - 1330 6 221 37 0 264 9 188 9 1 207 9 1 22 0 32 53 5 22 0 80 583

1330 - 1345 8 248 28 1 285 10 210 5 2 227 7 0 8 0 15 38 2 14 0 54 581

1345 - 1400 5 235 20 0 260 13 197 13 2 225 18 1 7 0 26 41 6 24 0 71 582

Hourly Total 24 929 115 1 1069 38 773 40 8 859 39 3 50 0 92 188 18 79 0 285 2305

1400 - 1415 9 309 41 1 360 5 180 8 1 194 16 1 11 0 28 41 3 21 0 65 647

1415 - 1430 6 298 29 0 333 6 187 12 1 206 15 1 15 0 31 43 3 21 0 67 637

1430 - 1445 9 326 36 0 371 7 162 3 4 176 13 2 12 0 27 35 3 27 0 65 639

1445 - 1500 8 295 32 0 335 10 156 8 2 176 12 1 12 0 25 48 0 31 0 79 615

Hourly Total 32 1228 138 1 1399 28 685 31 8 752 56 5 50 0 111 167 9 100 0 276 2538

1500 - 1515 3 299 29 0 331 11 178 7 5 201 27 3 11 0 41 46 3 38 0 87 660

1515 - 1530 1 336 30 1 368 11 143 6 4 164 25 2 9 0 36 38 0 21 0 59 627

1530 - 1545 2 355 36 1 394 11 159 3 3 176 27 5 14 0 46 42 1 20 0 63 679

1545 - 1600 1 330 34 0 365 11 160 1 1 173 19 1 9 0 29 42 0 35 0 77 644

Hourly Total 7 1320 129 2 1458 44 640 17 13 714 98 11 43 0 152 168 4 114 0 286 2610

1600 - 1615 1 316 38 0 355 10 166 2 0 178 23 0 15 0 38 55 0 26 0 81 652

1615 - 1630 1 316 30 0 347 11 155 2 0 168 21 3 6 0 30 68 1 35 0 104 649

1630 - 1645 1 266 50 0 317 13 177 2 0 192 17 3 15 0 35 59 1 21 0 81 625

1645 - 1700 3 289 48 0 340 8 191 1 0 200 12 1 7 0 20 65 1 30 0 96 656

Hourly Total 6 1187 166 0 1359 42 689 7 0 738 73 7 43 0 123 247 3 112 0 362 2582

1700 - 1715 1 307 43 0 351 12 177 0 0 189 14 3 7 0 24 63 0 34 0 97 661

1715 - 1730 0 258 52 0 310 16 224 5 0 245 11 1 6 0 18 68 2 33 0 103 676

1730 - 1745 1 257 46 0 304 8 151 5 1 165 16 5 5 0 26 67 2 41 0 110 605

1745 - 1800 0 262 60 0 322 11 183 4 3 201 5 0 5 0 10 47 0 20 0 67 600

Hourly Total 2 1084 201 0 1287 47 735 14 4 800 46 9 23 0 78 245 4 128 0 377 2542

1800 - 1815 0 227 37 1 265 7 212 10 1 230 9 1 3 0 13 50 1 12 0 63 571

1815 - 1830 1 170 40 0 211 2 207 14 0 223 1 0 3 0 4 57 9 27 0 93 531

1830 - 1845 1 170 27 0 198 5 190 29 0 224 1 1 1 0 3 49 7 15 0 71 496

1845 - 1900 2 187 24 0 213 5 152 19 0 176 8 0 2 0 10 25 1 9 0 35 434

Hourly Total 4 754 128 1 887 19 761 72 1 853 19 2 9 0 30 181 18 63 0 262 2032

Grand Total 290 12516 1716 9 14531 470 10391 682 83 11626 563 65 439 0 1067 2519 281 1063 0 3863 31087

Approach % 2.00 86.13 11.81 0.06 - 4.04 89.38 5.87 0.71 - 52.76 6.09 41.14 0.00 - 65.21 7.27 27.52 0.00 -

Intersection % 0.93 40.26 5.52 0.03 46.74 1.51 33.43 2.19 0.27 37.40 1.81 0.21 1.41 0.00 3.43 8.10 0.90 3.42 0.00 12.43

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912526,%20-84.352657/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || Single Unit Trucks (4-7)

Sandy Springs, GA www.marrtraffic.com

Site 1

Peachtreee Dunwoody Rd (South)

Peachtreee Dunwoody RdSite 1 Weather

Driveway Peachtreee Dunwoody Rd (South) Mostly Cloudy

Lake Hearn Dr NE Peachtreee Dunwoody Rd (North) 53°F

Driveway Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE 33.912526°, -84.352657°

33.912526°, -84.352657° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Single Unit Trucks (4-7)

Weather

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0600 - 0615 0 2 0 0 2 0 4 0 0 4 0 0 0 0 0 0 0 1 0 1 7

0615 - 0630 0 0 0 0 0 1 1 0 0 2 0 0 0 0 0 0 0 0 0 0 2

0630 - 0645 0 2 0 0 2 0 3 0 0 3 0 0 0 0 0 0 0 0 0 0 5

0645 - 0700 0 3 1 0 4 0 2 0 0 2 0 0 0 0 0 1 0 0 0 1 7

Hourly Total 0 7 1 0 8 1 10 0 0 11 0 0 0 0 0 1 0 1 0 2 21

0700 - 0715 0 1 0 0 1 0 4 0 0 4 0 0 0 0 0 1 0 0 0 1 6

0715 - 0730 0 5 0 0 5 0 3 0 0 3 0 0 0 0 0 2 0 0 0 2 10

0730 - 0745 0 6 0 0 6 1 7 0 0 8 0 0 0 0 0 0 0 0 0 0 14

0745 - 0800 0 2 0 0 2 0 2 0 0 2 0 0 0 0 0 0 0 1 0 1 5

Hourly Total 0 14 0 0 14 1 16 0 0 17 0 0 0 0 0 3 0 1 0 4 35

0800 - 0815 0 3 0 0 3 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 5

0815 - 0830 0 3 0 0 3 1 1 0 0 2 0 0 0 0 0 0 1 2 0 3 8

0830 - 0845 0 3 0 0 3 0 4 0 0 4 0 0 1 0 1 0 0 1 0 1 9

0845 - 0900 0 5 1 0 6 1 1 0 0 2 0 0 0 0 0 1 0 1 0 2 10

Hourly Total 0 14 1 0 15 2 8 0 0 10 0 0 1 0 1 1 1 4 0 6 32

0900 - 0915 0 4 0 0 4 0 6 0 0 6 0 0 0 0 0 2 0 1 0 3 13

0915 - 0930 0 0 1 0 1 0 1 0 0 1 0 0 0 0 0 0 0 1 0 1 3

0930 - 0945 0 2 1 0 3 0 3 0 0 3 0 0 0 0 0 1 0 0 0 1 7

0945 - 1000 0 4 0 0 4 0 2 1 0 3 0 0 0 0 0 0 0 1 0 1 8

Hourly Total 0 10 2 0 12 0 12 1 0 13 0 0 0 0 0 3 0 3 0 6 31

1000 - 1015 1 5 0 0 6 0 2 0 0 2 0 0 1 0 1 1 0 0 0 1 10

1015 - 1030 0 9 1 0 10 2 7 0 0 9 0 0 1 0 1 0 1 1 0 2 22

1030 - 1045 0 2 1 0 3 0 4 0 0 4 0 0 1 0 1 1 0 0 0 1 9

1045 - 1100 0 1 3 0 4 0 4 0 0 4 0 0 1 0 1 1 0 3 0 4 13

Hourly Total 1 17 5 0 23 2 17 0 0 19 0 0 4 0 4 3 1 4 0 8 54

1100 - 1115 0 6 0 0 6 0 3 0 0 3 0 0 0 0 0 3 0 0 0 3 12

1115 - 1130 0 8 1 0 9 0 1 0 0 1 0 0 0 0 0 1 0 1 0 2 12

1130 - 1145 0 4 0 0 4 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 5

1145 - 1200 0 5 0 0 5 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 7

Hourly Total 0 23 1 0 24 0 7 0 0 7 0 0 0 0 0 4 0 1 0 5 36

1200 - 1215 0 5 1 0 6 0 4 0 0 4 0 0 0 0 0 0 0 1 0 1 11

1215 - 1230 0 3 1 0 4 0 5 0 0 5 0 0 0 0 0 0 0 1 0 1 10

1230 - 1245 0 5 2 0 7 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 8

1245 - 1300 0 5 0 0 5 0 2 0 0 2 0 0 0 0 0 0 0 1 0 1 8

Hourly Total 0 18 4 0 22 0 12 0 0 12 0 0 0 0 0 0 0 3 0 3 37

1300 - 1315 0 5 0 0 5 0 3 0 0 3 0 0 0 0 0 0 0 0 0 0 8

1315 - 1330 1 3 0 0 4 0 2 0 0 2 0 0 0 0 0 0 0 1 0 1 7

1330 - 1345 0 6 0 0 6 0 2 0 0 2 0 1 0 0 1 4 0 2 0 6 15

1345 - 1400 0 3 0 0 3 1 2 0 0 3 0 0 0 0 0 0 0 0 0 0 6

Hourly Total 1 17 0 0 18 1 9 0 0 10 0 1 0 0 1 4 0 3 0 7 36

1400 - 1415 0 2 0 0 2 0 2 0 0 2 0 0 0 0 0 0 1 1 0 2 6

1415 - 1430 0 4 1 0 5 0 1 0 0 1 0 1 0 0 1 0 0 0 0 0 7

1430 - 1445 0 5 0 0 5 0 3 0 0 3 0 0 0 0 0 1 0 1 0 2 10

1445 - 1500 0 0 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1 2

Hourly Total 0 11 2 0 13 0 6 0 0 6 0 1 0 0 1 1 1 3 0 5 25

1500 - 1515 1 2 1 0 4 0 1 0 0 1 0 0 0 0 0 3 0 0 0 3 8

1515 - 1530 0 1 1 0 2 1 1 0 0 2 0 1 0 0 1 1 0 0 0 1 6

1530 - 1545 0 3 2 0 5 0 4 0 0 4 0 0 0 0 0 1 0 0 0 1 10

1545 - 1600 0 3 1 0 4 0 3 0 0 3 0 0 0 0 0 2 1 1 0 4 11

Hourly Total 1 9 5 0 15 1 9 0 0 10 0 1 0 0 1 7 1 1 0 9 35

1600 - 1615 0 0 1 0 1 0 2 0 0 2 0 0 1 0 1 1 0 1 0 2 6

1615 - 1630 0 4 1 0 5 0 4 0 0 4 0 0 0 0 0 2 0 0 0 2 11

1630 - 1645 0 3 1 0 4 0 3 0 0 3 0 0 0 0 0 1 0 0 0 1 8

1645 - 1700 0 3 2 0 5 0 3 0 0 3 0 0 0 0 0 0 0 1 0 1 9

Hourly Total 0 10 5 0 15 0 12 0 0 12 0 0 1 0 1 4 0 2 0 6 34

1700 - 1715 0 0 0 0 0 2 3 0 0 5 0 0 0 0 0 3 0 1 0 4 9

1715 - 1730 0 3 0 0 3 0 1 0 0 1 0 0 0 0 0 2 0 0 0 2 6

1730 - 1745 0 5 0 0 5 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 5

1745 - 1800 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 1 0 0 0 1 2

Hourly Total 0 8 0 0 8 3 4 0 0 7 0 0 0 0 0 6 0 1 0 7 22

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 0 1 1

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 1 0 0 1 0 0 0 0 0 0 0 1 0 1 1 0 1 0 2 4

Hourly Total 0 1 0 0 1 0 0 0 0 0 0 0 1 0 1 2 0 1 0 3 5

Grand Total 3 159 26 0 188 11 122 1 0 134 0 3 7 0 10 39 4 28 0 71 403

Approach % 1.60 84.57 13.83 0.00 - 8.21 91.04 0.75 0.00 - 0.00 30.00 70.00 0.00 - 54.93 5.63 39.44 0.00 -

Intersection % 0.74 39.45 6.45 0.00 46.65 2.73 30.27 0.25 0.00 33.25 0.00 0.74 1.74 0.00 2.48 9.68 0.99 6.95 0.00 17.62

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912526,%20-84.352657/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || Combination Trucks (8-13)

Sandy Springs, GA www.marrtraffic.com

Site 1

Peachtreee Dunwoody Rd (South)

Peachtreee Dunwoody RdSite 1 Weather

Driveway Peachtreee Dunwoody Rd (South) Mostly Cloudy

Lake Hearn Dr NE Peachtreee Dunwoody Rd (North) 53°F

Driveway Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE 33.912526°, -84.352657°

33.912526°, -84.352657° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Combination Trucks (8-13)

Weather

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0700 - 0715 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 2

0715 - 0730 0 0 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 3 1 0 4 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 4

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0815 - 0830 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0845 - 0900 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1 2

Hourly Total 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1 2

0900 - 0915 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0915 - 0930 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0930 - 0945 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 1 1 0 0 2 0 0 0 0 0 0 0 0 0 0 2

1000 - 1015 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1015 - 1030 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1030 - 1045 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 1

1045 - 1100 0 1 0 0 1 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 3

Hourly Total 0 1 0 0 1 0 3 0 0 3 0 0 0 0 0 0 0 0 0 0 4

1100 - 1115 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1130 - 1145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1230 - 1245 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1245 - 1300 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1300 - 1315 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 1

1315 - 1330 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

1330 - 1345 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

1345 - 1400 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 2 0 0 2 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 4

1400 - 1415 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

1415 - 1430 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1445 - 1500 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 1 0 0 1 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 2

1500 - 1515 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 2

1515 - 1530 0 0 0 0 0 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 2

1530 - 1545 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1545 - 1600 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 3 0 0 3 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 5

1600 - 1615 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1645 - 1700 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 1

1700 - 1715 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 1

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 1 0 0 1 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 2

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Grand Total 0 13 1 0 14 1 11 0 0 12 0 0 0 0 0 0 0 1 0 1 27

Approach % 0.00 92.86 7.14 0.00 - 8.33 91.67 0.00 0.00 - 0.00 0.00 0.00 0.00 - 0.00 0.00 100.00 0.00 -

Intersection % 0.00 48.15 3.70 0.00 51.85 3.70 40.74 0.00 0.00 44.44 0.00 0.00 0.00 0.00 0.00 0.00 0.00 3.70 0.00 3.70

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912526,%20-84.352657/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || All Trucks (4-13)

Sandy Springs, GA www.marrtraffic.com

Site 1

Peachtreee Dunwoody Rd (South)

Peachtreee Dunwoody RdSite 1 Weather

Driveway Peachtreee Dunwoody Rd (South) Mostly Cloudy

Lake Hearn Dr NE Peachtreee Dunwoody Rd (North) 53°F

Driveway Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE 33.912526°, -84.352657°

33.912526°, -84.352657° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

All Trucks (4-13)

Weather

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 1.1 1.2 1.3 1.4 Total 1.5 1.6 1.7 1.8 Total 1.9 1.10 1.11 1.12 Total 1.13 1.14 1.15 1.16 Total Total

0600 - 0615 0 2 0 0 2 0 4 0 0 4 0 0 0 0 0 0 0 1 0 1 7

0615 - 0630 0 0 0 0 0 1 1 0 0 2 0 0 0 0 0 0 0 0 0 0 2

0630 - 0645 0 2 0 0 2 0 3 0 0 3 0 0 0 0 0 0 0 0 0 0 5

0645 - 0700 0 3 1 0 4 0 2 0 0 2 0 0 0 0 0 1 0 0 0 1 7

Hourly Total 0 7 1 0 8 1 10 0 0 11 0 0 0 0 0 1 0 1 0 2 21

0700 - 0715 0 3 0 0 3 0 4 0 0 4 0 0 0 0 0 1 0 0 0 1 8

0715 - 0730 0 5 1 0 6 0 3 0 0 3 0 0 0 0 0 2 0 0 0 2 11

0730 - 0745 0 6 0 0 6 1 7 0 0 8 0 0 0 0 0 0 0 0 0 0 14

0745 - 0800 0 3 0 0 3 0 2 0 0 2 0 0 0 0 0 0 0 1 0 1 6

Hourly Total 0 17 1 0 18 1 16 0 0 17 0 0 0 0 0 3 0 1 0 4 39

0800 - 0815 0 3 0 0 3 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 5

0815 - 0830 0 3 0 0 3 1 1 0 0 2 0 0 0 0 0 0 1 2 0 3 8

0830 - 0845 0 3 0 0 3 0 4 0 0 4 0 0 1 0 1 0 0 1 0 1 9

0845 - 0900 0 6 1 0 7 1 1 0 0 2 0 0 0 0 0 1 0 2 0 3 12

Hourly Total 0 15 1 0 16 2 8 0 0 10 0 0 1 0 1 1 1 5 0 7 34

0900 - 0915 0 4 0 0 4 0 7 0 0 7 0 0 0 0 0 2 0 1 0 3 14

0915 - 0930 0 0 1 0 1 0 1 0 0 1 0 0 0 0 0 0 0 1 0 1 3

0930 - 0945 0 2 1 0 3 1 3 0 0 4 0 0 0 0 0 1 0 0 0 1 8

0945 - 1000 0 4 0 0 4 0 2 1 0 3 0 0 0 0 0 0 0 1 0 1 8

Hourly Total 0 10 2 0 12 1 13 1 0 15 0 0 0 0 0 3 0 3 0 6 33

1000 - 1015 1 5 0 0 6 0 2 0 0 2 0 0 1 0 1 1 0 0 0 1 10

1015 - 1030 0 9 1 0 10 2 7 0 0 9 0 0 1 0 1 0 1 1 0 2 22

1030 - 1045 0 2 1 0 3 0 5 0 0 5 0 0 1 0 1 1 0 0 0 1 10

1045 - 1100 0 2 3 0 5 0 6 0 0 6 0 0 1 0 1 1 0 3 0 4 16

Hourly Total 1 18 5 0 24 2 20 0 0 22 0 0 4 0 4 3 1 4 0 8 58

1100 - 1115 0 7 0 0 7 0 3 0 0 3 0 0 0 0 0 3 0 0 0 3 13

1115 - 1130 0 8 1 0 9 0 1 0 0 1 0 0 0 0 0 1 0 1 0 2 12

1130 - 1145 0 4 0 0 4 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 5

1145 - 1200 0 5 0 0 5 0 2 0 0 2 0 0 0 0 0 0 0 0 0 0 7

Hourly Total 0 24 1 0 25 0 7 0 0 7 0 0 0 0 0 4 0 1 0 5 37

1200 - 1215 0 5 1 0 6 0 4 0 0 4 0 0 0 0 0 0 0 1 0 1 11

1215 - 1230 0 3 1 0 4 0 5 0 0 5 0 0 0 0 0 0 0 1 0 1 10

1230 - 1245 0 5 2 0 7 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 8

1245 - 1300 0 5 0 0 5 0 2 0 0 2 0 0 0 0 0 0 0 1 0 1 8

Hourly Total 0 18 4 0 22 0 12 0 0 12 0 0 0 0 0 0 0 3 0 3 37

1300 - 1315 0 5 0 0 5 0 4 0 0 4 0 0 0 0 0 0 0 0 0 0 9

1315 - 1330 1 4 0 0 5 0 2 0 0 2 0 0 0 0 0 0 0 1 0 1 8

1330 - 1345 0 7 0 0 7 0 2 0 0 2 0 1 0 0 1 4 0 2 0 6 16

1345 - 1400 0 3 0 0 3 1 3 0 0 4 0 0 0 0 0 0 0 0 0 0 7

Hourly Total 1 19 0 0 20 1 11 0 0 12 0 1 0 0 1 4 0 3 0 7 40

1400 - 1415 0 3 0 0 3 0 2 0 0 2 0 0 0 0 0 0 1 1 0 2 7

1415 - 1430 0 4 1 0 5 0 1 0 0 1 0 1 0 0 1 0 0 0 0 0 7

1430 - 1445 0 5 0 0 5 0 3 0 0 3 0 0 0 0 0 1 0 1 0 2 10

1445 - 1500 0 0 1 0 1 0 1 0 0 1 0 0 0 0 0 0 0 1 0 1 3

Hourly Total 0 12 2 0 14 0 7 0 0 7 0 1 0 0 1 1 1 3 0 5 27

1500 - 1515 1 4 1 0 6 0 1 0 0 1 0 0 0 0 0 3 0 0 0 3 10

1515 - 1530 0 1 1 0 2 1 3 0 0 4 0 1 0 0 1 1 0 0 0 1 8

1530 - 1545 0 3 2 0 5 0 4 0 0 4 0 0 0 0 0 1 0 0 0 1 10

1545 - 1600 0 4 1 0 5 0 3 0 0 3 0 0 0 0 0 2 1 1 0 4 12

Hourly Total 1 12 5 0 18 1 11 0 0 12 0 1 0 0 1 7 1 1 0 9 40

1600 - 1615 0 0 1 0 1 0 2 0 0 2 0 0 1 0 1 1 0 1 0 2 6

1615 - 1630 0 4 1 0 5 0 4 0 0 4 0 0 0 0 0 2 0 0 0 2 11

1630 - 1645 0 3 1 0 4 0 3 0 0 3 0 0 0 0 0 1 0 0 0 1 8

1645 - 1700 0 3 2 0 5 0 4 0 0 4 0 0 0 0 0 0 0 1 0 1 10

Hourly Total 0 10 5 0 15 0 13 0 0 13 0 0 1 0 1 4 0 2 0 6 35

1700 - 1715 0 0 0 0 0 2 4 0 0 6 0 0 0 0 0 3 0 1 0 4 10

1715 - 1730 0 3 0 0 3 0 1 0 0 1 0 0 0 0 0 2 0 0 0 2 6

1730 - 1745 0 5 0 0 5 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 5

1745 - 1800 0 1 0 0 1 1 0 0 0 1 0 0 0 0 0 1 0 0 0 1 3

Hourly Total 0 9 0 0 9 3 5 0 0 8 0 0 0 0 0 6 0 1 0 7 24

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 0 1 1

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 1 0 0 1 0 0 0 0 0 0 0 1 0 1 1 0 1 0 2 4

Hourly Total 0 1 0 0 1 0 0 0 0 0 0 0 1 0 1 2 0 1 0 3 5

Grand Total 3 172 27 0 202 12 133 1 0 146 0 3 7 0 10 39 4 29 0 72 430

Approach % 1.49 85.15 13.37 0.00 - 8.22 91.10 0.68 0.00 - 0.00 30.00 70.00 0.00 - 54.17 5.56 40.28 0.00 -

Intersection % 0.70 40.00 6.28 0.00 46.98 2.79 30.93 0.23 0.00 33.95 0.00 0.70 1.63 0.00 2.33 9.07 0.93 6.74 0.00 16.74

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912526,%20-84.352657/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


Sandy Springs, GA

Crosswalk Counts Crosswalk Counts || Pedestrians

Sandy Springs, GA www.marrtraffic.com

Site 1

Peachtreee Dunwoody Rd (South)

Peachtreee Dunwoody RdSite 1 Weather

Driveway Peachtreee Dunwoody Rd (South) Mostly Cloudy

Lake Hearn Dr NE Peachtreee Dunwoody Rd (North) 53°F 53°F

Driveway Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE 33.912526°, -84.352657°

33.912526°, -84.352657° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Pedestrians

Weather

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

EB WB App EB WB App NB SB App NB SB App Int

TIME 1a 1b Total 1c 1d Total 1e 1f Total 1g 1h Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 0 0 0 0 0 0 0 0 0 0 0 0

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0700 - 0715 0 0 0 0 0 0 1 0 1 0 0 0 1

0715 - 0730 0 0 0 0 0 0 0 0 0 1 0 1 1

0730 - 0745 0 0 0 0 0 0 1 0 1 0 0 0 1

0745 - 0800 1 2 3 0 0 0 1 1 2 0 0 0 5

Hourly Total 1 2 3 0 0 0 3 1 4 1 0 1 8

0800 - 0815 0 1 1 0 0 0 1 0 1 0 0 0 2

0815 - 0830 0 2 2 0 0 0 0 0 0 0 0 0 2

0830 - 0845 0 1 1 0 0 0 1 0 1 0 0 0 2

0845 - 0900 0 0 0 0 0 0 1 0 1 0 0 0 1

Hourly Total 0 4 4 0 0 0 3 0 3 0 0 0 7

0900 - 0915 0 0 0 0 1 1 0 0 0 0 0 0 1

0915 - 0930 0 0 0 0 0 0 1 0 1 0 0 0 1

0930 - 0945 0 0 0 0 0 0 2 0 2 0 0 0 2

0945 - 1000 0 0 0 0 0 0 0 1 1 1 0 1 2

Hourly Total 0 0 0 0 1 1 3 1 4 1 0 1 6

1000 - 1015 0 0 0 0 0 0 2 0 2 1 0 1 3

1015 - 1030 0 0 0 0 0 0 0 0 0 0 0 0 0

1030 - 1045 1 0 1 0 0 0 0 1 1 0 0 0 2

1045 - 1100 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 1 0 1 0 0 0 2 1 3 1 0 1 5

1100 - 1115 0 0 0 0 0 0 0 0 0 0 0 0 0

1115 - 1130 0 0 0 0 0 0 1 0 1 0 0 0 1

1130 - 1145 0 0 0 0 0 0 0 0 0 0 0 0 0

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 1 0 1 0 0 0 1

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 0 1 0 1 0 0 0 1

1230 - 1245 0 0 0 0 0 0 0 0 0 0 0 0 0

1245 - 1300 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 1 0 1 0 0 0 1

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0

1315 - 1330 0 0 0 0 0 0 0 0 0 1 0 1 1

1330 - 1345 0 0 0 0 0 0 1 0 1 0 0 0 1

1345 - 1400 0 0 0 0 0 0 0 1 1 0 1 1 2

Hourly Total 0 0 0 0 0 0 1 1 2 1 1 2 4

1400 - 1415 0 0 0 0 0 0 0 0 0 0 1 1 1

1415 - 1430 0 0 0 0 0 0 0 1 1 0 0 0 1

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0

1445 - 1500 0 0 0 0 1 1 0 0 0 1 0 1 2

Hourly Total 0 0 0 0 1 1 0 1 1 1 1 2 4

1500 - 1515 0 0 0 0 0 0 1 1 2 0 0 0 2

1515 - 1530 0 0 0 0 0 0 1 0 1 0 0 0 1

1530 - 1545 0 0 0 0 0 0 0 1 1 0 0 0 1

1545 - 1600 0 0 0 0 0 0 1 0 1 1 0 1 2

Hourly Total 0 0 0 0 0 0 3 2 5 1 0 1 6

1600 - 1615 2 0 2 1 0 1 0 1 1 0 1 1 5

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 3 0 3 0 1 1 1 2 3 2 0 2 9

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 5 0 5 1 1 2 1 3 4 2 1 3 14

1700 - 1715 0 0 0 0 0 0 0 0 0 0 0 0 0

1715 - 1730 1 0 1 0 0 0 0 2 2 0 0 0 3

1730 - 1745 1 0 1 0 0 0 0 2 2 0 0 0 3

1745 - 1800 0 0 0 0 0 0 1 0 1 0 0 0 1

Hourly Total 2 0 2 0 0 0 1 4 5 0 0 0 7

1800 - 1815 1 0 1 0 0 0 0 3 3 1 1 2 6

1815 - 1830 1 0 1 0 0 0 0 1 1 0 0 0 2

1830 - 1845 0 0 0 0 0 0 0 1 1 1 0 1 2

1845 - 1900 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 2 0 2 0 0 0 0 5 5 2 1 3 10

Grand Total 11 6 17 1 3 4 19 19 38 10 4 14 73

Approach % 64.71 35.29 - 25.00 75.00 - 50.00 50.00 - 71.43 28.57 -

Intersection % 15.07 8.22 23.29 1.37 4.11 5.48 26.03 26.03 52.05 13.70 5.48 19.18

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912526,%20-84.352657/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


Sandy Springs, GA

Crosswalk Counts Crosswalk Counts || Bikes

Sandy Springs, GA www.marrtraffic.com

Site 1

Peachtreee Dunwoody Rd (South)

Peachtreee Dunwoody RdSite 1 Weather

Driveway Peachtreee Dunwoody Rd (South) Mostly Cloudy

Lake Hearn Dr NE Peachtreee Dunwoody Rd (North) 53°F 53°F

Driveway Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE 33.912526°, -84.352657°

33.912526°, -84.352657° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Bikes

Weather

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

EB WB App EB WB App NB SB App NB SB App Int

TIME 1a 1b Total 1c 1d Total 1e 1f Total 1g 1h Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 0 0 0 0 0 0 0 0 0 0 0 0

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0

0715 - 0730 0 0 0 0 0 0 0 0 0 0 0 0 0

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0

0815 - 0830 0 0 0 0 0 0 0 0 0 0 0 0 0

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0

0845 - 0900 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0900 - 0915 0 0 0 0 0 0 0 0 0 0 0 0 0

0915 - 0930 0 0 0 0 0 0 0 0 0 0 0 0 0

0930 - 0945 0 0 0 0 0 0 0 0 0 0 0 0 0

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1000 - 1015 0 0 0 0 0 0 0 0 0 0 0 0 0

1015 - 1030 0 0 0 0 0 0 0 0 0 0 0 0 0

1030 - 1045 0 0 0 0 0 0 0 0 0 0 0 0 0

1045 - 1100 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1100 - 1115 0 0 0 0 0 0 0 0 0 0 0 0 0

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 0 0

1130 - 1145 0 0 0 0 0 0 0 0 0 0 0 0 0

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 0 0 0 0 0 0 0 0

1230 - 1245 0 0 0 0 0 0 0 0 0 0 0 0 0

1245 - 1300 0 0 0 0 0 0 0 4 4 0 0 0 4

Hourly Total 0 0 0 0 0 0 0 4 4 0 0 0 4

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0

1315 - 1330 0 0 0 0 0 0 0 0 0 0 0 0 0

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 0 0

1345 - 1400 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1400 - 1415 0 0 0 0 0 0 0 0 0 0 0 0 0

1415 - 1430 0 0 0 0 0 0 0 0 0 0 0 0 0

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0

1445 - 1500 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1500 - 1515 0 0 0 0 0 0 0 0 0 0 0 0 0

1515 - 1530 0 0 0 0 0 0 0 0 0 0 0 0 0

1530 - 1545 0 0 0 0 0 0 0 0 0 0 0 0 0

1545 - 1600 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1600 - 1615 0 0 0 0 0 0 0 1 1 0 0 0 1

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 0 0

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 1 1 0 0 0 1

1700 - 1715 0 0 0 0 0 0 0 0 0 0 0 0 0

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

Grand Total 0 0 0 0 0 0 0 5 5 0 0 0 5

Approach % 0.00 0.00 - 0.00 0.00 - 0.00 100.00 - 0.00 0.00 -

Intersection % 0.00 0.00 0.00 0.00 0.00 0.00 0.00 100.00 100.00 0.00 0.00 0.00

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912526,%20-84.352657/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


Sandy Springs, GA

Crosswalk Counts Crosswalk Counts || Motorized Vehicles

Sandy Springs, GA www.marrtraffic.com

Site 1

Peachtreee Dunwoody Rd (South)

Peachtreee Dunwoody RdSite 1 Weather

Driveway Peachtreee Dunwoody Rd (South) Mostly Cloudy

Lake Hearn Dr NE Peachtreee Dunwoody Rd (North) 53°F 53°F

Driveway Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE 33.912526°, -84.352657°

33.912526°, -84.352657° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Motorized Vehicles

Weather

Northbound Southbound Eastbound Westbound

Peachtreee Dunwoody Rd (South) Peachtreee Dunwoody Rd (North) Driveway Lake Hearn Dr NE 

EB WB App EB WB App NB SB App NB SB App Int

TIME 1a 1b Total 1c 1d Total 1e 1f Total 1g 1h Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 0 0 0 0 0 0 0 0 0 0 0 0

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0

0715 - 0730 0 0 0 0 0 0 0 0 0 0 0 0 0

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0

0815 - 0830 0 0 0 0 0 0 0 0 0 0 0 0 0

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0

0845 - 0900 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0900 - 0915 0 0 0 0 0 0 0 0 0 0 0 0 0

0915 - 0930 0 0 0 0 0 0 0 0 0 0 0 0 0

0930 - 0945 0 0 0 0 0 0 0 0 0 0 0 0 0

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1000 - 1015 0 0 0 0 0 0 0 0 0 0 0 0 0

1015 - 1030 0 0 0 0 0 0 0 0 0 0 0 0 0

1030 - 1045 0 0 0 0 0 0 0 0 0 0 0 0 0

1045 - 1100 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1100 - 1115 0 0 0 0 0 0 0 0 0 0 0 0 0

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 0 0

1130 - 1145 0 0 0 0 0 0 0 0 0 0 0 0 0

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 0 0 0 0 0 0 0 0

1230 - 1245 0 0 0 0 0 0 0 0 0 0 0 0 0

1245 - 1300 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0

1315 - 1330 0 0 0 0 0 0 0 0 0 0 0 0 0

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 0 0

1345 - 1400 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1400 - 1415 0 0 0 0 0 0 0 0 0 0 0 0 0

1415 - 1430 0 0 0 0 0 0 0 0 0 0 0 0 0

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0

1445 - 1500 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1500 - 1515 0 0 0 0 0 0 0 0 0 0 0 0 0

1515 - 1530 0 0 0 0 0 0 0 0 0 0 0 0 0

1530 - 1545 0 0 0 0 0 0 0 0 0 0 0 0 0

1545 - 1600 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1600 - 1615 0 0 0 0 0 0 0 0 0 0 0 0 0

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 0 0

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1700 - 1715 0 0 0 0 0 0 0 0 0 0 0 0 0

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

Grand Total 0 0 0 0 0 0 0 0 0 0 0 0 0

Approach % 0.00 0.00 - 0.00 0.00 - 0.00 0.00 - 0.00 0.00 -

Intersection % 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912526,%20-84.352657/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912526,-84.352657
http://www.marrtraffic.com/


Start Date: 3/19/2024

Time EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR Total

15 Minute Totals

12:00 AM - 12:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
12:15 AM - 12:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
12:30 AM - 12:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
12:45 AM - 01:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
01:00 AM - 01:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
01:15 AM - 01:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
01:30 AM - 01:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
01:45 AM - 02:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
02:00 AM - 02:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
02:15 AM - 02:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
02:30 AM - 02:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
02:45 AM - 03:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
03:00 AM - 03:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
03:15 AM - 03:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
03:30 AM - 03:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
03:45 AM - 04:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
04:00 AM - 04:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
04:15 AM - 04:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
04:30 AM - 04:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
04:45 AM - 05:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
05:00 AM - 05:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
05:15 AM - 05:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
05:30 AM - 05:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
05:45 AM - 06:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
06:00 AM - 06:15 AM 0 0 0 24 2 4 4 46 6 2 164 24 276
06:15 AM - 06:30 AM 0 0 2 52 11 2 3 42 4 5 235 39 395
06:30 AM - 06:45 AM 5 0 1 88 35 4 6 66 15 10 265 49 544
06:45 AM - 07:00 AM 0 0 0 66 21 3 6 90 10 9 254 47 506
07:00 AM - 07:15 AM 8 0 0 48 10 3 4 95 17 6 208 18 417
07:15 AM - 07:30 AM 10 0 2 58 10 9 2 177 33 9 251 20 581
07:30 AM - 07:45 AM 36 3 2 64 9 16 10 272 53 12 261 19 757
07:45 AM - 08:00 AM 18 2 3 57 15 13 7 251 42 7 253 24 692
08:00 AM - 08:15 AM 8 2 6 51 7 17 16 302 44 7 249 16 725
08:15 AM - 08:30 AM 7 1 3 61 11 23 8 297 34 6 258 28 737
08:30 AM - 08:45 AM 9 2 2 38 5 12 9 270 41 8 230 19 645
08:45 AM - 09:00 AM 5 1 6 56 10 28 8 281 32 10 215 17 669
09:00 AM - 09:15 AM 2 1 11 41 4 19 12 251 40 8 226 13 628
09:15 AM - 09:30 AM 3 1 12 38 5 17 8 215 31 6 253 20 609
09:30 AM - 09:45 AM 8 1 8 38 7 22 11 266 49 15 244 15 684
09:45 AM - 10:00 AM 0 0 12 54 2 16 14 232 32 10 204 13 589
10:00 AM - 10:15 AM 9 0 13 44 7 20 13 209 29 17 202 17 580
10:15 AM - 10:30 AM 4 0 14 41 8 18 9 243 17 13 243 11 621
10:30 AM - 10:45 AM 9 0 14 49 8 16 9 233 29 9 238 9 623
10:45 AM - 11:00 AM 10 2 13 46 6 32 8 211 28 15 182 19 572
11:00 AM - 11:15 AM 8 1 18 34 6 16 5 253 32 14 186 13 586
11:15 AM - 11:30 AM 10 1 15 32 1 31 6 274 34 6 195 12 617
11:30 AM - 11:45 AM 13 0 18 36 6 20 10 274 39 3 180 8 607
11:45 AM - 12:00 PM 11 1 13 44 3 24 7 261 31 13 164 3 575
12:00 PM - 12:15 PM 14 2 10 34 1 31 5 282 30 7 173 2 591
12:15 PM - 12:30 PM 9 1 8 46 6 19 3 261 38 10 184 2 587
12:30 PM - 12:45 PM 8 2 9 50 6 27 6 229 32 7 229 15 620
12:45 PM - 01:00 PM 8 4 11 48 5 23 7 240 32 15 248 10 651
01:00 PM - 01:15 PM 5 1 13 56 5 19 5 230 30 6 182 13 565
01:15 PM - 01:30 PM 9 1 22 53 5 23 7 225 37 9 190 9 590
01:30 PM - 01:45 PM 7 1 8 42 2 16 8 255 28 10 212 5 594
01:45 PM - 02:00 PM 18 1 7 41 6 24 5 238 20 14 200 13 587
02:00 PM - 02:15 PM 16 1 11 41 4 22 9 312 41 5 182 8 652
02:15 PM - 02:30 PM 15 2 15 43 3 21 6 302 30 6 188 12 643
02:30 PM - 02:45 PM 13 2 12 36 3 28 9 331 36 7 165 3 645
02:45 PM - 03:00 PM 12 1 12 48 0 32 8 295 33 10 157 8 616
03:00 PM - 03:15 PM 27 3 11 49 3 38 4 303 30 11 179 7 665
03:15 PM - 03:30 PM 25 3 9 39 0 21 1 337 31 12 146 6 630
03:30 PM - 03:45 PM 27 5 14 43 1 20 2 358 38 11 163 3 685
03:45 PM - 04:00 PM 19 1 9 44 1 36 1 334 35 11 163 1 655
04:00 PM - 04:15 PM 23 0 16 56 0 27 1 316 39 10 168 2 658
04:15 PM - 04:30 PM 21 3 6 70 1 35 1 320 31 11 159 2 660
04:30 PM - 04:45 PM 17 3 15 60 1 21 1 269 51 13 180 2 633
04:45 PM - 05:00 PM 12 1 7 65 1 31 3 292 50 8 195 1 666
05:00 PM - 05:15 PM 14 3 7 66 0 35 1 307 43 14 181 0 671
05:15 PM - 05:30 PM 11 1 6 70 2 33 0 261 52 16 225 5 682
05:30 PM - 05:45 PM 16 5 5 67 2 41 1 262 46 8 151 5 609
05:45 PM - 06:00 PM 5 0 5 48 0 20 0 263 60 12 183 4 600
06:00 PM - 06:15 PM 9 1 3 50 1 12 0 227 37 7 212 10 569
06:15 PM - 06:30 PM 1 0 3 58 9 27 1 170 40 2 207 14 532
06:30 PM - 06:45 PM 1 1 1 49 7 15 1 170 27 5 190 29 496
06:45 PM - 07:00 PM 8 0 3 26 1 10 2 188 24 5 152 19 438
07:00 PM - 07:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
07:15 PM - 07:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
07:30 PM - 07:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
07:45 PM - 08:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
08:00 PM - 08:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
08:15 PM - 08:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
08:30 PM - 08:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
08:45 PM - 09:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
09:00 PM - 09:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
09:15 PM - 09:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
09:30 PM - 09:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
09:45 PM - 10:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
10:00 PM - 10:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
10:15 PM - 10:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
10:30 PM - 10:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
10:45 PM - 11:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
11:00 PM - 11:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
11:15 PM - 11:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
11:30 PM - 11:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
11:45 PM - 12:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

Driveway Lake Hearn Dr NE Peachtreee Dunwoody Rd (South)Peachtreee Dunwoody Rd (North)
Eastbound Westbound Northbound Southbound



Right Thru Left U-Turn RightThruLeftU-Turn

20 0 23 0 43 9 (1-3)

h Session) (0 0 0 0 0 0 0 (4-7)

0 0 0 0 0 0 (8-13)

20 0 23 0 43 9 Total

0

0

(1-3) (4-7) (8-13) Total

367 8 0 375 6 0 0 6

254 4 0 258 343 0 7 336

0 (1-3) (4-7) (8-13) Total 1 47 0 1 46

0 0 0 0 724 13 0 737 1 0 0 1

3 0 0 3 0 0.8774 0

249 4 0 253 397 0 8 389

2 0 0 2 304 0 4 300

Total (8-13) (4-7) (1-3)

1

1

Total 49 39 0 12 0 27

(8-13) 0 0 0 0 0 0

(4-7) 1 1 0 1 0 0

(1-3) 48 38 0 11 0 27

RightThruLefU-Turn Left Thru Right

Northbound

Altmore Ave
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* the Peak Hour Diagram does not include Bikes Volume

Southbound

Tuesday, March 19, 2024 Session Parameters

Period 0600 - 1900 (Drop Down Menu)

Peak Hour Turning Movement Count

Click here for Map Sandy Springs, GA

www.marrtraffic.com

Driveway

Peak Hour 1630 - 1730 Peak Hour

https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


All vehicles

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

1 0 8 - 0 9 7 0 3 - 0 10 0 70 1 - 0 71 24 96 0 - 0 120 210

2 0 8 - 0 10 3 0 5 - 0 8 1 57 0 - 0 58 17 67 2 - 0 86 162

5 0 4 - 0 9 7 0 10 - 0 17 1 58 1 - 0 60 3 100 2 - 0 105 191

4 0 7 - 0 11 6 0 2 - 0 8 1 68 0 - 0 69 3 80 2 - 1 86 174

12 0 27 0 0 39 23 0 20 0 0 43 3 253 2 0 0 258 47 343 6 0 1 397 737

30.77 0.00 69.23 0.00 0.00 - 53.49 0.00 46.51 0.00 0.00 - 1.16 98.06 0.78 0.00 0.00 - 11.84 86.40 1.51 0.00 0.25 -

0.60 0.00 0.84 0.00 0.00 0.89 0.82 0.00 0.50 0.00 0.00 0.63 0.75 0.90 0.50 0.00 0.00 0.91 0.49 0.86 0.75 0.00 0.25 0.83 0.88

Bikes

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Passenger Vehicles (1-3)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

1 0 8 - 0 9 7 0 3 - 0 10 0 69 1 - 0 70 24 95 0 - 0 119 208

2 0 8 - 0 10 3 0 5 - 0 8 1 56 0 - 0 57 16 66 2 - 0 84 159

4 0 4 - 0 8 7 0 10 - 0 17 1 56 1 - 0 58 3 97 2 - 0 102 185

4 0 7 - 0 11 6 0 2 - 0 8 1 68 0 - 0 69 3 78 2 - 1 84 172

11 0 27 0 0 38 23 0 20 0 0 43 3 249 2 0 0 254 46 336 6 0 1 389 724

28.95 0.00 71.05 0.00 0.00 - 53.49 0.00 46.51 0.00 0.00 - 1.18 98.03 0.79 0.00 0.00 - 11.83 86.38 1.54 0.00 0.26 -

0.69 0.00 0.84 0.00 0.00 0.86 0.82 0.00 0.50 0.00 0.00 0.63 0.75 0.90 0.50 0.00 0.00 0.91 0.48 0.87 0.75 0.00 0.25 0.82 0.87

Single Unit Trucks (4-7)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 1 0 - 0 1 0 1 0 - 0 1 2

0 0 0 - 0 0 0 0 0 - 0 0 0 1 0 - 0 1 1 1 0 - 0 2 3

1 0 0 - 0 1 0 0 0 - 0 0 0 2 0 - 0 2 0 3 0 - 0 3 6

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 2 0 - 0 2 2

1 0 0 0 0 1 0 0 0 0 0 0 0 4 0 0 0 4 1 7 0 0 0 8 13

100.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 100.00 0.00 0.00 0.00 - 12.50 87.50 0.00 0.00 0.00 -

0.25 0.00 0.00 0.00 0.00 0.25 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.50 0.00 0.00 0.00 0.50 0.25 0.58 0.00 0.00 0.00 0.67 0.54

Combination Trucks (8-13)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00PHF

1645 - 1700

1700 - 1715

1715 - 1730

Total

Approach %

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Time

1630 - 1645

Approach %

PHF

Northbound Southbound Eastbound Westbound

1700 - 1715

1715 - 1730

Total

Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Time

Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

1715 - 1730

Total

Approach %

PHF

Northbound

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Southbound Eastbound

Total

Approach %

PHF

Time

1630 - 1645

1645 - 1700

1700 - 1715

Total

Approach %

PHF

Northbound Southbound Eastbound

Time

1630 - 1645

1645 - 1700

1700 - 1715

1715 - 1730

1630 - 1645

1645 - 1700

Time

1630 - 1645

1645 - 1700

1700 - 1715

1715 - 1730

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)



Right Thru Left U-Turn RightThruLeftU-Turn

7 0 3 0 10 64 (1-3)

ession 1) (03- 0 0 0 0 0 0 (4-7)

0 0 1 0 1 0 (8-13)

7 0 4 0 11 64 Total

0

0

(1-3) (4-7) (8-13) Total

340 5 0 345 52 0 0 52

174 1 0 175 329 0 5 324

0 (1-3) (4-7) (8-13) Total 1 39 0 0 39

0 0 0 0 618 6 1 625 0 0 0 0

12 0 0 12 0 0.8778 0

152 0 0 152 420 0 5 415

10 1 0 11 166 1 0 165

Total (8-13) (4-7) (1-3)

1

1

Total 50 19 0 9 0 10

(8-13) 0 0 0 0 0 0

(4-7) 1 0 0 0 0 0

(1-3) 49 19 0 9 0 10

RightThruLefU-Turn Left Thru Right

Northbound

Altmore Ave
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* the Peak Hour Diagram does not include Bikes Volume

Southbound

Tuesday, March 19, 2024 Session Parameters

Period 0600 - 0900 (Drop Down Menu)

Peak Hour Turning Movement Count

Click here for Map Sandy Springs, GA

www.marrtraffic.com

Driveway

Peak Hour 0730 - 0830 Peak Hour

https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


All vehicles

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

1 0 7 - 0 8 1 0 2 - 0 3 4 45 6 - 0 55 11 82 19 - 0 112 178

2 0 0 - 0 2 1 0 3 - 0 4 4 38 3 - 0 45 14 86 10 - 0 110 161

2 0 1 - 0 3 0 0 1 - 0 1 1 37 1 - 0 39 7 74 8 - 0 89 132

4 0 2 - 0 6 2 0 1 - 0 3 3 32 1 - 0 36 7 87 15 - 0 109 154

9 0 10 0 0 19 4 0 7 0 0 11 12 152 11 0 0 175 39 329 52 0 0 420 625

47.37 0.00 52.63 0.00 0.00 - 36.36 0.00 63.64 0.00 0.00 - 6.86 86.86 6.29 0.00 0.00 - 9.29 78.33 12.38 0.00 0.00 -

0.56 0.00 0.36 0.00 0.00 0.59 0.50 0.00 0.58 0.00 0.00 0.69 0.75 0.84 0.46 0.00 0.00 0.80 0.70 0.95 0.68 0.00 0.00 0.94 0.88

Bikes

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Passenger Vehicles (1-3)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

1 0 7 - 0 8 1 0 2 - 0 3 4 45 6 - 0 55 11 82 19 - 0 112 178

2 0 0 - 0 2 1 0 3 - 0 4 4 38 3 - 0 45 14 84 10 - 0 108 159

2 0 1 - 0 3 0 0 1 - 0 1 1 37 1 - 0 39 7 73 8 - 0 88 131

4 0 2 - 0 6 1 0 1 - 0 2 3 32 0 - 0 35 7 85 15 - 0 107 150

9 0 10 0 0 19 3 0 7 0 0 10 12 152 10 0 0 174 39 324 52 0 0 415 618

47.37 0.00 52.63 0.00 0.00 - 30.00 0.00 70.00 0.00 0.00 - 6.90 87.36 5.75 0.00 0.00 - 9.40 78.07 12.53 0.00 0.00 -

0.56 0.00 0.36 0.00 0.00 0.59 0.75 0.00 0.58 0.00 0.00 0.63 0.75 0.84 0.42 0.00 0.00 0.79 0.70 0.95 0.68 0.00 0.00 0.93 0.87

Single Unit Trucks (4-7)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 2 0 - 0 2 2

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 1 0 - 0 1 1

0 0 0 - 0 0 0 0 0 - 0 0 0 0 1 - 0 1 0 2 0 - 0 2 3

0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 5 0 0 0 5 6

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 100.00 0.00 0.00 - 0.00 100.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.25 0.00 0.00 0.25 0.00 0.63 0.00 0.00 0.00 0.63 0.50

Combination Trucks (8-13)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 1 0 0 - 0 1 0 0 0 - 0 0 0 0 0 - 0 0 1

0 0 0 0 0 0 1 0 0 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 1

0.00 0.00 0.00 0.00 0.00 - 100.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.25 0.00 0.00 0.00 0.00 0.25 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.25PHF

0745 - 0800

0800 - 0815

0815 - 0830

Total

Approach %

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Time

0730 - 0745

Approach %

PHF

Northbound Southbound Eastbound Westbound

0800 - 0815

0815 - 0830

Total

Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Time

Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

0815 - 0830

Total

Approach %

PHF

Northbound

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Southbound Eastbound

Total

Approach %

PHF

Time

0730 - 0745

0745 - 0800

0800 - 0815

Total

Approach %

PHF

Northbound Southbound Eastbound

Time

0730 - 0745

0745 - 0800

0800 - 0815

0815 - 0830

0730 - 0745

0745 - 0800

Time

0730 - 0745

0745 - 0800

0800 - 0815

0815 - 0830

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)



Right Thru Left U-Turn RightThruLeftU-Turn

29 2 22 0 53 39 (1-3)

ession 2) (03- 0 0 2 0 2 1 (4-7)

0 0 0 0 0 0 (8-13)

29 2 24 0 55 40 Total

1

2

(1-3) (4-7) (8-13) Total

242 0 0 242 29 0 1 28

173 1 0 174 195 0 0 195

0 (1-3) (4-7) (8-13) Total 0 26 0 0 26

4 0 0 4 514 4 0 518 0 0 0 0

9 0 0 9 0 0.9317 0

155 1 0 156 250 0 1 249

5 0 0 5 203 0 3 200

Total (8-13) (4-7) (1-3)

1

1

Total 33 39 0 14 2 23

(8-13) 0 0 0 0 0 0

(4-7) 0 0 0 0 0 0

(1-3) 33 39 0 14 2 23

RightThruLefU-Turn Left Thru Right

Northbound

Altmore Ave
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* the Peak Hour Diagram does not include Bikes Volume

Southbound

Tuesday, March 19, 2024 Session Parameters

Period 1100 - 1300 (Drop Down Menu)

Peak Hour Turning Movement Count

Click here for Map Sandy Springs, GA

www.marrtraffic.com

Driveway

Peak Hour 1130 - 1230 Peak Hour

https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


All vehicles

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

3 1 5 - 0 9 12 1 11 - 0 24 3 36 2 - 1 42 9 44 11 - 0 64 139

4 0 8 - 0 12 9 1 10 - 0 20 1 41 1 - 1 44 6 46 6 - 0 58 134

2 1 8 - 0 11 2 0 7 - 0 9 4 36 1 - 1 42 7 51 7 - 0 65 127

5 0 2 - 0 7 1 0 1 - 0 2 1 43 1 - 1 46 4 54 5 - 0 63 118

14 2 23 0 0 39 24 2 29 0 0 55 9 156 5 0 4 174 26 195 29 0 0 250 518

35.90 5.13 58.97 0.00 0.00 - 43.64 3.64 52.73 0.00 0.00 - 5.17 89.66 2.87 0.00 2.30 - 10.40 78.00 11.60 0.00 0.00 -

0.70 0.50 0.72 0.00 0.00 0.81 0.50 0.50 0.66 0.00 0.00 0.57 0.56 0.91 0.63 0.00 1.00 0.95 0.72 0.90 0.66 0.00 0.00 0.96 0.93

Bikes

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Passenger Vehicles (1-3)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

3 1 5 - 0 9 11 1 11 - 0 23 3 36 2 - 1 42 9 44 10 - 0 63 137

4 0 8 - 0 12 9 1 10 - 0 20 1 41 1 - 1 44 6 46 6 - 0 58 134

2 1 8 - 0 11 2 0 7 - 0 9 4 36 1 - 1 42 7 51 7 - 0 65 127

5 0 2 - 0 7 0 0 1 - 0 1 1 42 1 - 1 45 4 54 5 - 0 63 116

14 2 23 0 0 39 22 2 29 0 0 53 9 155 5 0 4 173 26 195 28 0 0 249 514

35.90 5.13 58.97 0.00 0.00 - 41.51 3.77 54.72 0.00 0.00 - 5.20 89.60 2.89 0.00 2.31 - 10.44 78.31 11.24 0.00 0.00 -

0.70 0.50 0.72 0.00 0.00 0.81 0.50 0.50 0.66 0.00 0.00 0.58 0.56 0.92 0.63 0.00 1.00 0.96 0.72 0.90 0.70 0.00 0.00 0.96 0.94

Single Unit Trucks (4-7)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 1 0 0 - 0 1 0 0 0 - 0 0 0 0 1 - 0 1 2

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 1 0 0 - 0 1 0 1 0 - 0 1 0 0 0 - 0 0 2

0 0 0 0 0 0 2 0 0 0 0 2 0 1 0 0 0 1 0 0 1 0 0 1 4

0.00 0.00 0.00 0.00 0.00 - 100.00 0.00 0.00 0.00 0.00 - 0.00 100.00 0.00 0.00 0.00 - 0.00 0.00 100.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.50 0.00 0.00 0.00 0.00 0.50 0.00 0.25 0.00 0.00 0.00 0.25 0.00 0.00 0.25 0.00 0.00 0.25 0.50

Combination Trucks (8-13)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00PHF

1145 - 1200

1200 - 1215

1215 - 1230

Total

Approach %

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Time

1130 - 1145

Approach %

PHF

Northbound Southbound Eastbound Westbound

1200 - 1215

1215 - 1230

Total

Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Time

Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

1215 - 1230

Total

Approach %

PHF

Northbound

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Southbound Eastbound

Total

Approach %

PHF

Time

1130 - 1145

1145 - 1200

1200 - 1215

Total

Approach %

PHF

Northbound Southbound Eastbound

Time

1130 - 1145

1145 - 1200

1200 - 1215

1215 - 1230

1130 - 1145

1145 - 1200

Time

1130 - 1145

1145 - 1200

1200 - 1215

1215 - 1230

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)



Right Thru Left U-Turn RightThruLeftU-Turn

20 0 23 0 43 9 (1-3)

ession 3) (03- 0 0 0 0 0 0 (4-7)

0 0 0 0 0 0 (8-13)

20 0 23 0 43 9 Total

0

0

(1-3) (4-7) (8-13) Total

367 8 0 375 6 0 0 6

254 4 0 258 343 0 7 336

0 (1-3) (4-7) (8-13) Total 1 47 0 1 46

0 0 0 0 724 13 0 737 1 0 0 1

3 0 0 3 0 0.8774 0

249 4 0 253 397 0 8 389

2 0 0 2 304 0 4 300

Total (8-13) (4-7) (1-3)

1

1

Total 49 39 0 12 0 27

(8-13) 0 0 0 0 0 0

(4-7) 1 1 0 1 0 0

(1-3) 48 38 0 11 0 27

RightThruLefU-Turn Left Thru Right

Northbound

Altmore Ave
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* the Peak Hour Diagram does not include Bikes Volume

Southbound

Tuesday, March 19, 2024 Session Parameters

Period 1500 - 1800 (Drop Down Menu)

Peak Hour Turning Movement Count

Click here for Map Sandy Springs, GA

www.marrtraffic.com

Driveway

Peak Hour 1630 - 1730 Peak Hour

https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


All vehicles

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

1 0 8 - 0 9 7 0 3 - 0 10 0 70 1 - 0 71 24 96 0 - 0 120 210

2 0 8 - 0 10 3 0 5 - 0 8 1 57 0 - 0 58 17 67 2 - 0 86 162

5 0 4 - 0 9 7 0 10 - 0 17 1 58 1 - 0 60 3 100 2 - 0 105 191

4 0 7 - 0 11 6 0 2 - 0 8 1 68 0 - 0 69 3 80 2 - 1 86 174

12 0 27 0 0 39 23 0 20 0 0 43 3 253 2 0 0 258 47 343 6 0 1 397 737

30.77 0.00 69.23 0.00 0.00 - 53.49 0.00 46.51 0.00 0.00 - 1.16 98.06 0.78 0.00 0.00 - 11.84 86.40 1.51 0.00 0.25 -

0.60 0.00 0.84 0.00 0.00 0.89 0.82 0.00 0.50 0.00 0.00 0.63 0.75 0.90 0.50 0.00 0.00 0.91 0.49 0.86 0.75 0.00 0.25 0.83 0.88

Bikes

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Passenger Vehicles (1-3)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

1 0 8 - 0 9 7 0 3 - 0 10 0 69 1 - 0 70 24 95 0 - 0 119 208

2 0 8 - 0 10 3 0 5 - 0 8 1 56 0 - 0 57 16 66 2 - 0 84 159

4 0 4 - 0 8 7 0 10 - 0 17 1 56 1 - 0 58 3 97 2 - 0 102 185

4 0 7 - 0 11 6 0 2 - 0 8 1 68 0 - 0 69 3 78 2 - 1 84 172

11 0 27 0 0 38 23 0 20 0 0 43 3 249 2 0 0 254 46 336 6 0 1 389 724

28.95 0.00 71.05 0.00 0.00 - 53.49 0.00 46.51 0.00 0.00 - 1.18 98.03 0.79 0.00 0.00 - 11.83 86.38 1.54 0.00 0.26 -

0.69 0.00 0.84 0.00 0.00 0.86 0.82 0.00 0.50 0.00 0.00 0.63 0.75 0.90 0.50 0.00 0.00 0.91 0.48 0.87 0.75 0.00 0.25 0.82 0.87

Single Unit Trucks (4-7)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 1 0 - 0 1 0 1 0 - 0 1 2

0 0 0 - 0 0 0 0 0 - 0 0 0 1 0 - 0 1 1 1 0 - 0 2 3

1 0 0 - 0 1 0 0 0 - 0 0 0 2 0 - 0 2 0 3 0 - 0 3 6

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 2 0 - 0 2 2

1 0 0 0 0 1 0 0 0 0 0 0 0 4 0 0 0 4 1 7 0 0 0 8 13

100.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 100.00 0.00 0.00 0.00 - 12.50 87.50 0.00 0.00 0.00 -

0.25 0.00 0.00 0.00 0.00 0.25 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.50 0.00 0.00 0.00 0.50 0.25 0.58 0.00 0.00 0.00 0.67 0.54

Combination Trucks (8-13)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0 0 0 - 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 0.00 -

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00PHF

1645 - 1700

1700 - 1715

1715 - 1730

Total

Approach %

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Time

1630 - 1645

Approach %

PHF

Northbound Southbound Eastbound Westbound

1700 - 1715

1715 - 1730

Total

Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Time

Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

1715 - 1730

Total

Approach %

PHF

Northbound

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Southbound Eastbound

Total

Approach %

PHF

Time

1630 - 1645

1645 - 1700

1700 - 1715

Total

Approach %

PHF

Northbound Southbound Eastbound

Time

1630 - 1645

1645 - 1700

1700 - 1715

1715 - 1730

1630 - 1645

1645 - 1700

Time

1630 - 1645

1645 - 1700

1700 - 1715

1715 - 1730

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)



Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || All vehicles

Sandy Springs, GA www.marrtraffic.com

Site 2

Altmore Ave

Driveway Site 2 Weather

Lake Hearn Dr NE (West)Altmore Ave Mostly Cloudy

Lake Hearn Dr NE (East) Driveway 53°F

Lake Hearn Dr NE (West) Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE (East) 33.912480°, -84.348880°

33.912480°, -84.348880° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

All vehicles

Weather

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0600 - 0615 0 0 0 0 0 0 0 1 0 1 1 1 2 0 4 4 30 3 0 37 42

0615 - 0630 0 1 1 0 2 1 0 1 0 2 1 4 2 0 7 2 73 4 0 79 90

0630 - 0645 0 1 1 0 2 2 0 4 0 6 4 15 1 0 20 8 117 19 0 144 172

0645 - 0700 0 0 1 0 1 0 0 3 0 3 3 9 0 0 12 14 102 11 0 127 143

Hourly Total 0 2 3 0 5 3 0 9 0 12 9 29 5 0 43 28 322 37 0 387 447

0700 - 0715 1 0 1 0 2 0 0 1 0 1 0 10 1 0 11 12 67 9 0 88 102

0715 - 0730 2 0 2 0 4 0 0 3 0 3 4 33 0 0 37 8 74 16 0 98 142

0730 - 0745 1 0 7 0 8 1 0 2 0 3 4 45 6 0 55 11 82 19 0 112 178

0745 - 0800 2 0 0 0 2 1 0 3 0 4 4 38 3 0 45 14 86 10 0 110 161

Hourly Total 6 0 10 0 16 2 0 9 0 11 12 126 10 0 148 45 309 54 0 408 583

0800 - 0815 2 0 1 0 3 0 0 1 0 1 1 37 1 0 39 7 74 8 0 89 132

0815 - 0830 4 0 2 0 6 2 0 1 0 3 3 32 1 0 36 7 87 15 0 109 154

0830 - 0845 3 0 0 0 3 0 1 3 0 4 3 34 2 0 39 15 51 11 0 77 123

0845 - 0900 5 1 1 0 7 1 0 3 0 4 1 38 2 0 41 12 86 16 1 115 167

Hourly Total 14 1 4 0 19 3 1 8 0 12 8 141 6 0 155 41 298 50 1 390 576

0900 - 0915 5 0 1 0 6 2 1 3 0 6 3 39 1 1 44 5 56 9 0 70 126

0915 - 0930 3 0 3 0 6 1 0 2 0 3 5 25 0 0 30 8 55 7 0 70 109

0930 - 0945 2 0 3 0 5 6 0 9 0 15 10 41 1 0 52 5 49 8 0 62 134

0945 - 1000 1 0 6 0 7 5 0 2 0 7 5 34 0 0 39 7 55 5 0 67 120

Hourly Total 11 0 13 0 24 14 1 16 0 31 23 139 2 1 165 25 215 29 0 269 489

1000 - 1015 3 0 0 0 3 1 0 1 0 2 4 25 3 0 32 5 58 8 0 71 108

1015 - 1030 3 1 6 0 10 2 0 5 0 7 2 15 3 1 21 7 60 6 0 73 111

1030 - 1045 2 0 2 0 4 1 0 11 0 12 3 30 3 2 38 6 58 5 0 69 123

1045 - 1100 2 0 6 0 8 4 0 14 0 18 3 28 2 1 34 3 51 7 0 61 121

Hourly Total 10 1 14 0 25 8 0 31 0 39 12 98 11 4 125 21 227 26 0 274 463

1100 - 1115 3 0 5 0 8 5 0 7 0 12 2 32 5 2 41 6 37 7 0 50 111

1115 - 1130 2 0 1 0 3 2 0 10 0 12 4 33 0 1 38 2 46 13 0 61 114

1130 - 1145 3 1 5 0 9 12 1 11 0 24 3 36 2 1 42 9 44 11 0 64 139

1145 - 1200 4 0 8 0 12 9 1 10 0 20 1 41 1 1 44 6 46 6 0 58 134

Hourly Total 12 1 19 0 32 28 2 38 0 68 10 142 8 5 165 23 173 37 0 233 498

1200 - 1215 2 1 8 0 11 2 0 7 0 9 4 36 1 1 42 7 51 7 0 65 127

1215 - 1230 5 0 2 0 7 1 0 1 0 2 1 43 1 1 46 4 54 5 0 63 118

1230 - 1245 2 0 3 0 5 3 0 6 0 9 2 34 0 1 37 3 62 5 0 70 121

1245 - 1300 1 0 1 0 2 5 0 16 0 21 4 34 2 2 42 5 59 10 0 74 139

Hourly Total 10 1 14 0 25 11 0 30 0 41 11 147 4 5 167 19 226 27 0 272 505

1300 - 1315 4 0 3 0 7 3 0 9 0 12 2 28 2 1 33 2 77 2 0 81 133

1315 - 1330 3 1 1 0 5 7 0 7 0 14 7 31 0 1 39 4 57 6 0 67 125

1330 - 1345 3 0 3 0 6 2 1 2 0 5 1 32 3 0 36 2 51 4 0 57 104

1345 - 1400 4 2 5 0 11 2 0 6 0 8 3 22 1 0 26 2 48 2 0 52 97

Hourly Total 14 3 12 0 29 14 1 24 0 39 13 113 6 2 134 10 233 14 0 257 459

1400 - 1415 1 0 5 0 6 5 0 4 0 9 1 37 1 1 40 3 52 4 0 59 114

1415 - 1430 2 0 5 0 7 7 0 3 0 10 2 32 1 0 35 2 62 6 0 70 122

1430 - 1445 1 0 3 0 4 1 0 9 0 10 2 38 0 1 41 2 49 5 0 56 111

1445 - 1500 2 0 2 0 4 8 0 10 0 18 2 32 4 4 42 5 58 5 0 68 132

Hourly Total 6 0 15 0 21 21 0 26 0 47 7 139 6 6 158 12 221 20 0 253 479

1500 - 1515 3 0 0 0 3 6 0 8 0 14 5 40 4 0 49 3 57 2 0 62 128

1515 - 1530 1 0 6 0 7 6 0 10 0 16 5 38 1 0 44 4 43 4 1 52 119

1530 - 1545 2 1 4 0 7 10 0 8 0 18 4 48 1 0 53 6 62 1 0 69 147

1545 - 1600 3 0 1 0 4 8 0 12 0 20 5 44 1 0 50 9 63 3 0 75 149

Hourly Total 9 1 11 0 21 30 0 38 0 68 19 170 7 0 196 22 225 10 1 258 543

1600 - 1615 1 0 4 0 5 6 0 7 0 13 3 51 0 0 54 16 81 2 0 99 171

1615 - 1630 4 0 5 0 9 5 0 3 0 8 2 45 1 0 48 24 62 1 0 87 152

1630 - 1645 1 0 8 0 9 7 0 3 0 10 0 70 1 0 71 24 96 0 0 120 210

1645 - 1700 2 0 8 0 10 3 0 5 0 8 1 57 0 0 58 17 67 2 0 86 162

Hourly Total 8 0 25 0 33 21 0 18 0 39 6 223 2 0 231 81 306 5 0 392 695

1700 - 1715 5 0 4 0 9 7 0 10 0 17 1 58 1 0 60 3 100 2 0 105 191

1715 - 1730 4 0 7 0 11 6 0 2 0 8 1 68 0 0 69 3 80 2 1 86 174

1730 - 1745 4 0 8 0 12 3 0 5 0 8 0 55 2 0 57 3 75 0 0 78 155

1745 - 1800 0 0 4 0 4 2 0 1 0 3 2 62 1 0 65 1 58 3 0 62 134

Hourly Total 13 0 23 0 36 18 0 18 0 36 4 243 4 0 251 10 313 7 1 331 654

1800 - 1815 1 0 5 0 6 3 0 1 0 4 1 43 0 0 44 1 61 3 0 65 119

1815 - 1830 4 1 3 0 8 5 0 5 0 10 0 40 0 0 40 1 79 1 0 81 139

1830 - 1845 1 0 1 0 2 1 0 1 0 2 0 29 0 0 29 0 63 1 0 64 97

1845 - 1900 1 1 6 0 8 2 0 4 0 6 1 29 0 0 30 2 31 0 0 33 77

Hourly Total 7 2 15 0 24 11 0 11 0 22 2 141 0 0 143 4 234 5 0 243 432

Grand Total 120 12 178 0 310 184 5 276 0 465 136 1851 71 23 2081 341 3302 321 3 3967 6823

Approach % 38.71 3.87 57.42 0.00 - 39.57 1.08 59.35 0.00 - 6.54 88.95 3.41 1.11 - 8.60 83.24 8.09 0.14 -

Intersection % 1.76 0.18 2.61 0.00 4.54 2.70 0.07 4.05 0.00 6.82 1.99 27.13 1.04 0.34 30.50 5.00 48.40 4.70 0.04 58.14

Heavy Vehicle % 7 42 1 - 5 4 0 5 - 5 4 2 3 0 2 1 1 2 0 1 2

PHF 0.60 0.00 0.84 0.00 0.89 0.82 0.00 0.50 0.00 0.63 0.75 0.90 0.50 0.00 0.91 0.49 0.86 0.75 0.25 0.83 0.88

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912480,%20-84.348880/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || Bikes

Sandy Springs, GA www.marrtraffic.com

Site 2

Altmore Ave

Driveway Site 2 Weather

Lake Hearn Dr NE (West)Altmore Ave Mostly Cloudy

Lake Hearn Dr NE (East) Driveway 53°F

Lake Hearn Dr NE (West) Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE (East) 33.912480°, -84.348880°

33.912480°, -84.348880° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Bikes

Weather

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0715 - 0730 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0815 - 0830 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0845 - 0900 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0900 - 0915 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0915 - 0930 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0930 - 0945 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1000 - 1015 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1015 - 1030 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1030 - 1045 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1045 - 1100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1100 - 1115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1130 - 1145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1230 - 1245 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1245 - 1300 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1315 - 1330 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1345 - 1400 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1400 - 1415 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1415 - 1430 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1445 - 1500 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1500 - 1515 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1515 - 1530 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1530 - 1545 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1545 - 1600 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1600 - 1615 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1700 - 1715 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 0 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 0 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

Grand Total 0 0 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

Approach % 0.00 0.00 100.00 0.00 - 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 - 0.00 0.00 0.00 0.00 -

Intersection % 0.00 0.00 100.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912480,%20-84.348880/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || Passenger Vehicles (1-3)

Sandy Springs, GA www.marrtraffic.com

Site 2

Altmore Ave

Driveway Site 2 Weather

Lake Hearn Dr NE (West)Altmore Ave Mostly Cloudy

Lake Hearn Dr NE (East) Driveway 53°F

Lake Hearn Dr NE (West) Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE (East) 33.912480°, -84.348880°

33.912480°, -84.348880° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Passenger Vehicles (1-3)

Weather

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 1 1 2 0 4 3 30 3 0 36 40

0615 - 0630 0 1 0 0 1 1 0 1 0 2 1 4 2 0 7 2 73 4 0 79 89

0630 - 0645 0 0 1 0 1 2 0 3 0 5 4 14 1 0 19 8 117 19 0 144 169

0645 - 0700 0 0 1 0 1 0 0 3 0 3 3 8 0 0 11 14 102 11 0 127 142

Hourly Total 0 1 2 0 3 3 0 7 0 10 9 27 5 0 41 27 322 37 0 386 440

0700 - 0715 1 0 1 0 2 0 0 1 0 1 0 10 1 0 11 12 66 9 0 87 101

0715 - 0730 2 0 2 0 4 0 0 3 0 3 3 33 0 0 36 8 73 16 0 97 140

0730 - 0745 1 0 7 0 8 1 0 2 0 3 4 45 6 0 55 11 82 19 0 112 178

0745 - 0800 2 0 0 0 2 1 0 3 0 4 4 38 3 0 45 14 84 10 0 108 159

Hourly Total 6 0 10 0 16 2 0 9 0 11 11 126 10 0 147 45 305 54 0 404 578

0800 - 0815 2 0 1 0 3 0 0 1 0 1 1 37 1 0 39 7 73 8 0 88 131

0815 - 0830 4 0 2 0 6 1 0 1 0 2 3 32 0 0 35 7 85 15 0 107 150

0830 - 0845 3 0 0 0 3 0 1 3 0 4 3 34 2 0 39 15 50 11 0 76 122

0845 - 0900 5 1 1 0 7 1 0 3 0 4 1 38 1 0 40 11 83 16 1 111 162

Hourly Total 14 1 4 0 19 2 1 8 0 11 8 141 4 0 153 40 291 50 1 382 565

0900 - 0915 3 0 1 0 4 2 1 3 0 6 3 39 1 1 44 5 55 9 0 69 123

0915 - 0930 2 0 3 0 5 1 0 2 0 3 4 25 0 0 29 8 54 7 0 69 106

0930 - 0945 2 0 3 0 5 6 0 8 0 14 10 39 1 0 50 5 49 8 0 62 131

0945 - 1000 1 0 6 0 7 5 0 2 0 7 5 34 0 0 39 7 55 5 0 67 120

Hourly Total 8 0 13 0 21 14 1 15 0 30 22 137 2 1 162 25 213 29 0 267 480

1000 - 1015 2 0 0 0 2 1 0 1 0 2 4 24 3 0 31 5 57 7 0 69 104

1015 - 1030 2 1 6 0 9 2 0 5 0 7 1 14 3 1 19 7 59 6 0 72 107

1030 - 1045 2 0 2 0 4 1 0 9 0 10 3 29 3 2 37 6 57 4 0 67 118

1045 - 1100 2 0 6 0 8 3 0 13 0 16 2 27 2 1 32 3 51 6 0 60 116

Hourly Total 8 1 14 0 23 7 0 28 0 35 10 94 11 4 119 21 224 23 0 268 445

1100 - 1115 2 0 5 0 7 5 0 6 0 11 2 32 5 2 41 6 36 6 0 48 107

1115 - 1130 2 0 1 0 3 2 0 10 0 12 4 32 0 1 37 2 45 13 0 60 112

1130 - 1145 3 1 5 0 9 11 1 11 0 23 3 36 2 1 42 9 44 10 0 63 137

1145 - 1200 4 0 8 0 12 9 1 10 0 20 1 41 1 1 44 6 46 6 0 58 134

Hourly Total 11 1 19 0 31 27 2 37 0 66 10 141 8 5 164 23 171 35 0 229 490

1200 - 1215 2 1 8 0 11 2 0 7 0 9 4 36 1 1 42 7 51 7 0 65 127

1215 - 1230 5 0 2 0 7 0 0 1 0 1 1 42 1 1 45 4 54 5 0 63 116

1230 - 1245 2 0 3 0 5 2 0 6 0 8 1 32 0 1 34 3 62 5 0 70 117

1245 - 1300 1 0 1 0 2 4 0 15 0 19 4 34 2 2 42 5 57 10 0 72 135

Hourly Total 10 1 14 0 25 8 0 29 0 37 10 144 4 5 163 19 224 27 0 270 495

1300 - 1315 4 0 3 0 7 3 0 9 0 12 2 28 2 1 33 2 76 2 0 80 132

1315 - 1330 3 1 1 0 5 7 0 7 0 14 7 30 0 1 38 4 56 6 0 66 123

1330 - 1345 3 0 3 0 6 2 1 2 0 5 1 31 3 0 35 2 46 4 0 52 98

1345 - 1400 4 1 5 0 10 2 0 6 0 8 3 22 1 0 26 2 48 2 0 52 96

Hourly Total 14 2 12 0 28 14 1 24 0 39 13 111 6 2 132 10 226 14 0 250 449

1400 - 1415 1 0 5 0 6 5 0 3 0 8 1 37 1 1 40 3 52 3 0 58 112

1415 - 1430 2 0 5 0 7 7 0 2 0 9 2 30 1 0 33 2 61 6 0 69 118

1430 - 1445 1 0 3 0 4 1 0 9 0 10 2 38 0 1 41 2 47 4 0 53 108

1445 - 1500 2 0 2 0 4 8 0 10 0 18 2 31 4 4 41 5 58 5 0 68 131

Hourly Total 6 0 15 0 21 21 0 24 0 45 7 136 6 6 155 12 218 18 0 248 469

1500 - 1515 3 0 0 0 3 6 0 8 0 14 5 39 4 0 48 3 55 2 0 60 125

1515 - 1530 1 0 6 0 7 5 0 10 0 15 5 35 1 0 41 4 42 4 1 51 114

1530 - 1545 2 0 4 0 6 10 0 8 0 18 4 46 1 0 51 6 61 1 0 68 143

1545 - 1600 2 0 1 0 3 8 0 11 0 19 5 43 1 0 49 9 61 3 0 73 144

Hourly Total 8 0 11 0 19 29 0 37 0 66 19 163 7 0 189 22 219 10 1 252 526

1600 - 1615 1 0 4 0 5 5 0 7 0 12 3 49 0 0 52 16 80 1 0 97 166

1615 - 1630 4 0 5 0 9 5 0 3 0 8 2 44 1 0 47 24 60 1 0 85 149

1630 - 1645 1 0 8 0 9 7 0 3 0 10 0 69 1 0 70 24 95 0 0 119 208

1645 - 1700 2 0 8 0 10 3 0 5 0 8 1 56 0 0 57 16 66 2 0 84 159

Hourly Total 8 0 25 0 33 20 0 18 0 38 6 218 2 0 226 80 301 4 0 385 682

1700 - 1715 4 0 4 0 8 7 0 10 0 17 1 56 1 0 58 3 97 2 0 102 185

1715 - 1730 4 0 7 0 11 6 0 2 0 8 1 68 0 0 69 3 78 2 1 84 172

1730 - 1745 4 0 8 0 12 3 0 5 0 8 0 55 2 0 57 3 75 0 0 78 155

1745 - 1800 0 0 4 0 4 2 0 1 0 3 1 62 1 0 64 1 58 3 0 62 133

Hourly Total 12 0 23 0 35 18 0 18 0 36 3 241 4 0 248 10 308 7 1 326 645

1800 - 1815 1 0 5 0 6 3 0 1 0 4 1 43 0 0 44 1 61 3 0 65 119

1815 - 1830 4 0 3 0 7 5 0 4 0 9 0 40 0 0 40 1 79 1 0 81 137

1830 - 1845 1 0 1 0 2 1 0 1 0 2 0 29 0 0 29 0 63 1 0 64 97

1845 - 1900 1 0 5 0 6 2 0 2 0 4 1 29 0 0 30 2 31 0 0 33 73

Hourly Total 7 0 14 0 21 11 0 8 0 19 2 141 0 0 143 4 234 5 0 243 426

Grand Total 112 7 176 0 295 176 5 262 0 443 130 1820 69 23 2042 338 3256 313 3 3910 6690

Approach % 37.97 2.37 59.66 0.00 - 39.73 1.13 59.14 0.00 - 6.37 89.13 3.38 1.13 - 8.64 83.27 8.01 0.15 -

Intersection % 1.67 0.10 2.63 0.00 4.41 2.63 0.07 3.92 0.00 6.62 1.94 27.20 1.03 0.34 30.52 5.05 48.67 4.68 0.04 58.45

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912480,%20-84.348880/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || Single Unit Trucks (4-7)

Sandy Springs, GA www.marrtraffic.com

Site 2

Altmore Ave

Driveway Site 2 Weather

Lake Hearn Dr NE (West)Altmore Ave Mostly Cloudy

Lake Hearn Dr NE (East) Driveway 53°F

Lake Hearn Dr NE (West) Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE (East) 33.912480°, -84.348880°

33.912480°, -84.348880° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Single Unit Trucks (4-7)

Weather

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0600 - 0615 0 0 0 0 0 0 0 1 0 1 0 0 0 0 0 1 0 0 0 1 2

0615 - 0630 0 0 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

0630 - 0645 0 1 0 0 1 0 0 1 0 1 0 1 0 0 1 0 0 0 0 0 3

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 1

Hourly Total 0 1 1 0 2 0 0 2 0 2 0 2 0 0 2 1 0 0 0 1 7

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

0715 - 0730 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2 2

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 4 0 0 4 4

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

0815 - 0830 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1 0 2 0 0 2 3

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

0845 - 0900 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1 1 2 0 0 3 4

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 2 0 2 1 6 0 0 7 9

0900 - 0915 2 0 0 0 2 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 3

0915 - 0930 1 0 0 0 1 0 0 0 0 0 1 0 0 0 1 0 1 0 0 1 3

0930 - 0945 0 0 0 0 0 0 0 1 0 1 0 1 0 0 1 0 0 0 0 0 2

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 3 0 0 0 3 0 0 1 0 1 1 1 0 0 2 0 2 0 0 2 8

1000 - 1015 1 0 0 0 1 0 0 0 0 0 0 1 0 0 1 0 1 1 0 2 4

1015 - 1030 1 0 0 0 1 0 0 0 0 0 1 1 0 0 2 0 1 0 0 1 4

1030 - 1045 0 0 0 0 0 0 0 2 0 2 0 1 0 0 1 0 1 1 0 2 5

1045 - 1100 0 0 0 0 0 1 0 1 0 2 1 1 0 0 2 0 0 1 0 1 5

Hourly Total 2 0 0 0 2 1 0 3 0 4 2 4 0 0 6 0 3 3 0 6 18

1100 - 1115 1 0 0 0 1 0 0 1 0 1 0 0 0 0 0 0 1 1 0 2 4

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 1 0 0 1 2

1130 - 1145 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 0 0 1 0 1 2

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 1 0 0 0 1 1 0 1 0 2 0 1 0 0 1 0 2 2 0 4 8

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 1 0 0 0 1 0 1 0 0 1 0 0 0 0 0 2

1230 - 1245 0 0 0 0 0 1 0 0 0 1 1 2 0 0 3 0 0 0 0 0 4

1245 - 1300 0 0 0 0 0 1 0 1 0 2 0 0 0 0 0 0 2 0 0 2 4

Hourly Total 0 0 0 0 0 3 0 1 0 4 1 3 0 0 4 0 2 0 0 2 10

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

1315 - 1330 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 1 0 0 1 2

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 5 0 0 5 6

1345 - 1400 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 1 0 0 1 0 0 0 0 0 0 2 0 0 2 0 7 0 0 7 10

1400 - 1415 0 0 0 0 0 0 0 1 0 1 0 0 0 0 0 0 0 1 0 1 2

1415 - 1430 0 0 0 0 0 0 0 1 0 1 0 2 0 0 2 0 1 0 0 1 4

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 2 1 0 3 3

1445 - 1500 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 1

Hourly Total 0 0 0 0 0 0 0 2 0 2 0 3 0 0 3 0 3 2 0 5 10

1500 - 1515 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 2 0 0 2 3

1515 - 1530 0 0 0 0 0 1 0 0 0 1 0 3 0 0 3 0 1 0 0 1 5

1530 - 1545 0 1 0 0 1 0 0 0 0 0 0 2 0 0 2 0 1 0 0 1 4

1545 - 1600 1 0 0 0 1 0 0 1 0 1 0 1 0 0 1 0 2 0 0 2 5

Hourly Total 1 1 0 0 2 1 0 1 0 2 0 7 0 0 7 0 6 0 0 6 17

1600 - 1615 0 0 0 0 0 1 0 0 0 1 0 2 0 0 2 0 1 1 0 2 5

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 2 0 0 2 3

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 1 0 0 1 2

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1 1 0 0 2 3

Hourly Total 0 0 0 0 0 1 0 0 0 1 0 5 0 0 5 1 5 1 0 7 13

1700 - 1715 1 0 0 0 1 0 0 0 0 0 0 2 0 0 2 0 3 0 0 3 6

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2 2

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 1

Hourly Total 1 0 0 0 1 0 0 0 0 0 1 2 0 0 3 0 5 0 0 5 9

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 1 0 0 1 0 0 1 0 1 0 0 0 0 0 0 0 0 0 0 2

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 1 0 0 1 0 0 2 0 2 0 0 0 0 0 0 0 0 0 0 3

Hourly Total 0 2 0 0 2 0 0 3 0 3 0 0 0 0 0 0 0 0 0 0 5

Grand Total 8 5 1 0 14 7 0 14 0 21 5 30 2 0 37 3 45 8 0 56 128

Approach % 57.14 35.71 7.14 0.00 - 33.33 0.00 66.67 0.00 - 13.51 81.08 5.41 0.00 - 5.36 80.36 14.29 0.00 -

Intersection % 6.25 3.91 0.78 0.00 10.94 5.47 0.00 10.94 0.00 16.41 3.91 23.44 1.56 0.00 28.91 2.34 35.16 6.25 0.00 43.75

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912480,%20-84.348880/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || Combination Trucks (8-13)

Sandy Springs, GA www.marrtraffic.com

Site 2

Altmore Ave

Driveway Site 2 Weather

Lake Hearn Dr NE (West)Altmore Ave Mostly Cloudy

Lake Hearn Dr NE (East) Driveway 53°F

Lake Hearn Dr NE (West) Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE (East) 33.912480°, -84.348880°

33.912480°, -84.348880° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Combination Trucks (8-13)

Weather

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0715 - 0730 0 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 1

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 1

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0815 - 0830 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 0 0 0 0 0 1

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0845 - 0900 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

Hourly Total 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 0 1 0 0 1 2

0900 - 0915 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0915 - 0930 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0930 - 0945 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 1

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 1

1000 - 1015 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1015 - 1030 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1030 - 1045 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1045 - 1100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1100 - 1115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1130 - 1145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1230 - 1245 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1245 - 1300 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1315 - 1330 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1345 - 1400 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1400 - 1415 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1415 - 1430 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1445 - 1500 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1500 - 1515 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1515 - 1530 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1530 - 1545 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1545 - 1600 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1600 - 1615 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1700 - 1715 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Grand Total 0 0 0 0 0 1 0 0 0 1 1 1 0 0 2 0 1 0 0 1 4

Approach % 0.00 0.00 0.00 0.00 - 100.00 0.00 0.00 0.00 - 50.00 50.00 0.00 0.00 - 0.00 100.00 0.00 0.00 -

Intersection % 0.00 0.00 0.00 0.00 0.00 25.00 0.00 0.00 0.00 25.00 25.00 25.00 0.00 0.00 50.00 0.00 25.00 0.00 0.00 25.00

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912480,%20-84.348880/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


Sandy Springs, GA

Classified Turn MovemenClassified Turn Movement Count || All Trucks (4-13)

Sandy Springs, GA www.marrtraffic.com

Site 2

Altmore Ave

Driveway Site 2 Weather

Lake Hearn Dr NE (West)Altmore Ave Mostly Cloudy

Lake Hearn Dr NE (East) Driveway 53°F

Lake Hearn Dr NE (West) Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE (East) 33.912480°, -84.348880°

33.912480°, -84.348880° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

All Trucks (4-13)

Weather

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Left Thru Right U-Turn App Int

TIME 2.1 2.2 2.3 2.4 Total 2.5 2.6 2.7 2.8 Total 2.9 2.10 2.11 2.12 Total 2.13 2.14 2.15 2.16 Total Total

0600 - 0615 0 0 0 0 0 0 0 1 0 1 0 0 0 0 0 1 0 0 0 1 2

0615 - 0630 0 0 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

0630 - 0645 0 1 0 0 1 0 0 1 0 1 0 1 0 0 1 0 0 0 0 0 3

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 1

Hourly Total 0 1 1 0 2 0 0 2 0 2 0 2 0 0 2 1 0 0 0 1 7

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

0715 - 0730 0 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 1 0 0 1 2

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2 2

Hourly Total 0 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 4 0 0 4 5

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

0815 - 0830 0 0 0 0 0 1 0 0 0 1 0 0 1 0 1 0 2 0 0 2 4

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

0845 - 0900 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1 1 3 0 0 4 5

Hourly Total 0 0 0 0 0 1 0 0 0 1 0 0 2 0 2 1 7 0 0 8 11

0900 - 0915 2 0 0 0 2 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 3

0915 - 0930 1 0 0 0 1 0 0 0 0 0 1 0 0 0 1 0 1 0 0 1 3

0930 - 0945 0 0 0 0 0 0 0 1 0 1 0 2 0 0 2 0 0 0 0 0 3

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 3 0 0 0 3 0 0 1 0 1 1 2 0 0 3 0 2 0 0 2 9

1000 - 1015 1 0 0 0 1 0 0 0 0 0 0 1 0 0 1 0 1 1 0 2 4

1015 - 1030 1 0 0 0 1 0 0 0 0 0 1 1 0 0 2 0 1 0 0 1 4

1030 - 1045 0 0 0 0 0 0 0 2 0 2 0 1 0 0 1 0 1 1 0 2 5

1045 - 1100 0 0 0 0 0 1 0 1 0 2 1 1 0 0 2 0 0 1 0 1 5

Hourly Total 2 0 0 0 2 1 0 3 0 4 2 4 0 0 6 0 3 3 0 6 18

1100 - 1115 1 0 0 0 1 0 0 1 0 1 0 0 0 0 0 0 1 1 0 2 4

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 1 0 0 1 2

1130 - 1145 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 0 0 1 0 1 2

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 1 0 0 0 1 1 0 1 0 2 0 1 0 0 1 0 2 2 0 4 8

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 1 0 0 0 1 0 1 0 0 1 0 0 0 0 0 2

1230 - 1245 0 0 0 0 0 1 0 0 0 1 1 2 0 0 3 0 0 0 0 0 4

1245 - 1300 0 0 0 0 0 1 0 1 0 2 0 0 0 0 0 0 2 0 0 2 4

Hourly Total 0 0 0 0 0 3 0 1 0 4 1 3 0 0 4 0 2 0 0 2 10

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

1315 - 1330 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 1 0 0 1 2

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 5 0 0 5 6

1345 - 1400 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 1 0 0 1 0 0 0 0 0 0 2 0 0 2 0 7 0 0 7 10

1400 - 1415 0 0 0 0 0 0 0 1 0 1 0 0 0 0 0 0 0 1 0 1 2

1415 - 1430 0 0 0 0 0 0 0 1 0 1 0 2 0 0 2 0 1 0 0 1 4

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 2 1 0 3 3

1445 - 1500 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 0 1

Hourly Total 0 0 0 0 0 0 0 2 0 2 0 3 0 0 3 0 3 2 0 5 10

1500 - 1515 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 2 0 0 2 3

1515 - 1530 0 0 0 0 0 1 0 0 0 1 0 3 0 0 3 0 1 0 0 1 5

1530 - 1545 0 1 0 0 1 0 0 0 0 0 0 2 0 0 2 0 1 0 0 1 4

1545 - 1600 1 0 0 0 1 0 0 1 0 1 0 1 0 0 1 0 2 0 0 2 5

Hourly Total 1 1 0 0 2 1 0 1 0 2 0 7 0 0 7 0 6 0 0 6 17

1600 - 1615 0 0 0 0 0 1 0 0 0 1 0 2 0 0 2 0 1 1 0 2 5

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 2 0 0 2 3

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 1 0 0 1 2

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1 1 0 0 2 3

Hourly Total 0 0 0 0 0 1 0 0 0 1 0 5 0 0 5 1 5 1 0 7 13

1700 - 1715 1 0 0 0 1 0 0 0 0 0 0 2 0 0 2 0 3 0 0 3 6

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2 2

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 0 0 0 0 0 0 0 0 0 1 0 0 0 1 0 0 0 0 0 1

Hourly Total 1 0 0 0 1 0 0 0 0 0 1 2 0 0 3 0 5 0 0 5 9

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 1 0 0 1 0 0 1 0 1 0 0 0 0 0 0 0 0 0 0 2

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 1 0 0 1 0 0 2 0 2 0 0 0 0 0 0 0 0 0 0 3

Hourly Total 0 2 0 0 2 0 0 3 0 3 0 0 0 0 0 0 0 0 0 0 5

Grand Total 8 5 1 0 14 8 0 14 0 22 6 31 2 0 39 3 46 8 0 57 132

Approach % 57.14 35.71 7.14 0.00 - 36.36 0.00 63.64 0.00 - 15.38 79.49 5.13 0.00 - 5.26 80.70 14.04 0.00 -

Intersection % 6.06 3.79 0.76 0.00 10.61 6.06 0.00 10.61 0.00 16.67 4.55 23.48 1.52 0.00 29.55 2.27 34.85 6.06 0.00 43.18

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912480,%20-84.348880/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


Sandy Springs, GA

Crosswalk Counts Crosswalk Counts || Pedestrians

Sandy Springs, GA www.marrtraffic.com

Site 2

Altmore Ave

Driveway Site 2 Weather

Lake Hearn Dr NE (West)Altmore Ave Mostly Cloudy

Lake Hearn Dr NE (East) Driveway 53°F 53°F

Lake Hearn Dr NE (West) Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE (East) 33.912480°, -84.348880°

33.912480°, -84.348880° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Pedestrians

Weather

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

EB WB App EB WB App NB SB App NB SB App Int

TIME 2a 2b Total 2c 2d Total 2e 2f Total 2g 2h Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 1 1 0 0 0 0 0 0 0 0 0 1

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 1 1 0 0 0 0 0 0 0 0 0 1

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0

0715 - 0730 0 0 0 0 0 0 0 0 0 0 0 0 0

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0800 - 0815 1 0 1 0 0 0 0 0 0 0 0 0 1

0815 - 0830 0 1 1 0 0 0 0 0 0 0 1 1 2

0830 - 0845 0 0 0 0 1 1 0 0 0 0 0 0 1

0845 - 0900 0 0 0 1 1 2 0 0 0 0 0 0 2

Hourly Total 1 1 2 1 2 3 0 0 0 0 1 1 6

0900 - 0915 0 0 0 0 0 0 0 0 0 0 0 0 0

0915 - 0930 0 0 0 0 0 0 0 0 0 0 0 0 0

0930 - 0945 0 0 0 0 0 0 0 0 0 0 0 0 0

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1000 - 1015 0 0 0 0 0 0 0 0 0 0 0 0 0

1015 - 1030 0 0 0 1 0 1 0 0 0 0 0 0 1

1030 - 1045 0 0 0 0 0 0 0 0 0 0 0 0 0

1045 - 1100 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 1 0 1 0 0 0 0 0 0 1

1100 - 1115 0 0 0 0 0 0 0 0 0 0 0 0 0

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 0 0

1130 - 1145 0 1 1 1 1 2 0 0 0 0 0 0 3

1145 - 1200 0 0 0 0 1 1 0 0 0 0 0 0 1

Hourly Total 0 1 1 1 2 3 0 0 0 0 0 0 4

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 1 0 1 0 0 0 0 0 0 0 0 0 1

1230 - 1245 0 1 1 0 0 0 0 0 0 0 0 0 1

1245 - 1300 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 1 1 2 0 0 0 0 0 0 0 0 0 2

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0

1315 - 1330 0 1 1 0 0 0 0 0 0 0 0 0 1

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 0 0

1345 - 1400 1 1 2 0 0 0 0 0 0 0 0 0 2

Hourly Total 1 2 3 0 0 0 0 0 0 0 0 0 3

1400 - 1415 0 0 0 1 0 1 0 0 0 0 0 0 1

1415 - 1430 0 0 0 0 0 0 0 0 0 0 0 0 0

1430 - 1445 1 0 1 1 0 1 0 0 0 0 0 0 2

1445 - 1500 0 0 0 0 1 1 0 0 0 0 0 0 1

Hourly Total 1 0 1 2 1 3 0 0 0 0 0 0 4

1500 - 1515 0 0 0 0 0 0 0 0 0 0 1 1 1

1515 - 1530 0 0 0 0 0 0 0 0 0 0 0 0 0

1530 - 1545 0 0 0 0 0 0 0 0 0 0 0 0 0

1545 - 1600 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 1 1 1

1600 - 1615 0 0 0 0 0 0 0 0 0 0 0 0 0

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 1 0 1 0 0 0 0 0 0 0 0 0 1

1645 - 1700 0 0 0 0 0 0 0 0 0 0 1 1 1

Hourly Total 1 0 1 0 0 0 0 0 0 0 1 1 2

1700 - 1715 0 1 1 0 0 0 0 0 0 0 0 0 1

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0

1730 - 1745 1 0 1 0 1 1 0 0 0 0 0 0 2

1745 - 1800 2 1 3 0 0 0 0 0 0 0 0 0 3

Hourly Total 3 2 5 0 1 1 0 0 0 0 0 0 6

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 1 0 1 0 0 0 0 0 0 0 0 0 1

1830 - 1845 0 0 0 0 1 1 0 0 0 0 0 0 1

1845 - 1900 0 0 0 2 1 3 0 0 0 0 0 0 3

Hourly Total 1 0 1 2 2 4 0 0 0 0 0 0 5

Grand Total 9 8 17 7 8 15 0 0 0 0 3 3 35

Approach % 52.94 47.06 - 46.67 53.33 - 0.00 0.00 - 0.00 100.00 -

Intersection % 25.71 22.86 48.57 20.00 22.86 42.86 0.00 0.00 0.00 0.00 8.57 8.57

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912480,%20-84.348880/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


Sandy Springs, GA

Crosswalk Counts Crosswalk Counts || Bikes

Sandy Springs, GA www.marrtraffic.com

Site 2

Altmore Ave

Driveway Site 2 Weather

Lake Hearn Dr NE (West)Altmore Ave Mostly Cloudy

Lake Hearn Dr NE (East) Driveway 53°F 53°F

Lake Hearn Dr NE (West) Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE (East) 33.912480°, -84.348880°

33.912480°, -84.348880° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Bikes

Weather

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

EB WB App EB WB App NB SB App NB SB App Int

TIME 2a 2b Total 2c 2d Total 2e 2f Total 2g 2h Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 0 0 0 0 0 0 0 0 0 0 0 0

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0

0715 - 0730 0 0 0 0 0 0 0 0 0 0 0 0 0

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0

0815 - 0830 0 0 0 0 0 0 0 0 0 0 0 0 0

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0

0845 - 0900 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0900 - 0915 0 0 0 0 0 0 0 0 0 0 0 0 0

0915 - 0930 0 0 0 0 0 0 0 0 0 0 0 0 0

0930 - 0945 0 0 0 0 0 0 0 0 0 0 0 0 0

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1000 - 1015 0 0 0 0 0 0 0 0 0 0 0 0 0

1015 - 1030 0 0 0 0 0 0 0 0 0 0 0 0 0

1030 - 1045 0 0 0 0 0 0 0 0 0 0 0 0 0

1045 - 1100 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1100 - 1115 0 0 0 0 0 0 0 0 0 0 0 0 0

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 0 0

1130 - 1145 0 0 0 0 0 0 0 0 0 0 0 0 0

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 0 0 0 0 0 0 0 0

1230 - 1245 0 0 0 0 0 0 0 0 0 0 0 0 0

1245 - 1300 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0

1315 - 1330 0 0 0 0 0 0 0 0 0 0 0 0 0

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 0 0

1345 - 1400 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1400 - 1415 0 0 0 0 0 0 0 0 0 0 0 0 0

1415 - 1430 0 0 0 0 0 0 0 0 0 0 0 0 0

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0

1445 - 1500 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1500 - 1515 0 0 0 0 0 0 0 0 0 0 0 0 0

1515 - 1530 0 0 0 0 0 0 0 0 0 0 0 0 0

1530 - 1545 0 0 0 0 0 0 0 0 0 0 0 0 0

1545 - 1600 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1600 - 1615 0 0 0 0 0 0 0 0 0 0 0 0 0

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 0 0

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1700 - 1715 0 0 0 0 0 0 0 0 0 0 0 0 0

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

Grand Total 0 0 0 0 0 0 0 0 0 0 0 0 0

Approach % 0.00 0.00 - 0.00 0.00 - 0.00 0.00 - 0.00 0.00 -

Intersection % 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912480,%20-84.348880/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


Sandy Springs, GA

Crosswalk Counts Crosswalk Counts || Motorized Vehicles

Sandy Springs, GA www.marrtraffic.com

Site 2

Altmore Ave

Driveway Site 2 Weather

Lake Hearn Dr NE (West)Altmore Ave Mostly Cloudy

Lake Hearn Dr NE (East) Driveway 53°F 53°F

Lake Hearn Dr NE (West) Lat/Long Click here for Detailed Weather

Lat/Long Lake Hearn Dr NE (East) 33.912480°, -84.348880°

33.912480°, -84.348880° Click here for Map

Lat/Long

################### 0600 - 1900 (Weekday 13h Session) (03-19-2024)

Motorized Vehicles

Weather

Northbound Southbound Eastbound Westbound

Altmore Ave Driveway Lake Hearn Dr NE (West) Lake Hearn Dr NE (East)

EB WB App EB WB App NB SB App NB SB App Int

TIME 2a 2b Total 2c 2d Total 2e 2f Total 2g 2h Total Total

0600 - 0615 0 0 0 0 0 0 0 0 0 0 0 0 0

0615 - 0630 0 0 0 0 0 0 0 0 0 0 0 0 0

0630 - 0645 0 0 0 0 0 0 0 0 0 0 0 0 0

0645 - 0700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0700 - 0715 0 0 0 0 0 0 0 0 0 0 0 0 0

0715 - 0730 0 0 0 0 0 0 0 0 0 0 0 0 0

0730 - 0745 0 0 0 0 0 0 0 0 0 0 0 0 0

0745 - 0800 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0800 - 0815 0 0 0 0 0 0 0 0 0 0 0 0 0

0815 - 0830 0 0 0 0 0 0 0 0 0 0 0 0 0

0830 - 0845 0 0 0 0 0 0 0 0 0 0 0 0 0

0845 - 0900 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

0900 - 0915 0 0 0 0 0 0 0 0 0 0 0 0 0

0915 - 0930 0 0 0 0 0 0 0 0 0 0 0 0 0

0930 - 0945 0 0 0 0 0 0 0 0 0 0 0 0 0

0945 - 1000 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1000 - 1015 0 0 0 0 0 0 0 0 0 0 0 0 0

1015 - 1030 0 0 0 0 0 0 0 0 0 0 0 0 0

1030 - 1045 0 0 0 0 0 0 0 0 0 0 0 0 0

1045 - 1100 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1100 - 1115 0 0 0 0 0 0 0 0 0 0 0 0 0

1115 - 1130 0 0 0 0 0 0 0 0 0 0 0 0 0

1130 - 1145 0 0 0 0 0 0 0 0 0 0 0 0 0

1145 - 1200 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1200 - 1215 0 0 0 0 0 0 0 0 0 0 0 0 0

1215 - 1230 0 0 0 0 0 0 0 0 0 0 0 0 0

1230 - 1245 0 0 0 0 0 0 0 0 0 0 0 0 0

1245 - 1300 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1300 - 1315 0 0 0 0 0 0 0 0 0 0 0 0 0

1315 - 1330 0 0 0 0 0 0 0 0 0 0 0 0 0

1330 - 1345 0 0 0 0 0 0 0 0 0 0 0 0 0

1345 - 1400 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1400 - 1415 0 0 0 0 0 0 0 0 0 0 0 0 0

1415 - 1430 0 0 0 0 0 0 0 0 0 0 0 0 0

1430 - 1445 0 0 0 0 0 0 0 0 0 0 0 0 0

1445 - 1500 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1500 - 1515 0 0 0 0 0 0 0 0 0 0 0 0 0

1515 - 1530 0 0 0 0 0 0 0 0 0 0 0 0 0

1530 - 1545 0 0 0 0 0 0 0 0 0 0 0 0 0

1545 - 1600 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1600 - 1615 0 0 0 0 0 0 0 0 0 0 0 0 0

1615 - 1630 0 0 0 0 0 0 0 0 0 0 0 0 0

1630 - 1645 0 0 0 0 0 0 0 0 0 0 0 0 0

1645 - 1700 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1700 - 1715 0 0 0 0 0 0 0 0 0 0 0 0 0

1715 - 1730 0 0 0 0 0 0 0 0 0 0 0 0 0

1730 - 1745 0 0 0 0 0 0 0 0 0 0 0 0 0

1745 - 1800 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

1800 - 1815 0 0 0 0 0 0 0 0 0 0 0 0 0

1815 - 1830 0 0 0 0 0 0 0 0 0 0 0 0 0

1830 - 1845 0 0 0 0 0 0 0 0 0 0 0 0 0

1845 - 1900 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 0 0 0 0 0 0 0 0 0 0 0 0

Grand Total 0 0 0 0 0 0 0 0 0 0 0 0 0

Approach % 0.00 0.00 - 0.00 0.00 - 0.00 0.00 - 0.00 0.00 -

Intersection % 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Date

Tuesday, March 19, 2024

https://www.visualcrossing.com/weather-history/33.912480,%20-84.348880/us/2024-03-19/2024-03-19
https://maps.google.com/?q=33.912480,-84.348880
http://www.marrtraffic.com/


Start Date: 3/19/2024

Time EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR Total

15 Minute Totals

12:00 AM - 12:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
12:15 AM - 12:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
12:30 AM - 12:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
12:45 AM - 01:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
01:00 AM - 01:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
01:15 AM - 01:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
01:30 AM - 01:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
01:45 AM - 02:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
02:00 AM - 02:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
02:15 AM - 02:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
02:30 AM - 02:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
02:45 AM - 03:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
03:00 AM - 03:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
03:15 AM - 03:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
03:30 AM - 03:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
03:45 AM - 04:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
04:00 AM - 04:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
04:15 AM - 04:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
04:30 AM - 04:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
04:45 AM - 05:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
05:00 AM - 05:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
05:15 AM - 05:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
05:30 AM - 05:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
05:45 AM - 06:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0
06:00 AM - 06:15 AM 1 1 2 4 30 3 0 0 0 0 0 1 42
06:15 AM - 06:30 AM 1 4 2 2 73 4 0 1 1 1 0 1 90
06:30 AM - 06:45 AM 4 15 1 8 117 19 0 1 1 2 0 4 172
06:45 AM - 07:00 AM 3 9 0 14 102 11 0 0 1 0 0 3 143
07:00 AM - 07:15 AM 0 10 1 12 67 9 1 0 1 0 0 1 102
07:15 AM - 07:30 AM 4 33 0 8 74 16 2 0 2 0 0 3 142
07:30 AM - 07:45 AM 4 45 6 11 82 19 1 0 7 1 0 2 178
07:45 AM - 08:00 AM 4 38 3 14 86 10 2 0 0 1 0 3 161
08:00 AM - 08:15 AM 1 37 1 7 74 8 2 0 1 0 0 1 132
08:15 AM - 08:30 AM 3 32 1 7 87 15 4 0 2 2 0 1 154
08:30 AM - 08:45 AM 3 34 2 15 51 11 3 0 0 0 1 3 123
08:45 AM - 09:00 AM 1 38 2 12 86 16 5 1 1 1 0 3 166
09:00 AM - 09:15 AM 3 39 1 5 56 9 5 0 1 2 1 3 125
09:15 AM - 09:30 AM 5 25 0 8 55 7 3 0 3 1 0 2 109
09:30 AM - 09:45 AM 10 41 1 5 49 8 2 0 3 6 0 9 134
09:45 AM - 10:00 AM 5 34 0 7 55 5 1 0 6 5 0 2 120
10:00 AM - 10:15 AM 4 25 3 5 58 8 3 0 0 1 0 1 108
10:15 AM - 10:30 AM 2 15 3 7 60 6 3 1 6 2 0 5 110
10:30 AM - 10:45 AM 3 30 3 6 58 5 2 0 2 1 0 11 121
10:45 AM - 11:00 AM 3 28 2 3 51 7 2 0 6 4 0 14 120
11:00 AM - 11:15 AM 2 32 5 6 37 7 3 0 5 5 0 7 109
11:15 AM - 11:30 AM 4 33 0 2 46 13 2 0 1 2 0 10 113
11:30 AM - 11:45 AM 3 36 2 9 44 11 3 1 5 12 1 11 138
11:45 AM - 12:00 PM 1 41 1 6 46 6 4 0 8 9 1 10 133
12:00 PM - 12:15 PM 4 36 1 7 51 7 2 1 8 2 0 7 126
12:15 PM - 12:30 PM 1 43 1 4 54 5 5 0 2 1 0 1 117
12:30 PM - 12:45 PM 2 34 0 3 62 5 2 0 3 3 0 6 120
12:45 PM - 01:00 PM 4 34 2 5 59 10 1 0 1 5 0 16 137
01:00 PM - 01:15 PM 2 28 2 2 77 2 4 0 3 3 0 9 132
01:15 PM - 01:30 PM 7 31 0 4 57 6 3 1 1 7 0 7 124
01:30 PM - 01:45 PM 1 32 3 2 51 4 3 0 3 2 1 2 104
01:45 PM - 02:00 PM 3 22 1 2 48 2 4 2 5 2 0 6 97
02:00 PM - 02:15 PM 1 37 1 3 52 4 1 0 5 5 0 4 113
02:15 PM - 02:30 PM 2 32 1 2 62 6 2 0 5 7 0 3 122
02:30 PM - 02:45 PM 2 38 0 2 49 5 1 0 3 1 0 9 110
02:45 PM - 03:00 PM 2 32 4 5 58 5 2 0 2 8 0 10 128
03:00 PM - 03:15 PM 5 40 4 3 57 2 3 0 0 6 0 8 128
03:15 PM - 03:30 PM 5 38 1 4 43 4 1 0 6 6 0 10 118
03:30 PM - 03:45 PM 4 48 1 6 62 1 2 1 4 10 0 8 147
03:45 PM - 04:00 PM 5 44 1 9 63 3 3 0 1 8 0 12 149
04:00 PM - 04:15 PM 3 51 0 16 81 2 1 0 4 6 0 7 171
04:15 PM - 04:30 PM 2 45 1 24 62 1 4 0 5 5 0 3 152
04:30 PM - 04:45 PM 0 70 1 24 96 0 1 0 8 7 0 3 210
04:45 PM - 05:00 PM 1 57 0 17 67 2 2 0 8 3 0 5 162
05:00 PM - 05:15 PM 1 58 1 3 100 2 5 0 4 7 0 10 191
05:15 PM - 05:30 PM 1 68 0 3 80 2 4 0 7 6 0 2 173
05:30 PM - 05:45 PM 0 55 2 3 75 0 4 0 8 3 0 5 155
05:45 PM - 06:00 PM 2 62 1 1 58 3 0 0 4 2 0 1 134
06:00 PM - 06:15 PM 1 43 0 1 61 3 1 0 5 3 0 1 119
06:15 PM - 06:30 PM 0 40 0 1 79 1 4 1 3 5 0 5 139
06:30 PM - 06:45 PM 0 29 0 0 63 1 1 0 1 1 0 1 97
06:45 PM - 07:00 PM 1 29 0 2 31 0 1 1 6 2 0 4 77
07:00 PM - 07:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
07:15 PM - 07:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
07:30 PM - 07:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
07:45 PM - 08:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
08:00 PM - 08:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
08:15 PM - 08:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
08:30 PM - 08:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
08:45 PM - 09:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
09:00 PM - 09:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
09:15 PM - 09:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
09:30 PM - 09:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
09:45 PM - 10:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
10:00 PM - 10:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
10:15 PM - 10:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
10:30 PM - 10:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
10:45 PM - 11:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
11:00 PM - 11:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
11:15 PM - 11:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
11:30 PM - 11:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0
11:45 PM - 12:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0

Lake Hearn Dr NE (West) Lake Hearn Dr NE (East) Altmore Ave Driveway
Eastbound Westbound Northbound Southbound



 

 

Appendix D: 

Volume Development Worksheets 
  



AM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

7:30 AM 36 3 2 64 9 16 10 272 53 12 261 19
7:45 AM 18 2 3 57 15 13 7 251 42 7 253 24
8:00 AM 8 2 6 51 7 17 16 302 44 7 249 16
8:15 AM 7 1 3 61 11 23 8 297 34 6 258 28

2024 Peak Hour Traffic 69 8 14 233 42 69 41 1,122 173 32 1,021 87
Monthly Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.98 0.98 0.98 0.98 0.98 0.98

Daily Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.94 0.94 0.94 0.94 0.94 0.94

2024 Existing Volumes 60 5 15 210 40 60 40 1,035 160 30 940 80
PHF

Heavy Vehicle Count 0 0 0 0 1 3 0 15 0 2 12 0
Heavy Vehicle % 0.0% 0.0% 0.0% 0.0% 2.4% 4.3% 0.0% 1.3% 0.0% 6.3% 1.2% 0.0%

2027 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2027 Projected Traffic 65 5 15 215 40 65 40 1,050 160 30 955 80

2047 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2047 Projected Traffic 70 10 15 235 40 70 40 1,160 180 35 1,055 90

MD PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

1:45 PM 18 1 7 41 6 24 5 238 20 14 200 13
2:00 PM 16 1 11 41 4 22 9 312 41 5 182 8
2:15 PM 15 2 15 43 3 21 6 302 30 6 188 12
2:30 PM 13 2 12 36 3 28 9 331 36 7 165 3

2024 Peak Hour Traffic 62 6 45 161 16 95 29 1,183 127 32 735 36
Monthly Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.98 0.98 0.98 0.98 0.98 0.98

Daily Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.94 0.94 0.94 0.94 0.94 0.94

2024 Existing Volumes 55 5 40 145 15 85 25 1,090 115 30 675 35
PHF

Heavy Vehicle Count 0 1 0 1 1 2 0 15 1 1 9 0
Heavy Vehicle % 0.0% 16.7% 0.0% 0.6% 6.3% 2.1% 0.0% 1.3% 0.8% 3.1% 1.2% 0.0%

2027 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2027 Projected Traffic 55 5 40 145 15 85 25 1,105 120 30 685 35

2047 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%
2047 Projected Traffic 65 5 45 165 15 95 30 1,220 130 35 760 35

PM Peak Hour

Description Left Through Right Left Through Right Left Through Right Left Through Right

4:30 PM 17 3 15 60 1 21 1 269 51 13 180 2
4:45 PM 12 1 7 65 1 31 3 292 50 8 195 1
5:00 PM 14 3 7 66 0 35 1 307 43 14 181 0
5:15 PM 11 1 6 70 2 33 0 261 52 16 225 5

2024 Peak Hour Traffic 54 8 35 261 4 120 5 1,129 196 51 781 8
Monthly Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.98 0.98 0.98 0.98 0.98 0.98

Daily Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.94 0.94 0.94 0.94 0.94 0.94

2024 Existing Volumes 50 5 30 235 5 110 5 1,040 180 45 720 5
PHF

Heavy Vehicle Count 0 0 0 6 0 2 0 9 3 2 12 0
Heavy Vehicle % 0.0% 0.0% 0.0% 2.3% 0.0% 1.7% 0.0% 0.8% 1.5% 3.9% 1.5% 0.0%

2027 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2027 Projected Traffic 50 5 30 240 5 110 5 1,055 185 50 730 5

2047 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2047 Projected Traffic 55 10 35 265 5 120 5 1,165 205 55 805 10

0.88 0.96 0.89 0.88

Northside Hospital Driveway Lake Hearn Dr Peachtree Dunwoody Rd Peachtree Dunwoody Rd
Eastbound Westbound Northbound Southbound

0.69 0.92 0.95 0.85

Kimley-Horn and Associates, Inc.

Northside Hospital Driveway Lake Hearn Dr Peachtree Dunwoody Rd Peachtree Dunwoody Rd
Eastbound Westbound Northbound Southbound

Eastbound Westbound Northbound Southbound

0.55 0.91 0.92 0.98

VOLUME DEVELOPMENT SHEET

Peachtree Dunwoody Rd at Lake Hearn Dr/Northside Hospital

Northside Hospital Driveway Lake Hearn Dr Peachtree Dunwoody Rd Peachtree Dunwoody Rd



AM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

7:30 AM 4 45 6 11 82 19 1 0 7 1 0 2
7:45 AM 4 38 3 14 86 10 2 0 0 1 0 3
8:00 AM 1 37 1 7 74 8 2 0 1 0 0 1
8:15 AM 3 32 1 7 87 15 4 0 2 2 0 1

2024 Peak Hour Traffic 12 152 11 39 329 52 9 0 10 4 0 7
Monthly Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Daily Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

2024 Existing Volumes 10 135 10 35 295 45 10 0 10 5 0 5
PHF

Heavy Vehicle Count 0 0 1 0 5 0 0 0 0 1 0 0
Heavy Vehicle % 0.0% 0.0% 9.1% 0.0% 1.5% 0.0% 0.0% 0.0% 0.0% 25.0% 0.0% 0.0%

2027 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2027 Projected Traffic 10 140 10 35 300 50 10 0 10 5 0 5

2047 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2047 Projected Traffic 10 155 10 40 335 55 10 0 10 5 0 5

MD PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

1:45 PM 3 22 1 2 48 2 4 2 5 2 0 6
2:00 PM 1 37 1 3 52 4 1 0 5 5 0 4
2:15 PM 2 32 1 2 62 6 2 0 5 7 0 3
2:30 PM 2 38 0 2 49 5 1 0 3 1 0 9

2024 Peak Hour Traffic 8 129 3 9 211 17 8 2 18 15 0 22
Monthly Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Daily Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

2024 Existing Volumes 5 115 5 10 190 15 5 0 15 15 0 20
PHF

Heavy Vehicle Count 0 2 0 0 3 2 0 1 0 0 0 2
Heavy Vehicle % 0.0% 1.6% 0.0% 0.0% 1.4% 11.8% 0.0% 50.0% 0.0% 0.0% 0.0% 9.1%

2027 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2027 Projected Traffic 5 120 5 10 195 15 5 0 15 15 0 20

2047 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%
2047 Projected Traffic 10 130 5 10 215 15 10 0 20 15 0 20

PM Peak Hour

Description Left Through Right Left Through Right Left Through Right Left Through Right

4:30 PM 0 70 1 24 96 0 1 0 8 7 0 3
4:45 PM 1 57 0 17 67 2 2 0 8 3 0 5
5:00 PM 1 58 1 3 100 2 5 0 4 7 0 10
5:15 PM 1 68 0 3 80 2 4 0 7 6 0 2

2024 Peak Hour Traffic 3 253 2 47 343 6 12 0 27 23 0 20
Monthly Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97

Daily Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

2024 Existing Volumes 5 230 0 40 310 5 10 0 25 20 0 20
PHF

Heavy Vehicle Count 0 4 0 1 7 0 1 0 0 0 0 0
Heavy Vehicle % 0.0% 1.6% 0.0% 2.1% 2.0% 0.0% 8.3% 0.0% 0.0% 0.0% 0.0% 0.0%

2027 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2027 Projected Traffic 5 230 0 45 315 5 10 0 25 20 0 20

2047 Annual Growth Rate 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50% 0.50%

2047 Projected Traffic 5 255 0 50 345 5 10 0 25 25 0 20

VOLUME DEVELOPMENT SHEET

Lake Hearn Dr at Altmore Ave/The Commons

Lake Hearn Dr Lake Hearn Dr Altmore Ave The Commons Driveway
Eastbound Westbound Northbound Southbound

0.80 0.94 0.59 0.69

Lake Hearn Dr Lake Hearn Dr Altmore Ave The Commons Driveway
Eastbound Westbound Northbound Southbound

0.88 0.85 0.64 0.93

Lake Hearn Dr Lake Hearn Dr Altmore Ave The Commons Driveway

Kimley-Horn and Associates, Inc.

Eastbound Westbound Northbound Southbound

0.91 0.83 0.89 0.63



AM PEAK HOUR (7:30 AM - 8:30 AM)

Intersection NB SB NB SB EB WB EB WB

Peachtree Dunwoody Rd at Lake Hearn Dr/Northside Hospital 0 0 3 1 0 0 1 5
Lake Hearn Dr at Altmore Ave/The Commons 0 1 0 0 0 0 1 1

MD PEAK HOUR (1:45 PM - 2:45 PM)

Intersection NB SB NB SB EB WB EB WB

Peachtree Dunwoody Rd at Lake Hearn Dr/Northside Hospital 0 2 0 2 0 0 0 0
Lake Hearn Dr at Altmore Ave/The Commons 0 0 0 0 2 0 2 1

PM PEAK HOUR (4:30 PM - 5:30 PM)

Intersection NB SB NB SB EB WB EB WB

Peachtree Dunwoody Rd at Lake Hearn Dr/Northside Hospital 2 0 1 4 0 1 4 0
Lake Hearn Dr at Altmore Ave/The Commons 0 1 0 0 0 0 1 1

South Leg

PEDESTRIAN VOLUMES

East Leg West Leg North Leg South Leg

Kimley-Horn and Associates, Inc.

East Leg West Leg North Leg South Leg

East Leg West Leg North Leg
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Appendix E: Crash Data Table 

No Crash No Date Time Location Severity Crash Type # of Vehicles Direction 1 Direction 2 Lighting Surface
1 7027884 1/2/2019 15:51 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Wet
2 7033445 1/4/2019 17:10 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Dry
3 7044393 1/11/2019 10:59 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Dry
4 7053429 1/16/2019 17:32 Peachtree Dunwoody Rd at Lake Hearn Dr C Rear End 2 North North Dusk Dry
5 7080163 2/11/2019 10:14 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 North North Daylight Wet
6 7081175 2/11/2019 16:33 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 West West Daylight Dry
7 7100307 2/20/2019 7:30 Lake Hearn Dr, 50 ft east of Peachtree Dunwoody Rd O Rear End 2 East East Dawn Wet
8 7108757 3/2/2019 11:07 Peachtree Dunwoody Rd at Lake Hearn Dr B Left Turn 3 South North Daylight Dry
9 7168769 4/18/2019 10:19 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
10 7182352 4/26/2019 17:01 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Dry
11 7182101 4/29/2019 8:05 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 West West Daylight Dry
12 7201435 5/9/2019 18:41 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 South South Daylight Wet
13 7234300 6/4/2019 15:21 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
14 7245636 6/13/2019 7:04 Peachtree Dunwoody Rd at Lake Hearn Dr O Run off the Road 1 South N/A Daylight Dry
15 7262194 6/26/2019 9:31 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Dry
16 7287659 7/16/2019 18:22 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 West West Daylight Dry
17 7311907 8/6/2019 11:45 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 South South Daylight Dry
18 7325255 8/19/2019 9:13 Peachtree Dunwoody Rd at Lake Hearn Dr C Left Turn 3 North South Daylight Dry
19 7329207 8/22/2019 8:10 Peachtree Dunwoody Rd at Lake Hearn Dr O Left Turn 2 East West Daylight Dry
20 7335119 8/27/2019 8:38 Peachtree Dunwoody Rd at Lake Hearn Dr O Left Turn 2 South North Daylight Dry
21 7336558 8/27/2019 22:12 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 West West Dark-Lighted Dry
22 7365347 9/22/2019 5:40 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 South South Dawn Dry
23 7377490 9/29/2019 18:45 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 South South Daylight Dry
24 7403508 10/23/2019 14:57 Peachtree Dunwoody Rd at Lake Hearn Dr C Rear End 2 West West Daylight Dry
25 7426847 11/7/2019 16:42 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 North North Daylight Dry
26 7468408 12/9/2019 8:39 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 West West Daylight Dry
27 7482145 12/17/2019 8:55 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 West West Daylight Dry
28 7483622 12/18/2019 13:43 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North South Daylight Dry
29 7525062 1/22/2020 17:09 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Dry
30 7549486 2/2/2020 16:06 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 North North Daylight Dry
31 7555019 2/18/2020 16:47 Peachtree Dunwoody Rd at Lake Hearn Dr C Pedestrian 1 West East Daylight Wet
32 7603381 3/25/2020 5:18 Peachtree Dunwoody Rd at Lake Hearn Dr C Sideswipe - Same Direction 2 South South Dark-Not Lighted Dry
33 7616971 4/15/2020 14:16 Peachtree Dunwoody Rd at Lake Hearn Dr C Sideswipe - Same Direction 2 North North Daylight Dry
34 7616100 4/15/2020 10:31 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
35 7640218 5/18/2020 5:33 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dark-Lighted Wet
36 7666132 6/8/2020 20:54 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dusk Dry
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Appendix E: Crash Data Table 

No Crash No Date Time Location Severity Crash Type # of Vehicles Direction 1 Direction 2 Lighting Surface
37 7673895 6/22/2020 8:10 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
38 7675173 6/23/2020 18:14 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
39 7753106 8/25/2020 13:35 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Wet
40 7773139 9/14/2020 9:10 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
41 7773140 9/14/2020 9:16 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
42 7773294 9/14/2020 6:40 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dark-Lighted Dry
43 7778687 9/17/2020 6:46 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dawn Wet
44 7784973 9/23/2020 16:15 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Dry
45 7828681 10/27/2020 16:38 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
46 7860733 11/21/2020 23:05 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dark-Lighted Dry
47 7863887 11/24/2020 20:41 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dark-Lighted Dry
48 7874124 12/3/2020 13:16 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
49 7897820 12/18/2020 17:49 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
50 7899146 12/22/2020 12:52 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 West West Daylight Dry
51 7926731 1/17/2021 10:57 Peachtree Dunwoody Rd at Lake Hearn Dr O Left Turn 2 North South Daylight Dry
52 7932756 1/22/2021 11:05 Peachtree Dunwoody Rd at Lake Hearn Dr O Right Turn 2 West North Daylight Dry
53 7959397 2/17/2021 14:08 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
54 7987266 3/13/2021 12:10 Peachtree Dunwoody Rd at Lake Hearn Dr B Left Turn 2 South North Daylight Dry
55 8000739 3/26/2021 7:17 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Wet
56 8005419 3/30/2021 9:56 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
57 8069277 5/19/2021 19:15 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Dry
58 8112175 6/24/2021 13:09 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
59 8121461 6/30/2021 13:10 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
60 8129815 7/7/2021 19:06 Peachtree Dunwoody Rd at Lake Hearn Dr O U-Turn 2 South North Daylight Dry
61 8146876 7/22/2021 6:51 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
62 8217477 9/9/2021 5:55 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dark-Not Lighted Dry
63 8238688 9/23/2021 14:14 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
64 8246075 9/28/2021 14:22 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
65 8252013 10/2/2021 0:04 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dark-Not Lighted Dry
66 8262369 10/10/2021 19:33 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dark-Lighted Dry
67 8321944 11/20/2021 18:47 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dark-Lighted Dry
68 8332197 12/1/2021 7:30 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
69 8351556 12/13/2021 17:00 Peachtree Dunwoody Rd at Lake Hearn Dr C Rear End 2 North North Daylight Dry
70 8354625 12/15/2021 7:54 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
71 8392621 1/12/2022 15:06 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
72 8400543 1/25/2022 17:03 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 South South Dark-Lighted Dry
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Appendix E: Crash Data Table 

No Crash No Date Time Location Severity Crash Type # of Vehicles Direction 1 Direction 2 Lighting Surface
73 8418879 2/8/2022 12:26 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
74 8426438 2/15/2022 10:40 Peachtree Dunwoody Rd at Lake Hearn Dr C Rear End 3 North North Daylight Dry
75 8441664 2/22/2022 16:08 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 South South Daylight Dry
76 8470176 3/23/2022 9:59 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 3 North North Daylight Wet
77 8481626 3/29/2022 13:29 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
78 8541446 5/18/2022 9:11 Lake Hearn Dr, 200 ft east of Peachtree Dunwoody Rd O Rear End 2 West West Daylight Dry
79 8539604 5/18/2022 8:35 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
80 8559443 5/31/2022 16:31 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Dry
81 8566033 6/7/2022 14:27 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 South South Daylight Dry
82 8629205 7/24/2022 10:42 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 South South Daylight Dry
83 8656204 8/16/2022 12:24 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
84 8683873 8/31/2022 9:05 Peachtree Dunwoody Rd at Lake Hearn Dr C Rear End 2 West West Daylight Dry
85 8716428 9/24/2022 6:36 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dawn Dry
86 8736280 10/7/2022 22:46 Peachtree Dunwoody Rd at Lake Hearn Dr C Sideswipe - Same Direction 2 North North Dark-Lighted Dry
87 8731413 10/7/2022 8:40 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
88 8813056 12/5/2022 15:32 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Wet
89 8822125 12/9/2022 10:32 Lake Hearn Dr at Altmore Ave O Rear End 2 East East Daylight Wet
90 8834042 12/20/2022 13:43 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Wet
91 8858364 1/6/2023 19:32 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Dark-Lighted Dry
92 8990682 4/29/2023 0:17 Lake Hearn Dr at Altmore Ave O Rear End 2 West West Dark - Lighted Dry
93 9012104 5/17/2023 6:38 Peachtree Dunwoody Rd at Lake Hearn Dr O Angle 2 North West Daylight Dry
94 9013432 5/18/2023 7:29 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 West West Daylight Dry
95 9028976 6/1/2023 13:05 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 West West Daylight Dry
96 9283475 12/28/2023 16:19 Peachtree Dunwoody Rd at Lake Hearn Dr O Rear End 2 North North Daylight Dry
97 9384614 3/25/2024 12:05 Peachtree Dunwoody Rd at Lake Hearn Dr O Sideswipe - Same Direction 2 South South Daylight Dry
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Lanes, Volumes, Timings Existing (2024) Conditions
1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr Timing Plan: AM Peak Hour

1_Lake Hearn Traffic Study_Existing and No-Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 1

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 60 5 15 210 40 60 40 1035 160 30 940 80
Future Volume (vph) 60 5 15 210 40 60 40 1035 160 30 940 80
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 130 0 230 70 200 140
Storage Lanes 0 1 1 0 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 6 6 4 4
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Heavy Vehicles (%) 0% 0% 0% 0% 2% 4% 0% 1% 0% 6% 1% 0%
Shared Lane Traffic (%)
Turn Type Perm NA Perm D.P+P NA D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 3 8 1 6 5 2
Permitted Phases 4 4 4 2 6 6 2
Detector Phase 4 4 4 3 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 4.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 9.0 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 15.0 15.0 15.0 20.0 35.0 15.0 120.0 120.0 15.0 120.0 120.0
Total Split (%) 8.8% 8.8% 8.8% 11.8% 20.6% 8.8% 70.6% 70.6% 8.8% 70.6% 70.6%
Yellow Time (s) 3.3 3.3 3.3 3.2 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 1.8 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.0 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lag Lag Lag Lead Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None Max C-Min C-Min Max C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 170
Actuated Cycle Length: 170
Offset: 90 (53%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr



Queues Existing (2024) Conditions
1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr Timing Plan: AM Peak Hour

1_Lake Hearn Traffic Study_Existing and No-Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 2

Lane Group EBT EBR WBL WBT NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 118 27 231 110 43 1125 174 31 959 82
v/c Ratio 0.81 0.09 0.50 0.18 0.15 0.67 0.21 0.14 0.57 0.10
Control Delay (s/veh) 106.3 0.6 48.0 27.0 13.8 34.3 11.3 13.3 31.3 3.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 106.3 0.6 48.0 27.0 13.8 34.3 11.3 13.3 31.3 3.1
Queue Length 50th (ft) 129 0 182 54 20 495 54 14 393 0
Queue Length 95th (ft) #182 0 283 108 30 456 83 23 366 24
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 130 230 70 200 140
Base Capacity (vph) 144 293 454 582 274 2270 1053 217 2270 1013
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.82 0.09 0.51 0.19 0.16 0.50 0.17 0.14 0.42 0.08

Intersection Summary
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.



HCM 7th Signalized Intersection Summary Existing (2024) Conditions
1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr Timing Plan: AM Peak Hour

1_Lake Hearn Traffic Study_Existing and No-Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 3

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 60 5 15 210 40 60 40 1035 160 30 940 80
Future Volume (veh/h) 60 5 15 210 40 60 40 1035 160 30 940 80
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 0.97 1.00 1.00 0.99 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1800 1772 1744 1800 1786 1800 1716 1786 1800
Adj Flow Rate, veh/h 109 9 0 231 44 66 43 1125 174 31 959 82
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Percent Heavy Veh, % 0 0 0 0 2 4 0 1 0 6 1 0
Cap, veh/h 108 6 287 110 165 437 2276 1020 348 2276 1020
Arrive On Green 0.06 0.06 0.00 0.09 0.17 0.17 0.06 0.67 0.67 0.06 0.67 0.67
Sat Flow, veh/h 1198 99 1586 1714 635 953 1714 3393 1521 1634 3393 1521
Grp Volume(v), veh/h 118 0 0 231 0 110 43 1125 174 31 959 82
Grp Sat Flow(s),veh/h/ln 1297 0 1586 1714 0 1589 1714 1697 1521 1634 1697 1521
Q Serve(g_s), s 9.5 0.0 0.0 15.0 0.0 10.5 1.2 27.8 7.2 0.9 22.1 3.2
Cycle Q Clear(g_c), s 9.5 0.0 0.0 15.0 0.0 10.5 1.2 27.8 7.2 0.9 22.1 3.2
Prop In Lane 0.92 1.00 1.00 0.60 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 113 0 287 0 276 437 2276 1020 348 2276 1020
V/C Ratio(X) 1.04 0.00 0.81 0.00 0.40 0.10 0.49 0.17 0.09 0.42 0.08
Avail Cap(c_a), veh/h 113 0 287 0 276 437 2276 1020 348 2276 1020
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.99 0.00 0.99 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 82.0 0.0 0.0 72.0 0.0 62.4 8.0 13.8 10.4 8.8 12.9 9.7
Incr Delay (d2), s/veh 96.4 0.0 0.0 14.3 0.0 0.3 0.4 0.8 0.4 0.5 0.6 0.2
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 12.9 0.0 0.0 7.1 0.0 7.6 0.9 16.1 4.6 0.6 13.3 2.0
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 178.4 0.0 0.0 86.3 0.0 62.7 8.5 14.6 10.8 9.3 13.4 9.9
LnGrp LOS F F E A B B A B A
Approach Vol, veh/h 118 341 1342 1072
Approach Delay, s/veh 178.4 78.7 13.9 13.0
Approach LOS F E B B

Timer - Assigned Phs 1 2 3 4 5 6 8
Phs Duration (G+Y+Rc), s 15.0 120.0 20.0 15.0 15.0 120.0 35.0
Change Period (Y+Rc), s 5.4 6.0 5.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 9.6 114.0 15.0 9.5 10.1 114.0 29.5
Max Q Clear Time (g_c+I1), s 3.2 24.1 17.0 11.5 2.9 29.8 12.5
Green Ext Time (p_c), s 0.0 20.8 0.0 0.0 0.0 29.2 0.3

Intersection Summary
HCM 7th Control Delay, s/veh 28.0
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.



Lanes, Volumes, Timings Existing (2024) Conditions
2: Altmore Ave/The Commons Drwy & Lake Hearn Dr Timing Plan: AM Peak Hour

1_Lake Hearn Traffic Study_Existing and No-Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 10 135 10 35 295 45 10 1 10 5 1 5
Future Volume (vph) 10 135 10 35 295 45 10 1 10 5 1 5
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Heavy Vehicles (%) 0% 0% 9% 0% 2% 0% 0% 0% 0% 25% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 15.0 45.0 15.0 45.0 45.0 25.0 25.0 25.0 25.0 25.0
Total Split (%) 17.6% 52.9% 17.6% 52.9% 52.9% 29.4% 29.4% 29.4% 29.4% 29.4%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 85
Actuated Cycle Length: 85
Offset: 71 (84%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr



Queues Existing (2024) Conditions
2: Altmore Ave/The Commons Drwy & Lake Hearn Dr Timing Plan: AM Peak Hour

1_Lake Hearn Traffic Study_Existing and No-Build Conditions.syn Synchro 11 Report
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 13 182 37 314 48 19 17 7 8
v/c Ratio 0.01 0.13 0.03 0.21 0.03 0.14 0.06 0.06 0.05
Control Delay (s/veh) 2.4 4.7 2.4 4.0 0.0 38.0 0.5 36.4 23.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.4 4.7 2.4 4.0 0.0 38.0 0.5 36.4 23.0
Queue Length 50th (ft) 1 33 4 38 0 10 0 3 1
Queue Length 95th (ft) m3 m43 10 110 0 20 0 12 9
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 910 1376 986 1464 1289 310 427 262 355
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.13 0.04 0.21 0.04 0.06 0.04 0.03 0.02

Intersection Summary
m    Volume for 95th percentile queue is metered by upstream signal.



HCM 7th Signalized Intersection Summary Existing (2024) Conditions
2: Altmore Ave/The Commons Drwy & Lake Hearn Dr Timing Plan: AM Peak Hour
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 10 135 10 35 295 45 10 1 10 5 1 5
Future Volume (veh/h) 10 135 10 35 295 45 10 1 10 5 1 5
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 0.99 0.99 0.99 0.99
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1674 1800 1772 1800 1800 1800 1800 1449 1800 1800
Adj Flow Rate, veh/h 12 169 12 37 314 0 17 2 17 7 1 7
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Percent Heavy Veh, % 0 0 9 0 2 0 0 0 0 25 0 0
Cap, veh/h 798 1133 80 963 1241 164 15 106 148 13 94
Arrive On Green 0.02 0.91 0.91 0.03 0.70 0.00 0.07 0.07 0.07 0.07 0.07 0.07
Sat Flow, veh/h 1714 1661 118 1714 1772 1525 1209 214 1517 1132 193 1354
Grp Volume(v), veh/h 12 0 181 37 314 0 19 0 17 7 0 8
Grp Sat Flow(s),veh/h/ln 1714 0 1779 1714 1772 1525 1423 0 1517 1132 0 1548
Q Serve(g_s), s 0.2 0.0 0.9 0.5 5.5 0.0 0.8 0.0 0.9 0.5 0.0 0.4
Cycle Q Clear(g_c), s 0.2 0.0 0.9 0.5 5.5 0.0 1.2 0.0 0.9 1.7 0.0 0.4
Prop In Lane 1.00 0.07 1.00 1.00 0.89 1.00 1.00 0.88
Lane Grp Cap(c), veh/h 798 0 1213 963 1241 179 0 106 148 0 108
V/C Ratio(X) 0.02 0.00 0.15 0.04 0.25 0.11 0.00 0.16 0.05 0.00 0.07
Avail Cap(c_a), veh/h 954 0 1213 1087 1241 403 0 339 322 0 346
HCM Platoon Ratio 1.33 1.33 1.33 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.90 0.00 0.90 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.0 0.0 1.3 3.5 4.6 0.0 37.3 0.0 37.2 38.1 0.0 37.0
Incr Delay (d2), s/veh 0.0 0.0 0.2 0.0 0.5 0.0 0.3 0.0 0.7 0.1 0.0 0.3
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.1 0.0 0.6 0.2 3.0 0.0 0.7 0.0 0.6 0.3 0.0 0.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.0 0.0 1.5 3.5 5.1 0.0 37.6 0.0 37.9 38.2 0.0 37.3
LnGrp LOS A A A A D D D D
Approach Vol, veh/h 193 351 36 15
Approach Delay, s/veh 1.7 5.0 37.7 37.7
Approach LOS A A D D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 7.2 65.8 11.9 8.8 64.3 11.9
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 9.0 38.7 19.0 9.1 38.7 19.0
Max Q Clear Time (g_c+I1), s 2.2 7.5 3.7 2.5 2.9 3.2
Green Ext Time (p_c), s 0.0 3.8 0.0 0.0 2.1 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 6.7
HCM 7th LOS A

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 55 5 40 145 15 85 25 1090 115 30 675 35
Future Volume (vph) 55 5 40 145 15 85 25 1090 115 30 675 35
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 130 0 230 70 200 140
Storage Lanes 0 1 1 0 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 2 2 2 2
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Heavy Vehicles (%) 0% 17% 0% 1% 6% 2% 0% 1% 1% 3% 1% 0%
Shared Lane Traffic (%)
Turn Type Perm NA Perm D.P+P NA D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 3 8 1 6 5 2
Permitted Phases 4 4 4 2 6 6 2
Detector Phase 4 4 4 3 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 4.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 9.0 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 20.0 20.0 20.0 25.0 45.0 12.0 103.0 103.0 12.0 103.0 103.0
Total Split (%) 12.5% 12.5% 12.5% 15.6% 28.1% 7.5% 64.4% 64.4% 7.5% 64.4% 64.4%
Yellow Time (s) 3.3 3.3 3.3 3.2 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 1.8 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.0 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lag Lag Lag Lead Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None C-Min C-Min None C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 160
Actuated Cycle Length: 160
Offset: 125 (78%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 69 45 151 105 28 1225 129 34 767 40
v/c Ratio 0.74 0.19 0.53 0.26 0.06 0.55 0.12 0.13 0.33 0.03
Control Delay (s/veh) 111.0 1.9 57.0 12.1 8.5 17.3 4.9 9.1 13.3 0.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 111.0 1.9 57.0 12.1 8.5 17.3 4.9 9.1 13.3 0.0
Queue Length 50th (ft) 71 0 134 17 8 365 15 10 190 0
Queue Length 95th (ft) #147 0 160 53 20 471 46 23 250 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 130 230 70 200 140
Base Capacity (vph) 106 247 315 452 455 2237 1004 272 2277 1028
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.65 0.18 0.48 0.23 0.06 0.55 0.13 0.13 0.34 0.04

Intersection Summary
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 55 5 40 145 15 85 25 1090 115 30 675 35
Future Volume (veh/h) 55 5 40 145 15 85 25 1090 115 30 675 35
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1561 1872 1786 1716 1772 1800 1786 1786 1758 1786 1800
Adj Flow Rate, veh/h 62 6 0 151 16 89 28 1225 129 34 767 40
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Percent Heavy Veh, % 0 17 0 1 6 2 0 1 1 3 1 0
Cap, veh/h 118 7 318 44 247 478 2314 1031 278 2310 1037
Arrive On Green 0.07 0.07 0.00 0.09 0.20 0.20 0.02 0.68 0.68 0.02 0.68 0.68
Sat Flow, veh/h 1061 103 1586 1701 227 1262 1714 3393 1511 1674 3393 1523
Grp Volume(v), veh/h 68 0 0 151 0 105 28 1225 129 34 767 40
Grp Sat Flow(s),veh/h/ln 1164 0 1586 1701 0 1489 1714 1697 1511 1674 1697 1523
Q Serve(g_s), s 9.2 0.0 0.0 13.0 0.0 9.8 0.8 28.7 4.7 1.0 14.9 1.4
Cycle Q Clear(g_c), s 9.2 0.0 0.0 13.0 0.0 9.8 0.8 28.7 4.7 1.0 14.9 1.4
Prop In Lane 0.91 1.00 1.00 0.85 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 125 0 318 0 292 478 2314 1031 278 2310 1037
V/C Ratio(X) 0.54 0.00 0.48 0.00 0.36 0.06 0.53 0.13 0.12 0.33 0.04
Avail Cap(c_a), veh/h 148 0 370 0 368 519 2314 1031 320 2310 1037
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.99 0.00 0.99 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 73.4 0.0 0.0 61.3 0.0 55.6 8.1 12.7 8.8 10.1 10.5 8.4
Incr Delay (d2), s/veh 1.4 0.0 0.0 0.4 0.0 0.3 0.0 0.9 0.2 0.1 0.4 0.1
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 5.1 0.0 0.0 9.6 0.0 6.7 0.5 16.2 2.9 0.6 9.5 0.9
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 74.8 0.0 0.0 61.7 0.0 55.9 8.1 13.5 9.1 10.2 10.9 8.5
LnGrp LOS E E E A B A B B A
Approach Vol, veh/h 68 256 1382 841
Approach Delay, s/veh 74.8 59.3 13.0 10.8
Approach LOS E E B B

Timer - Assigned Phs 1 2 3 4 5 6 8
Phs Duration (G+Y+Rc), s 8.2 114.9 20.1 16.8 8.0 115.1 36.9
Change Period (Y+Rc), s 5.4 6.0 5.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 6.6 97.0 20.0 14.5 7.1 97.0 39.5
Max Q Clear Time (g_c+I1), s 2.8 16.9 15.0 11.2 3.0 30.7 11.8
Green Ext Time (p_c), s 0.0 14.0 0.1 0.0 0.0 29.9 0.4

Intersection Summary
HCM 7th Control Delay, s/veh 18.6
HCM 7th LOS B

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 115 5 10 190 15 5 1 15 15 1 20
Future Volume (vph) 5 115 5 10 190 15 5 1 15 15 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 3 3 2
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Heavy Vehicles (%) 0% 2% 0% 0% 1% 12% 0% 50% 0% 0% 0% 9%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 15.0 40.0 15.0 40.0 40.0 25.0 25.0 25.0 25.0 25.0
Total Split (%) 18.8% 50.0% 18.8% 50.0% 50.0% 31.3% 31.3% 31.3% 31.3% 31.3%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 21 (26%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 6 137 12 224 18 10 23 16 23
v/c Ratio 0.00 0.09 0.01 0.15 0.01 0.08 0.08 0.10 0.14
Control Delay (s/veh) 2.4 2.9 2.7 4.0 0.0 34.3 0.6 34.6 16.9
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.4 2.9 2.7 4.0 0.0 34.3 0.6 34.6 16.9
Queue Length 50th (ft) 1 26 1 26 0 5 0 7 0
Queue Length 95th (ft) m2 38 4 73 0 14 0 26 22
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 970 1437 1035 1460 1115 292 460 348 354
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.10 0.01 0.15 0.02 0.03 0.05 0.05 0.06

Intersection Summary
m    Volume for 95th percentile queue is metered by upstream signal.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 5 115 5 10 190 15 5 1 15 15 1 20
Future Volume (veh/h) 5 115 5 10 190 15 5 1 15 15 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1800 1786 1632 1800 1098 1800 1800 1800 1674
Adj Flow Rate, veh/h 6 131 6 12 224 0 8 2 23 16 1 22
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Percent Heavy Veh, % 0 2 0 0 1 12 0 50 0 0 0 9
Cap, veh/h 852 1140 52 976 1221 128 19 122 179 5 117
Arrive On Green 0.02 1.00 1.00 0.01 0.68 0.00 0.08 0.08 0.08 0.08 0.08 0.08
Sat Flow, veh/h 1714 1681 77 1714 1786 1383 593 234 1525 1408 67 1469
Grp Volume(v), veh/h 6 0 137 12 224 0 10 0 23 16 0 23
Grp Sat Flow(s),veh/h/ln 1714 0 1758 1714 1786 1383 827 0 1525 1408 0 1536
Q Serve(g_s), s 0.1 0.0 0.0 0.2 3.6 0.0 0.2 0.0 1.1 0.9 0.0 1.1
Cycle Q Clear(g_c), s 0.1 0.0 0.0 0.2 3.6 0.0 1.3 0.0 1.1 2.2 0.0 1.1
Prop In Lane 1.00 0.04 1.00 1.00 0.80 1.00 1.00 0.96
Lane Grp Cap(c), veh/h 852 0 1192 976 1221 147 0 122 179 0 123
V/C Ratio(X) 0.01 0.00 0.11 0.01 0.18 0.07 0.00 0.19 0.09 0.00 0.19
Avail Cap(c_a), veh/h 1032 0 1192 1146 1221 289 0 362 401 0 365
HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.96 0.00 0.96 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.0 0.0 0.0 3.8 4.6 0.0 34.3 0.0 34.4 35.5 0.0 34.4
Incr Delay (d2), s/veh 0.0 0.0 0.2 0.0 0.3 0.0 0.2 0.0 0.7 0.2 0.0 0.7
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.0 0.0 0.1 0.1 2.0 0.0 0.3 0.0 0.8 0.5 0.0 0.8
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.0 0.0 0.2 3.8 4.9 0.0 34.5 0.0 35.1 35.7 0.0 35.1
LnGrp LOS A A A A C D D D
Approach Vol, veh/h 143 236 33 39
Approach Delay, s/veh 0.3 4.9 35.0 35.4
Approach LOS A A C D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 6.6 61.0 12.4 7.1 60.5 12.4
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 9.0 33.7 19.0 9.1 33.7 19.0
Max Q Clear Time (g_c+I1), s 2.1 5.6 4.2 2.2 2.0 3.3
Green Ext Time (p_c), s 0.0 2.4 0.1 0.0 1.4 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 8.3
HCM 7th LOS A

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 50 5 30 235 5 110 5 1040 180 45 720 5
Future Volume (vph) 50 5 30 235 5 110 5 1040 180 45 720 5
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 130 0 230 70 200 140
Storage Lanes 0 1 1 0 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 1 4 4 1 5 2 2 5
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Heavy Vehicles (%) 0% 0% 0% 2% 0% 2% 0% 1% 2% 4% 2% 0%
Shared Lane Traffic (%)
Turn Type Perm NA Perm D.P+P NA D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 3 8 1 6 5 2
Permitted Phases 4 4 4 2 6 6 2
Detector Phase 4 4 4 3 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 4.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 9.0 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 22.0 22.0 22.0 29.0 51.0 15.0 94.0 94.0 15.0 94.0 94.0
Total Split (%) 13.8% 13.8% 13.8% 18.1% 31.9% 9.4% 58.8% 58.8% 9.4% 58.8% 58.8%
Yellow Time (s) 3.3 3.3 3.3 3.2 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 1.8 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.0 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lag Lag Lag Lead Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None C-Min C-Min None C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 160
Actuated Cycle Length: 160
Offset: 145 (91%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 79 43 255 125 5 1095 189 53 847 6
v/c Ratio 0.77 0.17 0.71 0.25 0.01 0.54 0.20 0.20 0.39 0.00
Control Delay (s/veh) 111.6 1.6 57.3 9.5 11.4 22.1 9.8 12.7 15.5 0.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 111.6 1.6 57.3 9.5 11.4 22.1 9.8 12.7 15.5 0.0
Queue Length 50th (ft) 81 0 212 16 2 373 48 19 215 0
Queue Length 95th (ft) 107 0 242 58 7 462 96 36 293 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 130 230 70 200 140
Base Capacity (vph) 117 263 374 528 408 2042 916 300 2154 973
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.68 0.16 0.68 0.24 0.01 0.54 0.21 0.18 0.39 0.01

Intersection Summary
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 50 5 30 235 5 110 5 1040 180 45 720 5
Future Volume (veh/h) 50 5 30 235 5 110 5 1040 180 45 720 5
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 0.99 1.00 0.99 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1772 1800 1772 1800 1786 1772 1744 1772 1800
Adj Flow Rate, veh/h 72 7 0 255 5 120 5 1095 189 53 847 6
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Percent Heavy Veh, % 0 0 0 2 0 2 0 1 2 4 2 0
Cap, veh/h 135 9 419 16 380 386 2090 921 266 2123 958
Arrive On Green 0.08 0.08 0.00 0.15 0.26 0.26 0.00 0.62 0.62 0.02 0.63 0.63
Sat Flow, veh/h 1188 115 1586 1688 61 1467 1714 3393 1496 1661 3367 1519
Grp Volume(v), veh/h 79 0 0 255 0 125 5 1095 189 53 847 6
Grp Sat Flow(s),veh/h/ln 1303 0 1586 1688 0 1528 1714 1697 1496 1661 1683 1519
Q Serve(g_s), s 9.5 0.0 0.0 22.0 0.0 10.6 0.2 29.3 8.9 1.9 19.9 0.2
Cycle Q Clear(g_c), s 9.5 0.0 0.0 22.0 0.0 10.6 0.2 29.3 8.9 1.9 19.9 0.2
Prop In Lane 0.91 1.00 1.00 0.96 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 144 0 419 0 396 386 2090 921 266 2123 958
V/C Ratio(X) 0.55 0.00 0.61 0.00 0.32 0.01 0.52 0.21 0.20 0.40 0.01
Avail Cap(c_a), veh/h 177 0 419 0 435 481 2090 921 333 2123 958
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.98 0.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 72.5 0.0 0.0 56.2 0.0 47.9 11.9 17.4 13.5 13.9 14.6 11.0
Incr Delay (d2), s/veh 1.2 0.0 0.0 1.8 0.0 0.2 0.0 0.9 0.5 0.1 0.6 0.0
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 5.9 0.0 0.0 14.6 0.0 7.3 0.1 17.1 5.7 1.3 12.3 0.1
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 73.7 0.0 0.0 58.0 0.0 48.0 11.9 18.4 14.0 14.0 15.2 11.0
LnGrp LOS E E D B B B B B B
Approach Vol, veh/h 79 380 1289 906
Approach Delay, s/veh 73.7 54.7 17.7 15.1
Approach LOS E D B B

Timer - Assigned Phs 1 2 3 4 5 6 8
Phs Duration (G+Y+Rc), s 6.2 106.9 29.0 17.9 8.5 104.6 46.9
Change Period (Y+Rc), s 5.4 6.0 5.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 9.6 88.0 24.0 16.5 10.1 88.0 45.5
Max Q Clear Time (g_c+I1), s 2.2 21.9 24.0 11.5 3.9 31.3 12.6
Green Ext Time (p_c), s 0.0 15.4 0.0 0.1 0.0 25.0 0.5

Intersection Summary
HCM 7th Control Delay, s/veh 23.8
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 230 1 40 310 5 10 1 25 20 1 20
Future Volume (vph) 5 230 1 40 310 5 10 1 25 20 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Heavy Vehicles (%) 0% 2% 0% 2% 2% 0% 8% 0% 0% 0% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 15.0 35.0 15.0 35.0 35.0 30.0 30.0 30.0 30.0 30.0
Total Split (%) 18.8% 43.8% 18.8% 43.8% 43.8% 37.5% 37.5% 37.5% 37.5% 37.5%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 34 (43%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 5 254 48 373 6 12 28 32 34
v/c Ratio 0.00 0.18 0.05 0.25 0.00 0.09 0.10 0.22 0.17
Control Delay (s/veh) 2.2 4.8 2.9 4.8 0.0 33.5 0.7 36.4 15.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.2 4.8 2.9 4.8 0.0 33.5 0.7 36.4 15.1
Queue Length 50th (ft) 1 105 5 47 0 6 0 15 1
Queue Length 95th (ft) m2 78 12 127 0 21 0 27 14
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 860 1339 902 1437 1268 363 538 407 486
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.19 0.05 0.26 0.00 0.03 0.05 0.08 0.07

Intersection Summary
m    Volume for 95th percentile queue is metered by upstream signal.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 5 230 1 40 310 5 10 1 25 20 1 20
Future Volume (veh/h) 5 230 1 40 310 5 10 1 25 20 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1772 1772 1800 1688 1800 1800 1800 1800 1800
Adj Flow Rate, veh/h 5 253 1 48 373 0 11 1 28 32 2 32
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Percent Heavy Veh, % 0 2 0 2 2 0 8 0 0 0 0 0
Cap, veh/h 697 1123 4 875 1187 183 13 144 187 9 137
Arrive On Green 0.01 1.00 1.00 0.04 0.67 0.00 0.09 0.09 0.09 0.09 0.09 0.09
Sat Flow, veh/h 1714 1764 7 1688 1772 1525 1018 136 1518 1397 90 1442
Grp Volume(v), veh/h 5 0 254 48 373 0 12 0 28 32 0 34
Grp Sat Flow(s),veh/h/ln 1714 0 1771 1688 1772 1525 1154 0 1518 1397 0 1532
Q Serve(g_s), s 0.1 0.0 0.0 0.8 7.0 0.0 0.4 0.0 1.4 1.7 0.0 1.6
Cycle Q Clear(g_c), s 0.1 0.0 0.0 0.8 7.0 0.0 2.0 0.0 1.4 3.8 0.0 1.6
Prop In Lane 1.00 0.00 1.00 1.00 0.92 1.00 1.00 0.94
Lane Grp Cap(c), veh/h 697 0 1127 875 1187 196 0 144 187 0 145
V/C Ratio(X) 0.01 0.00 0.23 0.05 0.31 0.06 0.00 0.19 0.17 0.00 0.23
Avail Cap(c_a), veh/h 879 0 1127 998 1187 486 0 455 473 0 460
HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.95 0.00 0.95 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 5.2 0.0 0.0 4.3 5.5 0.0 33.9 0.0 33.4 35.5 0.0 33.5
Incr Delay (d2), s/veh 0.0 0.0 0.4 0.0 0.7 0.0 0.1 0.0 0.6 0.4 0.0 0.8
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.0 0.0 0.2 0.4 4.0 0.0 0.4 0.0 0.9 1.1 0.0 1.2
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 5.2 0.0 0.4 4.3 6.2 0.0 34.0 0.0 34.0 35.9 0.0 34.3
LnGrp LOS A A A A C C D C
Approach Vol, veh/h 259 421 40 66
Approach Delay, s/veh 0.5 6.0 34.0 35.1
Approach LOS A A C D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 6.5 59.9 13.6 9.2 57.2 13.6
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 9.0 28.7 24.0 9.1 28.7 24.0
Max Q Clear Time (g_c+I1), s 2.1 9.0 5.8 2.8 2.0 4.0
Green Ext Time (p_c), s 0.0 3.9 0.2 0.0 2.8 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 8.1
HCM 7th LOS A

Notes
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 65 5 15 215 40 65 40 1050 160 30 955 80
Future Volume (vph) 65 5 15 215 40 65 40 1050 160 30 955 80
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 130 0 230 70 200 140
Storage Lanes 0 1 1 0 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 6 6 4 4
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Heavy Vehicles (%) 0% 0% 0% 0% 2% 4% 0% 1% 0% 6% 1% 0%
Shared Lane Traffic (%)
Turn Type Perm NA Perm D.P+P NA D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 3 8 1 6 5 2
Permitted Phases 4 4 4 2 6 6 2
Detector Phase 4 4 4 3 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 4.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 9.0 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 15.0 15.0 15.0 20.0 35.0 15.0 120.0 120.0 15.0 120.0 120.0
Total Split (%) 8.8% 8.8% 8.8% 11.8% 20.6% 8.8% 70.6% 70.6% 8.8% 70.6% 70.6%
Yellow Time (s) 3.3 3.3 3.3 3.2 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 1.8 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.0 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lag Lag Lag Lead Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None Max C-Min C-Min Max C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 170
Actuated Cycle Length: 170
Offset: 90 (53%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 127 27 236 115 43 1141 174 31 974 82
v/c Ratio 0.96 0.09 0.53 0.20 0.15 0.67 0.21 0.14 0.57 0.10
Control Delay (s/veh) 138.9 0.7 50.7 27.2 13.3 33.5 10.9 12.8 30.5 3.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 138.9 0.7 50.7 27.2 13.3 33.5 10.9 12.8 30.5 3.0
Queue Length 50th (ft) 142 0 191 56 19 496 53 14 394 0
Queue Length 95th (ft) #198 0 296 113 29 456 81 22 366 24
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 130 230 70 200 140
Base Capacity (vph) 131 277 438 570 275 2270 1053 218 2270 1013
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.97 0.10 0.54 0.20 0.16 0.50 0.17 0.14 0.43 0.08

Intersection Summary
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 65 5 15 215 40 65 40 1050 160 30 955 80
Future Volume (veh/h) 65 5 15 215 40 65 40 1050 160 30 955 80
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 0.97 1.00 1.00 0.99 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1800 1772 1744 1800 1786 1800 1716 1786 1800
Adj Flow Rate, veh/h 118 9 0 236 44 71 43 1141 174 31 974 82
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Percent Heavy Veh, % 0 0 0 0 2 4 0 1 0 6 1 0
Cap, veh/h 108 5 287 105 170 431 2276 1020 343 2276 1020
Arrive On Green 0.06 0.06 0.00 0.09 0.17 0.17 0.06 0.67 0.67 0.06 0.67 0.67
Sat Flow, veh/h 1198 91 1586 1714 606 978 1714 3393 1521 1634 3393 1521
Grp Volume(v), veh/h 127 0 0 236 0 115 43 1141 174 31 974 82
Grp Sat Flow(s),veh/h/ln 1289 0 1586 1714 0 1584 1714 1697 1521 1634 1697 1521
Q Serve(g_s), s 9.5 0.0 0.0 15.0 0.0 11.0 1.2 28.4 7.2 0.9 22.5 3.2
Cycle Q Clear(g_c), s 9.5 0.0 0.0 15.0 0.0 11.0 1.2 28.4 7.2 0.9 22.5 3.2
Prop In Lane 0.93 1.00 1.00 0.62 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 113 0 287 0 275 431 2276 1020 343 2276 1020
V/C Ratio(X) 1.12 0.00 0.82 0.00 0.42 0.10 0.50 0.17 0.09 0.43 0.08
Avail Cap(c_a), veh/h 113 0 287 0 275 431 2276 1020 343 2276 1020
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.98 0.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 82.0 0.0 0.0 72.2 0.0 62.6 8.1 13.9 10.4 8.9 12.9 9.7
Incr Delay (d2), s/veh 122.2 0.0 0.0 15.9 0.0 0.4 0.5 0.8 0.4 0.5 0.6 0.2
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 14.3 0.0 0.0 7.7 0.0 7.9 0.9 16.4 4.6 0.6 13.5 2.0
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 204.2 0.0 0.0 88.1 0.0 63.0 8.6 14.7 10.8 9.4 13.5 9.9
LnGrp LOS F F E A B B A B A
Approach Vol, veh/h 127 351 1358 1087
Approach Delay, s/veh 204.2 79.9 14.0 13.1
Approach LOS F E B B

Timer - Assigned Phs 1 2 3 4 5 6 8
Phs Duration (G+Y+Rc), s 15.0 120.0 20.0 15.0 15.0 120.0 35.0
Change Period (Y+Rc), s 5.4 6.0 5.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 9.6 114.0 15.0 9.5 10.1 114.0 29.5
Max Q Clear Time (g_c+I1), s 3.2 24.5 17.0 11.5 2.9 30.4 13.0
Green Ext Time (p_c), s 0.0 21.4 0.0 0.0 0.0 29.9 0.3

Intersection Summary
HCM 7th Control Delay, s/veh 29.9
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 10 140 10 35 300 50 10 1 10 5 1 5
Future Volume (vph) 10 140 10 35 300 50 10 1 10 5 1 5
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Heavy Vehicles (%) 0% 0% 9% 0% 2% 0% 0% 0% 0% 25% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 15.0 45.0 15.0 45.0 45.0 25.0 25.0 25.0 25.0 25.0
Total Split (%) 17.6% 52.9% 17.6% 52.9% 52.9% 29.4% 29.4% 29.4% 29.4% 29.4%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 85
Actuated Cycle Length: 85
Offset: 71 (84%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 13 188 37 319 53 19 17 7 8
v/c Ratio 0.01 0.13 0.03 0.21 0.04 0.14 0.06 0.06 0.05
Control Delay (s/veh) 2.4 4.7 2.4 4.0 0.0 38.0 0.5 36.4 23.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.4 4.7 2.4 4.0 0.0 38.0 0.5 36.4 23.0
Queue Length 50th (ft) 1 34 4 39 0 10 0 3 1
Queue Length 95th (ft) m3 m44 10 111 0 20 0 12 9
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 905 1378 982 1464 1289 310 427 262 355
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.14 0.04 0.22 0.04 0.06 0.04 0.03 0.02

Intersection Summary
m    Volume for 95th percentile queue is metered by upstream signal.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 10 140 10 35 300 50 10 1 10 5 1 5
Future Volume (veh/h) 10 140 10 35 300 50 10 1 10 5 1 5
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 0.99 0.99 0.99 0.99
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1674 1800 1772 1800 1800 1800 1800 1449 1800 1800
Adj Flow Rate, veh/h 12 175 12 37 319 0 17 2 17 7 1 7
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Percent Heavy Veh, % 0 0 9 0 2 0 0 0 0 25 0 0
Cap, veh/h 793 1136 78 958 1241 164 15 106 148 13 94
Arrive On Green 0.02 0.91 0.91 0.03 0.70 0.00 0.07 0.07 0.07 0.07 0.07 0.07
Sat Flow, veh/h 1714 1665 114 1714 1772 1525 1209 214 1517 1132 193 1354
Grp Volume(v), veh/h 12 0 187 37 319 0 19 0 17 7 0 8
Grp Sat Flow(s),veh/h/ln 1714 0 1779 1714 1772 1525 1423 0 1517 1132 0 1548
Q Serve(g_s), s 0.2 0.0 1.0 0.5 5.6 0.0 0.8 0.0 0.9 0.5 0.0 0.4
Cycle Q Clear(g_c), s 0.2 0.0 1.0 0.5 5.6 0.0 1.2 0.0 0.9 1.7 0.0 0.4
Prop In Lane 1.00 0.06 1.00 1.00 0.89 1.00 1.00 0.88
Lane Grp Cap(c), veh/h 793 0 1213 958 1241 179 0 106 148 0 108
V/C Ratio(X) 0.02 0.00 0.15 0.04 0.26 0.11 0.00 0.16 0.05 0.00 0.07
Avail Cap(c_a), veh/h 950 0 1213 1082 1241 403 0 339 322 0 346
HCM Platoon Ratio 1.33 1.33 1.33 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.86 0.00 0.86 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.0 0.0 1.3 3.5 4.6 0.0 37.3 0.0 37.2 38.1 0.0 37.0
Incr Delay (d2), s/veh 0.0 0.0 0.2 0.0 0.5 0.0 0.3 0.0 0.7 0.1 0.0 0.3
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.1 0.0 0.6 0.2 3.1 0.0 0.7 0.0 0.6 0.3 0.0 0.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.0 0.0 1.5 3.5 5.1 0.0 37.6 0.0 37.9 38.2 0.0 37.3
LnGrp LOS A A A A D D D D
Approach Vol, veh/h 199 356 36 15
Approach Delay, s/veh 1.7 5.0 37.7 37.7
Approach LOS A A D D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 7.2 65.8 11.9 8.8 64.3 11.9
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 9.0 38.7 19.0 9.1 38.7 19.0
Max Q Clear Time (g_c+I1), s 2.2 7.6 3.7 2.5 3.0 3.2
Green Ext Time (p_c), s 0.0 3.8 0.0 0.0 2.1 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 6.7
HCM 7th LOS A

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 55 5 40 145 15 85 25 1105 120 30 685 35
Future Volume (vph) 55 5 40 145 15 85 25 1105 120 30 685 35
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 130 0 230 70 200 140
Storage Lanes 0 1 1 0 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 2 2 2 2
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Heavy Vehicles (%) 0% 17% 0% 1% 6% 2% 0% 1% 1% 3% 1% 0%
Shared Lane Traffic (%)
Turn Type Perm NA Perm D.P+P NA D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 3 8 1 6 5 2
Permitted Phases 4 4 4 2 6 6 2
Detector Phase 4 4 4 3 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 4.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 9.0 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 20.0 20.0 20.0 25.0 45.0 12.0 103.0 103.0 12.0 103.0 103.0
Total Split (%) 12.5% 12.5% 12.5% 15.6% 28.1% 7.5% 64.4% 64.4% 7.5% 64.4% 64.4%
Yellow Time (s) 3.3 3.3 3.3 3.2 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 1.8 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.0 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lag Lag Lag Lead Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None C-Min C-Min None C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 160
Actuated Cycle Length: 160
Offset: 125 (78%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 69 45 151 105 28 1242 135 34 778 40
v/c Ratio 0.74 0.19 0.54 0.26 0.06 0.55 0.13 0.13 0.34 0.03
Control Delay (s/veh) 111.0 1.9 57.3 12.2 8.4 17.3 5.2 9.1 13.2 0.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 111.0 1.9 57.3 12.2 8.4 17.3 5.2 9.1 13.2 0.0
Queue Length 50th (ft) 71 0 134 17 8 373 18 10 193 0
Queue Length 95th (ft) #147 0 159 53 20 474 49 23 250 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 130 230 70 200 140
Base Capacity (vph) 106 247 313 450 450 2238 1004 268 2278 1028
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.65 0.18 0.48 0.23 0.06 0.55 0.13 0.13 0.34 0.04

Intersection Summary
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 55 5 40 145 15 85 25 1105 120 30 685 35
Future Volume (veh/h) 55 5 40 145 15 85 25 1105 120 30 685 35
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1561 1872 1786 1716 1772 1800 1786 1786 1758 1786 1800
Adj Flow Rate, veh/h 62 6 0 151 16 89 28 1242 135 34 778 40
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Percent Heavy Veh, % 0 17 0 1 6 2 0 1 1 3 1 0
Cap, veh/h 118 7 318 44 247 473 2314 1031 272 2310 1037
Arrive On Green 0.07 0.07 0.00 0.09 0.20 0.20 0.02 0.68 0.68 0.02 0.68 0.68
Sat Flow, veh/h 1061 103 1586 1701 227 1262 1714 3393 1511 1674 3393 1523
Grp Volume(v), veh/h 68 0 0 151 0 105 28 1242 135 34 778 40
Grp Sat Flow(s),veh/h/ln 1164 0 1586 1701 0 1489 1714 1697 1511 1674 1697 1523
Q Serve(g_s), s 9.2 0.0 0.0 13.0 0.0 9.8 0.8 29.4 5.0 1.0 15.2 1.4
Cycle Q Clear(g_c), s 9.2 0.0 0.0 13.0 0.0 9.8 0.8 29.4 5.0 1.0 15.2 1.4
Prop In Lane 0.91 1.00 1.00 0.85 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 125 0 318 0 292 473 2314 1031 272 2310 1037
V/C Ratio(X) 0.54 0.00 0.48 0.00 0.36 0.06 0.54 0.13 0.12 0.34 0.04
Avail Cap(c_a), veh/h 148 0 370 0 368 513 2314 1031 314 2310 1037
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.99 0.00 0.99 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 73.4 0.0 0.0 61.3 0.0 55.6 8.2 12.8 8.9 10.2 10.6 8.4
Incr Delay (d2), s/veh 1.4 0.0 0.0 0.4 0.0 0.3 0.0 0.9 0.3 0.1 0.4 0.1
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 5.1 0.0 0.0 9.6 0.0 6.7 0.5 16.5 3.1 0.6 9.6 0.9
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 74.8 0.0 0.0 61.7 0.0 55.9 8.2 13.7 9.1 10.3 11.0 8.5
LnGrp LOS E E E A B A B B A
Approach Vol, veh/h 68 256 1405 852
Approach Delay, s/veh 74.8 59.3 13.1 10.8
Approach LOS E E B B

Timer - Assigned Phs 1 2 3 4 5 6 8
Phs Duration (G+Y+Rc), s 8.2 114.9 20.1 16.8 8.0 115.1 36.9
Change Period (Y+Rc), s 5.4 6.0 5.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 6.6 97.0 20.0 14.5 7.1 97.0 39.5
Max Q Clear Time (g_c+I1), s 2.8 17.2 15.0 11.2 3.0 31.4 11.8
Green Ext Time (p_c), s 0.0 14.3 0.1 0.0 0.0 30.6 0.4

Intersection Summary
HCM 7th Control Delay, s/veh 18.6
HCM 7th LOS B

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 120 5 10 195 15 5 1 15 15 1 20
Future Volume (vph) 5 120 5 10 195 15 5 1 15 15 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 3 3 2
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Heavy Vehicles (%) 0% 2% 0% 0% 1% 12% 0% 50% 0% 0% 0% 9%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 15.0 40.0 15.0 40.0 40.0 25.0 25.0 25.0 25.0 25.0
Total Split (%) 18.8% 50.0% 18.8% 50.0% 50.0% 31.3% 31.3% 31.3% 31.3% 31.3%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 21 (26%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 6 142 12 229 18 10 23 16 23
v/c Ratio 0.00 0.09 0.01 0.15 0.01 0.08 0.08 0.10 0.14
Control Delay (s/veh) 2.4 2.9 2.7 4.0 0.0 34.3 0.6 34.6 16.9
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.4 2.9 2.7 4.0 0.0 34.3 0.6 34.6 16.9
Queue Length 50th (ft) 1 29 1 26 0 5 0 7 0
Queue Length 95th (ft) m2 40 4 74 0 14 0 26 22
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 967 1438 1032 1460 1115 292 460 348 354
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.10 0.01 0.16 0.02 0.03 0.05 0.05 0.06

Intersection Summary
m    Volume for 95th percentile queue is metered by upstream signal.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 5 120 5 10 195 15 5 1 15 15 1 20
Future Volume (veh/h) 5 120 5 10 195 15 5 1 15 15 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1800 1786 1632 1800 1098 1800 1800 1800 1674
Adj Flow Rate, veh/h 6 136 6 12 229 0 8 2 23 16 1 22
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Percent Heavy Veh, % 0 2 0 0 1 12 0 50 0 0 0 9
Cap, veh/h 848 1142 50 972 1221 128 19 122 179 5 117
Arrive On Green 0.02 1.00 1.00 0.01 0.68 0.00 0.08 0.08 0.08 0.08 0.08 0.08
Sat Flow, veh/h 1714 1684 74 1714 1786 1383 593 234 1525 1408 67 1469
Grp Volume(v), veh/h 6 0 142 12 229 0 10 0 23 16 0 23
Grp Sat Flow(s),veh/h/ln 1714 0 1758 1714 1786 1383 827 0 1525 1408 0 1536
Q Serve(g_s), s 0.1 0.0 0.0 0.2 3.7 0.0 0.2 0.0 1.1 0.9 0.0 1.1
Cycle Q Clear(g_c), s 0.1 0.0 0.0 0.2 3.7 0.0 1.3 0.0 1.1 2.2 0.0 1.1
Prop In Lane 1.00 0.04 1.00 1.00 0.80 1.00 1.00 0.96
Lane Grp Cap(c), veh/h 848 0 1192 972 1221 147 0 122 179 0 123
V/C Ratio(X) 0.01 0.00 0.12 0.01 0.19 0.07 0.00 0.19 0.09 0.00 0.19
Avail Cap(c_a), veh/h 1027 0 1192 1142 1221 289 0 362 401 0 365
HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.96 0.00 0.96 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.0 0.0 0.0 3.8 4.6 0.0 34.3 0.0 34.4 35.5 0.0 34.4
Incr Delay (d2), s/veh 0.0 0.0 0.2 0.0 0.3 0.0 0.2 0.0 0.7 0.2 0.0 0.7
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.0 0.0 0.1 0.1 2.1 0.0 0.3 0.0 0.8 0.5 0.0 0.8
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.0 0.0 0.2 3.8 4.9 0.0 34.5 0.0 35.1 35.7 0.0 35.1
LnGrp LOS A A A A C D D D
Approach Vol, veh/h 148 241 33 39
Approach Delay, s/veh 0.4 4.9 35.0 35.4
Approach LOS A A C D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 6.6 61.0 12.4 7.1 60.5 12.4
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 9.0 33.7 19.0 9.1 33.7 19.0
Max Q Clear Time (g_c+I1), s 2.1 5.7 4.2 2.2 2.0 3.3
Green Ext Time (p_c), s 0.0 2.5 0.1 0.0 1.5 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 8.2
HCM 7th LOS A

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 50 5 30 240 5 110 5 1055 185 50 730 5
Future Volume (vph) 50 5 30 240 5 110 5 1055 185 50 730 5
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 130 0 230 70 200 140
Storage Lanes 0 1 1 0 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 1 4 4 1 5 2 2 5
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Heavy Vehicles (%) 0% 0% 0% 2% 0% 2% 0% 1% 2% 4% 2% 0%
Shared Lane Traffic (%)
Turn Type Perm NA Perm D.P+P NA D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 3 8 1 6 5 2
Permitted Phases 4 4 4 2 6 6 2
Detector Phase 4 4 4 3 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 4.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 9.0 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 22.0 22.0 22.0 29.0 51.0 15.0 94.0 94.0 15.0 94.0 94.0
Total Split (%) 13.8% 13.8% 13.8% 18.1% 31.9% 9.4% 58.8% 58.8% 9.4% 58.8% 58.8%
Yellow Time (s) 3.3 3.3 3.3 3.2 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 1.8 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.0 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lag Lag Lag Lead Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None C-Min C-Min None C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 160
Actuated Cycle Length: 160
Offset: 145 (91%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 79 43 261 125 5 1111 195 59 859 6
v/c Ratio 0.77 0.17 0.72 0.25 0.01 0.55 0.21 0.22 0.39 0.00
Control Delay (s/veh) 111.6 1.6 58.0 9.6 11.4 22.5 10.1 13.0 15.7 0.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 111.6 1.6 58.0 9.6 11.4 22.5 10.1 13.0 15.7 0.0
Queue Length 50th (ft) 81 0 213 16 2 386 51 22 221 0
Queue Length 95th (ft) 107 0 247 58 7 467 100 38 294 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 130 230 70 200 140
Base Capacity (vph) 117 263 375 528 403 2034 913 293 2150 971
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.68 0.16 0.70 0.24 0.01 0.55 0.21 0.20 0.40 0.01

Intersection Summary
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 50 5 30 240 5 110 5 1055 185 50 730 5
Future Volume (veh/h) 50 5 30 240 5 110 5 1055 185 50 730 5
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 0.99 1.00 0.99 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1772 1800 1772 1800 1786 1772 1744 1772 1800
Adj Flow Rate, veh/h 72 7 0 261 5 120 5 1111 195 59 859 6
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Percent Heavy Veh, % 0 0 0 2 0 2 0 1 2 4 2 0
Cap, veh/h 135 9 419 16 380 381 2085 919 262 2123 958
Arrive On Green 0.08 0.08 0.00 0.15 0.26 0.26 0.00 0.61 0.61 0.02 0.63 0.63
Sat Flow, veh/h 1188 115 1586 1688 61 1467 1714 3393 1496 1661 3367 1519
Grp Volume(v), veh/h 79 0 0 261 0 125 5 1111 195 59 859 6
Grp Sat Flow(s),veh/h/ln 1303 0 1586 1688 0 1528 1714 1697 1496 1661 1683 1519
Q Serve(g_s), s 9.5 0.0 0.0 22.6 0.0 10.6 0.2 30.0 9.2 2.1 20.3 0.2
Cycle Q Clear(g_c), s 9.5 0.0 0.0 22.6 0.0 10.6 0.2 30.0 9.2 2.1 20.3 0.2
Prop In Lane 0.91 1.00 1.00 0.96 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 144 0 419 0 396 381 2085 919 262 2123 958
V/C Ratio(X) 0.55 0.00 0.62 0.00 0.32 0.01 0.53 0.21 0.23 0.40 0.01
Avail Cap(c_a), veh/h 177 0 419 0 435 475 2085 919 327 2123 958
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.97 0.00 0.97 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 72.5 0.0 0.0 56.5 0.0 47.9 12.0 17.7 13.7 14.1 14.7 11.0
Incr Delay (d2), s/veh 1.2 0.0 0.0 2.1 0.0 0.2 0.0 1.0 0.5 0.2 0.6 0.0
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 5.9 0.0 0.0 14.9 0.0 7.3 0.1 17.5 5.9 1.4 12.4 0.1
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 73.7 0.0 0.0 58.5 0.0 48.0 12.0 18.7 14.2 14.3 15.2 11.0
LnGrp LOS E E D B B B B B B
Approach Vol, veh/h 79 386 1311 924
Approach Delay, s/veh 73.7 55.1 18.0 15.1
Approach LOS E E B B

Timer - Assigned Phs 1 2 3 4 5 6 8
Phs Duration (G+Y+Rc), s 6.2 106.9 29.0 17.9 8.8 104.3 46.9
Change Period (Y+Rc), s 5.4 6.0 5.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 9.6 88.0 24.0 16.5 10.1 88.0 45.5
Max Q Clear Time (g_c+I1), s 2.2 22.3 24.6 11.5 4.1 32.0 12.6
Green Ext Time (p_c), s 0.0 15.7 0.0 0.1 0.0 25.4 0.5

Intersection Summary
HCM 7th Control Delay, s/veh 23.9
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 230 1 45 315 5 10 1 25 20 1 20
Future Volume (vph) 5 230 1 45 315 5 10 1 25 20 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Heavy Vehicles (%) 0% 2% 0% 2% 2% 0% 8% 0% 0% 0% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 15.0 35.0 15.0 35.0 35.0 30.0 30.0 30.0 30.0 30.0
Total Split (%) 18.8% 43.8% 18.8% 43.8% 43.8% 37.5% 37.5% 37.5% 37.5% 37.5%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 34 (43%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 5 254 54 380 6 12 28 32 34
v/c Ratio 0.00 0.18 0.06 0.26 0.00 0.09 0.10 0.22 0.17
Control Delay (s/veh) 2.2 4.6 2.8 4.8 0.0 33.5 0.7 36.4 15.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.2 4.6 2.8 4.8 0.0 33.5 0.7 36.4 15.1
Queue Length 50th (ft) 1 110 5 48 0 6 0 15 1
Queue Length 95th (ft) m2 78 13 131 0 21 0 27 14
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 855 1339 902 1437 1268 363 538 407 486
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.19 0.06 0.26 0.00 0.03 0.05 0.08 0.07

Intersection Summary
m    Volume for 95th percentile queue is metered by upstream signal.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 5 230 1 45 315 5 10 1 25 20 1 20
Future Volume (veh/h) 5 230 1 45 315 5 10 1 25 20 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1772 1772 1800 1688 1800 1800 1800 1800 1800
Adj Flow Rate, veh/h 5 253 1 54 380 0 11 1 28 32 2 32
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Percent Heavy Veh, % 0 2 0 2 2 0 8 0 0 0 0 0
Cap, veh/h 691 1118 4 876 1187 183 13 144 187 9 137
Arrive On Green 0.01 1.00 1.00 0.04 0.67 0.00 0.09 0.09 0.09 0.09 0.09 0.09
Sat Flow, veh/h 1714 1764 7 1688 1772 1525 1018 136 1518 1397 90 1442
Grp Volume(v), veh/h 5 0 254 54 380 0 12 0 28 32 0 34
Grp Sat Flow(s),veh/h/ln 1714 0 1771 1688 1772 1525 1154 0 1518 1397 0 1532
Q Serve(g_s), s 0.1 0.0 0.0 0.9 7.2 0.0 0.4 0.0 1.4 1.7 0.0 1.6
Cycle Q Clear(g_c), s 0.1 0.0 0.0 0.9 7.2 0.0 2.0 0.0 1.4 3.8 0.0 1.6
Prop In Lane 1.00 0.00 1.00 1.00 0.92 1.00 1.00 0.94
Lane Grp Cap(c), veh/h 691 0 1122 876 1187 196 0 144 187 0 145
V/C Ratio(X) 0.01 0.00 0.23 0.06 0.32 0.06 0.00 0.19 0.17 0.00 0.23
Avail Cap(c_a), veh/h 873 0 1122 995 1187 486 0 455 473 0 460
HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.95 0.00 0.95 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 5.3 0.0 0.0 4.3 5.6 0.0 33.9 0.0 33.4 35.5 0.0 33.5
Incr Delay (d2), s/veh 0.0 0.0 0.4 0.0 0.7 0.0 0.1 0.0 0.6 0.4 0.0 0.8
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.0 0.0 0.2 0.4 4.1 0.0 0.4 0.0 0.9 1.1 0.0 1.2
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 5.3 0.0 0.4 4.3 6.3 0.0 34.0 0.0 34.0 35.9 0.0 34.3
LnGrp LOS A A A A C C D C
Approach Vol, veh/h 259 434 40 66
Approach Delay, s/veh 0.5 6.0 34.0 35.1
Approach LOS A A C D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 6.5 59.9 13.6 9.4 57.0 13.6
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 9.0 28.7 24.0 9.1 28.7 24.0
Max Q Clear Time (g_c+I1), s 2.1 9.2 5.8 2.9 2.0 4.0
Green Ext Time (p_c), s 0.0 4.0 0.2 0.0 2.8 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 8.0
HCM 7th LOS A

Notes
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 70 10 15 235 40 70 40 1160 180 35 1055 90
Future Volume (vph) 70 10 15 235 40 70 40 1160 180 35 1055 90
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 130 0 230 70 200 140
Storage Lanes 0 1 1 0 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 6 6 4 4
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Heavy Vehicles (%) 0% 0% 0% 0% 2% 4% 0% 1% 0% 6% 1% 0%
Shared Lane Traffic (%)
Turn Type Perm NA Perm D.P+P NA D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 3 8 1 6 5 2
Permitted Phases 4 4 4 2 6 6 2
Detector Phase 4 4 4 3 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 4.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 9.0 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 15.0 15.0 15.0 20.0 35.0 15.0 120.0 120.0 15.0 120.0 120.0
Total Split (%) 8.8% 8.8% 8.8% 11.8% 20.6% 8.8% 70.6% 70.6% 8.8% 70.6% 70.6%
Yellow Time (s) 3.3 3.3 3.3 3.2 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 1.8 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.0 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lag Lag Lag Lead Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None Max C-Min C-Min Max C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 170
Actuated Cycle Length: 170
Offset: 90 (53%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 145 27 258 121 43 1261 196 36 1077 92
v/c Ratio 2.23 0.15 0.65 0.24 0.15 0.67 0.22 0.16 0.57 0.10
Control Delay (s/veh) 637.1 1.8 60.5 30.8 10.1 28.4 9.9 10.1 25.5 3.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 637.1 1.8 60.5 30.8 10.1 28.4 9.9 10.1 25.5 3.1
Queue Length 50th (ft) ~262 0 211 60 17 511 59 14 401 4
Queue Length 95th (ft) #227 0 #478 116 24 458 82 20 364 26
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 130 230 70 200 140
Base Capacity (vph) 65 179 391 489 280 2270 1053 219 2270 1013
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 2.23 0.15 0.66 0.25 0.15 0.56 0.19 0.16 0.47 0.09

Intersection Summary
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 70 10 15 235 40 70 40 1160 180 35 1055 90
Future Volume (veh/h) 70 10 15 235 40 70 40 1160 180 35 1055 90
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 0.97 1.00 1.00 0.99 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1800 1772 1744 1800 1786 1800 1716 1786 1800
Adj Flow Rate, veh/h 127 18 0 258 44 77 43 1261 196 36 1077 92
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Percent Heavy Veh, % 0 0 0 0 2 4 0 1 0 6 1 0
Cap, veh/h 104 9 282 100 174 392 2276 1020 307 2276 1020
Arrive On Green 0.06 0.06 0.00 0.09 0.17 0.17 0.06 0.67 0.67 0.06 0.67 0.67
Sat Flow, veh/h 1143 162 1586 1714 574 1005 1714 3393 1521 1634 3393 1521
Grp Volume(v), veh/h 145 0 0 258 0 121 43 1261 196 36 1077 92
Grp Sat Flow(s),veh/h/ln 1304 0 1586 1714 0 1579 1714 1697 1521 1634 1697 1521
Q Serve(g_s), s 9.5 0.0 0.0 15.0 0.0 11.7 1.2 33.1 8.3 1.0 26.0 3.6
Cycle Q Clear(g_c), s 9.5 0.0 0.0 15.0 0.0 11.7 1.2 33.1 8.3 1.0 26.0 3.6
Prop In Lane 0.88 1.00 1.00 0.64 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 113 0 282 0 274 392 2276 1020 307 2276 1020
V/C Ratio(X) 1.29 0.00 0.91 0.00 0.44 0.11 0.55 0.19 0.12 0.47 0.09
Avail Cap(c_a), veh/h 113 0 282 0 274 392 2276 1020 307 2276 1020
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.98 0.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 81.9 0.0 0.0 73.4 0.0 62.9 8.7 14.7 10.6 9.9 13.5 9.8
Incr Delay (d2), s/veh 180.6 0.0 0.0 31.2 0.0 0.4 0.6 1.0 0.4 0.8 0.7 0.2
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 17.2 0.0 0.0 10.9 0.0 8.3 0.9 18.6 5.3 0.8 15.2 2.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 262.6 0.0 0.0 104.6 0.0 63.3 9.2 15.7 11.0 10.7 14.2 10.0
LnGrp LOS F F E A B B B B A
Approach Vol, veh/h 145 379 1500 1205
Approach Delay, s/veh 262.6 91.4 14.9 13.8
Approach LOS F F B B

Timer - Assigned Phs 1 2 3 4 5 6 8
Phs Duration (G+Y+Rc), s 15.0 120.0 20.0 15.0 15.0 120.0 35.0
Change Period (Y+Rc), s 5.4 6.0 5.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 9.6 114.0 15.0 9.5 10.1 114.0 29.5
Max Q Clear Time (g_c+I1), s 3.2 28.0 17.0 11.5 3.0 35.1 13.7
Green Ext Time (p_c), s 0.0 25.4 0.0 0.0 0.0 35.1 0.3

Intersection Summary
HCM 7th Control Delay, s/veh 34.6
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 10 155 10 40 335 55 10 1 10 5 1 5
Future Volume (vph) 10 155 10 40 335 55 10 1 10 5 1 5
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Heavy Vehicles (%) 0% 0% 9% 0% 2% 0% 0% 0% 0% 25% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 15.0 45.0 15.0 45.0 45.0 25.0 25.0 25.0 25.0 25.0
Total Split (%) 17.6% 52.9% 17.6% 52.9% 52.9% 29.4% 29.4% 29.4% 29.4% 29.4%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 85
Actuated Cycle Length: 85
Offset: 71 (84%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 13 207 43 356 59 19 17 7 8
v/c Ratio 0.01 0.15 0.04 0.24 0.04 0.14 0.06 0.06 0.05
Control Delay (s/veh) 2.7 5.1 2.4 4.1 0.2 38.0 0.5 36.4 23.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.7 5.1 2.4 4.1 0.2 38.0 0.5 36.4 23.0
Queue Length 50th (ft) 1 44 4 44 0 10 0 3 1
Queue Length 95th (ft) m4 m69 11 126 2 20 0 12 9
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 881 1380 969 1464 1289 310 427 262 355
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.15 0.04 0.24 0.05 0.06 0.04 0.03 0.02

Intersection Summary
m    Volume for 95th percentile queue is metered by upstream signal.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 10 155 10 40 335 55 10 1 10 5 1 5
Future Volume (veh/h) 10 155 10 40 335 55 10 1 10 5 1 5
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 0.99 0.99 0.99 0.99
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1674 1800 1772 1800 1800 1800 1800 1449 1800 1800
Adj Flow Rate, veh/h 12 194 12 43 356 0 17 2 17 7 1 7
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Percent Heavy Veh, % 0 0 9 0 2 0 0 0 0 25 0 0
Cap, veh/h 760 1138 70 943 1241 164 15 106 148 13 94
Arrive On Green 0.02 0.90 0.90 0.04 0.70 0.00 0.07 0.07 0.07 0.07 0.07 0.07
Sat Flow, veh/h 1714 1677 104 1714 1772 1525 1209 214 1517 1132 193 1354
Grp Volume(v), veh/h 12 0 206 43 356 0 19 0 17 7 0 8
Grp Sat Flow(s),veh/h/ln 1714 0 1781 1714 1772 1525 1423 0 1517 1132 0 1548
Q Serve(g_s), s 0.2 0.0 1.1 0.6 6.4 0.0 0.8 0.0 0.9 0.5 0.0 0.4
Cycle Q Clear(g_c), s 0.2 0.0 1.1 0.6 6.4 0.0 1.2 0.0 0.9 1.7 0.0 0.4
Prop In Lane 1.00 0.06 1.00 1.00 0.89 1.00 1.00 0.88
Lane Grp Cap(c), veh/h 760 0 1209 943 1241 179 0 106 148 0 108
V/C Ratio(X) 0.02 0.00 0.17 0.05 0.29 0.11 0.00 0.16 0.05 0.00 0.07
Avail Cap(c_a), veh/h 917 0 1209 1062 1241 403 0 339 322 0 346
HCM Platoon Ratio 1.33 1.33 1.33 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.12 0.00 0.12 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.1 0.0 1.4 3.5 4.8 0.0 37.3 0.0 37.2 38.1 0.0 37.0
Incr Delay (d2), s/veh 0.0 0.0 0.0 0.0 0.6 0.0 0.3 0.0 0.7 0.1 0.0 0.3
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.1 0.0 0.5 0.3 3.5 0.0 0.7 0.0 0.6 0.3 0.0 0.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.1 0.0 1.4 3.5 5.4 0.0 37.6 0.0 37.9 38.2 0.0 37.3
LnGrp LOS A A A A D D D D
Approach Vol, veh/h 218 399 36 15
Approach Delay, s/veh 1.6 5.2 37.7 37.7
Approach LOS A A D D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 7.2 65.8 11.9 9.1 64.0 11.9
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 9.0 38.7 19.0 9.1 38.7 19.0
Max Q Clear Time (g_c+I1), s 2.2 8.4 3.7 2.6 3.1 3.2
Green Ext Time (p_c), s 0.0 4.3 0.0 0.0 2.4 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 6.5
HCM 7th LOS A

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 65 5 45 165 15 95 30 1220 130 35 760 35
Future Volume (vph) 65 5 45 165 15 95 30 1220 130 35 760 35
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 130 0 230 70 200 140
Storage Lanes 0 1 1 0 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 2 2 2 2
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Heavy Vehicles (%) 0% 17% 0% 1% 6% 2% 0% 1% 1% 3% 1% 0%
Shared Lane Traffic (%)
Turn Type Perm NA Perm D.P+P NA D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 3 8 1 6 5 2
Permitted Phases 4 4 4 2 6 6 2
Detector Phase 4 4 4 3 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 4.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 9.0 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 20.0 20.0 20.0 25.0 45.0 12.0 103.0 103.0 12.0 103.0 103.0
Total Split (%) 12.5% 12.5% 12.5% 15.6% 28.1% 7.5% 64.4% 64.4% 7.5% 64.4% 64.4%
Yellow Time (s) 3.3 3.3 3.3 3.2 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 1.8 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.0 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lag Lag Lag Lead Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None C-Min C-Min None C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 160
Actuated Cycle Length: 160
Offset: 125 (78%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 100
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 80 51 172 115 34 1371 146 40 864 40
v/c Ratio 0.80 0.21 0.59 0.26 0.08 0.62 0.14 0.19 0.39 0.04
Control Delay (s/veh) 118.8 2.8 58.4 12.6 8.8 19.8 5.8 10.2 15.3 0.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 118.8 2.8 58.4 12.6 8.8 19.8 5.8 10.2 15.3 0.0
Queue Length 50th (ft) 82 0 138 18 11 478 24 13 242 0
Queue Length 95th (ft) #178 3 193 59 23 543 54 25 280 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 130 230 70 200 140
Base Capacity (vph) 105 249 315 457 396 2187 984 224 2184 989
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.76 0.20 0.55 0.25 0.09 0.63 0.15 0.18 0.40 0.04

Intersection Summary
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 65 5 45 165 15 95 30 1220 130 35 760 35
Future Volume (veh/h) 65 5 45 165 15 95 30 1220 130 35 760 35
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1561 1872 1786 1716 1772 1800 1786 1786 1758 1786 1800
Adj Flow Rate, veh/h 74 6 0 172 16 99 34 1371 146 40 864 40
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Percent Heavy Veh, % 0 17 0 1 6 2 0 1 1 3 1 0
Cap, veh/h 130 7 354 45 278 417 2238 997 226 2232 1002
Arrive On Green 0.08 0.08 0.00 0.10 0.22 0.22 0.02 0.66 0.66 0.02 0.66 0.66
Sat Flow, veh/h 1063 86 1586 1701 207 1279 1714 3393 1511 1674 3393 1523
Grp Volume(v), veh/h 80 0 0 172 0 115 34 1371 146 40 864 40
Grp Sat Flow(s),veh/h/ln 1150 0 1586 1701 0 1486 1714 1697 1511 1674 1697 1523
Q Serve(g_s), s 11.0 0.0 0.0 14.7 0.0 10.5 1.0 36.9 5.8 1.3 18.7 1.5
Cycle Q Clear(g_c), s 11.0 0.0 0.0 14.7 0.0 10.5 1.0 36.9 5.8 1.3 18.7 1.5
Prop In Lane 0.92 1.00 1.00 0.86 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 137 0 354 0 323 417 2238 997 226 2232 1002
V/C Ratio(X) 0.58 0.00 0.49 0.00 0.36 0.08 0.61 0.15 0.18 0.39 0.04
Avail Cap(c_a), veh/h 147 0 389 0 367 454 2238 997 266 2232 1002
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.99 0.00 0.99 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 72.6 0.0 0.0 59.0 0.0 53.1 9.7 15.6 10.3 13.2 12.6 9.6
Incr Delay (d2), s/veh 2.9 0.0 0.0 0.4 0.0 0.2 0.0 1.3 0.3 0.1 0.5 0.1
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 6.1 0.0 0.0 10.5 0.0 7.1 0.7 20.4 3.7 0.8 11.6 0.9
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 75.4 0.0 0.0 59.4 0.0 53.4 9.7 16.8 10.6 13.3 13.1 9.7
LnGrp LOS E E D A B B B B A
Approach Vol, veh/h 80 287 1551 944
Approach Delay, s/veh 75.4 57.0 16.1 12.9
Approach LOS E E B B

Timer - Assigned Phs 1 2 3 4 5 6 8
Phs Duration (G+Y+Rc), s 8.5 111.2 21.7 18.5 8.2 111.5 40.2
Change Period (Y+Rc), s 5.4 6.0 5.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 6.6 97.0 20.0 14.5 7.1 97.0 39.5
Max Q Clear Time (g_c+I1), s 3.0 20.7 16.7 13.0 3.3 38.9 12.5
Green Ext Time (p_c), s 0.0 16.7 0.1 0.0 0.0 33.3 0.4

Intersection Summary
HCM 7th Control Delay, s/veh 20.8
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 10 130 5 10 215 15 10 1 20 15 1 20
Future Volume (vph) 10 130 5 10 215 15 10 1 20 15 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 3 3 2
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Heavy Vehicles (%) 0% 2% 0% 0% 1% 12% 0% 50% 0% 0% 0% 9%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 15.0 40.0 15.0 40.0 40.0 25.0 25.0 25.0 25.0 25.0
Total Split (%) 18.8% 50.0% 18.8% 50.0% 50.0% 31.3% 31.3% 31.3% 31.3% 31.3%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 21 (26%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 11 154 12 253 18 18 31 16 23
v/c Ratio 0.01 0.10 0.01 0.17 0.01 0.13 0.11 0.10 0.14
Control Delay (s/veh) 1.9 2.4 2.7 4.0 0.0 35.3 0.8 34.5 16.9
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 1.9 2.4 2.7 4.0 0.0 35.3 0.8 34.5 16.9
Queue Length 50th (ft) 1 16 1 29 0 8 0 7 0
Queue Length 95th (ft) m3 m43 4 82 0 20 0 26 22
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 949 1438 1023 1459 1115 312 460 348 354
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.11 0.01 0.17 0.02 0.06 0.07 0.05 0.06

Intersection Summary
m    Volume for 95th percentile queue is metered by upstream signal.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 10 130 5 10 215 15 10 1 20 15 1 20
Future Volume (veh/h) 10 130 5 10 215 15 10 1 20 15 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1800 1786 1632 1800 1098 1800 1800 1800 1674
Adj Flow Rate, veh/h 11 148 6 12 253 0 16 2 31 16 1 22
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Percent Heavy Veh, % 0 2 0 0 1 12 0 50 0 0 0 9
Cap, veh/h 819 1136 46 955 1200 141 10 131 169 6 126
Arrive On Green 0.03 1.00 1.00 0.01 0.67 0.00 0.09 0.09 0.09 0.09 0.09 0.09
Sat Flow, veh/h 1714 1691 69 1714 1786 1383 657 122 1525 1398 67 1469
Grp Volume(v), veh/h 11 0 154 12 253 0 18 0 31 16 0 23
Grp Sat Flow(s),veh/h/ln 1714 0 1759 1714 1786 1383 779 0 1525 1398 0 1536
Q Serve(g_s), s 0.2 0.0 0.0 0.2 4.3 0.0 1.2 0.0 1.5 0.9 0.0 1.1
Cycle Q Clear(g_c), s 0.2 0.0 0.0 0.2 4.3 0.0 2.3 0.0 1.5 3.2 0.0 1.1
Prop In Lane 1.00 0.04 1.00 1.00 0.89 1.00 1.00 0.96
Lane Grp Cap(c), veh/h 819 0 1182 955 1200 152 0 131 169 0 132
V/C Ratio(X) 0.01 0.00 0.13 0.01 0.21 0.12 0.00 0.24 0.09 0.00 0.17
Avail Cap(c_a), veh/h 989 0 1182 1125 1200 286 0 362 381 0 365
HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.94 0.00 0.94 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.0 0.0 0.0 4.0 5.0 0.0 34.7 0.0 34.1 36.0 0.0 33.9
Incr Delay (d2), s/veh 0.0 0.0 0.2 0.0 0.4 0.0 0.3 0.0 0.9 0.2 0.0 0.6
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.1 0.0 0.1 0.1 2.5 0.0 0.6 0.0 1.1 0.6 0.0 0.8
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.0 0.0 0.2 4.0 5.4 0.0 35.1 0.0 35.0 36.3 0.0 34.6
LnGrp LOS A A A A D D D C
Approach Vol, veh/h 165 265 49 39
Approach Delay, s/veh 0.5 5.4 35.0 35.3
Approach LOS A A D D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 7.1 60.0 12.9 7.1 60.1 12.9
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 9.0 33.7 19.0 9.1 33.7 19.0
Max Q Clear Time (g_c+I1), s 2.2 6.3 5.2 2.2 2.0 4.3
Green Ext Time (p_c), s 0.0 2.8 0.1 0.0 1.6 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 8.9
HCM 7th LOS A

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.



Lanes, Volumes, Timings No-Build (2047) Conditions
1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr Timing Plan: PM Peak Hour

1_Lake Hearn Traffic Study_Existing and No-Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 1

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 55 10 35 265 5 120 5 1165 205 55 805 10
Future Volume (vph) 55 10 35 265 5 120 5 1165 205 55 805 10
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 130 0 230 70 200 140
Storage Lanes 0 1 1 0 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 1 4 4 1 5 2 2 5
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Heavy Vehicles (%) 0% 0% 0% 2% 0% 2% 0% 1% 2% 4% 2% 0%
Shared Lane Traffic (%)
Turn Type Perm NA Perm D.P+P NA D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 3 8 1 6 5 2
Permitted Phases 4 4 4 2 6 6 2
Detector Phase 4 4 4 3 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 4.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 9.0 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 22.0 22.0 22.0 29.0 51.0 15.0 94.0 94.0 15.0 94.0 94.0
Total Split (%) 13.8% 13.8% 13.8% 18.1% 31.9% 9.4% 58.8% 58.8% 9.4% 58.8% 58.8%
Yellow Time (s) 3.3 3.3 3.3 3.2 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 1.8 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.0 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lag Lag Lag Lead Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None C-Min C-Min None C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 160
Actuated Cycle Length: 160
Offset: 145 (91%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 94 51 288 135 5 1226 216 65 947 12
v/c Ratio 0.83 0.20 0.78 0.26 0.01 0.63 0.24 0.30 0.44 0.01
Control Delay (s/veh) 119.3 2.5 61.5 10.0 10.8 25.8 11.3 14.6 16.9 0.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 119.3 2.5 61.5 10.0 10.8 25.8 11.3 14.6 16.9 0.0
Queue Length 50th (ft) 96 0 247 18 2 492 69 27 281 0
Queue Length 95th (ft) #127 0 #289 63 7 528 114 40 324 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 130 230 70 200 140
Base Capacity (vph) 119 263 374 535 359 1945 877 249 2109 954
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.79 0.19 0.77 0.25 0.01 0.63 0.25 0.26 0.45 0.01

Intersection Summary
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 55 10 35 265 5 120 5 1165 205 55 805 10
Future Volume (veh/h) 55 10 35 265 5 120 5 1165 205 55 805 10
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 0.99 1.00 0.99 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1772 1800 1772 1800 1786 1772 1744 1772 1800
Adj Flow Rate, veh/h 80 14 0 288 5 130 5 1226 216 65 947 12
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Percent Heavy Veh, % 0 0 0 2 0 2 0 1 2 4 2 0
Cap, veh/h 139 17 426 15 394 335 2048 903 227 2093 945
Arrive On Green 0.09 0.09 0.00 0.15 0.27 0.27 0.00 0.60 0.60 0.03 0.62 0.62
Sat Flow, veh/h 1122 196 1586 1688 57 1471 1714 3393 1495 1661 3367 1519
Grp Volume(v), veh/h 94 0 0 288 0 135 5 1226 216 65 947 12
Grp Sat Flow(s),veh/h/ln 1319 0 1586 1688 0 1527 1714 1697 1495 1661 1683 1519
Q Serve(g_s), s 11.2 0.0 0.0 24.0 0.0 11.4 0.2 35.9 10.7 2.4 23.7 0.5
Cycle Q Clear(g_c), s 11.2 0.0 0.0 24.0 0.0 11.4 0.2 35.9 10.7 2.4 23.7 0.5
Prop In Lane 0.85 1.00 1.00 0.96 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 156 0 426 0 409 335 2048 903 227 2093 945
V/C Ratio(X) 0.60 0.00 0.68 0.00 0.33 0.01 0.60 0.24 0.29 0.45 0.01
Avail Cap(c_a), veh/h 178 0 426 0 434 430 2048 903 288 2093 945
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.97 0.00 0.97 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 71.9 0.0 0.0 56.2 0.0 47.1 12.9 19.7 14.7 16.3 15.9 11.5
Incr Delay (d2), s/veh 2.3 0.0 0.0 3.4 0.0 0.2 0.0 1.3 0.6 0.3 0.7 0.0
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 7.1 0.0 0.0 16.5 0.0 7.8 0.1 20.5 6.9 1.7 14.2 0.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 74.2 0.0 0.0 59.6 0.0 47.2 13.0 21.0 15.3 16.6 16.6 11.6
LnGrp LOS E E D B C B B B B
Approach Vol, veh/h 94 423 1447 1024
Approach Delay, s/veh 74.2 55.7 20.1 16.6
Approach LOS E E C B

Timer - Assigned Phs 1 2 3 4 5 6 8
Phs Duration (G+Y+Rc), s 6.2 105.5 29.0 19.3 9.1 102.6 48.3
Change Period (Y+Rc), s 5.4 6.0 5.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 9.6 88.0 24.0 16.5 10.1 88.0 45.5
Max Q Clear Time (g_c+I1), s 2.2 25.7 26.0 13.2 4.4 37.9 13.4
Green Ext Time (p_c), s 0.0 18.1 0.0 0.1 0.0 27.7 0.5

Intersection Summary
HCM 7th Control Delay, s/veh 25.6
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 255 1 50 345 5 10 1 25 25 1 20
Future Volume (vph) 5 255 1 50 345 5 10 1 25 25 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Heavy Vehicles (%) 0% 2% 0% 2% 2% 0% 8% 0% 0% 0% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 15.0 35.0 15.0 35.0 35.0 30.0 30.0 30.0 30.0 30.0
Total Split (%) 18.8% 43.8% 18.8% 43.8% 43.8% 37.5% 37.5% 37.5% 37.5% 37.5%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 34 (43%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 5 281 60 416 6 12 28 40 34
v/c Ratio 0.00 0.22 0.07 0.29 0.00 0.09 0.10 0.27 0.17
Control Delay (s/veh) 2.4 4.6 3.0 5.2 0.0 32.9 0.7 37.1 14.8
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.4 4.6 3.0 5.2 0.0 32.9 0.7 37.1 14.8
Queue Length 50th (ft) 1 56 6 54 0 6 0 19 1
Queue Length 95th (ft) m2 m87 15 149 0 21 0 32 13
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 826 1257 869 1430 1263 361 538 404 486
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.22 0.07 0.29 0.00 0.03 0.05 0.10 0.07

Intersection Summary
m    Volume for 95th percentile queue is metered by upstream signal.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 5 255 1 50 345 5 10 1 25 25 1 20
Future Volume (veh/h) 5 255 1 50 345 5 10 1 25 25 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1772 1772 1800 1688 1800 1800 1800 1800 1800
Adj Flow Rate, veh/h 5 280 1 60 416 0 11 1 28 40 2 32
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Percent Heavy Veh, % 0 2 0 2 2 0 8 0 0 0 0 0
Cap, veh/h 659 1112 4 859 1184 185 13 146 189 9 139
Arrive On Green 0.01 1.00 1.00 0.05 0.67 0.00 0.10 0.10 0.10 0.10 0.10 0.10
Sat Flow, veh/h 1714 1764 6 1688 1772 1525 1023 135 1518 1397 90 1442
Grp Volume(v), veh/h 5 0 281 60 416 0 12 0 28 40 0 34
Grp Sat Flow(s),veh/h/ln 1714 0 1771 1688 1772 1525 1158 0 1518 1397 0 1532
Q Serve(g_s), s 0.1 0.0 0.0 1.0 8.1 0.0 0.4 0.0 1.4 2.2 0.0 1.6
Cycle Q Clear(g_c), s 0.1 0.0 0.0 1.0 8.1 0.0 2.0 0.0 1.4 4.2 0.0 1.6
Prop In Lane 1.00 0.00 1.00 1.00 0.92 1.00 1.00 0.94
Lane Grp Cap(c), veh/h 659 0 1116 859 1184 198 0 146 189 0 148
V/C Ratio(X) 0.01 0.00 0.25 0.07 0.35 0.06 0.00 0.19 0.21 0.00 0.23
Avail Cap(c_a), veh/h 841 0 1116 973 1184 486 0 455 473 0 460
HCM Platoon Ratio 2.00 2.00 2.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.92 0.00 0.92 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 5.4 0.0 0.0 4.4 5.8 0.0 33.7 0.0 33.3 35.5 0.0 33.4
Incr Delay (d2), s/veh 0.0 0.0 0.5 0.0 0.8 0.0 0.1 0.0 0.6 0.6 0.0 0.8
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.0 0.0 0.3 0.5 4.7 0.0 0.4 0.0 0.9 1.4 0.0 1.1
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 5.4 0.0 0.5 4.4 6.6 0.0 33.9 0.0 33.9 36.1 0.0 34.2
LnGrp LOS A A A A C C D C
Approach Vol, veh/h 286 476 40 74
Approach Delay, s/veh 0.6 6.3 33.9 35.2
Approach LOS A A C D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 6.5 59.8 13.7 9.6 56.7 13.7
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 9.0 28.7 24.0 9.1 28.7 24.0
Max Q Clear Time (g_c+I1), s 2.1 10.1 6.2 3.0 2.0 4.0
Green Ext Time (p_c), s 0.0 4.3 0.2 0.0 3.1 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 8.1
HCM 7th LOS A

Notes
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 65 5 15 215 40 65 40 1050 160 30 955 80
Future Volume (vph) 65 5 15 215 40 65 40 1050 160 30 955 80
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 225 300 230 70 200 140
Storage Lanes 0 1 1 1 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 6 6 4 4
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Heavy Vehicles (%) 0% 0% 0% 0% 2% 4% 0% 1% 0% 6% 1% 0%
Shared Lane Traffic (%) 41%
Turn Type Split NA Perm Split NA Perm D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 4 8 8 1 6 5 2
Permitted Phases 4 8 2 6 6 2
Detector Phase 4 4 4 8 8 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 37.0 37.0 37.0 39.0 39.0 39.0 10.0 31.0 31.0 9.0 24.0 24.0
Total Split (s) 37.0 37.0 37.0 39.0 39.0 39.0 10.0 35.0 35.0 9.0 34.0 34.0
Total Split (%) 30.8% 30.8% 30.8% 32.5% 32.5% 32.5% 8.3% 29.2% 29.2% 7.5% 28.3% 28.3%
Yellow Time (s) 3.3 3.3 3.3 3.3 3.3 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 2.2 2.2 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.5 5.5 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None Max C-Min C-Min Max C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 0 (0%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 130
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 127 27 139 141 71 43 1141 174 31 974 82
v/c Ratio 0.68 0.08 0.69 0.70 0.24 0.06 1.39 0.37 0.05 1.23 0.18
Control Delay (s/veh) 68.4 0.6 68.0 67.9 2.9 11.7 220.6 16.2 11.5 155.1 3.5
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 68.4 0.6 68.0 67.9 2.9 11.7 220.6 16.2 11.5 155.1 3.5
Queue Length 50th (ft) 96 0 110 111 0 12 ~621 35 8 ~491 0
Queue Length 95th (ft) 89 0 174 175 7 35 #756 99 27 #623 19
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 225 300 230 70 200 140
Base Capacity (vph) 421 536 453 458 498 644 818 458 601 790 434
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.30 0.05 0.31 0.31 0.14 0.07 1.39 0.38 0.05 1.23 0.19

Intersection Summary
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 65 5 15 215 40 65 40 1050 160 30 955 80
Future Volume (veh/h) 65 5 15 215 40 65 40 1050 160 30 955 80
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 0.98 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1800 1772 1744 1800 1786 1800 1716 1786 1800
Adj Flow Rate, veh/h 118 9 0 267 0 71 43 1141 174 31 974 82
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Percent Heavy Veh, % 0 0 0 0 2 4 0 1 0 6 1 0
Cap, veh/h 170 13 390 0 165 330 1911 856 254 1883 843
Arrive On Green 0.11 0.11 0.00 0.11 0.00 0.11 0.04 0.56 0.56 0.03 0.55 0.55
Sat Flow, veh/h 1598 122 1586 3429 0 1454 1714 3393 1520 1634 3393 1520
Grp Volume(v), veh/h 127 0 0 267 0 71 43 1141 174 31 974 82
Grp Sat Flow(s),veh/h/ln 1720 0 1586 1714 0 1454 1714 1697 1520 1634 1697 1520
Q Serve(g_s), s 8.5 0.0 0.0 9.0 0.0 5.5 1.3 26.6 6.8 0.9 21.5 3.0
Cycle Q Clear(g_c), s 8.5 0.0 0.0 9.0 0.0 5.5 1.3 26.6 6.8 0.9 21.5 3.0
Prop In Lane 0.93 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 183 0 390 0 165 330 1911 856 254 1883 843
V/C Ratio(X) 0.69 0.00 0.68 0.00 0.43 0.13 0.60 0.20 0.12 0.52 0.10
Avail Cap(c_a), veh/h 452 0 957 0 406 330 1911 856 254 1883 843
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.98 0.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 51.7 0.0 0.0 51.1 0.0 49.5 12.3 17.3 12.9 13.1 16.7 12.6
Incr Delay (d2), s/veh 1.8 0.0 0.0 0.8 0.0 0.6 0.8 1.4 0.5 1.0 1.0 0.2
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 6.9 0.0 0.0 7.0 0.0 3.6 1.0 15.5 4.3 0.7 13.0 1.9
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 53.5 0.0 0.0 51.9 0.0 50.2 13.1 18.6 13.5 14.1 17.7 12.8
LnGrp LOS D D D B B B B B B
Approach Vol, veh/h 127 338 1358 1087
Approach Delay, s/veh 53.5 51.5 17.8 17.2
Approach LOS D D B B

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 10.0 72.6 18.3 9.0 73.6 19.1
Change Period (Y+Rc), s 5.4 6.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 4.6 28.0 31.5 4.1 29.0 33.5
Max Q Clear Time (g_c+I1), s 3.3 23.5 10.5 2.9 28.6 11.0
Green Ext Time (p_c), s 0.0 3.4 0.4 0.0 0.4 0.6

Intersection Summary
HCM 7th Control Delay, s/veh 23.1
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
User approved volume balancing among the lanes for turning movement.
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Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 10 140 10 35 300 50 10 1 10 5 1 5
Future Volume (vph) 10 140 10 35 300 50 10 1 10 5 1 5
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Heavy Vehicles (%) 0% 0% 9% 0% 2% 0% 0% 0% 0% 25% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 12.0 38.0 13.0 39.0 39.0 29.0 29.0 29.0 29.0 29.0
Total Split (%) 15.0% 47.5% 16.3% 48.8% 48.8% 36.3% 36.3% 36.3% 36.3% 36.3%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 0 (0%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 13 188 37 319 53 19 17 7 8
v/c Ratio 0.01 0.13 0.03 0.22 0.04 0.13 0.06 0.05 0.04
Control Delay (s/veh) 2.8 5.6 2.6 4.2 0.0 35.2 0.5 33.8 21.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.8 5.6 2.6 4.2 0.0 35.2 0.5 33.8 21.3
Queue Length 50th (ft) 1 35 4 39 0 9 0 3 0
Queue Length 95th (ft) 4 55 10 112 0 19 0 12 9
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 850 1354 951 1446 1276 399 520 337 454
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.02 0.14 0.04 0.22 0.04 0.05 0.03 0.02 0.02

Intersection Summary
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 10 140 10 35 300 50 10 1 10 5 1 5
Future Volume (veh/h) 10 140 10 35 300 50 10 1 10 5 1 5
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 0.99 1.00 0.99 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1674 1800 1772 1800 1800 1800 1800 1449 1800 1800
Adj Flow Rate, veh/h 12 175 12 37 319 0 17 2 17 7 1 7
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Percent Heavy Veh, % 0 0 9 0 2 0 0 0 0 25 0 0
Cap, veh/h 777 1107 76 909 1212 174 16 110 157 14 99
Arrive On Green 0.01 0.66 0.66 0.04 0.68 0.00 0.07 0.07 0.07 0.07 0.07 0.07
Sat Flow, veh/h 1714 1665 114 1714 1772 1525 1214 215 1518 1133 194 1355
Grp Volume(v), veh/h 12 0 187 37 319 0 19 0 17 7 0 8
Grp Sat Flow(s),veh/h/ln 1714 0 1779 1714 1772 1525 1429 0 1518 1133 0 1548
Q Serve(g_s), s 0.2 0.0 3.1 0.5 5.6 0.0 0.7 0.0 0.8 0.5 0.0 0.4
Cycle Q Clear(g_c), s 0.2 0.0 3.1 0.5 5.6 0.0 1.1 0.0 0.8 1.5 0.0 0.4
Prop In Lane 1.00 0.06 1.00 1.00 0.89 1.00 1.00 0.88
Lane Grp Cap(c), veh/h 777 0 1183 909 1212 189 0 110 157 0 113
V/C Ratio(X) 0.02 0.00 0.16 0.04 0.26 0.10 0.00 0.15 0.04 0.00 0.07
Avail Cap(c_a), veh/h 880 0 1183 1001 1212 501 0 436 400 0 445
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.88 0.00 0.88 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.2 0.0 5.0 3.7 4.9 0.0 34.9 0.0 34.8 35.6 0.0 34.6
Incr Delay (d2), s/veh 0.0 0.0 0.3 0.0 0.5 0.0 0.2 0.0 0.6 0.1 0.0 0.3
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.1 0.0 1.8 0.2 3.0 0.0 0.6 0.0 0.6 0.2 0.0 0.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.2 0.0 5.3 3.8 5.4 0.0 35.1 0.0 35.4 35.7 0.0 34.8
LnGrp LOS A A A A D D D C
Approach Vol, veh/h 199 356 36 15
Approach Delay, s/veh 5.2 5.2 35.3 35.3
Approach LOS A A D D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 7.2 61.0 11.8 8.7 59.5 11.8
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 6.0 32.7 23.0 7.1 31.7 23.0
Max Q Clear Time (g_c+I1), s 2.2 7.6 3.5 2.5 5.1 3.1
Green Ext Time (p_c), s 0.0 3.6 0.0 0.0 1.9 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 7.8
HCM 7th LOS A

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 55 5 40 145 15 85 25 1105 120 30 685 35
Future Volume (vph) 55 5 40 145 15 85 25 1105 120 30 685 35
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 225 300 230 70 200 140
Storage Lanes 0 1 1 1 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 2 2 2 2
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Heavy Vehicles (%) 0% 17% 0% 1% 6% 2% 0% 1% 1% 3% 1% 0%
Shared Lane Traffic (%) 45%
Turn Type Split NA Perm Split NA Perm D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 4 8 8 1 6 5 2
Permitted Phases 4 8 2 6 6 2
Detector Phase 4 4 4 8 8 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 37.0 37.0 37.0 39.0 39.0 39.0 10.0 31.0 31.0 9.0 24.0 24.0
Total Split (s) 37.0 37.0 37.0 39.0 39.0 39.0 10.0 35.0 35.0 9.0 34.0 34.0
Total Split (%) 30.8% 30.8% 30.8% 32.5% 32.5% 32.5% 8.3% 29.2% 29.2% 7.5% 28.3% 28.3%
Yellow Time (s) 3.3 3.3 3.3 3.3 3.3 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 2.2 2.2 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.5 5.5 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None Max C-Min C-Min Max C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 0 (0%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 140
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr



Queues Build (2027) Conditions
1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr Timing Plan: MD Peak Hour

2_Lake Hearn Traffic Study_Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 2

Lane Group EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 69 45 83 84 89 28 1242 135 34 778 40
v/c Ratio 0.51 0.17 0.56 0.56 0.35 0.03 1.51 0.30 0.04 0.98 0.09
Control Delay (s/veh) 65.3 1.4 65.9 66.2 7.4 7.7 272.7 10.9 7.5 74.5 0.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 65.3 1.4 65.9 66.2 7.4 7.7 272.7 10.9 7.5 74.5 0.4
Queue Length 50th (ft) 52 0 66 67 0 6 ~706 11 7 317 0
Queue Length 95th (ft) 96 0 117 118 25 20 #830 61 22 #433 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 225 300 230 70 200 140
Base Capacity (vph) 415 545 448 450 506 790 818 445 760 790 437
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.17 0.08 0.19 0.19 0.18 0.04 1.52 0.30 0.04 0.98 0.09

Intersection Summary
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 55 5 40 145 15 85 25 1105 120 30 685 35
Future Volume (veh/h) 55 5 40 145 15 85 25 1105 120 30 685 35
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1561 1872 1786 1716 1772 1800 1786 1786 1758 1786 1800
Adj Flow Rate, veh/h 62 6 0 162 0 89 28 1242 135 34 778 40
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Percent Heavy Veh, % 0 17 0 1 6 2 0 1 1 3 1 0
Cap, veh/h 81 8 266 0 117 485 2190 975 289 2162 970
Arrive On Green 0.06 0.06 0.00 0.08 0.00 0.08 0.04 0.65 0.65 0.03 0.64 0.64
Sat Flow, veh/h 1361 132 1586 3402 0 1502 1714 3393 1511 1674 3393 1523
Grp Volume(v), veh/h 68 0 0 162 0 89 28 1242 135 34 778 40
Grp Sat Flow(s),veh/h/ln 1493 0 1586 1701 0 1502 1714 1697 1511 1674 1697 1523
Q Serve(g_s), s 5.4 0.0 0.0 5.5 0.0 7.0 0.6 24.6 4.2 0.8 13.0 1.2
Cycle Q Clear(g_c), s 5.4 0.0 0.0 5.5 0.0 7.0 0.6 24.6 4.2 0.8 13.0 1.2
Prop In Lane 0.91 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 89 0 266 0 117 485 2190 975 289 2162 970
V/C Ratio(X) 0.76 0.00 0.61 0.00 0.76 0.06 0.57 0.14 0.12 0.36 0.04
Avail Cap(c_a), veh/h 392 0 950 0 419 485 2190 975 289 2162 970
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.99 0.00 0.99 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 55.6 0.0 0.0 53.5 0.0 54.2 7.2 11.9 8.3 9.0 10.3 8.1
Incr Delay (d2), s/veh 5.0 0.0 0.0 0.8 0.0 3.7 0.2 1.1 0.3 0.8 0.5 0.1
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 3.9 0.0 0.0 4.3 0.0 4.9 0.4 13.7 2.5 0.6 8.2 0.7
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 60.5 0.0 0.0 54.4 0.0 57.9 7.4 13.0 8.6 9.9 10.7 8.2
LnGrp LOS E D E A B A A B A
Approach Vol, veh/h 68 251 1405 852
Approach Delay, s/veh 60.5 55.6 12.4 10.6
Approach LOS E E B B

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 10.0 82.4 12.7 9.0 83.4 14.9
Change Period (Y+Rc), s 5.4 6.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 4.6 28.0 31.5 4.1 29.0 33.5
Max Q Clear Time (g_c+I1), s 2.6 15.0 7.4 2.8 26.6 9.0
Green Ext Time (p_c), s 0.0 6.9 0.2 0.0 2.2 0.4

Intersection Summary
HCM 7th Control Delay, s/veh 17.3
HCM 7th LOS B

Notes
User approved pedestrian interval to be less than phase max green.
User approved volume balancing among the lanes for turning movement.
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Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 120 5 10 195 15 5 1 15 15 1 20
Future Volume (vph) 5 120 5 10 195 15 5 1 15 15 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 3 3 2
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Heavy Vehicles (%) 0% 2% 0% 0% 1% 12% 0% 50% 0% 0% 0% 9%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 13.0 38.0 13.0 38.0 38.0 29.0 29.0 29.0 29.0 29.0
Total Split (%) 16.3% 47.5% 16.3% 47.5% 47.5% 36.3% 36.3% 36.3% 36.3% 36.3%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 0 (0%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 6 142 12 229 18 10 23 16 23
v/c Ratio 0.00 0.09 0.01 0.15 0.01 0.08 0.08 0.10 0.14
Control Delay (s/veh) 2.8 3.8 2.7 4.0 0.0 34.3 0.6 34.6 16.9
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.8 3.8 2.7 4.0 0.0 34.3 0.6 34.6 16.9
Queue Length 50th (ft) 1 15 1 26 0 5 0 7 0
Queue Length 95th (ft) 3 49 4 74 0 14 0 26 22
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 947 1438 1013 1460 1115 354 530 422 423
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.10 0.01 0.16 0.02 0.03 0.04 0.04 0.05

Intersection Summary
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 5 120 5 10 195 15 5 1 15 15 1 20
Future Volume (veh/h) 5 120 5 10 195 15 5 1 15 15 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1800 1786 1632 1800 1098 1800 1800 1800 1674
Adj Flow Rate, veh/h 6 136 6 12 229 0 8 2 23 16 1 22
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Percent Heavy Veh, % 0 2 0 0 1 12 0 50 0 0 0 9
Cap, veh/h 848 1142 50 937 1221 128 19 122 179 5 117
Arrive On Green 0.01 0.68 0.68 0.01 0.68 0.00 0.08 0.08 0.08 0.08 0.08 0.08
Sat Flow, veh/h 1714 1684 74 1714 1786 1383 593 234 1525 1408 67 1469
Grp Volume(v), veh/h 6 0 142 12 229 0 10 0 23 16 0 23
Grp Sat Flow(s),veh/h/ln 1714 0 1758 1714 1786 1383 827 0 1525 1408 0 1536
Q Serve(g_s), s 0.1 0.0 2.3 0.2 3.7 0.0 0.2 0.0 1.1 0.9 0.0 1.1
Cycle Q Clear(g_c), s 0.1 0.0 2.3 0.2 3.7 0.0 1.3 0.0 1.1 2.2 0.0 1.1
Prop In Lane 1.00 0.04 1.00 1.00 0.80 1.00 1.00 0.96
Lane Grp Cap(c), veh/h 848 0 1192 937 1221 147 0 122 179 0 123
V/C Ratio(X) 0.01 0.00 0.12 0.01 0.19 0.07 0.00 0.19 0.09 0.00 0.19
Avail Cap(c_a), veh/h 984 0 1192 1064 1221 334 0 439 471 0 441
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.95 0.00 0.95 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.0 0.0 4.5 3.8 4.6 0.0 34.3 0.0 34.4 35.5 0.0 34.4
Incr Delay (d2), s/veh 0.0 0.0 0.2 0.0 0.3 0.0 0.2 0.0 0.7 0.2 0.0 0.7
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.0 0.0 1.2 0.1 2.1 0.0 0.3 0.0 0.8 0.5 0.0 0.8
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.0 0.0 4.7 3.8 4.9 0.0 34.5 0.0 35.1 35.7 0.0 35.1
LnGrp LOS A A A A C D D D
Approach Vol, veh/h 148 241 33 39
Approach Delay, s/veh 4.7 4.9 35.0 35.4
Approach LOS A A C D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 6.6 61.0 12.4 7.1 60.5 12.4
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 7.0 31.7 23.0 7.1 31.7 23.0
Max Q Clear Time (g_c+I1), s 2.1 5.7 4.2 2.2 4.3 3.3
Green Ext Time (p_c), s 0.0 2.4 0.1 0.0 1.4 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 9.5
HCM 7th LOS A

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.



Lanes, Volumes, Timings Build (2027) Conditions
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 50 5 30 240 5 110 5 1055 185 50 730 5
Future Volume (vph) 50 5 30 240 5 110 5 1055 185 50 730 5
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 225 300 230 70 200 140
Storage Lanes 0 1 1 1 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 1 4 4 1 5 2 2 5
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Heavy Vehicles (%) 0% 0% 0% 2% 0% 2% 0% 1% 2% 4% 2% 0%
Shared Lane Traffic (%) 49%
Turn Type Split NA Perm Split NA Perm D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 4 8 8 1 6 5 2
Permitted Phases 4 8 2 6 6 2
Detector Phase 4 4 4 8 8 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 38.5 38.5 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 37.0 37.0 37.0 39.0 39.0 39.0 10.0 35.0 35.0 9.0 34.0 34.0
Total Split (%) 30.8% 30.8% 30.8% 32.5% 32.5% 32.5% 8.3% 29.2% 29.2% 7.5% 28.3% 28.3%
Yellow Time (s) 3.3 3.3 3.3 3.3 3.3 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 2.2 2.2 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.5 5.5 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None Max C-Min C-Min Max C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 0 (0%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 125
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 79 43 133 133 120 5 1111 195 59 859 6
v/c Ratio 0.54 0.16 0.69 0.68 0.42 0.00 1.35 0.44 0.08 1.09 0.01
Control Delay (s/veh) 65.9 1.3 68.4 68.1 12.1 10.2 205.4 19.2 9.5 105.5 0.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 65.9 1.3 68.4 68.1 12.1 10.2 205.4 19.2 9.5 105.5 0.0
Queue Length 50th (ft) 60 0 105 105 0 1 ~595 49 15 ~396 0
Queue Length 95th (ft) 81 0 168 167 51 8 #730 120 37 #478 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 225 300 230 70 200 140
Base Capacity (vph) 421 537 444 446 501 733 818 442 699 782 433
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.19 0.08 0.30 0.30 0.24 0.01 1.36 0.44 0.08 1.10 0.01

Intersection Summary
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 50 5 30 240 5 110 5 1055 185 50 730 5
Future Volume (veh/h) 50 5 30 240 5 110 5 1055 185 50 730 5
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 0.99 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1772 1800 1772 1800 1786 1772 1744 1772 1800
Adj Flow Rate, veh/h 72 7 0 265 0 120 5 1111 195 59 859 6
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Percent Heavy Veh, % 0 0 0 2 0 2 0 1 2 4 2 0
Cap, veh/h 117 11 377 0 166 416 2025 892 283 1981 894
Arrive On Green 0.07 0.07 0.00 0.11 0.00 0.11 0.04 0.60 0.60 0.03 0.59 0.59
Sat Flow, veh/h 1569 153 1586 3375 0 1486 1714 3393 1495 1661 3367 1519
Grp Volume(v), veh/h 79 0 0 265 0 120 5 1111 195 59 859 6
Grp Sat Flow(s),veh/h/ln 1722 0 1586 1688 0 1486 1714 1697 1495 1661 1683 1519
Q Serve(g_s), s 5.3 0.0 0.0 9.1 0.0 9.4 0.1 23.6 7.3 1.6 16.9 0.2
Cycle Q Clear(g_c), s 5.3 0.0 0.0 9.1 0.0 9.4 0.1 23.6 7.3 1.6 16.9 0.2
Prop In Lane 0.91 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 129 0 377 0 166 416 2025 892 283 1981 894
V/C Ratio(X) 0.61 0.00 0.70 0.00 0.72 0.01 0.55 0.22 0.21 0.43 0.01
Avail Cap(c_a), veh/h 452 0 942 0 415 416 2025 892 283 1981 894
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.97 0.00 0.97 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 53.8 0.0 0.0 51.4 0.0 51.5 9.6 14.5 11.2 11.2 13.6 10.2
Incr Delay (d2), s/veh 1.8 0.0 0.0 0.9 0.0 2.2 0.1 1.1 0.6 1.7 0.7 0.0
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 4.3 0.0 0.0 6.9 0.0 6.4 0.1 13.7 4.4 1.2 10.4 0.1
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 55.6 0.0 0.0 52.2 0.0 53.7 9.6 15.6 11.8 12.8 14.3 10.2
LnGrp LOS E D D A B B B B B
Approach Vol, veh/h 79 385 1311 924
Approach Delay, s/veh 55.6 52.7 15.0 14.2
Approach LOS E D B B

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 10.0 76.6 14.5 9.0 77.6 18.9
Change Period (Y+Rc), s 5.4 6.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 4.6 28.0 31.5 4.1 29.0 33.5
Max Q Clear Time (g_c+I1), s 2.1 18.9 7.3 3.6 25.6 11.4
Green Ext Time (p_c), s 0.0 5.6 0.2 0.0 2.9 0.7

Intersection Summary
HCM 7th Control Delay, s/veh 21.3
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
User approved volume balancing among the lanes for turning movement.
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Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 230 1 45 315 5 10 1 25 20 1 20
Future Volume (vph) 5 230 1 45 315 5 10 1 25 20 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Heavy Vehicles (%) 0% 2% 0% 2% 2% 0% 8% 0% 0% 0% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 11.0 40.0 11.0 40.0 40.0 29.0 29.0 29.0 29.0 29.0
Total Split (%) 13.8% 50.0% 13.8% 50.0% 50.0% 36.3% 36.3% 36.3% 36.3% 36.3%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 0 (0%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 5 254 54 380 6 12 28 32 34
v/c Ratio 0.00 0.18 0.06 0.26 0.00 0.09 0.10 0.22 0.17
Control Delay (s/veh) 3.2 6.3 2.8 4.8 0.0 33.5 0.7 36.4 15.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 3.2 6.3 2.8 4.8 0.0 33.5 0.7 36.4 15.1
Queue Length 50th (ft) 1 52 5 48 0 6 0 15 1
Queue Length 95th (ft) 3 94 13 131 0 21 0 27 14
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 789 1339 860 1437 1268 348 520 390 467
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.19 0.06 0.26 0.00 0.03 0.05 0.08 0.07

Intersection Summary
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 5 230 1 45 315 5 10 1 25 20 1 20
Future Volume (veh/h) 5 230 1 45 315 5 10 1 25 20 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1772 1772 1800 1688 1800 1800 1800 1800 1800
Adj Flow Rate, veh/h 5 253 1 54 380 0 11 1 28 32 2 32
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Percent Heavy Veh, % 0 2 0 2 2 0 8 0 0 0 0 0
Cap, veh/h 691 1118 4 808 1187 183 13 144 187 9 137
Arrive On Green 0.01 0.63 0.63 0.04 0.67 0.00 0.09 0.09 0.09 0.09 0.09 0.09
Sat Flow, veh/h 1714 1764 7 1688 1772 1525 1018 136 1518 1397 90 1442
Grp Volume(v), veh/h 5 0 254 54 380 0 12 0 28 32 0 34
Grp Sat Flow(s),veh/h/ln 1714 0 1771 1688 1772 1525 1154 0 1518 1397 0 1532
Q Serve(g_s), s 0.1 0.0 4.9 0.9 7.2 0.0 0.4 0.0 1.4 1.7 0.0 1.6
Cycle Q Clear(g_c), s 0.1 0.0 4.9 0.9 7.2 0.0 2.0 0.0 1.4 3.8 0.0 1.6
Prop In Lane 1.00 0.00 1.00 1.00 0.92 1.00 1.00 0.94
Lane Grp Cap(c), veh/h 691 0 1122 808 1187 196 0 144 187 0 145
V/C Ratio(X) 0.01 0.00 0.23 0.07 0.32 0.06 0.00 0.19 0.17 0.00 0.23
Avail Cap(c_a), veh/h 787 0 1122 842 1187 469 0 436 456 0 440
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.92 0.00 0.92 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 5.3 0.0 6.3 4.5 5.6 0.0 33.9 0.0 33.4 35.5 0.0 33.5
Incr Delay (d2), s/veh 0.0 0.0 0.4 0.0 0.7 0.0 0.1 0.0 0.6 0.4 0.0 0.8
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.0 0.0 2.9 0.4 4.1 0.0 0.4 0.0 0.9 1.1 0.0 1.2
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 5.3 0.0 6.7 4.5 6.3 0.0 34.0 0.0 34.0 35.9 0.0 34.3
LnGrp LOS A A A A C C D C
Approach Vol, veh/h 259 434 40 66
Approach Delay, s/veh 6.7 6.0 34.0 35.1
Approach LOS A A C D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 6.5 59.9 13.6 9.4 57.0 13.6
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 5.0 33.7 23.0 5.1 33.7 23.0
Max Q Clear Time (g_c+I1), s 2.1 9.2 5.8 2.9 6.9 4.0
Green Ext Time (p_c), s 0.0 4.4 0.2 0.0 2.8 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 10.0
HCM 7th LOS B

Notes
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 70 10 15 235 40 70 40 1160 180 35 1055 90
Future Volume (vph) 70 10 15 235 40 70 40 1160 180 35 1055 90
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 225 300 230 70 200 140
Storage Lanes 0 1 1 1 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 6 6 4 4
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Heavy Vehicles (%) 0% 0% 0% 0% 2% 4% 0% 1% 0% 6% 1% 0%
Shared Lane Traffic (%) 42%
Turn Type Split NA Perm Split NA Perm D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 4 8 8 1 6 5 2
Permitted Phases 4 8 2 6 6 2
Detector Phase 4 4 4 8 8 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 37.0 37.0 37.0 39.0 39.0 39.0 10.0 31.0 31.0 9.0 24.0 24.0
Total Split (s) 37.0 37.0 37.0 39.0 39.0 39.0 10.0 35.0 35.0 9.0 34.0 34.0
Total Split (%) 30.8% 30.8% 30.8% 32.5% 32.5% 32.5% 8.3% 29.2% 29.2% 7.5% 28.3% 28.3%
Yellow Time (s) 3.3 3.3 3.3 3.3 3.3 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 2.2 2.2 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.5 5.5 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None Max C-Min C-Min Max C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 0 (0%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 140
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr



Queues Build (2047) Conditions
1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr Timing Plan: AM Peak Hour

2_Lake Hearn Traffic Study_Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 2

Lane Group EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 145 27 150 152 77 43 1261 196 36 1077 92
v/c Ratio 0.71 0.08 0.71 0.71 0.25 0.07 1.54 0.42 0.06 1.36 0.21
Control Delay (s/veh) 68.3 0.5 67.6 67.5 3.9 12.9 282.6 18.9 12.6 208.0 4.6
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 68.3 0.5 67.6 67.5 3.9 12.9 282.6 18.9 12.6 208.0 4.6
Queue Length 50th (ft) 109 0 118 121 0 13 ~722 49 10 ~578 0
Queue Length 95th (ft) 98 0 184 186 12 37 #860 120 32 #713 26
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 225 300 230 70 200 140
Base Capacity (vph) 422 536 453 458 498 613 818 458 573 790 434
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.34 0.05 0.33 0.33 0.15 0.07 1.54 0.43 0.06 1.36 0.21

Intersection Summary
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 70 10 15 235 40 70 40 1160 180 35 1055 90
Future Volume (veh/h) 70 10 15 235 40 70 40 1160 180 35 1055 90
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 0.98 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1800 1772 1744 1800 1786 1800 1716 1786 1800
Adj Flow Rate, veh/h 127 18 0 289 0 77 43 1261 196 36 1077 92
Peak Hour Factor 0.55 0.55 0.55 0.91 0.91 0.91 0.92 0.92 0.92 0.98 0.98 0.98
Percent Heavy Veh, % 0 0 0 0 2 4 0 1 0 6 1 0
Cap, veh/h 176 25 410 0 174 284 1857 832 215 1829 819
Arrive On Green 0.12 0.12 0.00 0.12 0.00 0.12 0.04 0.55 0.55 0.03 0.54 0.54
Sat Flow, veh/h 1510 214 1586 3429 0 1456 1714 3393 1520 1634 3393 1520
Grp Volume(v), veh/h 145 0 0 289 0 77 43 1261 196 36 1077 92
Grp Sat Flow(s),veh/h/ln 1724 0 1586 1714 0 1456 1714 1697 1520 1634 1697 1520
Q Serve(g_s), s 9.7 0.0 0.0 9.7 0.0 5.9 1.3 32.1 8.0 1.1 25.7 3.6
Cycle Q Clear(g_c), s 9.7 0.0 0.0 9.7 0.0 5.9 1.3 32.1 8.0 1.1 25.7 3.6
Prop In Lane 0.88 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 201 0 410 0 174 284 1857 832 215 1829 819
V/C Ratio(X) 0.72 0.00 0.70 0.00 0.44 0.15 0.68 0.24 0.17 0.59 0.11
Avail Cap(c_a), veh/h 453 0 957 0 406 284 1857 832 215 1829 819
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.98 0.00 0.98 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 51.2 0.0 0.0 50.8 0.0 49.1 14.0 19.6 14.1 15.5 18.7 13.6
Incr Delay (d2), s/veh 1.9 0.0 0.0 0.8 0.0 0.6 1.1 2.0 0.7 1.7 1.4 0.3
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 7.8 0.0 0.0 7.5 0.0 3.9 1.0 18.4 5.1 0.9 15.2 2.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 53.0 0.0 0.0 51.6 0.0 49.7 15.1 21.6 14.8 17.2 20.1 13.9
LnGrp LOS D D D B C B B C B
Approach Vol, veh/h 145 366 1500 1205
Approach Delay, s/veh 53.0 51.2 20.5 19.5
Approach LOS D D C B

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 10.0 70.7 19.5 9.0 71.7 19.9
Change Period (Y+Rc), s 5.4 6.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 4.6 28.0 31.5 4.1 29.0 33.5
Max Q Clear Time (g_c+I1), s 3.3 27.7 11.7 3.1 34.1 11.7
Green Ext Time (p_c), s 0.0 0.2 0.5 0.0 0.0 0.6

Intersection Summary
HCM 7th Control Delay, s/veh 25.1
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
User approved volume balancing among the lanes for turning movement.
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Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 10 155 10 40 335 55 10 1 10 5 1 5
Future Volume (vph) 10 155 10 40 335 55 10 1 10 5 1 5
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Heavy Vehicles (%) 0% 0% 9% 0% 2% 0% 0% 0% 0% 25% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 11.0 39.0 12.0 40.0 40.0 29.0 29.0 29.0 29.0 29.0
Total Split (%) 13.8% 48.8% 15.0% 50.0% 50.0% 36.3% 36.3% 36.3% 36.3% 36.3%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 0 (0%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 13 207 43 356 59 19 17 7 8
v/c Ratio 0.01 0.15 0.04 0.24 0.04 0.13 0.06 0.05 0.04
Control Delay (s/veh) 2.8 5.7 2.6 4.4 0.1 35.2 0.5 33.8 21.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.8 5.7 2.6 4.4 0.1 35.2 0.5 33.8 21.3
Queue Length 50th (ft) 1 40 4 44 0 9 0 3 0
Queue Length 95th (ft) 4 61 11 127 1 19 0 12 9
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 809 1356 928 1446 1276 399 520 337 454
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.02 0.15 0.05 0.25 0.05 0.05 0.03 0.02 0.02

Intersection Summary
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 10 155 10 40 335 55 10 1 10 5 1 5
Future Volume (veh/h) 10 155 10 40 335 55 10 1 10 5 1 5
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 0.99 1.00 0.99 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1674 1800 1772 1800 1800 1800 1800 1449 1800 1800
Adj Flow Rate, veh/h 12 194 12 43 356 0 17 2 17 7 1 7
Peak Hour Factor 0.80 0.80 0.80 0.94 0.94 0.94 0.59 0.59 0.59 0.69 0.69 0.69
Percent Heavy Veh, % 0 0 9 0 2 0 0 0 0 25 0 0
Cap, veh/h 744 1109 69 892 1212 174 16 110 157 14 99
Arrive On Green 0.01 0.66 0.66 0.04 0.68 0.00 0.07 0.07 0.07 0.07 0.07 0.07
Sat Flow, veh/h 1714 1677 104 1714 1772 1525 1214 215 1518 1133 194 1355
Grp Volume(v), veh/h 12 0 206 43 356 0 19 0 17 7 0 8
Grp Sat Flow(s),veh/h/ln 1714 0 1781 1714 1772 1525 1429 0 1518 1133 0 1548
Q Serve(g_s), s 0.2 0.0 3.5 0.6 6.4 0.0 0.7 0.0 0.8 0.5 0.0 0.4
Cycle Q Clear(g_c), s 0.2 0.0 3.5 0.6 6.4 0.0 1.1 0.0 0.8 1.5 0.0 0.4
Prop In Lane 1.00 0.06 1.00 1.00 0.89 1.00 1.00 0.88
Lane Grp Cap(c), veh/h 744 0 1178 892 1212 189 0 110 157 0 113
V/C Ratio(X) 0.02 0.00 0.17 0.05 0.29 0.10 0.00 0.15 0.04 0.00 0.07
Avail Cap(c_a), veh/h 826 0 1178 957 1212 501 0 436 400 0 445
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.86 0.00 0.86 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.4 0.0 5.2 3.8 5.0 0.0 34.9 0.0 34.8 35.6 0.0 34.6
Incr Delay (d2), s/veh 0.0 0.0 0.3 0.0 0.6 0.0 0.2 0.0 0.6 0.1 0.0 0.3
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.1 0.0 2.0 0.3 3.5 0.0 0.6 0.0 0.6 0.2 0.0 0.3
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.4 0.0 5.5 3.8 5.6 0.0 35.1 0.0 35.4 35.7 0.0 34.8
LnGrp LOS A A A A D D D C
Approach Vol, veh/h 218 399 36 15
Approach Delay, s/veh 5.4 5.4 35.3 35.3
Approach LOS A A D D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 7.2 61.0 11.8 9.0 59.2 11.8
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 5.0 33.7 23.0 6.1 32.7 23.0
Max Q Clear Time (g_c+I1), s 2.2 8.4 3.5 2.6 5.5 3.1
Green Ext Time (p_c), s 0.0 4.1 0.0 0.0 2.2 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 7.7
HCM 7th LOS A

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 65 5 45 165 15 95 30 1220 130 35 760 35
Future Volume (vph) 65 5 45 165 15 95 30 1220 130 35 760 35
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 225 300 230 70 200 140
Storage Lanes 0 1 1 1 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 2 2 2 2
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Heavy Vehicles (%) 0% 17% 0% 1% 6% 2% 0% 1% 1% 3% 1% 0%
Shared Lane Traffic (%) 46%
Turn Type Split NA Perm Split NA Perm D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 4 8 8 1 6 5 2
Permitted Phases 4 8 2 6 6 2
Detector Phase 4 4 4 8 8 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 37.0 37.0 37.0 39.0 39.0 39.0 10.0 31.0 31.0 9.0 24.0 24.0
Total Split (s) 37.0 37.0 37.0 39.0 39.0 39.0 10.0 35.0 35.0 9.0 34.0 34.0
Total Split (%) 30.8% 30.8% 30.8% 32.5% 32.5% 32.5% 8.3% 29.2% 29.2% 7.5% 28.3% 28.3%
Yellow Time (s) 3.3 3.3 3.3 3.3 3.3 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 2.2 2.2 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.5 5.5 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None Max C-Min C-Min Max C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 0 (0%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 80 51 93 95 99 34 1371 146 40 864 40
v/c Ratio 0.55 0.18 0.58 0.60 0.38 0.04 1.67 0.32 0.05 1.09 0.09
Control Delay (s/veh) 66.2 1.5 66.1 66.8 9.2 8.4 340.2 12.4 8.2 103.8 0.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 66.2 1.5 66.1 66.8 9.2 8.4 340.2 12.4 8.2 103.8 0.4
Queue Length 50th (ft) 61 0 73 75 0 8 ~815 17 9 ~397 0
Queue Length 95th (ft) 107 0 128 130 34 24 #940 71 26 #507 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 225 300 230 70 200 140
Base Capacity (vph) 416 545 448 450 506 769 818 445 741 790 437
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.19 0.09 0.21 0.21 0.20 0.04 1.68 0.33 0.05 1.09 0.09

Intersection Summary
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 65 5 45 165 15 95 30 1220 130 35 760 35
Future Volume (veh/h) 65 5 45 165 15 95 30 1220 130 35 760 35
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1561 1872 1786 1716 1772 1800 1786 1786 1758 1786 1800
Adj Flow Rate, veh/h 74 6 0 183 0 99 34 1371 146 40 864 40
Peak Hour Factor 0.88 0.88 0.88 0.96 0.96 0.96 0.89 0.89 0.89 0.88 0.88 0.88
Percent Heavy Veh, % 0 17 0 1 6 2 0 1 1 3 1 0
Cap, veh/h 92 7 290 0 128 435 2143 954 248 2114 949
Arrive On Green 0.07 0.07 0.00 0.09 0.00 0.09 0.04 0.63 0.63 0.03 0.62 0.62
Sat Flow, veh/h 1380 112 1586 3402 0 1502 1714 3393 1511 1674 3393 1523
Grp Volume(v), veh/h 80 0 0 183 0 99 34 1371 146 40 864 40
Grp Sat Flow(s),veh/h/ln 1492 0 1586 1701 0 1502 1714 1697 1511 1674 1697 1523
Q Serve(g_s), s 6.3 0.0 0.0 6.2 0.0 7.7 0.8 30.0 4.7 1.0 15.4 1.2
Cycle Q Clear(g_c), s 6.3 0.0 0.0 6.2 0.0 7.7 0.8 30.0 4.7 1.0 15.4 1.2
Prop In Lane 0.92 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 99 0 290 0 128 435 2143 954 248 2114 949
V/C Ratio(X) 0.80 0.00 0.63 0.00 0.77 0.08 0.64 0.15 0.16 0.41 0.04
Avail Cap(c_a), veh/h 392 0 950 0 419 435 2143 954 248 2114 949
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.99 0.00 0.99 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 55.2 0.0 0.0 53.1 0.0 53.8 8.1 13.7 9.0 11.1 11.4 8.8
Incr Delay (d2), s/veh 5.6 0.0 0.0 0.8 0.0 3.7 0.3 1.5 0.3 1.4 0.6 0.1
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 4.6 0.0 0.0 4.8 0.0 5.5 0.6 16.4 2.8 0.8 9.6 0.7
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 60.8 0.0 0.0 53.9 0.0 57.4 8.4 15.2 9.4 12.5 12.0 8.8
LnGrp LOS E D E A B A B B A
Approach Vol, veh/h 80 282 1551 944
Approach Delay, s/veh 60.8 55.1 14.5 11.9
Approach LOS E E B B

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 10.0 80.8 13.5 9.0 81.8 15.7
Change Period (Y+Rc), s 5.4 6.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 4.6 28.0 31.5 4.1 29.0 33.5
Max Q Clear Time (g_c+I1), s 2.8 17.4 8.3 3.0 32.0 9.7
Green Ext Time (p_c), s 0.0 6.5 0.3 0.0 0.0 0.5

Intersection Summary
HCM 7th Control Delay, s/veh 18.9
HCM 7th LOS B

Notes
User approved pedestrian interval to be less than phase max green.
User approved volume balancing among the lanes for turning movement.
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Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 10 130 5 10 215 15 10 1 20 15 1 20
Future Volume (vph) 10 130 5 10 215 15 10 1 20 15 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 3 3 2
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Heavy Vehicles (%) 0% 2% 0% 0% 1% 12% 0% 50% 0% 0% 0% 9%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 13.0 38.0 13.0 38.0 38.0 29.0 29.0 29.0 29.0 29.0
Total Split (%) 16.3% 47.5% 16.3% 47.5% 47.5% 36.3% 36.3% 36.3% 36.3% 36.3%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 0 (0%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr
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Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 11 154 12 253 18 18 31 16 23
v/c Ratio 0.01 0.10 0.01 0.17 0.01 0.13 0.11 0.10 0.14
Control Delay (s/veh) 2.7 3.8 2.7 4.0 0.0 35.3 0.8 34.5 16.9
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 2.7 3.8 2.7 4.0 0.0 35.3 0.8 34.5 16.9
Queue Length 50th (ft) 1 16 1 29 0 8 0 7 0
Queue Length 95th (ft) 4 53 4 82 0 20 0 26 22
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 928 1438 1004 1459 1115 378 530 422 423
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.11 0.01 0.17 0.02 0.05 0.06 0.04 0.05

Intersection Summary
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 10 130 5 10 215 15 10 1 20 15 1 20
Future Volume (veh/h) 10 130 5 10 215 15 10 1 20 15 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1800 1786 1632 1800 1098 1800 1800 1800 1674
Adj Flow Rate, veh/h 11 148 6 12 253 0 16 2 31 16 1 22
Peak Hour Factor 0.88 0.88 0.88 0.85 0.85 0.85 0.64 0.64 0.64 0.93 0.93 0.93
Percent Heavy Veh, % 0 2 0 0 1 12 0 50 0 0 0 9
Cap, veh/h 819 1136 46 916 1200 141 10 131 169 6 126
Arrive On Green 0.01 0.67 0.67 0.01 0.67 0.00 0.09 0.09 0.09 0.09 0.09 0.09
Sat Flow, veh/h 1714 1691 69 1714 1786 1383 657 122 1525 1398 67 1469
Grp Volume(v), veh/h 11 0 154 12 253 0 18 0 31 16 0 23
Grp Sat Flow(s),veh/h/ln 1714 0 1759 1714 1786 1383 779 0 1525 1398 0 1536
Q Serve(g_s), s 0.2 0.0 2.5 0.2 4.3 0.0 1.2 0.0 1.5 0.9 0.0 1.1
Cycle Q Clear(g_c), s 0.2 0.0 2.5 0.2 4.3 0.0 2.3 0.0 1.5 3.2 0.0 1.1
Prop In Lane 1.00 0.04 1.00 1.00 0.89 1.00 1.00 0.96
Lane Grp Cap(c), veh/h 819 0 1182 916 1200 152 0 131 169 0 132
V/C Ratio(X) 0.01 0.00 0.13 0.01 0.21 0.12 0.00 0.24 0.09 0.00 0.17
Avail Cap(c_a), veh/h 946 0 1182 1043 1200 330 0 439 451 0 441
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.94 0.00 0.94 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 4.1 0.0 4.7 4.0 5.0 0.0 34.7 0.0 34.1 36.0 0.0 33.9
Incr Delay (d2), s/veh 0.0 0.0 0.2 0.0 0.4 0.0 0.3 0.0 0.9 0.2 0.0 0.6
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.1 0.0 1.4 0.1 2.5 0.0 0.6 0.0 1.1 0.6 0.0 0.8
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 4.1 0.0 4.9 4.0 5.4 0.0 35.1 0.0 35.0 36.3 0.0 34.6
LnGrp LOS A A A A D D D C
Approach Vol, veh/h 165 265 49 39
Approach Delay, s/veh 4.9 5.4 35.0 35.3
Approach LOS A A D D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 7.1 60.0 12.9 7.1 60.1 12.9
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 7.0 31.7 23.0 7.1 31.7 23.0
Max Q Clear Time (g_c+I1), s 2.2 6.3 5.2 2.2 4.5 4.3
Green Ext Time (p_c), s 0.0 2.7 0.1 0.0 1.5 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 10.3
HCM 7th LOS B

Notes
User approved pedestrian interval to be less than phase max green.
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 55 10 35 265 5 120 5 1165 205 55 805 10
Future Volume (vph) 55 10 35 265 5 120 5 1165 205 55 805 10
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 10 16 12 12 12 12 12 12 12 12 12
Storage Length (ft) 0 100 225 300 230 70 200 140
Storage Lanes 0 1 1 1 1 1 1 1
Taper Length (ft) 100 50 100 150
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 25 35 35 35
Link Distance (ft) 480 1173 776 773
Travel Time (s) 13.1 22.9 15.1 15.1
Confl. Peds. (#/hr) 1 4 4 1 5 2 2 5
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Heavy Vehicles (%) 0% 0% 0% 2% 0% 2% 0% 1% 2% 4% 2% 0%
Shared Lane Traffic (%) 49%
Turn Type Split NA Perm Split NA Perm D.P+P NA Perm D.P+P NA Perm
Protected Phases 4 4 8 8 1 6 5 2
Permitted Phases 4 8 2 6 6 2
Detector Phase 4 4 4 8 8 8 1 6 6 5 2 2
Switch Phase
Minimum Initial (s) 8.0 8.0 8.0 8.0 8.0 8.0 4.0 10.0 10.0 4.0 10.0 10.0
Minimum Split (s) 36.5 36.5 36.5 38.5 38.5 38.5 9.4 31.0 31.0 8.9 24.0 24.0
Total Split (s) 36.5 36.5 36.5 38.5 38.5 38.5 9.4 36.1 36.1 8.9 35.6 35.6
Total Split (%) 30.4% 30.4% 30.4% 32.1% 32.1% 32.1% 7.8% 30.1% 30.1% 7.4% 29.7% 29.7%
Yellow Time (s) 3.3 3.3 3.3 3.3 3.3 3.3 3.8 3.8 3.8 3.3 3.8 3.8
All-Red Time (s) 2.2 2.2 2.2 2.2 2.2 2.2 1.6 2.2 2.2 1.6 2.2 2.2
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.5 5.5 5.5 5.5 5.5 5.4 6.0 6.0 4.9 6.0 6.0
Lead/Lag Lead Lag Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None None None None None None Max C-Min C-Min Max C-Min C-Min

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 0 (0%), Referenced to phase 2:NBSB and 6:NBSB, Start of Yellow
Natural Cycle: 135
Control Type: Actuated-Coordinated

Splits and Phases:     1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr
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Lane Group EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Group Flow (vph) 94 51 147 146 130 5 1226 216 65 947 12
v/c Ratio 0.59 0.18 0.70 0.69 0.42 0.00 1.44 0.47 0.10 1.14 0.02
Control Delay (s/veh) 66.8 1.4 67.3 66.5 11.6 11.6 240.8 21.0 10.8 120.5 0.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 66.8 1.4 67.3 66.5 11.6 11.6 240.8 21.0 10.8 120.5 0.1
Queue Length 50th (ft) 71 0 116 115 0 1 ~680 62 17 ~452 0
Queue Length 95th (ft) 92 0 178 178 54 8 #816 139 43 #531 0
Internal Link Dist (ft) 400 1093 696 693
Turn Bay Length (ft) 100 225 300 230 70 200 140
Base Capacity (vph) 416 530 438 440 501 639 849 454 615 827 451
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.23 0.10 0.34 0.33 0.26 0.01 1.44 0.48 0.11 1.15 0.03

Intersection Summary
~    Volume exceeds capacity, queue is theoretically infinite.
     Queue shown is maximum after two cycles.
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 55 10 35 265 5 120 5 1165 205 55 805 10
Future Volume (veh/h) 55 10 35 265 5 120 5 1165 205 55 805 10
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.04 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 0.99 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1800 1872 1772 1800 1772 1800 1786 1772 1744 1772 1800
Adj Flow Rate, veh/h 80 14 0 292 0 130 5 1226 216 65 947 12
Peak Hour Factor 0.69 0.69 0.69 0.92 0.92 0.92 0.95 0.95 0.95 0.85 0.85 0.85
Percent Heavy Veh, % 0 0 0 2 0 2 0 1 2 4 2 0
Cap, veh/h 120 21 399 0 176 365 1983 874 243 1954 881
Arrive On Green 0.08 0.08 0.00 0.12 0.00 0.12 0.03 0.58 0.58 0.03 0.58 0.58
Sat Flow, veh/h 1469 257 1586 3375 0 1486 1714 3393 1495 1661 3367 1519
Grp Volume(v), veh/h 94 0 0 292 0 130 5 1226 216 65 947 12
Grp Sat Flow(s),veh/h/ln 1727 0 1586 1688 0 1486 1714 1697 1495 1661 1683 1519
Q Serve(g_s), s 6.3 0.0 0.0 10.0 0.0 10.1 0.1 28.2 8.4 1.9 19.7 0.4
Cycle Q Clear(g_c), s 6.3 0.0 0.0 10.0 0.0 10.1 0.1 28.2 8.4 1.9 19.7 0.4
Prop In Lane 0.85 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 140 0 399 0 176 365 1983 874 243 1954 881
V/C Ratio(X) 0.67 0.00 0.73 0.00 0.74 0.01 0.62 0.25 0.27 0.48 0.01
Avail Cap(c_a), veh/h 446 0 928 0 409 365 1983 874 243 1954 881
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 0.00 0.97 0.00 0.97 1.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 53.5 0.0 0.0 51.1 0.0 51.1 10.6 16.2 12.1 13.2 14.7 10.7
Incr Delay (d2), s/veh 2.1 0.0 0.0 0.9 0.0 2.2 0.1 1.5 0.7 2.7 0.9 0.0
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 5.1 0.0 0.0 7.6 0.0 6.9 0.1 16.1 5.2 1.5 11.9 0.2
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 55.6 0.0 0.0 52.0 0.0 53.3 10.7 17.7 12.8 15.9 15.6 10.7
LnGrp LOS E D D B B B B B B
Approach Vol, veh/h 94 422 1447 1024
Approach Delay, s/veh 55.6 52.4 16.9 15.5
Approach LOS E D B B

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 9.4 75.6 15.3 8.9 76.1 19.7
Change Period (Y+Rc), s 5.4 6.0 5.5 4.9 6.0 5.5
Max Green Setting (Gmax), s 4.0 29.6 31.0 4.0 30.1 33.0
Max Q Clear Time (g_c+I1), s 2.1 21.7 8.3 3.9 30.2 12.1
Green Ext Time (p_c), s 0.0 5.4 0.3 0.0 0.0 0.7

Intersection Summary
HCM 7th Control Delay, s/veh 22.7
HCM 7th LOS C

Notes
User approved pedestrian interval to be less than phase max green.
User approved volume balancing among the lanes for turning movement.



HCM 7th Signalized Intersection Summary Build (2047) Conditions
1: Peachtree Dunwoody Rd & Driveway/Lake Hearn Dr Timing Plan: PM Peak Hour

2_Lake Hearn Traffic Study_Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 4

Unsignalized Delay for [EBR] is excluded from calculations of the approach delay and intersection delay.



Lanes, Volumes, Timings Build (2047) Conditions
2: Altmore Ave/The Commons Drwy & Lake Hearn Dr Timing Plan: PM Peak Hour

2_Lake Hearn Traffic Study_Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 5

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 5 255 1 50 345 5 10 1 25 25 1 20
Future Volume (vph) 5 255 1 50 345 5 10 1 25 25 1 20
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Storage Length (ft) 100 0 80 0 0 100 0 0
Storage Lanes 1 0 1 1 0 1 1 0
Taper Length (ft) 50 60 100 100
Right Turn on Red Yes Yes Yes Yes
Link Speed (mph) 35 35 25 25
Link Distance (ft) 1173 649 451 496
Travel Time (s) 22.9 12.6 12.3 13.5
Confl. Peds. (#/hr) 2 2 1 1
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Heavy Vehicles (%) 0% 2% 0% 2% 2% 0% 8% 0% 0% 0% 0% 0%
Shared Lane Traffic (%)
Turn Type pm+pt NA pm+pt NA Perm Perm NA Perm Perm NA
Protected Phases 1 6 5 2 8 4
Permitted Phases 6 2 2 8 8 4
Detector Phase 1 6 5 2 2 8 8 8 4 4
Switch Phase
Minimum Initial (s) 5.0 15.0 5.0 15.0 15.0 8.0 8.0 8.0 8.0 8.0
Minimum Split (s) 11.0 28.3 10.9 29.3 29.3 29.0 29.0 29.0 26.0 26.0
Total Split (s) 11.0 40.0 11.0 40.0 40.0 29.0 29.0 29.0 29.0 29.0
Total Split (%) 13.8% 50.0% 13.8% 50.0% 50.0% 36.3% 36.3% 36.3% 36.3% 36.3%
Yellow Time (s) 3.0 4.0 3.0 4.0 4.0 3.1 3.1 3.1 3.1 3.1
All-Red Time (s) 3.0 2.3 2.9 2.3 2.3 2.9 2.9 2.9 2.9 2.9
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.3 5.9 6.3 6.3 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize?
Recall Mode None C-Min None C-Min C-Min None None None None None

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 0 (0%), Referenced to phase 2:WBTL and 6:EBTL, Start of Yellow
Natural Cycle: 70
Control Type: Actuated-Coordinated

Splits and Phases:     2: Altmore Ave/The Commons Drwy & Lake Hearn Dr



Queues Build (2047) Conditions
2: Altmore Ave/The Commons Drwy & Lake Hearn Dr Timing Plan: PM Peak Hour

2_Lake Hearn Traffic Study_Build Conditions.syn Synchro 11 Report
Kimley-Horn Page 6

Lane Group EBL EBT WBL WBT WBR NBT NBR SBL SBT
Lane Group Flow (vph) 5 281 60 416 6 12 28 40 34
v/c Ratio 0.00 0.22 0.07 0.29 0.00 0.09 0.10 0.27 0.17
Control Delay (s/veh) 3.4 7.0 3.0 5.2 0.0 32.9 0.7 37.1 14.8
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay (s/veh) 3.4 7.0 3.0 5.2 0.0 32.9 0.7 37.1 14.8
Queue Length 50th (ft) 1 59 6 54 0 6 0 19 1
Queue Length 95th (ft) 3 108 15 149 0 21 0 32 13
Internal Link Dist (ft) 1093 569 371 416
Turn Bay Length (ft) 100 80 100
Base Capacity (vph) 750 1257 824 1430 1263 346 520 387 467
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.01 0.22 0.07 0.29 0.00 0.03 0.05 0.10 0.07

Intersection Summary
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (veh/h) 5 255 1 50 345 5 10 1 25 25 1 20
Future Volume (veh/h) 5 255 1 50 345 5 10 1 25 25 1 20
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Lane Width Adj. 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Work Zone On Approach No No No No
Adj Sat Flow, veh/h/ln 1800 1772 1800 1772 1772 1800 1688 1800 1800 1800 1800 1800
Adj Flow Rate, veh/h 5 280 1 60 416 0 11 1 28 40 2 32
Peak Hour Factor 0.91 0.91 0.91 0.83 0.83 0.83 0.89 0.89 0.89 0.63 0.63 0.63
Percent Heavy Veh, % 0 2 0 2 2 0 8 0 0 0 0 0
Cap, veh/h 659 1112 4 782 1184 185 13 146 189 9 139
Arrive On Green 0.01 0.63 0.63 0.05 0.67 0.00 0.10 0.10 0.10 0.10 0.10 0.10
Sat Flow, veh/h 1714 1764 6 1688 1772 1525 1023 135 1518 1397 90 1442
Grp Volume(v), veh/h 5 0 281 60 416 0 12 0 28 40 0 34
Grp Sat Flow(s),veh/h/ln 1714 0 1771 1688 1772 1525 1158 0 1518 1397 0 1532
Q Serve(g_s), s 0.1 0.0 5.6 1.0 8.1 0.0 0.4 0.0 1.4 2.2 0.0 1.6
Cycle Q Clear(g_c), s 0.1 0.0 5.6 1.0 8.1 0.0 2.0 0.0 1.4 4.2 0.0 1.6
Prop In Lane 1.00 0.00 1.00 1.00 0.92 1.00 1.00 0.94
Lane Grp Cap(c), veh/h 659 0 1116 782 1184 198 0 146 189 0 148
V/C Ratio(X) 0.01 0.00 0.25 0.08 0.35 0.06 0.00 0.19 0.21 0.00 0.23
Avail Cap(c_a), veh/h 755 0 1116 812 1184 469 0 436 456 0 440
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.90 0.00 0.90 1.00 1.00 0.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 5.5 0.0 6.5 4.6 5.8 0.0 33.7 0.0 33.3 35.5 0.0 33.4
Incr Delay (d2), s/veh 0.0 0.0 0.5 0.0 0.8 0.0 0.1 0.0 0.6 0.6 0.0 0.8
Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(95%),veh/ln 0.0 0.0 3.3 0.5 4.7 0.0 0.4 0.0 0.9 1.4 0.0 1.1
Unsig. Movement Delay, s/veh
LnGrp Delay(d), s/veh 5.5 0.0 7.0 4.6 6.6 0.0 33.9 0.0 33.9 36.1 0.0 34.2
LnGrp LOS A A A A C C D C
Approach Vol, veh/h 286 476 40 74
Approach Delay, s/veh 7.0 6.3 33.9 35.2
Approach LOS A A C D

Timer - Assigned Phs 1 2 4 5 6 8
Phs Duration (G+Y+Rc), s 6.5 59.8 13.7 9.6 56.7 13.7
Change Period (Y+Rc), s 6.0 6.3 6.0 5.9 6.3 6.0
Max Green Setting (Gmax), s 5.0 33.7 23.0 5.1 33.7 23.0
Max Q Clear Time (g_c+I1), s 2.1 10.1 6.2 3.0 7.6 4.0
Green Ext Time (p_c), s 0.0 4.8 0.2 0.0 3.1 0.1

Intersection Summary
HCM 7th Control Delay, s/veh 10.2
HCM 7th LOS B

Notes
Unsignalized Delay for [WBR] is excluded from calculations of the approach delay and intersection delay.
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Meeting Minutes 
 
Project:   Peachtree Dunwoody Road and Lake Hearn Drive Connectivity Improvements 
   City of Sandy Spring Project #T2208 
Date:   October 11, 2023 
RE:   Concept Team Meeting 
Place:   City of Sandy Springs City Hall, TEAMS 
Attendees:  See Attached 
    
 

1. WELCOME  
 

2. INTRODUCTION OF EACH ATTENDEE 
 

3. PROJECT IDENTIFICATION     
• Peachtree Dunwoody Road and Lake Hearn Drive Connectivity Improvements 
• City of Sandy Spring Project #T2208 

 
4. PROJECT SCHEDULE  

 
• Richard Meehan reviewed the project schedule. 

 
o Final Concept Report: November 17, 2023 
o Concept Approval: December 28, 2023 
o Public Information Meeting (Virtual & In person): January 2024 
o Preliminary Plans Submittal: May 20, 2024 
o Right-of-way Plans: September 11, 2024 
o Final Plans April 11, 2025 
o Let to Construction: August 2025 

 
5. PROJECT PRESENTATION  

 
• Richard Meehan presented the project concept and reviewed the project concept report 

  
✅ PROJECT LOCATION MAP 
✅ EXISTING CONDITIONS 
✅ TRAFFIC PROJECTIONS  
✅ PROPOSED PROJECT DESCRIPTION  
✅ DESIGN CRITERIA 
✅ DESIGN VARIANCES/EXCEPTIONS 
✅ MAJOR STRUCTURES  
✅ UTILITY INVOLVEMENTS 
✅ RIGHT OF WAY 
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✅ PUBLIC AND STAKEHOLDER INVOLVEMENT 
✅ ENVIRONMENTAL DATA 
✅ PROJECT BUDGETARY CONSTRAINTS AND FUNDING RESPONSIBILITIES 

 
 

6. ENVIRONMENTAL 
 

o HISTORY 
 No resources previously identified but buildings within ½ mile of site are greater 

than 45 years old so reevaluation may be needed. Due to nature of area no 
resources are anticipated. 

 
o ECOLOGY 

 Waters of the US and stream buffers are present along the ponds on both the 
Pavilion and Concourse parcels and on streams located east of the project site.  No 
wetlands impacts anticipated.  City has a blanket variance in place with GAEPD for 
stream buffer encroachments on pedestrian improvement projects. 
 

o AIR/NOISE 
 Not applicable for this project 
 

o ARCHAEOLOGY 
 No Resources Identified 

 
o COMMUNITY RESOURCES 

 None Identified 
 

o ENVIRONMENTAL JUSTICE 
 Not Anticipated 

 
o PUBLIC INVOLVEMENT 

 Virtual and In-Person PIOH to be held in January 2024 
 

o PERMITS 
 None Anticipated 

 
o UNDERGROUND STORAGE TANKS 

 None Identified 
 

o HAZARDOUS WASTES 
 None Identified 
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7. UTILITIES 
 

Type Utility Owner Name 

Electric Georgia Power 
Gas Atlanta Gas Light 

Water/Sewer DeKalb County/Fulton County 
Water/Sewer City of Atlanta Water 

Television/Cable Comcast 
Telecom AT&T Distribution 
Telecom Centrylink 
Telecom Cox Corporate Services 
Telecom Crown Castle 
Telecom Fiberlight 
Telecom Google Fiber 
Telecom Southern Telecom 
Telecom Verizon Business 
Telecom Zayo 
Traffic City of Sandy Springs/GDOT 

 
 

8. ADDITIONAL COMMENTS & CONCERNS FROM ATTENDEES 
 

• Per an email to the city, GDOT will be connecting the 6’ sidewalk on the east side of Peachtree 
Dunwoody Rd under I-285 to tie to Lake Hearn Drive. 
 

• Current traffic analysis is was not available due to current construction of the I-285/SR 400 
project 

o A traffic analysis was done for the project in 2016 (before I-285/400 construction) 
o The previous analysis did include a Level of Service comparison and queue analysis 

based on projected traffic volumes done at the time. 
o Previous analysis will be reviewed and included in the Concept Report Submittal, if 

applicable, for now 
o Additional counts/forecasting and update of the Traffic Report, adhering to current city 

guidelines, will be completed once GDOT has opened the final Peachtree Dunwoody 
Road configuration (expected before the end of the year) 

o City will need updated traffic analysis to make sure it supports justification of the 
operational improvements on Lake Hearn.  City foresees the need for a cost-benefit 
analysis if the budget is restrictive. 
 

• A question was brought up about the treatment/striping on the cross-walks 
o The current PCID crosswalk standard is utilizing a red “paint” background with white 

“piano-bar” stripes.  This standard is proposed to be used on all new crosswalks. 
o The existing crosswalks at the signal at Altmore Ave are the old PCID concrete 

crosswalks build around 2010.  From removal of these crosswalks at other locations the 
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thickness of the concrete can vary up to 2’ think and is poured in multiple slabs.  It is 
anticipated at this time to retain these crosswalks and not replace them as part of this 
project due to the cost of removal. 

• A questions was asked about how the proposed concept is staying out of the lake on Lake Hearn 
Drive 

o Impacts to the lake are being avoided by holding the back of the existing sidewalk on the 
south side of Lake Hearn and shifting all of the improvements to the north side of the 
road opposite the lake 

o The parcel on the north side of the road was acquired by GDOT as a total take as part of 
the I-285/SR 400 interchange project and is currently being used as a staging/parking 
area for the project.  In previous discussions with PCID, GDOT’s I-285/400 PM  had 
indicated that all or portions of the property could be transferred to the city by request 
with zero right-of-way cost if the land was used for a transportation purpose for which 
this project would qualify. 

o As far as is known, no discussions with the district or the general office at GDOT have 
been held regarding the property.  It would be up to the city to initiate those 
discussions. 
 

 
• A Subsurface Utility Engineering (SUE) Quality Level B (QL-B) was completed by the project team in 

March 2020.  At the time of the SUE Survey, almost all of the utility relocations associated with the I-
285/SR 400 interchange project were substantially complete.  

o Project team is scoped to do an updated SUE QL-B survey in early 2024 to verify the previous 
survey and pick up any additional utilities that have been added or relocated since the previous 
survey. 

o Existing Utility plans do show DeKalb and Fulton County sewer (Nancy Creek Basin) 
under the roadway along Lake Hearn Drive.  The only anticipated impacts from this 
project would be to adjust the manhole tops to final pavement grade.  No relocation or 
replacement of the sewer pipes is anticipated. 

o It was noted that the 6” water main may dead end at the city limits on Lake Hearn just 
east of the project. 

o It was noted that Atlanta Gas Light will want to relocate their existing facilities. 
o Existing drainage lines and outfalls run along the south side of Lake Hearn.  Any new 

longitudinal drainage lines are anticipated to be placed along the south side of Lake 
Hearn and tie across the road to inlets on the north side to minimize conflicts. 

o A question was asked about any potential harm in leaving the existing fiber telecom 
lines (multiple carriers) under the new sidewalk/trail or under the roadway. 
 Depending on how deep, there may be some conflicts with proposed drainage 

(Current SUE data does not have depths on the utilities) 
 It is unknown currently if the fiber is in duct banks or encased but it is not 

anticipated. 
o Along Peachtree Dunwoody Road, it is not anticipated that the existing water line would 

need to be relocated however, there are several overhead power poles that would likely 
need to move. 

o City requested that any pull boxes, side pulls, or manholes be relocated to outside of the 
sidewalk trails and that water and gas valves be relocated out of the sidewalk/trail to 
the extent they can. 
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o The existing fire hydrants on Lake Hearn will need to be relocated/replaced.  On 
Peachtree Dunwoody it is unknow if hydrants will need to be relocated.  Team will look 
at adjusting design around hydrants where possible to retain the existing hydrant. 

o As far as is known, all existing utilities are located within the existing r/w and no prior 
rights issues are anticipated. 

• There is an existing walking trail between the lake and Peachtree Dunwoody Road on the 
Concourse parcel. 

o In previous discussions with property management, Concourse with ok with replacing 
and incorporating the new trail into their system and does not intend to maintain a 
separate parallel trail.  A small gravity wall may be needed near the culvert to avoid 
impacts to the lake. 

o The current concept show pushing the proposed trail on Peachtree Dunwoody onto the 
Concourse “Lake” Parcel to retain several large trees along the roadway at Concourse’s 
request. However, many of the trees that were intended to be saved have been 
removed as part of the I-285/SR 400 project. 

 
• Concourse has talked about plans to redevelop the parcel between Concourse Parkway and 

Hammond Drive on Peachtree Dunwoody in previous meetings with PCID.  However, per the 
city, they have not initiated any discussion with the city or presented any plan for 
redevelopment. 
 

• The available budget for this project is $4.8 million and it’s 80/20 Federal ($3.8 mil)/Local 
($960k) all right-of-way will be local funds.  However, due to the FTA funds in the project, right-
of-way acquisition needs to follow fed guidelines.  City would need to identify to MARTA that we 
have r/w costs. 

o PCID has discussed the possibility of garnering donations following the proper federal 
process. 

 
• There are four existing traffic signals within the project limits: 

o Hammond @ Peachtree Dunwoody – not anticipating impacts to the strain pole or mast 
arm or existing ped signal so no signal upgrade anticipated. 

o Concourse @ Peachtree Dunwoody – Concept design of island/trail avoids impacts to 
the strain poles and mast arms.  Will require relocation/upgrade on pedestrian signals 
on both west side corners. 

o Lake Hearn at Peachtree Dunwoody – GDOT is in the process of installing new signal as 
part of the I-285/SR 400 project.  Based on what has been constructed so far, it is likely 
that the strain pole/mast arm and other signal facilities on the northeast corner will be 
impacted and require relocation. 
 

•  Project falls under FTA’s Programmatic Categorical Exclusion.  Project team is scoped to take 
another look at history due to several building reaching 45 years old  since previous survey 
completed in 2019. No formal environmental document but coordination with MARTA/FTA 
required. 

o The project team is scoped to get agency letters updated. 
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• Per agreement between the City and PCID, PCID is providing all of the local funding portion of 
the project.  Federal funding is provided through an FTA Grant.  City is managing the project and 
coordinating with MARTA. 
 

• When the final concept report is submitted, City will share with PCID for their input. 
 

• City will present  the Final Concept Report to the Mayor and City Council for their approval after 
the PIOH is held. 
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PROJECT INFORMATION SHEET 

Project Number: T2208                Project Location: Council District 5 

Project Description:  

Construct Bicycle and Pedestrian improvements along Lake Hearn Drive from City Limits to Peachtree 
Dunwoody Road and along Peachtree Dunwoody Road between I-285 and Hammond Drive. Plans also include 
operational improvements at the intersection of Lake Hearn Drive and Peachtree Dunwoody Road.  

Need & Purpose:  

This project will reduce congestion at the intersection of Peachtree-Dunwoody Road and Lake Hearn Drive in the 
vicinity of the I-285 interchange ramps while also improving bicycle and pedestrian connectivity and safety.    

There is insufficient intersection capacity and turn-lane storage for vehicles entering Peachtree-Dunwoody Road 
from Lake Hearn Drive, resulting in significant congestion on Lake Hearn Drive. This congestion can impact 
emergency vehicle access between Northside and St. Joseph’s hospitals and I-285. The project will improve 
operations by increasing intersection capacity and reducing overall congestion at the Peachtree-Dunwoody Road 
and Lake Hearn Road intersection near the I-285 interchange.   

The roadway, bicycle, and pedestrian network in the superblock of roads between the Medical Center and 
Dunwoody MARTA transit stations is currently inadequate – with operational inefficiencies, insufficient 
intersection capacity, and intermittent facilities for non-vehicular travel. The connectivity, congestion, and 
operational issues were identified through community outreach and via input from MARTA, SRTA, and municipal 
partners, including: the cities of Sandy Springs, Dunwoody, City of Brookhaven.    

There are currently no bicycle facilities on Lake Hearn Drive, Hammond Drive, or Peachtree-Dunwoody Road. The 
sidewalks along Peachtree-Dunwoody Road and Lake Hearn Drive are only continuous on the west and south 
sides of each road, respectively.   

Existing Conditions:  

Peachtree-Dunwoody Road is a primarily 4-lane north-south urban minor arterial with turn lanes at intersections 
and posted speed of 35 mph. From I-285 to Concourse Parkway and from Concourse Parkway to Hammond 
Drive, there are raised medians separating the lanes from the opposite direction of travel. 

There is currently no sidewalk on the east side of Peachtree-Dunwoody Rd between the I-285 overpass and 
Palisades Office Park. There is no continuous sidewalk on the west side of the road from I-285 continuing north 
to Concourse Parkway, where it picks back up on both sides and continues past Hammond Dr. As part of the 
Transform I-285 Project, Georgia DOT recently completed construction of a 6-foot sidewalk on the east side of 
Peachtree Dunwoody Road and a 12-foot multi-use path on the west side from Lake Hearn Drive north under I-
285. 

Lake Hearn Drive is a 2-lane east-west major collector with a speed limit of 35 mph. There is a raised median east 
of Altmore Drive, outside the limits of the proposed project. There is an existing 5-foot sidewalk on the south 
side of the road with no landscape strip separation from the back of curb. On the north side of the road, there is 
no sidewalk between Peachtree Dunwoody Road and the Commons Office Complex. A 10-foot multi-use path 

Seo, Ko
Does this street exist?



 

  

was recently constructed in front of the Commons, ending at Altmore Drive. There is sidewalk on both sides of 
Lake Hearn east of Altmore Drive to the City Limits and into Brookhaven and the intersection with Perimeter 
Center Parkway. 

Proposed Improvements: 

The project corridor is approximately 0.5 miles; 0.2 miles along Lake Hearn Drive and 0.3 miles along Peachtree-
Dunwoody Road. The proposed work on Lake Hearn Drive begins at the intersection with Peachtree-Dunwoody 
Road and extends east until Altmore Drive. The proposed work on Peachtree-Dunwoody Road encompasses the 
area from the intersection with Lake Hearn Drive north and ties in just before the intersection with Hammond 
Drive. 

The project proposes widening and repaving Lake Hearn Drive to allow for a left turn lane, through-left lane, and 
a right turn lane at the intersection. On the north side of Lake Hearn Drive, 24-in curb and gutter, a 5-ft 
grass/landscaping strip, and a 10-ft multiuse concrete path with a 1-ft landscaping strip behind it are proposed 
from the major intersection east to the Commons Office parking area entrance. On the south side of Lake Hearn 
Drive, 24-in curb and gutter, a 2-ft grass strip, and a 6-ft concrete sidewalk with 1-ft grass landscaping strip 
behind it are proposed from the Peachtree-Dunwoody intersection east to the office complex parking entrance 
west of Altmore Drive. 

A 12-ft multi-use path is proposed on the west side of Peachtree-Dunwoody Road tying in to the path recently 
constructed by the Transform I-285 project and tying in to the intersection at Hammond Drive. South of 
Concourse Parkway, the width of the landscaping in front of and behind the path varies along the corridor. 
North of Concourse Parkway, a 5’ landscape strip between the back of curb and the path is proposed.  

The proposed improvements tie into existing segments of sidewalk and streetscape that have been built to 
Perimeter Community Improvement Districts (PCIDs) Streetscape standards at various locations. All improved 
sections of sidewalk and trail will include new landscaping and lighting in alignment with PCIDs Streetscape 
Standards. 

Project Funding: 

The project is being funded by federal funds administered by the Federal Transit Authority (FTA) through MARTA 
and the City of Sandy Springs with local matching funds provided by the Perimeter Community Improvement 
Districts. 

 

 

 

 

 

 



 

  

Cost Estimates:   

Phase Estimated Cost 
Engineering and Design $ 838,000 
Right of Way Acquisition $ 1,610,000 
Right of Way Acquisition Services $ 74,000 
Utility Relocation (Reimbursable) $ 0 
Construction $ 2,240,000 

Total $ 4,762,000 
 

Property Impacts: 

Preliminary Total Number of Parcels 
Impacted 

6 

Anticipated Displacements 0 
Driveway Easements 0 

 

Schedule:   

• Engineering and Design: Underway 

• Right of Way Acquisition Begins:  November 2024   

• Let to Construction: September 2025 

• Construction Time: 12 Months 
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Peachtree Dunwoody and Lake Hearn Drive  
Connectivity Improvements Public Open House 

 
Comment Card 

Please Print Responses 
 

February 28, 2024 
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March 21, 2024 
 
Re:  Responses to Open House Comments for Sandy Springs Project T-2208 

Lake Hearn Dr NE/Peachtree-Dunwoody Rd Streetscape and Intersection Improvements  
 
Thank you for your comments concerning the proposed project referenced above. We appreciate 
your participation and the input that was received as a result of the February 28, 2024, Public 
Information Open House (open house) and Virtual Public Information Open House (VPIOH). Every 
written comment received is hereby made part of this Project’s record. 
 
A total of 4 people attended the in-person open house at Palisades and 333 people viewed the 
VPIOH website. 
 
The attendees of the open house and those people submitting comments within the comment 
period raised the following questions, suggestions, and/or concerns. The City of Sandy Springs 
has prepared this response memo to address all comments received so that everyone can be 
aware of the questions raised and the City’s responses. Please find the comments summarized 
below (in italics) followed by our response. 
 
1. Support  
 
Response: Thank You for your support of the project. 
 
2. Southbound Peachtree Dunwoody Road under I-285 is out of alignment with Peachtree 
Dunwoody Road at Lake Hearn. Southbound traffic will end up on the sidewalk. There is a rise in 
the road at that intersection, making it impossible to see that the lane shifts as you approach Lake 
Hearn.  
 
Response: The section of southbound Peachtree Dunwoody Road under I-285 and at Lake 
Hearn is still under construction as part of the Transform 285 project.  The City will pass this 
concern on to GDOT.  Once construction is completed on the Transform 285 project, an as-built 
survey will be done as part of T-2208 and the southbound alignment will be evaluated to see if 
additional modifications are needed. 
 
3. I don't work but use Perimeter Parkway to Lake Hearn to Peachtree Dunwoody constantly to 
get to doctors. etc.  The Peachtree Dunwoody traffic seems to be the worst sometimes blocking 
Lake Hearn traffic - that seems to me the major problem.  Have not seen much backup on Lake 
Hearn at all as long as Peachtree Dunwoody is not holding things up! 



  

 
Response: Much of the backup on Peachtree Dunwoody Road in recent years was due to the 
construction and the reduction to a single lane under I-285.   With the completion of the 
Transform 285 project which included the widening of Peachtree Dunwoody Road under I-285, 
the traffic patterns at the Lake Hearn intersection are changing.  As part of T-2208, the City will 
be collecting updated traffic counts based on the new lane configuration and updating the 
previous traffic analysis.  The City will continue to monitor the traffic at the intersection and if 
blocking of the intersection continues to be an issue, may consider adding “Do Not Block” 
signage and pavement marking at Lake Hearn Road intersection to mitigate the issue. 
 
 
4. The plan looks good, although I disagree with the need for bicycle lanes.  This area is not 
conducive for bicycles regardless of whether there are lanes or not.  It's a waste of money to 
include any special accommodation for bicycles.  Anyone using a bicycle can simply use the regular 
traffic lanes as state law allows bicycles in traffic lanes. 
 
Response: The City of Sandy Springs strives to make travel safer whether a traveler is walking, 
biking, taking transit or driving in the City.  The project is adding sidepath on the roadway 
shoulder outside of the travel lane to Peachtree Dunwoody Road and Lake Hearn Drive 
separated from the travel lanes by vegetated buffer.  The segment of the sidepath to be 
implemented by T-2208 are part of the City’s overall Trail Master Plan that was adopted by the 
City Council in October 2019.   The Sandy Springs Trails Master Plan identifies 31.4 miles of 
proposed greenway trails, side paths, and neighborhood greenways, connecting to 12 schools, 
15 parks, and green spaces and providing connections to neighboring jurisdictions.  
 
 

 

https://www.sandyspringsga.gov/trail-master-plan
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INFORMATION REQUIRED TO INITIATE NEPA
A CHECKLIST

For FTA to determine the extent of environmental analysis required for a proposed project, we must have a clear idea of
what it may do to the environment. This includes the natural environment (soil, water, air, flora/fauna) and the human
environment (socioeconomics, land use, traffic, etc.). Additionally, FTA must determine whether any Federal funding is
sought (now or in the future) for the proposal and if FTA is required to make a decision or approval (e.g., approval for
incidental use of property).

INFORMATION REQUIRED QUESTIONS ADDRESSED

Sources of federal, state, and local funds andtransit
nexus

Is the project a Federal Action eligible for FTA
funding?

Description of existing property with map showing
Area of Potential Effect (APE)

What are the Existing conditions?

Street address or coordinates Are there possible environmental areas of concern
at the site or in its surroundings?

Photos of property What are the characteristics of the natural
environment of the property?

Photos of buildings on property Might any of the buildings be historic?

Photos of surrounding buildings visible from
property

Are there any nearby buildings that may be
historic?

Description of complete project with site plan. Be
specific for each action of the project.

What physical changes will be made to theexisting
site?

List of actions required upon existing property to
achieve complete project (e.g., clear 5 acres of
wooded land, demolish building, culvert and cover creek,
etc.)

Are there physical changes that are not obvious in
the site plan? (e.g., excavation for a basement, fuel
storage)

Logical termini, alignment, mode, and technology (if
a linear project).

Has thorough planning for the proposed project
occurred? (3 out of 4 are typically enough to begin
NEPA.)

List of any public involvement done for the project,
to date, if any

Has the community affected by the project been
informed? Is there any potential controversy?

The more information FTA knows about a project, the more accurate we can be in assigning the most appropriate
level of environmental analysis.

Updated 9/8/2015
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Proposed Lake Hearn Drive and Peachtree Dunwoody Road Improvements

Sources of federal, state, and local funds and transit nexus:
The source of the federal assistance is FY 2016 Surface Transportation Program (STP) Urban funds
(M230) allocated by the Atlanta Regional Commission (ARC) under their Last Mile Connectivity Program
in the Metropolitan Transportation Improvement Program under TIP Project #DK-440. These funds have
been flexed/transferred from the Federal Highway Administration (FHWA) to the Federal Transit
Administration (FTA) to be administered under the Section 5307 Program. FTA Grant GA-2018-022 funds
are being used. The design of this project has been conducted by Perimeter Community Improvement
Districts (PCID) with local funds. The project proposes to improve bicycle and pedestrian facilities and
traffic operations between the Dunwoody and Medical Center Metropolitan Atlanta Rapid Transit
Authority (MARTA) stations through connectivity to existing facilities, landscaping, and encouraging all
modes of transportation.

Description of existing property:
The proposed project site is in Sandy Springs, Georgia, and in Fulton and DeKalb counties. The project
area is along both sides of Interstate (I)-285 at Exit 28 (Peachtree Dunwoody Road). This area is one of
the largest business districts and employment centers in the southeastern United States. The proposed
project area is located along or near large office complexes, medical facilities, and commercial, retail,
and residential developments. The proposed project contains two sections including Lake Hearn Drive
from Peachtree Dunwoody Road to Perimeter Center Parkway, and Peachtree Dunwoody Road from
north of the I-285 westbound off-ramp to Hammond Drive.

Peachtree Dunwoody Road is an urban minor arterial with four lanes with multiple turn lanes, one
variable-width sidewalk, and sections with a narrow concrete or planted median. Lake Hearn Drive is a
two-lane road with one variable-width sidewalk, which includes multiple turn lanes at the Perimeter
Center Parkway intersection. The corridor is developed land and infrastructure with maintained
landscaping. A few small and fragmented mixed pine-hardwood areas are located along Lake Hearn
Drive  near  Perimeter  Center  Parkway.  The  only  identified  areas  of  environmental  concern  are  five
federal waters (3 ponds and 2 streams) with regulated vegetative buffers and floodplains.

Street address or coordinates:
· One roadway section adjacent to 5901 Peachtree Dunwoody Rd., Atlanta, GA 30328

o Peachtree Dunwoody Road (33.916815, -84.351044)
· One roadway section adjacent to 1100 Lake Hearn Dr. NE, Atlanta, GA 30342

o Lake Hearn Drive (33.912656, -84.349871)

Photos of buildings on property:
Not applicable. There are no buildings within the project limits.

Photos of surrounding buildings visible from property:
Corridor buildings are visible in the photos shown below. A Finding of No Historic Properties Affected
report has been prepared. Based on the results of our historic property identification efforts, no
properties listed in or considered eligible for listing in the National Register were located within the area
of  potential  effects  (APE)  of  this  undertaking.  Therefore,  there is  a  finding of  No Historic  Properties
Affected for this undertaking in accordance with 36 CFR 800.4(d)(1).
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Photos of property:

Intersection of Peachtree Dunwoody Road and
Hammond Drive, looking east

Peachtree Dunwoody Road, looking north

Peachtree Dunwoody Road, looking north Intersection of Lake Hearn Drive and
Peachtree Dunwoody Road, looking north

Intersection of Lake Hearn Drive and
Perimeter Center Parkway, looking west

Lake Hearn Drive, looking west
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Description of complete project with site plan:
The project proposes to construct capacity and operational improvements along portions of Peachtree
Dunwoody Road and Lake Hearn Drive spanning both Fulton and DeKalb Counties. Bike, pedestrian, and
partial PCID overlay improvements would be constructed along Peachtree Dunwoody Road from north
of  the  I-285  westbound  off-ramp  to  Hammond  Drive.  Lake  Hearn  Drive  would  be  widened  from
Peachtree  Dunwoody  Road  to  Perimeter  Center  Parkway,  and  construction  along  Lake  Hearn  Drive
would provide capacity improvements as well as bike and pedestrian facilities and PCID overlay
improvements. Proposed modifications to three existing intersections within the project limits include
pedestrian signalization and new Americans with Disabilities Act facilities. Right-of-way would be
required from some parcels to construct the proposed improvements. The proposed project length is
approximately 1,500 feet along Peachtree Dunwoody Road and approximately 1,500 feet along Lake
Hearn Drive (see Concept Layout).

List of actions required upon existing property to achieve complete project:
Routine actions for this type of project are anticipated. In addition to actions listed in the Concept Layout
legend, physical changes include related work such as:

• Grading, drainage, shoulder improvements, and utility relocation
• Addition of structural walls, lighting, landscaping, intersection signals, and signage

Logical termini, alignment, mode, and technology:
The Peachtree Dunwoody Road section begins at the I-285 westbound off-ramp onto Peachtree
Dunwoody Road north and ends at the intersection at Hammond Drive. The Lake Hearn Drive section
begins at the intersection of Peachtree Dunwoody Road and Lake Hearn Drive and ends at Perimeter
Center Parkway. Logical termini is met with additional capacity travel lanes constructed to match the
existing capacity levels at the termini. Thorough project planning has occurred, including studies such
as the Last Mile Connectivity Study in 2017.

List of any public involvement done for the project:
The PCID and municipal partners have supported increased transportation efficiency and diversity of
traveling options in their communities for many years. These partners have been both ambitious and
effective in supporting multimodal investment and identifying connectivity needs. For example, the Last
Mile Connectivity Study addresses the connections between activity centers, transit stops, and stations
and final destinations including residences, offices, and retail areas.

To solicit public input on the draft recommendations, a Public Open House meeting was held on January
26, 2017. Sixty people attended the meeting, including individual citizens and commercial property
representatives, homeowners’ associations, bicycle and pedestrian advocacy groups, area hospitals,
employers, and government agencies. Many of this study’s identified priorities and recommendations
apply directly to the proposed project, such as the following two recommendations:

· Identify opportunities to incorporate bicycle and pedestrian improvements into local street
projects

· Install bicycle lanes on Peachtree Dunwoody Road in Sandy Springs

Additional public outreach for this project includes stakeholder coordination meetings and a Public
Information Open House. These public involvement activities have not been scheduled. Potential
controversy is not anticipated as this project will improve bicycle and pedestrian facilities and traffic
operations, and will not cause any displacements.





GRANTEE HISTORIC PRESERVATION/SECTION 106 CONSULTATION WORKSHEET FOR FTA PROJECTS

Project Name Date Worksheet Completed

Grantee Name

Physical Address of Proposed Project Site or Length & Reference Points of Proposed Project Corridor

PROJECT DETAILS (Check All That Apply. Base this information on a site visit and your knowledge of the project area.)

Ground Disturbing Activities (includes grading, scraping, tree removal, clear cutting, removal of concrete/paving, demolition)

Buildings 45 Years or Older within ½ mile of Project Project Limited to Equipment Purchase

Demolition Planned for the Proposed Project Known Historic Districts within ½ mile of Project*

Urban Environment Property Contains Existing Buildings/Structures

Rural Environment Land Previously Undisturbed or Agricultural

Construction Planned for the Project Project Has a Rail Component

BRIEF PROJECT DESCRIPTION (i.e., rehabilitation of building constructed in 1959 for BRT station)

Provide photos and a USGS map of the area that shows the boundaries of the proposed project.

ADDITIONAL INFORMATION:

IF PROJECT PLANS CHANGE AFTER COMPLETION OF THE ENVIRONMENTAL/SECTION 106 REVIEW, YOU MUST NOTIFY FTA WHO WILL
THEN NOTIFY THE CONSULTING PARTIES AND REEVALUATE YOUR FINDINGS (SEE 24 CFR § 50.36 OR § 58.47).

Worksheet Completed by

Position Title

Phone Number Email

Address

Section 106 of the National Historic Preservation Act and 36 CFR Part 800 require that Federal agencies consider the impact of Federal
undertakings on historic properties. Undertakings include Federal grant funding, and the information you provide on this form will be
used by FTA to comply with the regulatory requirement to consider impacts on historic properties.

FTA Region IV appreciates your assistance in maintaining compliance with the regulatory requirements.
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Attachment 6 – Cost Estimates 

 

  



CONCEPT-LEVEL CONSTRUCTION COST ESTIMATE     

Lake Hearn Dr NE/Peachtree-Dunwoody Rd

Streetscape and Intersection Improvements

CITY OF SANDY SPRINGS

ITEM NO. DESCRIPTION UNITS QUANTITY UNIT COST PROJECT TOTAL

ROADWAY ITEMS

150-1000 TRAFFIC CONTROL LS 1 $67,000 $67,000

210-0100 GRADING COMPLETE LS 1 $201,000 $201,000

310-1101 GR AGGR BASE CRS, INCL MATL TN 576 $65 $37,440

402-1802 RECYCLED ASPH CONC PATCHING, INCL BITUM MATL & H LIME TN 100 $250 $25,000

402-1812 RECYCLED ASPH CONC LEVELING, INCL BITUM MATL & H LIME TN 100 $250 $25,000

402-3113 RECYCLED ASPH CONC 12.5 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME TN 209 $250 $52,250

402-3121 RECYCLED ASPH CONC 25 MM SUPERPAVE, GP 1 OR 2, INCL BITUM MATL & H LIME TN 188 $175 $32,900

402-3190 RECYCLED ASPH CONC 19 MM SUPERPAVE, GP 1 OR 2,INCL BITUM MATL & H LIME TN 94 $175 $16,450

413-0750 TACK COAT GL 128 $20 $2,560

441-0104 CONC SIDEWALK, 4 IN SY 1267 $40 $50,667

441-0108 CONC SIDEWALK, 8 IN SY 195 $170 $33,150

441-6012 CONC CURB & GUTTER, 6 IN X 24 IN, TP 2 LF 1452 $20 $29,040

446-1100 PVMT REINF FABRIC STRIPS, TP 2, 18 INCH WIDTH LF 650 $15 $9,750

EROSION CONTROL

700-9300 SOD SY 700 $15 $10,500

163-0232 TEMPORARY GRASSING AC 0.5 $900 $450

163-0240 MULCH TN 18 $510 $9,180

700-6910 PERMANENT GRASSING AC 0 $2,200 $0

700-7000 AGRICULTURAL LIME TN 3 $300 $900

700-8000 FERTILIZER MIXED GRADE TN 0.2 $1,500 $300

700-8100 FERTILIZER NITROGEN CONTENT LB 50 $5 $250

163-0550 CONSTRUCT AND REMOVE INLET SEDIMENT TRAP EA 2 $385 $770

165-0105 MAINTENANCE OF INLET SEDIMENT TRAP EA 2 $135 $270

171-0030 TEMPORARY SILT FENCE, TP C LF 1600 $6 $9,600

165-0030 MAINTENANCE OF TEMP SILT FENCE, TP C LF 800 $1 $800

167-1000 WATER QUALITY MONITORING AND SAMPLING EA 1 $205 $205

167-1500 WATER QUALITY INSPECTIONS MO 6 $140 $840

LANDSCAPE/PCID HARDSCAPE

LANDSCAPE LS 1 $50,000 $50,000

PCID HARDSCAPE LS 1 $241,000 $241,000

SIGNING AND MARKING

636-1033 HIGHWAY SIGNS, TP 1 MATL, REFL SHEETING, TP 9 SF 42 $30 $1,260

636-1036 HIGHWAY SIGNS, TP 1 MATL, REFL SHEETING, TP 11 SF 48 $35 $1,680

653-0120 THERMOPLASTIC PVMT MARKING, ARROW, TP 2 EA 6 $175 $1,050

653-0130 THERMOPLASTIC PVMT MARKING, ARROW, TP 3 EA 3 $200 $600

653-1501 THERMOPLASTIC SOLID TRAF STRIPE, 5 IN, WHITE LF 1750 $2 $3,500

653-1502 THERMOPLASTIC SOLID TRAF STRIPE, 5 IN, YELLOW LF 600 $2 $1,200

653-1704 THERMOPLASTIC SOLID TRAF STRIPE, 24 IN, WHITE LF 42 $10 $420

653-1804 THERMOPLASTIC SOLID TRAF STRIPE, 8 IN, WHITE LF 4000 $4 $16,000

653-3501 THERMOPLASTIC SKIP TRAF STRIPE, 5 IN, WHITE GLF 325 $1.50 $488

653-6006 THERMOPLASTIC TRAF STRIPING, YELLOW SY 128 $10 $1,280

654-1001 RAISED PVMT MARKERS TP 1 EA 36 $10.00 $360

CONSTRUCTION COST $935,109

15% CONSTRUCTION CONTINGENCY $140,266

TOTAL CONSTRUCTION $1,080,000

CONCEPT-LEVEL ESTIMATE, LAKE HEARN DRIVE
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LOCAL ACQUISITION - DETAILED ROW COST ESTIMATE SUMMARY

Date (MM/YYYY): December-23 Project: Lake Hearn Dr NE/Peachtree-Dunwoody

Revised: County: City of Sandy Springs

PI: T2208

Description: Lake Hearn Dr NE/Peachtree-Dunwoody Rd Streetscape and Intersection Impro

Parcels: 5 R/W Plan Date:

FOR FUNDING ONLY

$1,605,631.67

$0.00

$0.00

$1,605,631.67

$0.00

$0.00

$0.00

$0.00

$1,605,631.67

$1,610,000.00

Preparation Credits Hours Signature

*CG#: (DATE)

Attachment(s):                                                            

SUB TOTAL (Reimbursable)

Land and Improvements

Valuation Services

Legal Services 

Relocation

Demolition

SUB TOTAL (Reimbursable)

TOTAL ESTIMATED COSTS

TOTAL ESTIMATED COSTS (ROUNDED)

Sponsor In-House (Non-Reimbursable)

*CG required only if used for Negotiations 

ROW Cost Estimate - 8/27/2018



Georgia Department of Transportation

Local Acquisition - Detailed ROW Cost Estimate Worksheet

Project/County/PI Lake Hearn Dr NE/Peachtree-Dunwoody Rd Streetscape and Intersection Improvements City of Sandy Springs T2208

A B C D

Land and Improvements

1 Fee Simple Estimate $535,881.01

2 Perm Esmt Estimate $0.00

3 Temp Esmt Estimate $307,830.24

4 Potential Excess Estimate $0.00

5 Damages $0.00

6 Improvements $0.00

7 Trade Fixtures $0.00

8 Cost to Cures $110,000.00

9 Minimum Award Adjustment $0.00

10

11

12

13

14

15

16

17

18 SUB TOTAL PROPERTY TYPES $953,711.25

19 Counter Offers and Condemnation Increases (50%) $476,855.62

Let Date (MM/YYYY) October-25

20 Projected Market Appreciation (10%) $175,064.80

21 $1,605,631.67GRAND TOTAL LANDS AND IMPROVEMENTS

2 of 8



1 of 1

Project: Lake Hearn Dr NE/Peachtree-Dunwoody Rd S County: City of Sandy Springs PI: T2208

LOCAL ACQUISITION Required ROW  Permanent Easement Temporary Easement Potential "R" Parcels

P
arcel

Tract 

Size 

(acres)

H & BU
Estimated per 

Unit Value

Fee Simple 

Area

Fee Simple 

Estimate
PCE Area

PCE 

Factor
PCE Estimate TCE Area

TCE 

Factor
TCE Estimate

Remnant 

Area

Remnant 

Estimate
Damages

Structures, 

fencing, 

outbuildings, 

etc

Trade 

Fixtures
Cost to Cure Parcel Totals

Min Award 

Adjustment
Comments

1 17.6 Pavillion $1,000,000.00 $0 $0 0.041 50% $20,661 $0 $0 $0 $0 $10,000 $30,661 $0 Pavilion

2 9.032 $1,000,000.00 $0 $0 0.016 50% $8,035 $0 $8,035 $0 Caram Properties

3 GDOT $0.00 0.108 $0 $0 0.303 50% $0 $0 $0 $0 GDOT Parcel

4 11.52 $1,500,000.00 0.179 $269,008 $0 0.213 50% $159,472 $0 $50,000 $478,479 $0 Concourse South

5 5.114 $1,500,000.00 0.178 $266,873 $0 0.160 50% $119,663 $0 $50,000 $436,536 $0 Concourse North

TOTALS $535,881 $0 $307,830 $0 $0 $0 $0 $110,000 $0

5 0.46515116 0 0.732601318 0 GRAND TOTAL $953,711 
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Attachment 7 – Project Schedule 

 



ID Task
Mode

Task Name Duration Start Finish Predecessors

1 Database Preparation 129 days Thu 6/1/23 Tue 11/28/23
2 Prepare Survey Database 100 days Thu 6/1/23 Wed 10/18/2
3 Update SUE Survey 60 days Sat 7/1/23 Thu 9/21/23
4 Sandy Springs/MARTA Reviews Database 30 days Wed 10/18/23 Tue 11/28/23
5

6 Concept Development 151 days Thu 6/1/23 Thu 12/28/23
7 Prepare Concept Update 60 days Thu 6/1/23 Wed 8/23/23
8 Sandy Springs/MARTA Reviews Draft Concept 30 days Wed 8/23/23 Tue 10/3/23
9 Concept Team Meeting 5 days Tue 10/3/23 Mon 10/9/23
10 Prepare Final Concept Report 30 days Mon 10/9/23 Fri 11/17/23
11 Sandy Springs/MARTA Reviews/Approve Concept Report 30 days Fri 11/17/23 Thu 12/28/23
12

13 Environmental Document 260 days Thu 7/6/23 Wed 7/3/24
14 Update Special Study Reports 60 days Thu 7/6/23 Wed 9/27/23
15 Sandy Springs/MARTA/FTA Reviews Special Study Report 30 days Thu 9/28/23 Wed 11/8/2314
16 SHPO Review of Special Study Reports 30 days Thu 11/9/23 Wed 12/20/215
17 Prepare Categorical Exclusion 60 days Wed 12/27/23 Tue 3/19/24
18 Sandy Springs/MARTA Reviews CE 45 days Tue 3/19/24 Mon 5/20/2417
19 MARTA/FTA Approves CE 30 days Mon 5/20/24 Fri 6/28/24 18
20

21 Public Involvement 143 days Sat 7/1/23 Tue 1/16/24
22 Virtual Concept Meeting 24 days Fri 11/24/23 Wed 12/27/2
23

24 Preliminary Plans 150 days Tue 1/2/24 Mon 7/29/24
25 Prepare Preliminary Plans 100 days Tue 1/2/24 Mon 5/20/24
26 Sandy Springs/MARTA Reviews Preliminary Plans 30 days Tue 5/21/24 Mon 7/1/24 25
27 PFPR 5 days Mon 7/8/24 Fri 7/12/24 26
28 PFPR Report Preparation 15 days Fri 7/12/24 Thu 8/1/24 27
29

30 Right of Way 255 days Thu 8/1/24 Wed 7/23/25
31 Prepare Right of Way Plans 30 days Thu 8/1/24 Wed 9/11/24
32 Sandy Springs/MARTA Reviews/Approves Right of Way Plans 45 days Thu 9/12/24 Wed 11/13/231
33 Right of Way Acquisition 180 days Thu 11/14/24 Wed 7/23/2532
34

35 Final Plans 210 days Mon 12/2/24 Fri 9/19/25
36 Prepare FFPR Plans for Submittal 95 days Mon 12/2/24 Fri 4/11/25 24
37 Sandy Springs/MARTA Reviews Final Plans 45 days Mon 4/14/25 Fri 6/13/25 36
38 FFPR 5 days Mon 6/16/25 Fri 6/20/25 37
39 Prepare/Submit Final Plans 30 days Mon 6/23/25 Fri 8/1/25 38
40 Construction Bidding 35 days Mon 8/4/25 Fri 9/19/25 39
41

Dec Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep Oct N
ter 1st Quarter 2nd Quarter 3rd Quarter 4th Quarter 1st Quarter 2nd Quarter 3rd Quarter 4th Quarter 1st Quarter 2nd Quarter 3rd Quarter 4th Q

Task

Split

Milestone

Summary

Project Summary

Inactive Task

Inactive Milestone

Inactive Summary

Manual Task

Duration-only

Manual Summary Rollup

Manual Summary

Start-only

Finish-only

External Tasks

External Milestone

Deadline

Progress

Manual Progress

T2208 PEACHTREE DUNWOODY AND LAKE HEARN CONNECTIVITY IMPROVEMENTS

Page 1

Project: Project Tasks
Date: Tue 6/13/23


	3_2023.10.11_T2208_CTM  Meeting Minutes.pdf
	3. PROJECT IDENTIFICATION
	✅ UTILITY INVOLVEMENTS

	✅ PROJECT BUDGETARY CONSTRAINTS AND FUNDING RESPONSIBILITIES

	2_Lake Hearn Improvements_Traffic Study_2024.pdf
	Peachtree Dunwoody Rd and Lake Hearn Dr - Connectivity Improvements Project: Traffic Engineering Study
	Contents
	Table of Contents
	List of Figures
	List of Tables
	List of Appendices

	Introduction
	Study Methodology
	Study Area
	Peachtree Dunwoody Rd at Lake Hearn Dr
	Lake Hearn Dr at Altmore Rd
	Transit Accommodations
	Land Use
	Other Projects

	Field Review and Site Observations
	Existing Traffic Volumes
	Crash Analysis
	Crash Types and Locations

	Existing Capacity Analysis
	Future Capacity Analysis
	Build Evaluation
	Conclusion

	Appendices
	Appendix A: Concept Design
	Appendix B: Site Photos
	Appendix C: Traffic Count Data
	Appendix D: Volume Development Worksheet
	Appendix E: Crash Data Table
	Appendix F: Capacity Analysis Reports


	Lake Hearn Improvements_TE Study (compiled).pdf
	Introduction
	Study Methodology
	Study Area
	Peachtree Dunwoody Road at Lake Hearn Drive
	Lake Hearn Drive at Altmore Road
	Transit Accommodations

	Field Review and Site Observations
	Existing Traffic Volumes
	Crash Analysis
	Crash Locations and Types

	Existing Capacity Analysis
	Future Capacity Analysis
	No-Build Conditions

	Build Evaluation
	Conclusion
	Appendix
	Appendix A: Concept Design
	Appendix B: Site Photos
	Appendix C: Traffic Count Data
	Bidirectional Counts
	Turning Movement Counts

	Appendix D: Volume Development Worksheets
	Appendix E: Crash Data Table
	Appendix F: Capacity Analysis Reports
	Existing and No-Build Conditions
	Build Conditions






